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PREFACE. 


When  a  previous  treatise  by  the  author  was  published  under 
the  title  of  "The  Mechanical  Engineering  of  Power  Plants," 
it  was  suggested  by  one  of  his  most  gifted  critics  that  the  title 
should  be  amended  because  the  book  did  not  cover  the  pow^er- 
plant  practice  which  uses  gas-engines. 

The  point  was  well  taken,  but  the  omission  was  intentional. 
To  have  included  the  gas-engine  would  have  made  that  book 
inconveniently  bulky.  Furthermore,  the  treatment  of  the  gas- 
engine  must  be  essentially  different  from  that  given  to  the  steam- 
engine,  and  at  that  time  the  state  of  the  art,  both  practically 
and  scientifically,  did  not  admit  of  the  preparation  of  a  satis- 
factory and  exhaustive  discussion.  Since  that  time,  however, 
there  has  grown  up  a  largely  increased  appreciation  of  the  fuel 
value  of  what  were  called  the  waste  gases  from  the  blast-furnace, 
and  a  wider  extension  of  the  manufacture  of  fuel  gas  in  producers. 
The  gas-engine  has  been  extensively  applied  in  the  departments 
of  electric  lighting,  and  of  compression,  both  of  air  and  gas.  It 
is  since  that  time  also  that  there  has  appeared  the  exacting  de- 
mand for  motors  for  self-propelled  vehicles  and  for  small  launches, 
so  that  it  has  become  possible  to  undertake  that  for  which  the 
time  was  not  ripe  when  the  criticism  was  made.  There  was, 
at  that  time,  little  distinctively  American  practice  to  be  studied, 
but  the  principal  work  had  been  done  in  England,  Germany, 
and  Belgium.    The  introduction  by  Daimler  of  the  high-speed 

gas-engine   and   the   immediate   development   which   this   class 
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of  motor  received  in  France  for  motor-^'chicle  use,  has  greaw 
stimulated  the  work  upon  this  class  of  machine  in  all  depart 
ments.  Furthermore,  the  development  of  the  carburetor  an( 
the  recognition  of  the  significance  of  carburation  as  a  process  i 
the  handling  of  liquid  fuels,  enormously  widened  the  scope  aW 
field  for  the  internal-combustion  motor.  In  fact,  in  the  opinion" 
of  the  writer,  ihe  development  of  this  particular  detail  draws 
a  broad  line  of  distinction  between  the  former  and  present 
practice  which  marks  in  cfTect  an  epoch  of  the  develop  meat  J 
of  the  art. 

By   the   term  gas-engine   is,   therefore,   meant   the   internal 
combustion   engine,    whether   using   gas   manufactured    withouj 
the  motor  and  delivered  to  it  as  combustible  gas,  or  making  itsi 
own  gas  by  carbureting  air  on  its  way  to  the  combust! on -cham-^ 
ber. 

The  author  believes  that  a  ver)'  important  field  is  cipen  foi 
development  of  small  gas  producers  operating  on  coal  in  coin 
bination  with  the  internal-combustion  engine  which  they  are  t 
serve.  It  will  be  apparent  that  by  either  the  liquid-fuel  systei 
of  carburetting  air,  or  by  the  producer  system,  the  gas-cngini 
reaps  all  the  advantages  which  follow  from  getting  rid  of  th| 
boiler  and  its  plant  as  details  of  the  steam-generation  systei 
whether  in  statinnarj-,  marine,  or  motor-vehicle  practice. 

The  plan  and  scope  of  the  treatise  will  be  apparent  c 
spection.  The  starting-point  must,  obviously,  be  the  liberatioi 
of  the  energ)'  resident  in  fuels  in  the  form  of  heat  and  the  ci 
version  of  that  heat  energy  into  mechanical  energy  with  ' 
physical  laws  and  mathematical  principles  which  are  involva 
in  such  transformation.  The  cycle  of  operations  which  (he  hcB 
medium  undergoes  in  transforming  heat  energv'  into  mechanic 
work  next  follows,  and  the  types  of  motor  in  which  these  trani 
formations  occur  with  gas,  gasoline,  kerosene,  and  alcohol  i 
sources  of  ihe  combustible  hydrocarbon.  The  succeeding  chapi 
ters  open  up  the  details  of  mechanically  effecting  the  mixture  c 
fuel  and  air  for  the  internal  combustion  which  is  desired, 
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the  methods  of  carburetting,  igniting,  and  governing.  The 
chapter  on  manipulation  is  intended  to  be  of  service  to  users  of 
engines  of  this  class,  although  as  a  rule  the  imsatisfactory  work- 
ing of  such  engines  is  the  consequence  of  defective  ignition,  car- 
buration  or  mixture,  already  discussed,  rather  than  the  con- 
sequence of  the  methods  of  manipulation.  This  part  concludes 
with  a  brief  presentation  in  compact  form  of  the  results  in  economy 
and  performance  as  determined  by  test. 

The  final  chapters  treat  of  the  mathematical  analysis  of  the 
laws  and  principles  whose  action  has  been  discussed  in  the  first 
part.  By  the  mathematical  form  of  this  analysis  it  becomes 
easy  to  use  the  results  of  the  analysis  in  a  quantitative  way  for 
a  comparison  of  cycles  or  with  a  view  to  studying  the  effects 
of  varying  these  cycles.  So  far  as  known,  this  part  of  the  work  is 
the  most  complete  treatment  which  has  yet  been  made,  and  it 
is  hoped  it  will  leave  Uttle  to  be  desired  by  those  who  would 
find  a  study  of  this  sort  serviceable,  since  it  is  believed  to  be 
practically  exhaustive.  Especial  attention  should  be  called  to 
the  formula  for  theoretical  mean  effective  pressure.  The  de- 
velopment of  the  Otto*  cycle,  by  reason  of  the  investment  of  capi- 
tal for  this  purpose,  has  thrown  into  comparative  obscurity  the 
important  possibilities  offered  by  the  other  type  of  internal- 
combustion  engines  in  which  the  heating  takes  place  at  constant 
pressure  rather  than  at  constant  volume.  A  chapter  is  given  to 
a  brief  treatment  of  this  particular  form  of  engine,  but  it  will 
be  apparent  that  this  is  the  opening  of  a  door  at  this  time  rather 
than  the  entering  upon  a  full  treatment.  If  the  continuous 
rotative  type  of  motor  is  to  be  developed  for  the  direct  utiliza- 
tion of  the  heat  energy  from  combustion,  it  is  likely  to  appear 
in  the  development  of  this  class  of  cycle.  But  at  this  time  the 
state  of  the  art  does  not  justify  the  giving  of  more  space  than  is 
allotted. 

The  book  concludes  with  some  general  statements  concern- 
ing explosive  mixtures,  an  historical  summary  and  a  brief  bibli- 
ography. 


The  author,  in  conclusion,  must  express  his  obligation  and  ' 
indebtedness  to  the  work  of  previous  writers  for  ihe  results  and 
data  which  they  have  made  as  contributions  to  the  arts  and 
sciences    whose    applications    have     developed    the    gas-engine. 
References  to  the  sources  from  which  these  data  are  taken  will 
be  found  through  ihe  text  or  in  the  titles.     He  would  express   i 
his  particular  obligation  to  Dr.  Charles  E,  Luckc,  who  is  asso- 
ciated with  him  in  the  work  of  education  and  research,  and  from 
the  result  of  whose  work  with  his  permission  he  has  made  very- 
liberal  drafts.     The  cyclic  analysis  in  Chapter  XVII  was  made   ' 
by  Dr.  Lucke  while  a  graduate  student  under  the  author's  direc- 
tion, but  the  work  is  so  marked  by  originality  and  industry  in 
the  prosecution  of  its  detail  that  Dr.  Luckc  should  receive  the 
full  credit  which  it  deserves  and  which  ihe  author  is  very  glad 
to  take  this  occasion  to  ascribe.     Dr.  Lucke  has  also  contributed  i 
much  of  signal  value  in  the  way  of  quantitative  experimental  ] 
and  practical  data,  the  results  of  research  and  tests  in  ihe  labora- 
tory.    The  author  would  express  his  thanks  also  to  Prof.  R.  H. 
Femald  of  St.  Louis,  to  Mr.  T.  J.  Foster  of  Scranton,  and  to  Mr. 
E.  P.  IngcrsoU,  and  others  to  whom  he  is  indebted  for  permission 
tc  make  use  of  serviceable  illustrations  which  have  already  ap- 
peared elsewhere. 

No  attempt  has  been  made  to  enter  upon  the  field  of  the  design   ■ 
of  the  gas-engine  considered  as  a  machine.     This  field  of  engine 
design  has  been  so  admirably  covered  by  others  with   respect 
to  the  steam-engine  and  the  same  principles  of  design  apply  so 
readily  to  the  gas-engine  with  the  necessary  modifications  intro-  j 
duced  by  differences  in  principle,  that  this  subject  has  been  dis- 
regarded in  the  present  treatment.     The  exception  is  the  treat- 
ment of  the  cylinder  volume  as  a  derivati\'e  from  the  transforma-  ] 
tion  of  heat  energy  into  mechanical  work  which  may,  perhaps, 
be  found  serviceable. 

F.  R.   HUTTON. 
COIOMBIA  UiJivEEsrrv, 
New  York, 

Seplcmbcr,  1903. 
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CHAPTER  I. 

INTRODUCTORY. 

1.  Sources  of  Motor  Energy. — There  are  three  important 
sources  of  force  or  energy  for  industrial  uses.  The  first  is  known 
as  muscular  force  and  is  that  which  resides  in  the  contractile 
tissue  of  the  muscles  in  man  and  animals.  The  second  is  the 
force  of  gravity  and  is  the  force  by  which  the  earth  attracts  all 
masses  towards  its  centre.  The  third  is  a  group  of  forces  which 
become  manifest  or  are  released  upon  chemical  reactions  such 
as  occur  in  combustion  or  oxidation;  the  two  most  important 
manifestations  of  these  are  the  forces  of  electricity  and  of  heat. 

2.  The  Limitations  of  Muscular  Force  and  the  Force  of 
Gravity. — ^There  are  certain  fixed  limits  set  to  the  amount  of 
energy  which  can  be  made  available  from  any  single  unit,  either 
of  men  or  of  animals. 

While  this  limit  will  vary  with  the  muscular  endowment  of 
the  individual,  and  further  with  his  temperament,  his  training, 
his  health,  his  size,  his  race,  and  his  species,  it  will  \)c  obvious 
that  large  powers  can  only  be  obtained  by  aggregating  many 
such  units.  This  is  inconvenient  and  costly,  but  even  more  than 
this,  a  definite  limit  is  set  by  the  endurance  of  the  animal  unit, 
which  must  have  periods  of  rest  and  recuperation.  The  speed 
of  such  units  is  also  limited  by  the  ability  of  the  animal  motor 
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to  maintain  his  maximum  effort  for  any  length  of  time.  Ther^ 
is,  finally,  no  considerable  rcscr\-e  of  encrgj'  in  storage  to  be] 
drawn  upon  in  case  the  resistance  should  be  temporarily  in-' I 
creased.  | 

The  force  of  gravity  becomes  available  for  motor  uses  when' 
a  weight  or  mass  is  lifted  to  a  higher  level  and  is  permitted  to 
descend   to   a   lower   one.     Solid   weights   are   only   serviceable 
when  lifted  b)'  some  other  mechanical  force;    water  and  air  are 
the  only  weights  wljjch  are  otherwise  lifted,  independent  of  man,  , 
to  a  distance  farther  from  the  centre  of  the  earth.     Water  is  1 
lifted  by  the  sun  in  vapor,  to  be  deposited  on  the  high  levels  of  1 
the  land,  whence  it  seeks  to  descend  again  to  the  lide-watcr  levels;  I 
the  winds  which  drive  wind-motors  are  caused  by  the  descent! 
of  the  cold  air  from  upper  levels  of  the  atmosphere  to  the  lower! 
levels  by  reason  of  its  greater  weight  per  unit  of  bulk  which  tenda  J 
to  displace  the  air  which  has  been  warmed  by  the  earth.     It  is . 
obi-ious,  therefore,  that  gravity,  as  a  motor  force,  is  dependent  I 
upon  ihe  availability  of  higher  levels  of  land  at  which  a  sufficient  A 
TORSi.  of  water  can  be  accumulated;  and  an  adequate  reservoir  J 
in   any  particular  region  or  an  adequate   flow  from   a   source,  ] 
together  with  an  available  difference  of  level,  arc  necessary  con-  1 
ditions  for  the  use  of  water-motors.     With  respect  to  windmilla, 
it  must  as  yet  be  said  that  while  there  is  an  abundance  of  energy  I 
present  in  the  atmospheric  ocean,  at  (he  bottom  of  which  alt  the 
industries  of  the  earth  are  carried  on,  yet  the  reliabihty,  capacity, 
and  contrtiUability  which  must  attach  to  a  satisfactory  industriat.j 
motor  are  not  found  in  most  places.     The  exceptions  are  where  1 
windmills  may  be  used  for  pumping  or  to  store  some  other  form.l 
of  energ\'  in  accumulators  or  otherwise,  to  be  given  out  as  required. 

This  same  series  of  difficulties  has  beset  the  successful  appli- 
cation of  the  energ)'  stored  by  the  winds  and  other  disturbance^' | 
in  the  waves  of  the  ocean.  Tide-motors  depend  upon  the  lifting  J 
of  the  ocean  level  by  stellar  or  planetary  attractions  and  are  | 
reliable  and  controllable  within  the  limits  of  their  capacity.  I 
They  are  only  made  of  large  capacity  at  great  cost.     The  typ( 
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of  motors  so  far  proposed  to  utilize  either  the  impact  of  ocean 
waves  or  the  lifting  force  of  the  continuous  wave  near  the  coast 
have  not  proved  reliable  nor  permanent  enough  for  engineers  to 
venture  to  adopt  or  install  them  as  a  source  of  continuous  energy. 

It  will  be  apparent  that  since  it  is  the  energy  of  the  sun  which 
lifts  the  water  to  higher  levels  of  land  and  which  disturbs  the 
equilibrium  of  the  strata  of  air,  there  is  a  figurative  sense  in 
which  both  water-motors  and  windmills  can  be  called  heat- 
motors  in  the  last  reduction. 

3.  Importance  of  Motor  Energy  Derivable  from  Heat. — 
It  will  be  at  once  apparent  that  while  the  energy  resident  in 
falling  water  is  most  serviceable  and  is  destined,  doubtless,  to 
become  more  so  as  the  means  of  transmitting  energy  are  im- 
proved, yet  there  are  many  causes  which  make  the  form  of  motor 
utilizing  the  energy  liberated  in  the  form  of  heat  to  be  by  far 
the  most  considerable.  The  energy  due  to  falling  water  is,  with  a 
few  notable  exceptions,  limited  in  amount  both  by  the  weight 
available  and  by  the  height  of  the  fall.  The  weight  available 
becomes  uncertain  when  by  reason  of  diminishing  rainfall  the 
amount  of  water  received  upon  any  watershed  becomes  dimin- 
ished. In  the  case  of  the  energy  derived  from  the  combustion  of 
a  fuel  furnishing  heat,  there  is  stored  an  amount  of  available 
energ}'  limited  only  by  the  supply  of  such  combustible  fuel. 
The  energy,  moreover,  is  in  compact  bulk,  and  in  the  form  of 
compressed  gas  or  in  the  liquid  fuels  it  is  of  comparatively 
light  weight  with  respect  to  the  amount  of  energy  which  it  can 
furnish.  For  these  reasons  the  importance  of  the  study  of  heat- 
motors  is  ver\'  great  under  the  present  conditions  of  industry, 
and  the  exceeding  convenience  which  attaches  to  the  gas-engine 
as  a  means  of  utilizing  the  energy  of  combustible  fuel  has  Ix-en 
continually  receiving  increased  consideration. 

While  it  is  not  difficult  to  believe  that  the  near  future  may 
reveal  methods  for  generating  or  lilx-rating  energy  directly  from 
a  fuel  in  the  form  of  electromotive  force  and  current,  and  this 
is  now  dcme  where  the  chemical  reactions  in  the  various  electrical 
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batteries  release  such  force  and  current,  yet,  at  this  writing,  the 
importance  and  extent  of  the  apphcations  of  such  methods  place 
them  in  the  field  of  the  physicist  and  the  experimenter  rather  ^^ 
than  in  that  of  the  engineer  roncemed  with  industrial  problems.  ^^M 

4.  Analysis  of  a  Power-plant.— The  industrial  result  in  s^^J 
power-plant  is  the  production  of  something  which  shall  have  a 
commercial  or  salable  value.  This  may  be  a  manufactured 
article  or  it  may  be  the  transportation  of  persons  or  of  goods  for 
industrial  purposes,  or  for  pleasure,  for  wliich  the  community 
shall  be  willing  to  pay.     It  will  be  apparent,  therefore,  that  the 

last  hnk  in  a  power-generating  chain  will  be  as  extensive  as  the 
entire  field  of  industry.  The  transmission  to  the  machines  or 
appliances  which  utilize  the  energy  is  also  a  field  of  wide  extent 
which  will  be  greatly  conditioned  by  the  purpose  for  which  the 
power  is  to  be  used.  For  these  reasons  it  also  may  be  excluded 
from  the  present  field  of  consideration  and  attention  paid  only 
to  the  problems  connected  with  the  liberation  of  the  energy  or 
the  generation  of  the  power  in  a  device  or  appliance  which  is 
fitted  to  receive  Ihe  energy  liberated  from  the  combustible  fuel 
and  manifested  in  the  form  of  a  force  exerted  through  a  space. 
The  problem  of  the  heat-engine,  therefore,  has  two  distinct 
divisions.  The  first  is  the  liberation  of  the  heat  energy  and  its 
transfer  to  a  medium  capable  of  exerting  mechanical  cncrg)'. 
The  second  division  is  the  motor  or  engine  to  receive  this  mechan- 
ical energy'  and  to  put  it  into  usable  form.  The  development 
in  the  subsequent  chapters  will  follow  the  lines  of  these  two 
divisions. 

5.  Media  for  Use  in  Heat-engines. — In  the  selection  of  a 
medium  to  receive  the  cncrgj'  liberated  from  a  source  of  heat  it 
will  be  apparent  ihal  the  considerations  arc  both  scientific  or 
physical,  and  commercial  or  practical.  The  first  and  most 
obvious  phenomenon  which  occurs  upon  the  increasing  of  the 
heat  energ>'  in  a  body  is  an  increase  in  its  bulk  or  \'olumc.  The 
gases  imdcrgo  the  greatest  change  in  bulk  or  volume  for  a  given 
increase  in  their  amount  of  heat  energy,  and  would   naturally 


be  those  which  wouki  be  tiist  chosen  as  mt^)ia«  While  sj^JuIa 
and  liquids  ako  undergp  a  similar  dilatatii>n«  it  is  less  in  extent^ 
ahbou^  capabk.  within  the  range  of  such  dilatation^  of  exert ii\|; 
a  force  of  much  greater  intensity.  By  the  use  of  gjises  which 
change  their  shape  or  figua^  ver}'  easily  within  a  a>ntaini)\K 
envelope,  and  which  have  small  density  or  weight  |ver  cuMc 
foot,  the  flow  of  such  media  thmugh  pijH^s  and  jmssjigt^s  is  n\or** 
rapid  and  is  less  affected  by  friction  or  other  n*sislanct\  Among 
the  media,  they  will  be  found  to  ditTcr  among  each  other  accohl 
ing  to  the  ease  with  which  different  materials  will  pass  from  tin* 
gaseous  state  into  a  liquid  form.  Steam,  whid^  is  the  ivhuIi  of 
evaporating  water  into  a  gas,  is  the  most  convenient  exiunple 
of  such  media  as  change  their  state  easily  within  the  liinltH  which 
are  within  convenient  reach.     Other  such  media  are: 

Ammonia  (NH,) ; 

Acetone  (CjHflO) ; 

Alcohol  (QH«0); 

Bisulphide  of  carlx)n  (C'S,) ; 

Chloride  of  carbon  (C(!lj» 

Chloroform  (CHCl,): 

Ether  (C,HJ)) ; 

Naphtha  and  gasr>Iine  ^'ChHh  to  (!,ll,,;. 

These  have  the  advantage  of  making  llir  /Imnj/r  ftmn  li'iui'l 
to  vapor  at  temperatures  lower  than  in  ne/i'»vi»;iry  Uti  ?.fi;Mn,  1/ut 
are  open  to  the  serious  (A/ytxiou^,  on  iUr  ifritJilml  >uU  iImi 
they  are  costly  and  re^iuire  to  Ur  o\n:r7iUA  m  >Ji^  U  a  fotin  n\  *  ninin 
as  shall  j)ermit  that  after  the  uvr  in  i\ts:  rnz/fz/r  \frn\^  i  \\n  t  -*  ,t\,n,',/ 
vapor  shall  be  a>ndenserl  1/a/k  to  iKjuJd  v/  ;i>,  <//  l/i  <r^/J  /,,// 
again  continuously,  Thtr/  are  alv/  o\M'rt  t//  oKy^hot,  ^  .i\n  t 
by  reason  of  an  offen^iv^r  or  yirty/'ri^  *Aor,  ot  ♦/*';?  ..>  //  /  ,</* 
inflammable  or  ezpVA-'vf:,  or  jy^yJ;'^-  •///?,/  ;/?  /  ./Jv/ '  ;.  « J'"  » 
on  the  human  or^irJ^rr;.  ry/rrj:  kf:  VA/v^ro.'  .'.'?  •♦*  -,  f..',\t 
These  are  cccnj/ttitorb  »/,?.  >/>^/,'.  ;;•.  i  f.v/:, ,,'.'.  '.  :j  *  •  '.  >.  -f 
air. 
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Air,  on  the  other  hand,  as  a  medium  is  cheap,  safe,  odorles 
innoxious,  non-inflammable,  and  very  accessible.  It  has  : 
advantage,  furthermore,  of  being  able  to  be  used  with  a 
contact  with  the  flame  which  is  a  manifestation  of  the  liberation 
of  the  heat  energy,  which  the  others  are  not  capable  of  doing. 
The  importance  of  the  air  as  a  medium  is,  therefore,  sufficient 
lo  make  it  possible  to  confine  the  present  treatment  to  those 
forms  of  encrgj-  which  are  conveniently  imparted  lo  air,  and  to 
those  forms  of  motors  which  utilize  the  expansive  force  incident 
to  such  heated  air.  References  to  discussions  of  other  media  will 
be  found  in  other  treatises  for  those  who  may  desire  lo  pursue 
this  particular  department  more  fully.* 

6.  Sources  of  Heat  Energy, — In  seeking  for  a  source  of  heat 
energy  for  utilization  in  a  power-plant,  it  is  apparent  that  the 
same  sort  of  circumstances  must  govern.  The  source  of  heat 
must  be  conveniently  accessible,  cheap,  and  must  contain  large 
reserves  of  heat  in  a  small  bulk.  While  the  oxidation  of  all 
chemical  substances  is  accompanied  with  the  liberation  of  heat, 
there  are  certain  of  them  in  which  this  liberation  occurs  with  the 
most  convenient  rapidity.  These  substances  are  carbon  and 
hydrogen  in  their  usual  natural,  or  combined  forms.  These 
occur  in  nature  in  solid  .form,  as  coal,  coke,  or  wood;  in  liquid 
form,  as  oils;  and  in  gaseous  form  cither  natural  {»r  manufactured. 
It  will  be  apparent  in  the  later  treatment  that  for  many  reasons 
the  liberation  of  energy  by  the  combustion  or  oxidation  of  gas 
is  by  far  the  most  convenient,  so  far  as  the  motor  itself  is  con- 
cerned and  ihc  plant  as  a  whole.  It  may  be  desirable,  when 
the  fuel  is  in  solid  form,  to  convert  it  artificially  into  gas  by  a 
gas-making  process  and  use  it  in  that  form  rather  than  in  its 
natural  state.  For  the  purposL-  of  this  treatise  the  source  of  heat 
will  be  taken  as  a  gas  and  its  process  of  hberation  will  be  the 
burning  of  this  gas  with  the  necessary  proportion  of  air  whereby 
the  energy  of  the  ignited  gas  is  imparted  to  raise  the  heat  energy 
of  the  air.  The  liquid  fuels  can  be  treated  and  considered 
•  Ser  Hutton's  "Heal  and  Heat  Engines,"  Chapiers  IX  and  XXI. 
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operating  in  a  manner  identical  with  that  of  gas,  inasmuch  as 
in  their  practical  utilization  the  liquid  fuel  is  injected  in  a  finely 
divided  state  into  the  air  and  is  ignited  in  this  vaporous  or 
atomized  condition,  when  it  behaves  exactly  as  the  gas  would, 
so  far  as  the  efifect  in  liberating  energy  is  concerned. 

7.  Intemal-combustion  Method  of  Heating  Air  as  a  Medium. 
— ^The  energy  liberated  from  a  gas,  or  an  oil,  or  a  solid  fire, 
by  its  combustion,  may  be  imparted  to  the  air  as  a  medium  by 
three  different  methods: 

I.  The  fire  may  be  placed  on  one  side  of  a  metallic  wall 
through  which  the  heat  of  the  fire  must  pass  to  heat  the  mass 
of  gas  on  the  other  side  of  the  wall.  This  plan  may  be  called 
the  external  heating  system.  It  is  the  method  used  in  the  steam- 
engine,  so  far  as  imparting  the  energy  of  the  fire  to  the  water 
and  steam  in  the  boiler  is  concerned,  and  is  the  method  which 
is  followed  in  the  ordinary  hot-air  engine  of  the  Ericsson  or 
similar  types. 

II.  The  second  method  is  that  whereby  a  solid  mass  heated 
by  the  fire  is  afterwards  removed  from  the  fire  and  brought  into 
contact  with  the  mass  of  gas  to  which,  by  contact  and  radiation, 
it  imparts  a  part  of  its  energy.  This  is  even  less  effective  than 
the  preceding  system,  but  may  be  called  a  combination  of  the 
external  and  internal  heating  systems. 

III.  The  third,  or  intemal-combustion,  system  is  to  have 
the  fire  enclosed  in  a  vessel  and  maintained  in  activity  by  the 
mass  of  the  gas  itself,  which  receives  directly  and  without  an 
intervening  mass  the  heat  energy  from  that  fire.  In  this  case, 
obviously,  the  gas  must  be  such  as  to  furnish  the  necessary 
oxygen  for  this  internal  combustion,  and  of  course,  of  all, 
heated  air  is  the  most  convenient  for  this  class  of  operation. 

This  last  system,  the  intemal-combustion  system,  is  by  far 
the  most  effective,  since  any  system  depending  upon  heating  air 
or  any  gas  by  contact  with  a  solid  at  a  high  temperature  must 
necessarily  be  slow;  it  requires  that  the  gas  be  in  thin  layers  or 
films,  and  large  masses  of  gas  have  to  be  handled  with  corre- 
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sponding  bulk  or  weight  of  the  heating  surface      For  effective 
transfer  ihe  hot  walls  must  be  hotter  than  the  receiving  medium,., 
and  the  difference  of  temperature  must  be  so  great  that  it  is  di 
cult  to  find  a  material  tor  the  solid  which  does  not  rapidly  dete- 
riorate from  the  high  heat. 

The  heating  of  the  medium  by  internal  combustion  has  been 
effected  either  with  coal,  with  oil,  or  with  gas.  The  methods 
used  might  be  tabulal-ed  as  follows: 

I.  With  the  use  of  coal  as  a  source  of  heat. 

(a)  Air  is  passed  through  a  coal  lire  and,  after  having  effected 
the  combustion  of  the  coal  and  become  heated,  the  air  passes  to  the 
working  cylinder  of  the  motor,  where  it  cxerls  its  expansive  force* 
The  names  connected  with  this  system  are  Cayley,  Genty,  Shaw. 

(6)  A  coal  lire  is  moved  through  an  enclosed  mass  of  air. 
(System  of  Lord.) 

II.  Using  a  liquid  fuel  not  vaporized  before  entering  the 
cylinder  of  the  motor. 

{c)  The  enclosed  air  in  the  motor  behind  the  piston  acts 
a  quiet  atmosphere  supporting  the  combustion  of  a  jet  of  o3. 
(Diesel.) 

{d)  The  air  is  caused  to  move  past  a  burner  and  in  passing, 
it  supports  the  piston  and  the  heated  products  pass  on.  (Wil- 
cox, Brayton,  Nordbei^  &  Shadall.) 

(f)  Oil  is  forced  by  a  pump  into  a  hot  chamber  vaporized 
therein  by  the  heat  and  is  then  brought  into  contact  with  the  air. 
The  proportions  of  fuel  and  air  are  so  maintained  as  to  make 
the  resulting  gaseous  mixture  practically  explosive,  so  that  the 
combustion  propagates  itself  through  the  mixture.  (Homsby, 
Capitaine,  Mietz  &:  Weiss.) 

III.  Using  gas  or  oil  which  has  been  previously  vaporized. 
(/)  An  enclosed  mass  of  atmospheric  air  supports  the  com- 
bustion of  a  quiet  jet  of  gas-flame.     (Diesel  and  Gibbs.) 

(g)  Air  in  motion  passes  a  fixed  gas-flame  and  becomes  heated 
by  it.  This  is  the  method  of  most  of  the  atmospheric  engines, 
such  as  Wilcox,  Weiss,  and  the  Otto  Atmospheric. 
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(A)  Air  mixed  with  gas  in  explosive  proportions  is  caused  to 
pass  a  point  where  combustion  is  localized.  (Brayton,  Schmid, 
and  Beckfeld  and  Reeve.) 

(/)  Air  mixed  with  gas  in  such  proportions  that  a  flame  will 
propagate  itself  throughout  the  mass  is  enclosed  in  a  chamber 
and  while  at  rest  is  inflamed  by  being  locally  ignited.  To  this 
class  belong  the  Otto,  Priestman,  Nash,  Westinghouse,  and  nearly 
all  existing  internal-combustion  engines. 

The  present  treatment  will  confine  itself  to  the  systems  using 
oil  or  gas,  by  reason  of  the  fact  that  where  solid  fuel  is  used  the 
presence  of  corrosive  products  of  combustion  from  solid  fuel  and 
the  injury  to  the  cylinder  and  moving  parts  by  the  dust  and  ashes 
from  such  fuel  have  removed  engines  of  this  type  from  competi- 
tion with  those  using  the  more  convenient  form  of  the  fuel.  System 
i  includes  the  engines  which  may  properly  be  called  "explosive'* 
engines,  since  a  flame  at  one  point  of  the  mixture  is  expected  to 
propagate  itself  throughout  it.  Those  in  system  h  are  properly 
"non-explosive,"  since  the  combustion  is  localized  and  the  gases 
are  in  motion  when  heated.  Engines  in  this  latter  class  may  be 
continuous  non-explosive  (Reeve)  or  intermittent  non-explosive 
(Diesel). 


CHAPTER  II. 

LIBKRATION  OF  HEAT   ENERGY. 
COMBUSTION. 

tIfiStoductory.— It  has  been  observed  in  the  preceding;! 
i  <4uit  the  convenient  and  accessible  sources  for  the  i 
taeigy  clue  to  heat  compelled  the  engineer  to  have  recourse  to  J 
the  combustion  of  the  elements  carbon  and  hydrogen  in  the  oxygen  I 
of  the  atmospheric  air.  While  heat  appears  as  a  transformatioa  4 
of  mechanical  energy  in  friction,  impact,  abrasion,  attrition,  and  ] 
in  overcoming  electrical  resistances,  these  sources  are  excluded  I 
when  the  object  sought  is  heat,  which  may  itself  be  transformed  I 
into  mechanical  energy.  The  hydrogen  and  carbon  are  stored  ia  1 
the  earth  as  the  result  of  processes  of  creation  and  distillation  ' 
under  conditions  of  heat  and  pressure  in  geological  periods.  In  J 
order  that  this  energ>'  may  be  released  and  made  available,  con- 
ditions favorable  to  the  necessary  rapid  oxidation  must  be  cstab-  1 
lished.  This  process  of  rapid  oxidation,  accompanied  with  the  ■ 
liberation  of  heat  and  light,  is  called  combustion.  While  oxygeal 
combines  with  many  of  the  metals  or  bases  or  elements,  as  well! 
as  with  carbon  and  hydrogen,  these  are  either  too  costly  to  serve'! 
as  convenient  sources  for  heat,  or  else  the  process  of  oxidation  is.  I 
so  slow  that  sufficient  heat  cannot  be  derived  from  the  procesa  j 
in  any  practicable  length  of  time. 

g.  Combustion.  Flame.  Smoke.  Incomplete  Combustion.  \ 
— Combustion  may  be  defined  as  a  combination  with  oxygen  j 
which  takes  place  with  sufficient  rapidity  to  be  accompanied  by  J 
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the  phenomena  of  light  and  heat.  In  the  combustion  of  a  solid 
fuel  it  appears  to  be  necessar}*  to  raise  the  surface  of  the  solid 
particles  of  that  fuel  to  a  temperature  at  which  the  carbon  and 
hydrogen  which  it  contains  shall  be  distilled  on  that  surface  and 
form  into  a  gas;  in  other  words,  the  oxygen  of  the  air  cannot  unite 
with  a  soUd,  but  that  solid  must  first  be  gasified  before  chemical 
combination  can  begin.  Similarly  with  a  liquid  fuel  it  must  either 
be  so  finely  divided  as  to  be  a  mist  or  to  constitute  an  atmosphere 
loaded  with  a  vapor  of  combustible  material.  Even  then  the 
gas  must  be  raised  to  a  temperature  of  ignition,  in  order  that 
combustion  may  begin. 

A  flame  is  a  current  of  hot  gas  carrying  with  it  solid  particles 
at  such  a  temperature  as  to  glow  or  give  out  heat  and  light. 
These  solid  particles  may  be  combustible  or  they  may  be  mechan- 
ically suspended  in  the  gas  and  glowing,  but  inert  so  far  as  the 
generation  of  heat  is  concerned.  When  these  particles  are  com- 
bustible and  the  temperature  of  the  current  is  sufficiently  high 
they  will  glow  and  bum  until  they  become  entirely  gas,  and  dis- 
appear. In  the  absence  of  solid  particles,  a  current  of  hot  gas 
the  result  of  complete  union  with  oxygen  which  would  be  called 
complete  combustion  would  be  colorless  and  invisible.  The 
temperature  of  the  current  of  flame  is  measured  by  the  degree 
of  incandescence  of  these  particles.  When  they  are  intensely 
white  they  are  in  their  hottest  condition.  A  yellow  flame  is 
cooler,  and  a  red  flame  is  still  cooler.  A  flame  usually  results 
when  the  supply  of  oxygen  at  the  point  where  combustion  began 
was  not  quite  sufficient,  or  the  temperature  not  sufficiently  ele- 
vated to  produce  a  complete  combustion  of  the  fuel  at  the  point 
where  such  combination  began.  A  flame  is  much  the  most 
efficient  means  of  heating  a  solid  by  radiation.  The  complete 
combustion  in  the  necessary  mass  of  air  produces  the  highest 
possible  temperature  at  the  time  and  place  of  such  union. 

The  word  incandescence  strictly  used  refers  to  a  condition 
of  heat  accompanied  by  light  as  an  evidence  of  great  heat  energy, 
but  without  chemical  action.    The  word  incandescence,  how- 
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ever,  is  often  extended  to  include  the  condition  in  which  the  d 
ical  action  is  relatively  slow  while  the  heat  intensity  is  high. 

Smoke  is  a  current  of  hot  gas  carrying  with  it  solid  particle 
of  carbon  which  are  not  hot  enough  to  ignite  and  bum,  or  which:  1 
have  been  cooled  below  the  temperature  required  for  such  com- 1 
bustion.     The  term  smoke  is  often  applied  to  currents  of  gasi 
carrying  with  them  tariy  or  other  matter  in  a  finely  divided  state>.  | 
Such  a  current  has  all  the  appearance  of  a  smoke,  biit  differs  front! 
it,  inasmuch  as,  if  it  were  brought  up  to  a  sufficient  temperature/* 
it  would  ignite  and  bum.     A  true  smoke,  carrj'ing  particles  < 
lampblack,  cannot  be  so  treated,  since  the   lampblack   is  only'^ 
capable   of  ignition   at   temperatures   considerably   above   those 
which  can  be  brought  about  except  in  the  electrical  arc  or  with 
the  oxyhydrogen  blowpipe.     These  conditions  make  it  apparent 
that  to  prevent  smoke  is  the  best  that  the  engineer  can  do,  and 
that  there  is  no  such  thing  as  smoke  consumption.    It  is  one  great 
advantage  of  the  combustion  of  gas  and  finely  divided  oil,  that 
the  conditions  of  smokeless  combustion  are  much  more  easily 
attained  than  with  the  combustion  of  solids.    The  gas  does  not 
require  distillation  by  heat  and  there  are  no  solid  particles  in 
a  gas  which  is  a  true  chemical  mixture.     In  the  combustion  of 
such  a  gas  it  will  happen  that  not  infrequently  with  an  inade- 
quate supply  of  oxygen  and  too  low  a  temperature  the  carbon 
will  separate  in  the  form    of   soot   or   lampblack.      Thorough 
niixture  of    the    gas  and    oxygen    and    high    temperature   will 
diminish  this  difficulty  from  the  deposition  of  carbon. 

Incomplete  combustion  is  the  union  of  carbon  with  oxygra.fl 
to  form  a  compound  which  upon  combination  with  the  neccssaiyj 
additional  oxygen  in  the  presence  of  heat  will  bum  to  the  i 
state  in  which  the  products  of  such  combustion  are  incoiool 
bustible. 

The  usual  fonn  of  this  incomplete  combustion  is  the  bumin|^'fl 
of  carbon  to  carbon  monoxide  (CO),  which  will  bum  to  carbooj 
dioxide  or  carbonic  acid  (COj)  upon  the  supply  of  the  neces 
additional  oxygen  and  heat.     If  the  carbon  escapes   from  1 
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apparatus  in  use  without  being  completely  burned,  there  is, 
obviously,  a  loss  of  available  energy. 

10.  Ignition.  Explo^on.  Propagation  of  Flame.  —  In 
order  that  the  gas  distilled  from  the  solid  fuel  or  derived  from 
any  source  should  begin  its  combination  with  oxygen  it  is  neces- 
sary that  it  should  be  set  fire  to.  This  means  that  the  mixture 
of  oxygen  and  gas,  or  either  in  the  presence  of  the  other,  shall  be 
raised  to  a  temperature  at  which  chemical  combination  shall  be 
possible.  This  beginning  of  chemical  union  is  called  ignition 
and  can  usually  be  effected  most  conveniently  by  bringing  a 
flame  or  an  incandescent  solid  into  contact  with  the  mixture 
whereby  a  part  of  it  shall  be  raised  to  the  temperature  required. 
The  passage  of  an  electrical  spark  through  the  mixture  will  effect 
this  ignition  also.  If  the  mixture  is  sufficiently  intimate  and  in 
proper  proportions,  the  ignition,  beginning  at  one  point  by  flame 
or  spark  or  incandescence,  will  propagate  itself  through  the  mass 
and  the  entire  mixture  will  become  ignited.  If  the  mixture  is 
not  intimate  and  there  is  not  the  proper  amount  of  oxygen,  or 
if  the  temperature  of  the  flame  is  low  by  reason  of  the  poor  quality 
of  I  he  gas,  the  flame  may  not  propagate  itself  through  the  entire 
mass  and  the  combustion  will  be  incomplete. 

If,  on  the  other  hand,  the  mixture  be  rich  in  combustible, 
the  propagation  of  the  chemical  combination  through  the  mass 
may  be  so  rapid  as  to  be  practically  instantaneous.  When  this 
occurs  the  expansion  of  the  volume  of  the  mixture  due  to  this 
rapid  combustion  will  occur  with  a  suddenness  which  makes  it 
concussive,  and  such  an  ignition  or  propagation  of  the  ignition 
through  the  mass  is  called  an  explosion.  The  noise  which  is 
commonly  attached  to  an  explosion  is  a  secondary  phenomenon 
resulting  from  the  concussive  character  of  the  expansion  of  the 
heated  mass.  It  may  either  be  an  impact  of  the  air,  as  in  the 
case  of  a  powerful  electrical  discharge  among  the  clouds,  or  it 
may  be  the  reaction  of  forces  in  a  solid  mass,  as  in  the  detonation 
of  rock  disrupted  by  explosives.  An  explosive  is  a  solid  or  liquid 
having  this  property  of  intensely  rapid  propagation  of  its  ignition 
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coupled  with  a  copious  supply  from  itself  of  the  necessary  oxyge^| 
for  the  required  chemical  combination  to  take  place  without  draw*^ 
ing  that  oxygen  at  the  slow  rale  which  would  occur  when  the-^ 
oxygen  was  furnished  by  the  air. 

When  the  problem  of  ignition  is  applied  to  a  gaseous  fuel, 
it  will  appear  that  there  are  several  ways  in  which  the  gas  and 
the  oxygen  may  be  brought  together  for  ignition  and  combustion, 
and  that  each  method  may  consiilute  a  class. 

Class  I.  Gas  issuing  from  an  orifice  into  a  supporting  at- 
mosphere and  where  all  the  oxygen  for  combustion  is  derived 
from  that  atmosphere. 

This  first  class  of  combustion  is  very  imperfect,  so  that  only 
low  temperatures  result,  while  large  excesses  of  oxygen  are  re- 
quired over  what  is  chemically  necessarj'.  It  is  this  very  im- 
perfection which  causes  the  efficiency  of  the  ordinarj'  gas-jet  J 
as  a  source  of  light.  The  unequal  distances  travelled  by  molg 
cules  of  gas  before  reaching  the  place  where  they  can  find  an<f^ 
combine  with  the  necessary  oxygen  gives  the  flame  a  volume, 
i.e.,  a  certain  portion  of  apace  is  filled  with  the  flame.  In  the 
study  of  combustion,  as  the  origin  of  heat,  this  class  is  of  no 
importance. 

Class  II.  Gas  mixed  with  oxygen  insufficient  in  quantity  fi 
its  combustion  or  for  the  formation  of  an  explosive  mixturq 
issuing  into  a  supporting  medium  from  which  all  necessary  ad(£ 
tional  oxygen  is  derived. 

Mixing  the  oxygen  with  the  gas,  previously  to  heating  for 
ignition,  as  in  Class  II,  is  a  direct  aid  to  nature,  eliminating  the 
bunting  process  of  Class  I,  or,  at  anj'  rale,  reducing  it,  and  making 
necessary  only  the  heating  to  the  ignition  temperature  to  cause 
combustion.  This  is  shown  in  the  immediate  shortening  of  the 
flame  over  that  of  the  previous  class,  and  its  loss  of  luminosity, 
while  still  retaining  the  volume  character  of  the  flame.  It  is 
the  principle  of  the  Bunsen  burner,  and  the  large  class  of  appa- 
ratus which  follow  it  for  use  in  furnaces,  heaters,  cooking- stoves* 
and  for  heating  water  in  steam -carriages. 
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In  most  of  these  the  mixture  of  air  with  the  fuel  is  made  by 
causing  a  jet  of  gas  to  impinge  on  a  mass  of  air,  some  of  which 
is  carried  along  with  the  air  under  the  double  influence  of  gas 
friction  and  the  heated  top  of  the  burner,  whence  the  mixture 
issues. 

Combustion  of  Class  II  is  characterized  by  the  fact  that 
there  is  an  actual  voliune  of  flame;  the  flame  is  hotter  than  in 
Class  I,  which  means  that  for  a  given  flame  voliune  either  more 
gas  is  burned  or  the  products  of  combustion  are  less  diluted; 
the  flame  is  less  luminous  and  not  of  imiform  color  throughout 
its  voliune. 

An  infinite  variety  of  details  of  arrangement  in  the  exit  and 
mixing  of  the  air  and  gas  may  be  devised  with  varying  results 
for  special  cases,  but  it  is  true  of  all  of  them  that,  though  the 
combustion  be  very  perfect  and  the  amount  of  heat  generated 
large,  yet  there  is  always  a  "flame  volume,"  indicating  a  struggle,, 
as  it  were,  on  the  part  of  the  gas  and  air  in  their  final  combus- 
tion. The  combustion,  though  approaching  perfection  in  many 
cases,  is  rendered  so  only  by  the  use  of  a  large  excess  of  the 
oxygen  chemically  required  giving  oxidizing  products  of  com- 
bustion. 

Class  ni.  Gas  mixed  with  oxygen  in  quantities  insuflScient 
for  complete  combustion,  but  suflScient  for  the  formation  of  an 
explosive  mixture,  issuing  from  an  orifice  into  a  supporting 
atmosphere,  from  which  all  necessary  additional  oxygen  is  to  be 
derived. 

Class  IV.  Gas  mixed  with  oxygen  in  just  sufficient  quantities 
for  combustion,  issuing  from  an  orifice  into  any  sort  of  atmos- 
phere. This  sort  of  mixture  may  be  called  a  "chemical"  mix- 
ture. 

Class  V.  Gas  mixed  with  oxygen  in  such  quantities  as  Id 
form  an  explosive  mixture,  but  with  insuflScient  oxygen  for  com- 
plete combustion,  burned  in  a  mass  by  a  single  explosion. 

Class  VI.  Gas  mixed  with  oxygen  in  chemical  proportions,, 
burned  by  a  single  explosion  in  mass. 
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It  is  only  when  the  gas  and  air  are  previously  mixed  coi 
pletely    and    uniformly    in    iht-    proper    chemical    proporlioni 
that   non-reducing,    non-oxidizing    products   of   combustion  s 
obtained,  and,  since   none  of   the   heat   goes   to  warm   excessesfl 
of  oxygen  or  of  fuel,  the  temperature  of  these  products  must  1 
ihe  highest  possible.     Combustion  of  this  sort  is  flameless,  orj 
rather,  what  fiame  there  is  is  without  volume,  having  only  kngi 
and  breadth  without  thickness,  and  is,  in  fact,  a  surface. 

Such  combustion  is  governed  by  laws  quite  different  fro 
those  under  which  the  classes  already  noted  operate,  and  it  I 
to  the  combustion  of  chemiral  and  other  explosive  mixture 
that  attention  may  for  the  present  be  mainly  devoted. 

Consider  first  the  class  mentioned  as  Class  VI,  in  which  | 
mass  of  chemical  mixture — ^i.e.,  gas  and  its  needed  oxygen- 
is  confined  in  a  chamber.  If  inflammation  be  provoked  at  uijrfl 
point  of  the  mass,  it  will,  by  self- propagation,  finally  and  suc-J 
cessively  inflame  the  whole  mass.  This  is  the  first  and  fund&'J 
mental  principle  of  this  sort  of  combustion.  The  investigationl 
of  this  propagation  of  inflammation  by  such  men  as  Davy,  Buq*1 
sen,  Mallard  and  LcChatelier,  Berthelol,  and  others  has  showik] 
that: 

(a)  In  any  mixture  the  rate  of  propagation  is  constant  for  a 
given  temperature  before  inflammation. 

(h)  The  rate  of  propagation  for  such  mixtures  varies  wW 
different  combustibles,  being,  for  example,  very  fast  for  hydi 
gen  and  slow  for  marsh-gas. 

(c)  The  rate  of  propagation  increases  with  the  temperature  o 
the  mixture  before  inflammation. 

{d)  The  combustion  is  visible  by  reason  of  a  flame-cap,  i 
deep-blue  film  of  flame,  which  travels  through  the  mass,  ani 
which,  at  any  instant,  completely  separates  all  the  burned  fro 
the  unbumcd  mixture. 

This  uniformity  of  velocity  of  inflammation  would  indicate-J 
that  in  a  mass  where  inflammation  had  slartc-d  at  a  point,  thi 
flame-cap,  or  surface  of  combustion,  exists  at  any  instant  on  t 
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surface  of  a  sphere  whose  radius  is  proportional  to  the  time 
elapsed. 

All  this  has  been  assumed  so  far  to  take  place  in  a  large  mass  of 
gas.  If,  however,  the  enclosing  vessel  be  given  special  forms, 
certain  other  characteristics  are  brought  out.  One  which  is  of 
interest  is  the  fact  that,  when  the  enclosing  vessel  is  a  cylinder, 
or  prism,  in  which  the  combustion  surface  travels  with  its  centre 
on  the  axis,  the  velocity  becomes  affected  by  reduction  of  cross- 
section,  and  that  there  will  always  exist  for  every  such  mixture 
an  area  of  cross-section  so  small  that  the  self-propagation  ceases. 
This  has  been  explained  by  saying  that  the  walls  carried  oflf 
heat  so  fast  that  the  small  flame-cap  could  not  generate  heat 
enough  to  keep  itself  above  the  temperature  of  ignition.  Davy 
secured  the  same  effect  by  using  his  screen  of  wire  gauze,  which, 
if  interposed  in  the  path  of  the  combustion  surface,  instantly 
cooled  the  same  sufficiently  to  prevent  the  ignition  of  the  mixture 
on  the  other  side,  provided,  of  course,  the  temperature  of  the 
gauze  itself  is  sufficiently  low. 

When  a  neutral  diluent  gas,  such  as  N  or  COj,  is  added 
to  a  chemical  mixture  arranged  for  the  above-discussed  com- 
bustion, its  effect  is  to  reduce  the  rate  of  propagation,  though 
not  in  conformity  with  any  law  yet  discovered.  Of  course  there 
will  be  a  point  when  so  much  of  the  neutral  gas  is  present  that 
combustion  is  impossible,  but  no  reliable  data  are  at  hand  on 
this  point,  and  the  same  conditions  often  give  widely  varj^ing 
results. 

While  large  quantities  of  a  neutral  gas  may  be  added,  with- 
out affecting  the  combustion  except  to  decrease  the  rate  of  prop- 
agation, a  dilution  by  a  comparatively  slight  amount  of  oxygen 
will  prevent  it  altogether.  An  excess  of  gas,  it  has  been  found, 
will  act  within  certain  limits  like  the  presence  of  a  neutral  gas. 
By  far  larger  amounts  of  fuel  than  of  oxygen  may  be  present  in 
excess  without  arresting  combustion. 

In  Class  V,  where  explosive  mixtures  are  burned  in  mass, 
the  mixtures  having  excess  of  fuel,  the  combustion  is  possible 


iS  THE  C/1S  ENGINE. 

within  quite  wide  limits,  with  no  other  e£Eect  than  varyingT 
of  propagation.  In  fact,  a  great  deal  of  it  appears  lo-day  in 
gas-engines.  While,  of  course,  in  these  engines  the  proper  chem- 
ical mixture  should  be  invariably  used,  they  are  seldom,  if  ever, 
constructed  to  maintain  this  properly,  and,  as  a  slight  excess  of 
oxygen  will  completely  prevent  inflammation,  the  error  is  alwaya 
made  on  the  other  side;  sooty  exhausts  bear  testimony  to  this. 
The  gas-engine  also  gives  evidence  of  the  faci  that  neutral  gases 
decrease  the  rate  of  propagation,  for  in  some  two-cycle  engines 
it  is  impossible  to  get  a  vertical  combustion  line  on  the  indicator- 
diagram  with  a  fixed  ignition,  except  at  ver)'  slow  speeds — about 
50  revolutions  per  minute.  This  is  due  entirely  to  the  presence 
of  exhaust-gases  in  excessive  quantities  as  diluents  to  the  charge. 

Some  of  the  principles  above  noted  as  belonging  to  masses  of 
mixture  at  rest  will  make  clearer  the  nature  of  the  problem  of 
combustion  of  the  same  mixtures  when  in  motion  issuing  from 
an  orifice. 

It  has  been  found  in  this  latter  case  that  a  mixture  of  gas  and  air 
in  proportions  which  would  be  explosive  if  it  were  quiescent  in 
a  chamber  can  be  burned  with  perfect  safety  from  a  nozzle, 
provided  the  rate  of  outflow  of  the  mixture  from  that  nozzle 
is  slightly  in  excess  of  the  rate  at  which  propagation  of  the  flame 
would  occur  in  that  mixture.  A  cap  of  flbime  forms  at  a  distance 
from  the  nozzle  which  will  vary  with  the  velocity  of  efflux. 
When  that  velocity  of  efflux  exceeds  the  rate  of  propagation,  the 
flame  will  retreat  farther  and  farther  from  the  nozzle  until  it 
becomes  extinguished  by  the  lowering  of  temperature  due  to 
the  surrounding  medium.  The  flame  has  blown  itself  out.  On 
the  other  hand,  if  the  velocity  of  efflux  decreases,  the  flame  will 
approach  the  nozzle,  and  if  it  is  allowed  to  fall  sufficiently,  the 
flame  will  run  back  into  the  nozzle  itself  and  thus  back  into  the 
stationary  mixture  in  the  containing  vessel,  which  will,  by  the 
propagation  properly  which  it  possesses,  result  in  an  explosion. 
Some  further  facts  on  the  treatment  of  this  class  of  combustloa^ 
will  be  presented  in  Chapter  XIX. 
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Spontaneous  combustion  is  a  phenomenon  which  has  been 
observed  where  the  absorption  of  oxygen  by  a  body  of  porous 
character  may  become  sufficiently  rapid  so  that  the  temperature 
due  to  this  chemical  combination  shall  raise  the  combustible 
up  to  the  point  at  which  flaming  will  begin.  It  were  better  if 
this  action  were  called  spontaneous  ignition.  The  conditions 
favorable  for  it  are  the  presence  of  a  readily  oxidizable  body, 
distributed  in  a  finely  divided  state  over  or  through  some  material 
whereby  a  great  surface  is  exposed  to  action  by  oxygen.  Oily 
rags  and  greasy  cotton  waste  fill  these  conditions,  and  both  are 
particularly  liable  to  spontaneous  ignition.  If  the  heat  of  oxida- 
tion can  be  conducted  off  as  fast  as  it  is  generated,  spontaneous 
ignition  is  less  likely  to  occur,  but  as  a  rule  the  porosity  which 
exposes  a  large  surface  to  oxidation  is  imfavorable  to  the  transfer 
of  the  heat.  Capillary  action  may  also  act  to  help  the  rapid 
oxidation  process. 

II.  Oxygen  and  Air  Required  for  Combiittian.  Air  Re* 
quired  for  Combustion  of  Carbon.  —  Since  combustion  is  the 
chemical  union  of  ox\'gen  with  the  combustible  elements,  it  muj»t 
take  place  according  to  the  laws  of  chemical  combinations,  and 
the  wei^ts  of  air  for  each  element  will  be  those  which  will  f  umihh 
the  oxygen  weight  demanded  by  the  relations  of  the  aUmiic 
weights  in  the  chemical  compounds  which  are  formed. 

Atmospheric  air  contains  oxygen  and  nitrogen  in  the  UAifjw^ 
iny  pioporticMis,  at  a  temperamre  of  melting  ice: 

Ox}-gen c  256  C.213 

Nitrogen c  764  c  7*7 

IMience  a  givca  ci32ir±T  of  air  veijjXif  V/<*-4-5^:  *^^*^  ^i* 
wei^t  of  the  mri^  iriiid:  h  cocrjfciai^-  zzA  V?^  -;-^J  tlfrjet 
die  wei^it  of  the  rhr-jsRt:  ^trdyxu  r,  '-.-^r^-stii^- 
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times  the  volume  of  the  oxygen  which  it  contains,  and 
times  the  volume  of  the  nitrogen  which  it  contains. 

When  carbon  bums  to  carbonic  acitl,  which  is  the  normal  and 
preferred   combustion   process,    the   chemical   equation   for 
process  and  result  is 

c+o,=co„ 

12+32-44. 

in  which  C  is  the  symbol  for  one  part  by  weight  of  carbon;  O, 
is  the  symbol  for  the  two  parts  of  oxygen  required  to  bum  the 
carbon  to  carbonic  acid,  whose  symbol  is  CO,,  The  figures 
below  each  are  the  respective  multiples  of  their  atomic  weights 
for  combination;  whence  it  appears  that  the  oxygen  weight  neededi 
will  be  given  by  the  proportion 


nd 

I 


Weight  of  oxygen  ) 
required  ) 


(  Weight  of  carbon  ) 
■  I        furnished         J 


■■•  32  ■■ 


or  2.66  pounds  of  oxygen  must  be  furnished  to  bum  the  one  poundfl 
of  carbon  completely.     The  weight  of  the  carbonic  add,  CO^ 
will  be  the  sum  of  the  weights  of  carbon  and  oxygen,  or  i  +  2.6 
=  3.66  lbs. 

When  the  combustion  is  effected  by  supplying  atmospheiij 
air,  there  must  be  supplied  from  the  foregoing  calculation  cot^ 
ceming  atmospheric  air  2.66X4.25  =  11.3  lbs.  of  air.  Adj 
1.0  lbs.  of  carbon.  The  products  of  the  combustion  will  1 
12.3  lbs.  and  will  consist  of  carbonic  acid  and  nitrogen. 

Similarly,  the  volume  of  air  in  cubic  feet  to  bum  one  pound 
of  carbon  can  be  calculated  from  the  weight  of  it.  At  atmos- 
pheric pressure  and  at  the  temperature  of  melting  ice  a  pound 
of  air  occupies  12.39  cubic  feet.  Hence  11.3  pounds  of  air  will 
occupy  11.3X11.39=140  cubic  feet  at  32°  F.,  or  152  cubic  feet 
at  62°  F. 

When  carbon  (C)  bums  to  carbonic  oxide  (CO)  instead  of 
to  carbonic  acid  (COj), 

c+o=co, 

12  + 16- 28, 
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whence  the  oxygen  is  if  of  the  unit  weight  of  the  carbon,  and 
1.33  pounds  of  oxygen  or  1.33X4.25  =  5.65  pounds  of  air  are 
required.  The  products  of  the  combustion  are  2.33  pounds  of 
carbonic  oxide.  The  weight  of  air  for  this  combustion  will  be 
1.33X4.25  =  5.65  pounds  of  air,  or  5.65X12.39=70  cubic  feet 
of  air  at  32®  F.,  or  76  at  62°  F. 

If  the  CO  bums  as  a  combustible  gas  to  CO,,  the  additional 
supply  of  air  is  required  as  in  the  preceding  case. 

12.  Air  Required  for  Combustion  of  Hydrogen. — Hydrogen 
bums  to  water-vapor  or  steam-gas,  whose  chemical  symbol  is 
H3O.    The  chemical  equation  is 

H,+  0=HA 
2+16=18, 

whence  one  pound  of  hydrogen  requires  V  =8  pounds  of  oxygen, 
and  8+1=9  pounds  of  water- vapor  result  as  products  of  the 
combustion,  if  oxygen  is  used  alone. 

Eight  pounds  of  oxygen  need  8X4.25  =  34  pounds  of  air, 
making  34+1=35  pounds  of  water  and  nitrogen  as  the  actual 
weights  of  the  products  of  combustion.  The  volume  of  air  for 
hydrogen  combustion  is  34X12.39  =  421  cubic  feet  of  air  at 
32®  F.  or  457  cubic  feet  of  air  at  62°  F. 

13.  Air  Required  for  Combustion  of  Compounds. — In  the 
burning  of  compounds  of  carbon  and  hydrogen  each  acts  as 
though  the  other  did  not  exist,  and  the  air  required  is  the  sum  of 
the  requirements  of  the  constituents.  Marsh-gas,  for  instance, 
known  also  as  light  carburetted  hydrogen  or  methane,  of  com- 
position CH4,  requires 

C+03  =  C02      =12  +  32=44 
H,+  0,  =  2(H,0)=  4+32  =  36 

Total  =  16+64  =  80 

The  added  oxygen  is  four  times  the  weight  of  the  original  gas, 
or  one  pound  of  gas  gives  five  pounds  of  carbonic  acid  and  water 
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if  no  nitrogen  is  added.    Four  pounds  of  oxygen  will  be  fumishe* 
by  4X4.25  =  17  pounds  of  air  at  32°,  or  17X13.39  =  208  cubic-| 
feet  of  air  at  32°,  and  giving  18  pounds  of  CO,,  HjO,  and  N. 

The  proportions  of  the  COj  and  HjO  were  respectively  |j  of  I 
the  former  and  |J|  of  the  latter;  or  there  was  one  part  of  waterj 
to  1.32  parts  of  carbonic  acid,  since 

36  :44  ::i  :  1.22. 

Similarly,   for  olefiant  gas,   ethylene,   CjH„   the  equations  willl 
be 

C;+0,=  2C03  =  24+64=  88 

H.+  0,  =  2H,O=  4+32=  36 


Total  =  28+96  =  124 


That  is,  for  a  weight  of  gas  (28)  will  be  required  a  weight  of  I 
oxygen  (96),  or  3.43  pounds  for  one  pound  of  ga.s,  making  4.43} 
pounds  of  CO,  and  H,0,  and  calling  for  3.43X4.25  =  14.581 
pounds  of  air,  or  14.58X12.39  =  180  cubic  feet  of  air,  at  32°. 

The  products  of  combustion  will  be  14.58+1  =  15.58  poundftJ 
of  COi,  HjO,  and  N,  and  in  this  combustion  one  part  of  watopfl 
goes  to  244  parts  of  carbonic  acid. 

If  there  is  sulphur  enough  in  the  fuel  not  to  be  negligible^j 
then  an  additional  chemical  equation  is  required  and  rnoreoxygeny 
S  bums  to  SO2,  or  32  +  32=64,     One  pound  of  oxygen  is  requir 
for  each  pound  of  sulphur,  corresponding  to  4.25  pounds  of  a 
or  12.39X4.25  =  52.65  cubic  feet  of  air  at  32°  or  57  cubic  feet  a 
62°  F. 

Generalizing  from  the  foregoing,  it  would  appear  possibh}! 
to  designate  hydrocarbons  by  a  symbol  C„H„,  in  which  n  and  11 
shall  be  the  atoms  of  each  constituent  in  one  molecule.  Accej 
ing  the  generally  received  principles  of  the  chemists  that  equ| 
volumes  of  all  gases  contain  the  same  number  of  molecule 
(Avogadro's  law),  and  that  each  molecule  is  made  up  of  t 
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atoms,  it  will  follow  that  the  molecules  of  oxygen  required  for 
one  molecule  of  the  hydrocarbon  will  be 


m 

2n+ — 

2  m 


m 


or  n+  —  volumes  of  oxygen  are  required  for  the  complete  com- 
4 

bustion  of  one  volume  of  the  hydrocarbon.    The  volum'e  of  air 
will  be  as  before 


V=(»+^)X4.75- 


Tabulating  some  of  these  results: 


Element  x  pound. 


Hvdrogen 

Carbon,  C  to  CO, 
CtoCO 

CH4 

C:H, 

Sulphur 


Pounds  of 
Oxygen. 


8 
2.66 

1-33 
4 

3-45 
I 


Pounds  of 
Air. 


34 
".3 
5-65 

14.58 
4-25 


Volume  of 
Air  at  32" 


421 
140 

70 
210 

180 
53 


Weight  of 
Products 
of  Com- 
bustion. 


35 
12.3 

6.6 


) 


18 

15.6J 

5-25 


Composition  of  the 
Products  of  Combustion. 


Water-vapor 
Carbon  dioxide 
Carbon  monoxide 
Carbon  dioxide 
Water-vapor 
Carbon  dioxide 
Water-vapor 
Sulphur  dioxide 


It  should  be  obser\'ed  that  the  volume  of  the  products  of  com- 
bustion must  involve  an  assumption  of  a  particular  temperature 
at  which  the  weight  per  cubic  foot  shall  be  known  for  the  mixture 
of  gases.  This  volume  and  temperature  being  known  and  called 
respectively  v^  and  To,  the  volume  v,  at  the  temperature  Ti  will 
be 


ttie  pressure  being  supposed  to  be  the  same  in  both  statc*s.    The 
following  table  gives  the  series  of  hydrocarbons  forming  the 
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marsh-gas  group,  in  which  m=2n+2,  when  n  is  the  proportion 

of  carbon  in  any  constituent : 

. 

,1 

* 

i 

'    ^m 

(Jims  nfOaa  or  Liquid. 

Composi. 

o(C. 

Percent 
of  H. 

BoiUBB- 

Point   * 
Fahr. 

^4^^ 

Gases. 

CH. 

C,H„ 
C,H„ 

C»H„ 

C„H„ 

cZu„ 

81.81 
8a  .So 

83-33 

is 

84... 
84.38 
84-5' 
84.6, 
84.70 
84.78 
84-85 
84 -go 
84.94 
83.04 

17.20 

ifii 

16.00 

'5-79 
15.61 
15-40 
iS-39 
15.30 
15. Ji 
'5-'S 

14.96 

14-74 
14-69 



1 

208 

s 

430 
463 

?i 

0:669 

0-703 
0.741 

1 

Uqwids. 

Solids. 

14.  Combustion  of  an  Analyzed  Fuel.     Combustion  Ratio;  ** 
—The  chemical  analysis  of  a  fuel  gives  the  percentage  or  weight 
of  C,  H,  S,  and  O  in  a  pound,  or  the  proportion  in  a  cubic  fool. 
Hence  the  calculation  for  the  weight  or  volume  of  air  is  identical 
with  the  foregoing,  except  by  reason  of  the  provision  for  satisfy- 
ing the  oxygen  in  the  fuel  itself.     The  investigations  oi  Dulong 
and  Dcspretz  and  others  have  shown  the  principle  to  hold,  ihal 
when  oxygen  and  hydrogen  e.xist  in  a  compound  in  the  proper 
proportions  to  form  water  by  union  with  each  other,  these  con- 
stituenis  have  no  effect  either  in  affecting  the  calorific  power  or 
the  demand  for  outside  oxygen  for  combuslion.     It  is  only  the 
surplus  hydrogen  above  that  necessary  to  form  water  with  the 
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per  cent  or  weight  of  hydrogen,  the  latter  is  diminished  by  one- 
eighth  of  the  weight  of  oxygen,  since  one  part  of  hydrogen  by 
weight  goes  to  eight  weights  of  oxygen. 

Suppose,  for  example,  in  the  case  of  a  gas,  its  analysis  gives 


H  .. 
CH, . 

CO.. 
CO,.. 

N... 
O  ... 


22. 

per 

cent 

67. 

li 

5- 

H 

I. 

H 

0.6 

(( 

0.6 

/   / 

•  ft 

3-0 

a 

0.8 

ti 

100. o 


Then  the  volume  of  air  for  its  combustion  per  cubic  foot  will 
be  found  by  the  following  calculation: 


H     will  require  .22X2.38 
CH,    "        "       .67X9.52 
QH,  "        "       .osX(2+^)X4.75 
C3H«"        «       .oiX(3+f)X4.7S 
CO    "        "      .006X2.38 


=0.52360  cu.  ft. 
=6.37840  " 
=0.71250 

=0.23750 

=  0.01428  " 


it 


Total  air  for  imflammable  gases  =  7 .  86628  "    ** 
Subtract  for  oxygen  .008X4.75=    .03800  "'  " 

Total  air  for  mixture 7.82828  '*    " 


If,  instead  of  a  gas,  the  fuel  analyzed  were  a  liquid,  the  table 
in  the  preceding  paragraph  enables  the  computation  to  be  easily 
made  from  a  formula  in  the  form 


Vol.  of  air=  ( 


140  X 


100/ 


H 

+  421 — ' 


100 
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which  can  be  written  without  sensible  error 

7=i.4o(C+3H)  " 

if  the  computations  be  made  for  32^  F.  and  the  fuel  has  no  oxygen. 
For  example,  let  an  oil  be  chosen  with  an  analysis 

Carbon 84 

Hydrogen 16 

100 

Then  the  voliune  of  air  in  cubic  feet  at  32°  will  be 

F- 1.40  (C+3H)  =  1.40(84+48)  =  184.8. 

At  62^  it  will  be  about  200  cubic  feet.    If  the  fuel  contain  oxygen 
and  sulphur,  then  as  before 

Each  per  cent  of  C  req\iires  140X  C-«- 100  cu.  ft.  of  air» 
"     "      "     "  H      "       241XH-M00     "      "  •« 

"       "       "      "    S  "  52XS-MOO      "        *•    " 

SO  that  the  above  principle  gives 

i4oC+42i(h— g-j  +  52S 

Volume  of  air = ^^ . 

100 

By  weight,  for  a  fuel  containing  C  and  H, 


Weight  of  air=  11.3C+ 34(H—g-| 


This  is  more  usually  written : 


Weight  of  air=  i2C+36^H— g-j. 


It  will  be  found  convenient  to  establish  a  relation  between 
the  weight  of  the  combustible  and  the  weight  of  the  fuel  and  air 
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required  for  its  complete  combustion.  If  the  weight  of  the  fuel 
be  called  y  and  the  weight  of  air  for  its  combustion  be  called  x^ 
then  the  ratio  between  weight  of  fuel  and  weight  of  its  products 
of  combustion,  which  may  be  called  Kr^  will  be  denoted  by 


Kr^ 


-  y 


x+y 
and  may  be  called  its  "combustion  ratio.** 


For  carbon,        iT^ — =  -0813 

12 .3 

"    hydrogen,    i^r^ —      =.0285 

00 

"    marsh-gas,  ^r"^     =-oSS5 

I 


t€ 


ethylene,      Kr  «=  — -r  = .  046 1 


The  use  of  this  ratio  of  combustion  will  appear  when  computa* 
tions  are  desired  as  to  the  increase  in  temperature  due  to  com- 
bustion. 

While  the  computations  by  weight  made  hitherto  are  general 
by  reason  of  their  independence  of  temperature,  yet  since  in  gas- 
engine  problems  the  resulting  volume  from  a  combustion  is  often 
of  prime  consequence,  attention  must  be  directed  to  certain 
phenomena  pecidiar  to  this  action.  The  law  of  Avogadro,  that 
imder  the  same  conditions  of  pressure  and  temperature  equal  vol- 
umes of  all  gaseous  substances  whether  elementary  or  compound 
contain  the  same  number  of  molecules,  makes  it  apparent  that 
when  a  new  substance  is  formed  by  a  chemical  luiion  of  atoms 
(i  of  the  molecule)  it  does  not  follow  that  the  new  volume  is  the 
sum  of  the  elemental  volumes.  On  the  contrary,  this  relation  is  the 
exception,  and  experiment  shows  that  the  volume  of  a  compound 
gas  made  up  of  elements  which  combine  in  relations  of  i :  i  are 
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the  only  ones  which  make  the  compound  gas  twice  that 
elemental  ones.  For  example,  when  two  volumes  of  hydro- 
gen (H,)  unite  with  one  volume  of  oxygen  (O,)  to  form  water- 
vapor,  the  volume  of  the  latter  is  twice  that  of  the  oxygen,  and 
not  three  times  that  of  the  unit.  When  CO  bums  to  CO3  one 
additional  volume  of  oxj-gen  is  required,  but  the  resulting  gas 
occupies  only  two  volumes.  In  the  case  of  marsh-gas  (CH,),  the 
C  requires  two  \'olumcs  of  O,  which  will  occupy  two  volumes, 
and  the  H,  will  also  require  two  \'olumes  O,  which  will  occupy 
twice  two  or  four  volumes,  making  6  in  all.  Hence  since  CH^, 
being  a  compound,  occupies  2  volumes,  to  secure  complete  com- 
bustion of  both  elements  there  must  be  added  4  volumes  of  oxygen 
to  2  \olumes  of  CH^,  making  also  6,  and  there  is  neither  increase 
nor  decrease. 

If  several  of  these  compulations  be  tabulated,  the  following  ' 
figures   result: 


\ 


suit  for 


O^gen  rcquirEii  in  cu.  fl 

Volume  ol  N  in    air  to  suppij-  O, 

4, 711-1.00-3. 75Xvr4- of  oxygen.  . 

Volumeof  air—sumof  i-Hi 

Total  volume  when  oitygen  b  used, 

line  I  +  unil  weight 

Total  volume  when  air  is  used,   line 

I  +  line  4 

Volume  after  combustion  when  oxy- 
gen is  uard 

\'olume  alter  combustion  when  air  is 

used,  line  6  + line  a 

Change  of  volume  when  O  is  used, 

line  6  —  line  4. 

Change  of  volume  when  air  is  \l)cd, 

tine  7  — lines 


15.  Calorific  Power  of  a  Fuel. — The  calorific  power  of  a 
fuel  is  the  amounl  of  heat  expressed  in  thermal  units  (par.  39) 
which  is  liberated  upon  the  combustion  of  a  unit  of  weight  of 
the   combustible  material.     The  calorific  power  of  a  fuel  does 
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not  depend  upon  the  rapidity  of  the  combustion,  nor  on  the  liino 
taken  in  the  process  of  absorbing  the  total  heat  rcsuhing  from  it. 
The  temperature  produced  by  the  combustion  diws  drpn^d 
upon  the  rate  at  which  the  combustion  takes  place.  Vahics  for 
various  calorific  powers  of  different  fuels  are  given  in  the  follow- 
ing tables  in  connection  with  the  discussion  of  such  fuels.  It 
should  be  noted  that  the  calorific  power  as  delermined  by  most 
of  the  calorimeters  gives  a  figure  not  directly  applicable  to  gas- 
engine  calculations,  since  the  gases  are  discharged  cold  from  tlu» 
measuring  apparatus,  with  the  products  of  combustion  con- 
densed by  the  absorbing  medium,  so  that  the  latent  heat  of  their 
condensation's  credited  to  the  calorific  power  of  the  gas.  In  th«? 
internal-combustion  engine,  on  the  other  hancl,  the  heat  is  gen- 
erated  in  the  presence  of  hot  gases  which  are  not  condcnned  In 
the  apparatus  itself,  but  escape  as  vapors. 

i6.  Fuel  Calorimeters.  Mahler  Bomb. — I'he  calorific  power 
of  a  fuel  is  a  matter  of  experimental  ol>»crvati(m.  The  general 
method  used  in  determinations  is  to  cause  a  known  wcrighl  of  the 
fuel  to  bum  in  a  closed  vessel  into  which  oxygen  in  intn><hiM'd 
and  the  fuel  ignited  in  the  atmr^j^hcrc  of  oxygen.  The  chtmul 
vessel  is  surrounded  by  an  observed  weight  of  water  at  an  ol/MTved 
temperature,  which  is  usually  made  to  circulate  h^t  sin  io  tmiitiiaih 
a  constant  temperature  in  order  that  no  variation  in  the  v;ihje  nf 
the  specific  heat  may  occur.  The  numlxrr  of  hirat  uriil^  al;¥/rU'/l 
by  the  rise  of  that  weight  of  water  through  iu  ol/H^Tve/I  ning^  of 
temperature  gives  the  cabrific  fx^wcr  of  the  fuel  f^-^fi'/I,  v/  ihai  ih: 
apparatus  is  correctly  called  a  fjAfpnm/dtrr  or  mir^vin-r  of  Utai, 

One  of  the  best  knrjwn  of  the  r^brim^rt^rr*,  h  ih^i  ^4  SinhUtt 
sometimes  called  the  Mahkr  fr/mb.  In  a  v«rry  u^i$sil  lonn  o/ 
this  ^ppazsLtus,  shown  in  Fig.  i,  B  k  a  -hUk  x**-*-]  ^Uiffo\^r  Wu^A 
with  porcelain  in  order  to  prri>T^t  anr  ^ijiruU^il  n/O/t,  ^^-fy/fdtt 
the  sled  of  the  vegsel  and  *hf:  ::>:!  h^jirr^M  rr?i,lrt  ;^  A  wijjh//J 
amoimt  of  the  fael,  wiiether  a.=t  i  vXd  yA-r^lz/A,  '/r  ux  'a.  )>j  hA  \u 
the  form  of  ac  o3,  is  '-zirjrA^jrjhA  *//>  a  p.w^r.  vrr,  ;/ir.,  (I,  \t,^f,  *h^ 
bomb,  and  ^btn  a  lar^  txce»  of  oxjgen  i^%  ^,  4  ;/r^:wif^,  ///  ///, 
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pounds  per  square  inch,  or  thereabout,  is  introduced  to  surroui 
the  pan.  An  electric  circuit  is  completed  through  a  wire  of 
small  cross-section  where  it  touches  the  fuel,  so  that  it  shall  be- 
come red-hot  when  the  current  meets  the  resistance  of  that  small 
section.  This  brings  the  combustible  to  the  liring-point,  so  that 
in  the  dense  atmosphere  of  oxygen  it  burns  completely.     The, 


water,  D,  which  surrounds  the  bomb  in  an  outer  vessel  is  agitated  by 
a  stirring  apparatus,  S,  in  order  to  keep  its  temperature  uniform 
throughout.  Carefully  calibrated  thermometers  of  high  accuracy, 
reading  to  the  hundredth  of  one  degree,  record  the  temperature 
rise  in  the  enveloping  water.  A,  and  the  outer  jacket  is  heavily 
felted  so  as  to  prevent  loss  of  heat  by  radiation  to  the  surround- 
ing air.  The  rise  in  the  temperature  of  the  water  is  less  than 
that  due  to  the  combustion  of  the  fuel  by  the  absorption  of  heat 
by  the  metal  of  the  bomb  itself  in  reaching  the  temperature  of  the 
combustible  wilhm  it.  This  is  determined,  experimentally,  by 
calibration  and  is  usually  called  the  constant  of  the  calorimeter. 
It  can  conveniently  be  expressed  as  a  quantity  of  water  which 
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TOuld  absorb  the  same  quantity  of  heat  for  each  single  degree 
iincrcasc  of  temperature  as  the  metallic  pans  of  the  calorimeter 
I  have  been  observed  to  absorb.  The  Mahler  Bomb  is  more  con- 
}  venienily  applied  to  measurements  of  the  calorific  power  of  solid 
f  and  liquid  fuels  than  of  gases. 

17.  The  Junker  Gas  Calorimeter. — The  Junker  gas  calorim- 
I  eter  has,  as  one  of  its  advanlagcs,  the  fact  that  readings  can  be 


taken  continuously  wilh  it  ovlt  a  considerable  period  of  time,  so 

lat  the  percentage  of  errors  due  to  obsen'alion  becomes  less, 

1  also  variations  in  the  quality  of  the  gas-supply  can  be  de- 

scted,  while  any  test  is  in  progress.     As   ordinarily   used,  the 

pparatus  for  the  Junker  calorimeter  is  represented  in  Fig.  3. 
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The  gas  lo  be  measured  is  passed  through  the  t 
left  hand  of  the  cut,  which  should  be  finely  graduated  so  as  to 
read  down  to  thousandths  of  a  cubic  foot.  Next  lo  this  is  a 
pressure-regulator  so  that  all  observations  may  be  made  without 
effect  from  pulsations  in  the  gas-main  or  caused  by  the  engine  itself 
which  is  under  test.  This  pressure-regulator  is  of  the  ordinary 
construction  of  a  gas-holder.  The  tube  on  the  outside  of  the 
regulator  measures  ihe  pressure  by  which  the  inverted  cylindrical 
vessel  is  raised  in  the  water-seal  which  closes  the  open  bottom 
of  the  inverted  vessel.  The  reading  in  pressures  is,  of  course, 
in  inches  of  water-pressure.  From  the  pressure-regulator  the 
gas  is  led  to  the  burner  proper  which  is  introduced  into  the  bottom 
■of  the  apparatus  which  forms  the  calorimeter  itself.  The  neces- 
sary quantity  of  air  for  combustion  to  produce  a  Bunsen  effect 
enters  with  the  gas  through  regulated  openings,  and  the  additional 
air-supply  comes  in  through  the  open  bottom  of  ihe  central  tube 
■of  the  calorimeter.  The  section  of  the  calorimeter  in  Fig.  3 
shows  the  gas-flame  in  position  and  the  arrangement  whereby 
the  hot  products  of  combustion  ascend  to  the  top  into  the  space 
marked  29  and  there  descend  around  the  central  tube  and  pass 
out  at  the  bottom  through  the  tube  32  in  small  tubes  which  are 
completely  surrounded  by  the  enveloping  cooling  water.  This 
tooling  water  is  supplied  to  an  overhead  vessel  through  the  pipe  i. 
The  chamber  3  is  open  at  the  top  so  that  any  excess  of  supply 
beyond  what  passes  through  the  calorimeter  is  discharged  through 
the  tube  5.  A  constant  head  for  the  flow  is  thus  maintained 
in  spite  of  variations  in  the  supply.  The  cold  water  enters  at 
the  bottom  and  is  discharged  at  the  top  by  overflowing  in  a 
funnel  20.  A  thermometer,  12,  in  the  inlet  and  a  thermometer, 
43,  in  the  outlet  measure  the  range  of  temperature  caused  by 
the  combustion.  The  rapidity  of  the  flow  of  the  water  is  con- 
trolled by  the  plug-cock  9,  with  a  view  of  having  the  rise  in  tem- 
perature kept  within  con\'enient  limits.  The  outlet  35  from  the 
bottom  of  the  hot  chamber  is  intended  to  remove  any  condensed 
water  which  may  result  from  the  combustion  of  hydrogen.     The 
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wbole  cylinder  and  top  of  the  calorimeter  aie  surrounded  with 
an  air-jacket  to  prevent  radiation  from  the  water  used  in  absorbing 


the  heat  of  the  gases.  The  use  of  the  apparatus  will  be  pbmiy 
evident  from  the  illustration.  When  the  pointer  of  the  matiir 
passes  the  zero  mark  the  discharge  from  the  overflow  C  \s>  Uianar 
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ferred  from  ihe  waste  to  the  graduated  vessel,  and  the  tempera- 
ture  of  the  hot-water  thermometer  is  observed  at  inter\-als  while 
the  glass  is  filling.  The  cold-water  thermometer  is  not  likely 
to  change  its  reading.  When  the  measuring-glass  is  fiUed  to  a 
designated  point  the  meter  reading  is  taken  to  determine  the 
cubic  feet  of  gas  burned,  and  its  heating  value  is  computed  bjL 
the  following  simple  formula:  ^H 

HG^WT,  m 


\ 


in  which  H  is  the  calorific  value  of  one  cubic  foot  of  gas  and  G 
the  quantity  of  cubic  feet,  by  meter,  burned  during  the  experiment. 
Then  if  W  is  the  weight  of  water  passed  through  the  apparatus 
while  the  volume  of  gas  was  burning,  and  T  is  the  difference 
between  the  thermometer  readings  at  the  inlet  and  outlet  ends 
of  the  apparatus,  the  equation  can  be  solved  for  each  directly. 
As  the  apparatus  is  continuous  it  docs  not  need  a  correction  for 
the  calorimelric  constant,  since  after  the  apparatus  has  once 
been  heated  this  quantity  is  the  same  at  the  beginning  and  end 
of  the  experiment.  Obviously,  if  the  gas  containing  hydrogen 
dcjmsits  a  certain  amount  of  water  in  the  annular  space  31,  the 
value  given  by  the  above  formula  will  Ixr  a  gross  value,  since  the 
water  formed  by  the  combustion  of  the  hydrogen  will  have  given 
up  its  latent  heat  lo  the  circulating  water.  Junker's  calorimeter 
is  usually  constructed  so  that  the  measuHng-glass  reads  in  litres, 
making  one  litre  weigh  a  kilogram.  The  result  will  therefore 
be  given  in  this  form  of  the  apparatus  in  calories,  which  can  be 
transformed  to  British  thermal  units  by  multiplying  by  the  factor 
3.9683,  which  is  usually  called  4.  Since  the  combustion  in  the 
calorimeter  chamber  lakes  place  at  atmospheric  pressure,  the  con- 
densation of  one  pound  of  the  watery  vapor  will  set  free  966  B.T.U. 
The  weight  of  condensed  water-vapor  in  pounds  mulliplied  by 
966  will  give  the  absorption  of  B.T.U.  for  the  weight  of  gas 
burned.  If  ihe  gases  were  to  be  used  hot,  this  condensation 
would  not  occur. 
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z8.  The  Lucke  Gas  Calorimeter. — ^A  form  of  calorimeter 
particularly  adapted  to  measure  the  heat  generated  when  ex- 
plosive mixtures  of  gas  and  air  are  ignited  and  bum  under  con- 
stant pressure  is  the  result  of  the  investigations  of  Dr.  C.  E. 
Lucke  concerning  the  conditions  suitable  and  necessary  for  the 
combustion  of  such  mixtures  under  constant  pressure.  The 
apparatus  is  illustrated  in  Fig.  4.    A  suitable  vessel  to  contain 


Fig.  4. 


water  surrounds  an  ordinary  pipe  fitting  of  the  desired  size  F 
which  is  bushed  at  the  bottom  to  receive  a  copper  pipe  E  for  the 
delivery  of  the  explosive  mixture.  The  mixture  is  ignited  in 
the  tee  by  a  spark  plug  of  the  sort  which  is  usual  in  gas-engine 
practice,  inserted  at  G  and  connected  with  the  necessary  electric 
wires  for  the  passage  of  a  jump  spark.  The  explosive  mixture 
bums  throughout  the  broken  magnesite  in  the  tee,  and  the  hot 
products  of  combustion  pass  out  through  the  connection  H  which 
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leads  them  to  a  square  coil  of  pipe  whereby  their  temperatm 
is  withdrawn  by  means  of  the  water  circulating  in  the  chamber. 
This  water  is  measured  as  to  weight  and  temperature  as  in  ihe 
previous  formula.  The  end  of  the  square  coil  can  be  connected 
by  rubber  and  glass  tubes  so  that  the  products  of  combustion  can 
be  directed  to  any  point  in  the  water-chamber  so  as  to  act  as  a 
stirrer.  The  glass  bottle  B  is  to  serve  as  a  trap  for  convenience 
in  the  deUvci}'  of  the  entire  quantity  of  explosive  mixture  as 
received  from  a  measuring  apparatus  connected  to  B  by  the 
tube  A. 

15.  Calorific  Power  of  a  Compound. — The  calorific  power 
of  a  compound  is  the  sum  of  the  calorific  power  of  its  components. 
The  proportions  of  the  components  may  either  be  the  result  of 
the  known  chemical  combination  for  a  true  chemical  compound, 
or  may  result  from  a  chemical  analysis  which  shall  determine 
the  percentage  of  the  elements  in  the  compound.  For  example: 
if  the  gas  is  a  chemical  compound  such  as  olefiant  gas,  CjH<» 
which  is  made  up  of  ,M 

C,+H,  =  24+4=28partsby  weight,  ^B 

^  =  ^  will  be  hydrogen,  and  |4  =  4  will  be  carbon.  If,  then, 
4  of  the  calorific  power  of  hydrogen  be  added  to  ^  of  the  calorific 
power  of  carbon,  their  sum  will  be  the  calorific  power  of  the 
compound.  With  analyzed  hydrocarbons  the  percentage  of  each 
constituent  will  be  used  instead  of  the  fraction  above. 

The  accepted  formula  for  computing  the  calorific  power 
from  a  fuel  analysis  is  due  to  the  physicist  Dulong  and  is  known 
by  his  name,     it  has  the  form 

Calorific  power  of  i  lb.  in  B.T.U.  =i4,6ooC  +  6z,ooo(  H  - 

In  this,  C,  H,  and  O  are  the  percentages  respectively  of  c 
bon,  hydrogen,  and  oxygen,  divided  by  100  to  reduce  1 
actual  fractions  of  one  pound.     This  is  often  transformed  1 
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the  expedient  of  factoring  the  constants  denoting  the  respective 
calorific  powers  of  carbon  and  hydrogen  so  as  to  read 

Calorific  power=  14,600!  €+4.25(11— —  j  L 

since  ffH^=4.246. 

K  desired  to  take  account  of  the  sulphur  present  by  analysis, 
or  to  express  the  formula  in  centigrade  and  metric  units,  the 
equation  takes  the  two  forms: 

Heating  value  in  B.  T. U.  —t^i 4, 600C+  62,000 1 H—  —  j  +4050  S]. 
Heating  value  in  calories ■-tJ^8i4oC  + 34,400  ( H—  ~  j  +2250  S]. 

Mahler's  equation  in  parallel  form  is: 

Heating  value,  caloriesa  ^h^^^A^^ + 34,5ooH — 3000(0  +N)]. 
In   the    above  C  —  Carbon,  H  —  Hydrogen,  O  —  Oxygen,  N  ■■  Nitrogen, 
S  ■■  Sulphur. 

20.  Computed  Increase  in  Temperature  Due  to  a  Com- 
bustion.— ^It  will  appear  in  a  later  paragraph  Cpar.  54)  that  each 
body  requires  a  certain  amount  of  heat  to  raise  the  temperature  of 
one  unit  weight  of  that  material  by  one  degree  on  the  thermometric 
scale.  This  quantity  of  heat,  called  its  specific  heat,  seems  to 
bear  a  constant  ratio  to  its  atomic  weight  (specific  heat  X  atomic 
weight =6.25  approx.)  and  is  usually  designated  by  the  initial  C. 
Hence,  if  one  pound  of  air  be  raised  from  T^  to  T2,  the  heat-units 
H  to  do  this  will  have  to  be  H^CiT^-T^). 

if  the  calorific  power  of  one  pound  of  a  fuel  be  denoted  by  Q 
in  British  thermal  units,  and  y  denote  the  weight  in  pounds,  and 
X  the  weight  of  air  to  bum  it  (paragraphs  11-13),  then  x+y 
will  be  the  weight  of  gases  present,  and  {x+y)C  will  be  the  amount 
of  heat  required  to  raise  this  mixture  one  degree.  But  the  total 
heat  corresponding  to  H  above  will  be  yQ.  Hence  for  x+y 
poimds 

yQ^{x+y)C(T,^T,), 
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_?Lye 


From  this  if  Q  be  known  from  experiments  in  calorimetry,! 

and  the  combustion  ratio  -—  =K,  be  computed  and  C  be  given 

from  the  work  of  the  physicist,  the  rise  in  temperature  can  be 
calculated.  This  is  the  theoretical  temperature  of  combustion 
on  the  assumption  that  the  actual  specific  heat  is  known  and  does-j 
not  change  during  the  process. 

If  the  calorific  power  of  carbon  be  called  i4,c»o,  and  the  radoi 


x+y 


=  .0813,  and  C  have  an  average  value  of  -237,  then 


ii3X- 


237 


when  the  heating  is  done  under  the  condition  of  constant  pressure, 
and  the  effective  specific  heat  be  called  that  of  air  under  these 
conditions.  If  the  figure  .169  be  used,  as  determined  by  Reg- 
nault  for  air  at  constant  volume,  then 


I 


rj-r,=.o8i3X 


14,000 

0.169 


6735°- 


It  will  appear  in  the  later  discussion  that  no  such  tempera-' 
hires  are  realized  in  actual  practice  with  engines  and  combustion 
in  Ihe  cyUnders,  even  when  fuels  rich  in  hydrogen  are  used,  with 
higher  calorific  powers.  Hence  it  becomes  significant  to  ascer- 
tain what  the  value  of  the  actual  or  effective  specific  heats  of  the 
gaseous  mixtures  are,  and  whether  these  are  constant  for  all 
temperatures.  A  full  discussion  of  this  question  will  appear 
in  par.  55.  It  becomes  important  to  ascertain  what  effect  the 
cooler  metals  of  the  piston  and  cylinder  walls  have  in  dissipating' 
the  heat  due  to  combustion,  and  whether  any  other  phenomi 
appear  of  chemical  character  which  will  account  for  this  suppi 
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sion  of  heat.  The  actual  temperatures  are  deduced  from  maxi- 
mum observed  pressures  by  the  formula 

To    T,^ 
so  that 

in  which  p^T^  are  the  pressures  and  temperatures  before  the 
combustion  occurred,  and  p^  the  observed  pressure  resulting 
from  the  combustion;  but  these  computations  give  values  much 
below  the  values  computed  by  the  foregoing  method. 

21.  Dissociation. — Doubtless  one  cause  for  the  lowering  of 
the  actual  temperature  of  combustion  below  the  computed  theo- 
retical value  in  an  engine  cylinder  is  a  decomposition  of  chemical 
combinations  by  reason  of  the  high  temperature.  Such  a  breaking 
up  of  gaseous  compounds  is  called  *'the  dissociation  of  gases," 
and  absorbs  as  much  heat  as  the  formation  of  such  combinations 
would  liberate.  Water-vapor,  for  instance,  which  is  a  pnxluct 
of  the  combustion  of  hydrogen,  is  broken  up  at  between  1600® 
and  1800*^  Fahr.  into  component  H  and  O ;  and  while  the  hydro- 
gen will  recombine  on  a  reduction  of  temperature  during  expan- 
sion, it  may  occur  late  enough  to  be  incomplete  before  the  exhaust 
opens.  Or,  the  lowering  of  temperature  by  the  cooled  cylinder- 
walls  may  prevent  complete  recombination.' 

22.  Sources  of  Gaseous  Fuel  for  Gas-engines. — The  hydrr>- 
carbon  or  carbon  gases  which  are  used  in  gas-engint*s  arc  of  three 
kinds.  The  first  is  natural  gas,  received  from  subterranean 
sources  as  the  result  either  of  distillation  now  in  progress  under- 
ground, or  the  accimiulations  of  previous  distillations  which  have 
ceased.  The  second  would  be  designated  as  pnxlucer-gas, 
which  is  a  manufactured  article  made  by  the  distillation  of  solid 
fuel  by  heat.  This  gas  is  of  two  kinds.  The  first  would  l>c 
designated  as  fuel-gas  and  is  a  product  rich  in  carbon  but  (xx^r 
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in  hydrogen.     The  second  group  is  ihe  kind  ol 
miidt;  for  illuminating  purposes  and  is  distributed  through  the 
mains  of  the  cities.     It  is  richer  in  illuminanta  than  the  true 
producer-gas,  but  producer-gas  can  be  enriched  so  as  to  be  made 
into  illuminating-gas.     Belonging  to  this  producer  group  is  Ihe 
outflow  of  gas  from  the  top  of  the  blast-furnace  used  in  the  smelt- 
ing of  iron  from  its  ores.     This  is  a  gas  usually  leaner  than  thefl 
other  two  in  calorific  power,  containing  little  or  no  hydrogen.! 
It  carries  with  it  a  considerable  quantity  of  finely  divided  dust 
from  the  limestone  or  other  material  in  the  furnace,  whose  re- 
moval must  be  provided  for  in  Ihe  design  of  the  engine  which 
uses  this  gas.     The  third  kind  of  gas  is  really  a  carburctted  air, 
made  by  saturating  atmospheric  air  with  the  volatile  constituent9« 
of  a  liquid  hydrocarbon,  as  discussed  in  Chapter  X, 

Where  oil  is  the  source  of  heat  energy,  it  will  be  made  into  ftfl 
gas  and  will  be  thus  used  in  the  motor.  It  may  be  made  into  a4 
gas  by  a  distilling  process  whereby  the  liquid  oil  is  injected  iiito>« 
a  hot  chamber  or  into  a  chamber  so  filled  with  heated  air  that  the  1 
liquid  becomes  a  vapor  by  the  process  of  vaporization,  which  j 
is  analogous  to  a  distillation  by  heat.  Or  a  more  volatile  hydro-4 
carbon  liquid  may  be  used  and  the  air  which  is  to  serve  as  ftj 
medium  and  is  to  support  the  combustion  of  the  hydrocarbtatJ 
may  be  sent  through  thin  layers  of  the  hydrocarbon  so  tbatJ 
the  air  will  pick  up  and  cany  with  it  a  mist  or  vapor  of  the'] 
volatile  hydrocarbon.  This  makes  a  species  of  air-gas  havi 
the  properties  of  the  foregoing  with  respect  to  ignition  and  othorfl 
behavior,  and  is  a  form  of  gas  much  used  in  motors  for  automob0Arl 
practice. 

23.  Natural  Gas. — In  certain  parts  of   the  United   Stales   1 
America,    notably    in    Pennsylvania,  Ohio,  and    Indiana,    larj 
accumulations  of  a  natural  fuel-gas  arc  found  in  subterranean! 
cavities  or  strata  which  can  be  reached  by  wells  drilled  from  thfti 
surface  of  the  ground.     Such  gas  is  usually  under  considerabl 
pressure,  so  that  it  can  be  piped  from  its  sources  to  industrial  c 
Ires  without  too  great  loss  of  pressure,  or  artificial  pressure  n 
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be  secured  by  proper  gas-pumps,  which  may  themselves  be  con- 
veniently operated  as  gas-engines. 

The  varying  districts  give  varying  constitutions  of  the  gas 
and  hence  a  calorific  power  which  varies.  In  the  neighborhood 
of  Pittsburg,  Pa.,  one  pound  of  coal  is  considered  to  be  equivalent 
to  7 i  to  1 2^  cubic  feet  of  gas.  The  following  tables  give  some 
analyses: 

Variation  in  Composition  of  Natural  Gas. 


Constituents. 


Marsh-gas 

Hydrogen 

Ethylic  hydride 

defiant  gas 

Oxygen 

Carbonic  oxide. 
Carbonic  acid . . 
Nitrogen 


I 

2 

3 

4 

5 

57.58 

75.16 

72.18 

65-25 

60.70 

9.64 

14.45 

20.02 

26.16 

29.03 

5.20 

4.80 

3.60 

5.50 

7.92 

0.80 

0.60 

0.70 

0.80 

0.98 

3.10 

1.20 

I. 10 

0.80 

0.78 

1. 00 

0.30 

I. 00 

0.80 

0.58 

0.00 

0.30 

0.80 

0.60 

0.00 

23-41 

2.89 

0.00 

0.00 

0.00 

49-58 
35.92 

12.50 

0.60 

0.80 

0.40 
0.40 
0.00 


Analyses  from  various  wells  in  Indiana  and  Ohio  indicate  the 
composition  to  be  as  follows: 

Composition  of  Natural  Gas  from  Ohio  and  Indiana. 


Constituents. 


Hydrogen 

Marsh-gas 

Olefiant  gas 

Carbonic  oxide 

Carbonic  add 

Oxygen 

Nitrogen 

Hydrogen  sulphide . . 


Ohio. 


Indiana. 


Postoria 


1.89 

92.84 

0.20 

0.55 
0.20 

0-35 
3.82 

O.I^ 


Pindlay. 


St. 
Mary's. 


Muncie. 


Ander- 
son. 


1.64 

93-35 

0-35 
0.41 

0.25 

0-39 
3-41 
0.20 


1.94 

93-85 
0.20 

0.44 

0.23 

0.35 
2.98 

0.21 


2 
92 


35 
67 

0.25 

0.45 
0.25 

0-35 

3-53 
o.i^ 


1.86 

93.07 

0.47 

0.73 
0.26 

0.42 

3.02 

0.15 


Koko- 
mo. 


1.42 

94.16 

0.30 

0.55 
0.29 

0.30 

2.80 

0.18 


Marion. 


1.20 

93.57 
0.15 

0.60 

0.30 

0.55 
3.42 
0.20 


I  I  I  .  1  

The  Indiana  gas  weighs  0.045  p'Tund  per  cubic  fo^A. 

24.  Producer-gas. — Gas  made  by  distilling  bituminous  or 
anthracite  coal  in  a  closed  furnace,  using  part  of  its  own  heat  of 
combustion  to  effect  the  chemical  reactions,  is  often  called  prr>- 
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ducer-gas,  from  the  name  gi\cn  to  the  gas-generator.  A  thid 
bed  of  fuel  rests  upon  properly  constructed  grates,  and  air  or 
steam  or  both  are  forced  from  below  the  grates  up  ihrough  the  bed 
of  fuel.  The  first  combustion  is  to  carbonic  acid  (COi)  with  air 
alone,  or  to  CO,  and  hydrogen  if  steam  is  used  also.  This 
carbonic  acid  gas,  meeting  the  layers  of  carbon  above  where  no 
free  oxygen  reaches,  is  ciecomjwsed  by  the  carbon  into  two  units  of 
carbonic  oxide  (CO),  which  with  the  hydrogen  passes  up  through 
the  bed  of  fuel  and  outwards  through  a  proper  pipe  lo  the  place 
where  it  may  meet  the  required  oxj'gen  and  be  burned  at  the 
point  desired.  Early  producers  of  the  Siemens  type,  operating 
with  open  ash-pits  and  no  pressure  below  the  grates,  lost  much 
of  their  possible  effectiveness  in  the  cooling  of  the  gases  after 
leaving  the  producer.  This  loss  is  estimated  at  30  per  cent. 
To  blow  wilh  air  alone  is  to  introduce  inert  nitrogen  which  dilutes 
the  gas  and  lowers  ils  calorific  power.  On  account  of  the  loss 
of  heat  in  the  producer  itself  in  the  distilling  process,  and  some 
loss  in  the  dissociation  of  the  water,  which  is  not  all  recovered, 
producer-gas  usually  carries  only  87  per  cent  of  the  calorific 
energy  of  the  carbon.  Some  loss  in  unreduced  COj  must  be 
allowed  for,  and  the  cost  of  making  the  steam  used,  82  per  cent 
is  a  more  usual  figure  when  anthracite  is  used  as  fuel  instead  of 
bituminous  coal.  Much  inferior  grades  of  fuel  can  be  used  i 
the  producer  than  could  be  used  direct,  however, 
The  following  table  presents  average  analyses: 

Average  Gas  .Analysis  of  Proddceb-gas,  bv  Volume. 


Con.tiluenU 

Earop^n 

A^cncBn                  | 

SiemcnB  Gas 

Amh™d«G« 

Solt-euLGu 

CO 
H 
CH, 

CO, 
N 

I1 

61.0 

»7.o 
S7-3 

■  00.0 

.00.0 

.00.0 
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If  an  analysis  of  85  per  cent  of  solid  carbon  be  assumed  for 
an  anthracite  stock,  with  5  per  cent  of  volatile  hydrocarbons  and 
10  per  cent  of  ash,  and  the  further  assumption  be  made  of  a  com- 
bustion of  80  pounds  to  CO2  and  5  pounds  to  CO,  the  following 
calculated  statement  of  process,  products,  and  resulting  energy 
may  be  agreed  to: 


Process. 


80  lbs.  C  burned  to  CO 

5  lbs.  C  burned  to  CO, 

5  lbs.  vol.  HC  (disUUed) 

Z20  lbs.  oxygen  are   required,   of  which   30   lbs 

from  HjO  liberate  H 

90  lbs.  from  air  are  associated  with  N 


Products. 


Pounds. 


186.66 

18.33 
5-0O 

3-75 
301-05 


514.79 


Cubic  Feet. 


2529.24 

157-64 
116.60 

712.50 
4064.17 


7580.15 


Anal,  by 
Vol. 


33.4 
2.0 
1.6 

9.4 
53-6 


100. o 


Energy  in  the  above  gas  obtained  from  100  pounds  anthracite: 


186.66  lbs.  CO 807,304  heat-units 

5.00    **    CH4 117,500 

3-75    "   H 232,500 


i»i57»304 
Total  energy  in  gas  per  pound 2,248 

'*  *'      *'  100  lbs.  of  coal 1,349,500 

Efficiency  of  the  conversion 86  per  cent 


If  the  gas-stock  be  a  bituminous  coal  with  55  per  cent  of 
fixed  carbon,  32  per  cent  of  volatile  matter,  and  13  per  cent  of 
ash,  and  the  calorific  power  of  the  hydrocarbons  be  taken  at 
20,000  heat-units  to  the  pound,  the  table  on  page  44  results  under 
the  same  assumptions. 

Fig.  5  illustrates  the  old  type  of  Siemens  producer  without  arti- 
ficial blast,  and  Figs.  6  and  7  the  more  modem  Taylor  producer 
with  forced  steam-blast  and  revolving  grates. 
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Pr^ucw.                     \ 

Pounds. 

Cubic  Feel. 

^^^^ 

(16.66 
>8.33 
3a. 00 

300.70 

.SB0.7 
'57-6 
746  ■« 

475-0 

.7.8 

80  lbs.  0  are    required,  of  which    ao    lbs.,    de- 

60  lbs.  0,  derived  from  air,  are  associated  with  N . . 

47i 

370.10 

5668.9 

99-8 

[6,66  lbs.  CO 504.554  heat-uniu 

3a. 00  lbs.  vol.  HC 640,000         " 

1.50  lbs.  H "SSpOoo  " 


11  of  energy  delivered  in  gas 

inits  in  i  lb.  of  gas 

inits  in  one  cubic  foot  ot  gas 


3484 


Ordinary  producer-gas  has  a  calonfic  value  of  110  to  i25B,Tjj 

per  cubic  foot.     80  cubic  feet  of  gas  should  be  gi\en  from  c 
pound  of  coal. 


A  bitununous  producer-gas  process  has  been  perfected  ! 
Dr,  Ludwig  Mond,  of  England,  intended  to  operate  on  s 
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'  and  to  recover  the  mo*t  important  by-products  in  the  form  of 
ammonium  sulphate.  An  excess  of  sleam  is  blown  into  the 
producer  with  the  air  (see  water-gas).  This  excess  increases 
the  hydrogen  component  of  the  gas,  and  the  balance  is  recovered 
later.  The  output  from  a  ton  of  slack  should  I)c  from  140,000 
to  160,000  cubic  feet  of  gas  having  a  calorific  power  of  140  to 


145  B.T.U.,\nlh  a  healing  value  of  from  Koto  86  per  cent  of  ihc 
total  energy  resident  in  ihe  fuel  fndci  favorable  condition* 
ammonia  ^^ill  be  recovered  etjuivalcnt  to  90  lbs.  of  ammonium 
sulphate.  About  60  cubic  feel  of  Mond  ga<t  M.-eni^  lo  be  n<\mT&\ 
per  H.P.  in  the  gas-engine,  tm  that  a  plant  Iat]gc  enou^  to  gaufy 
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one  ton  of  slack  per  hour  \\'ill  supply  from  zooo  to  2500  H.P.  01 
engines,  making  the  cost  for  fuel  per  H.P.  very  low.     Othcn 
stated,  this  gas  will  furnish  one  H.P.  per  TiSuiro  of  2000=1", 
a  pound  of  coal.     The  following  table  shows  an  average  analyst 
and  calorific  \'alue  of  Mond  compared  with  illuminating  ga 


VoluiHt  per  cent  (gases  saluraicii  al  15"  C): 

Carbonic  oxide  (CO) 11,0 

Hydrogen  (H) j;.; 

Marah-gas  (CH.) ;.o 

C„H„ -I- benzol nU 

Carixinie  acid  (COj) 16.5 

Nilrogcn  +  moblure  (N  +  II,(IK.- ^,?.o 

Total  volume 100.0  i 

ToUl  coQibustibips JO. 5 

Cahrifif  value  (gasdrj-at  o'Ci: 

In  kilogram -calorics  per  cubic  nii-ln.^ IJOI.J  58 

In  British  tlieraiul  units  perrubit  fool...         '^('■■3  i 

25.  Water-gas. — A  great  deal  of  gas  for  illuminating  ami  power 
purposes  is  now  made  by  the  process  of  intermittent  and  alternate 
or  continuous  blowing  of  air  and  steam  through  a  thick  bed  of 
fuel  in  a  cylindrical  producer  of  boiler-plate  lined  with  refractorj- 
material.  The  fuel  is  blown  by  air  from  below  until  it  becomes 
highly  incandescent;  the  producer  may  be  open  at  the  top,  and 
waste  the  lean  carbonic  oxide  which  comes  nil  from  the  top,  or 
the  latter  can  be  caught  and  used.  After  blowing  ihe  air  as  long 
as  necessarj',  in  what  is  called  the  "intermillent"  process,  the 
air  is  shut  off,  and  steam  is  similarly  blown  from  below,  with 
the  producer  closed  except  at  its  delivery  to  a  gas-holder.  The 
steam  is  dissociated  by  the  incandescent  carbon  into  hydrogen 
and  oxygen,  and  the  latter  unites  with  the  carbon  as  in  the  air- 
producer,  to  be  reduced  to  carbonic  oxide.  The  hydrogen  passes 
out  without  further  chemical  reaction.  The  process  may  be 
made  continuous  by  blowing  air  and  steam  together.  Since  the 
usual  steam-jet  blower  will  carrj-  the  necessarj-  air  with  it,  this 
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method  is  the  one  in  more  general  use.  This  process  was  intro- 
duced in  1874  by  Mr.  T.  S,  C.  Lowe,  and  is  often  known  generally 
as  the  Lowe  process.  For  illuminating  purposes  this  fuel-gas  is 
more  highly  carburetted  by  sprays  of  hydrocarbon  vapors  (such  as 
naphtha  or  similar  petroleum  products)  ivhich  are  made  a  fixed 
gas  by  later  heating  in  a  superheater. 


F^.  8  illustrates  what  is  called  in  England  the  Dowson  gas- 
producer,  which  belongs  to  this  class.  Its  pr^uct  is  sf^metimcs 
known  in  America  as  semi-water  gas.  Its  analysis  runs  by 
volume: 
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.  from  I 


73    to  26.5s  ' 


18.20 


Hydrogen,        H 

Marsh-gas,        CH, 

Olefiant  gas,     CjHj 

Carbonic  oxide,  CO 

Carbonic  acid,  COj 

Oxygen,  O "      0.03    "    0.47 

Nitrogen,  N "    48,98     "42.28 

The  ash-pit  B  is  closed  and  air  and  steam  are  forced  through 
N  and  up  through  the  mass  of  anthracite  or  coke  which  fills  the 
producer-chamber.  The  feeding  is  done  through  the  hopper  A' 
by  means  of  its  double  lid  and  air-lock  action.  The  gas  passes 
up  through  the  coke-scrubber  into  the  holder  K, 

A  French  form  of  water-gas  producer  is  known  as  Lencauchcz'. 
Its  object  is  to  improve  on  the  Dowson  type  by  saving  waste 
heat,  and  render  it  available  for  coals  having  some  tendency 
to  fuse  together  from  the  presence  of  tarrj'  matters  (Fig.  9). 
The  hanging  bridge  E  forces  the  gases  above  the  middle  of  the 
fuel-bed  to  pass  downwards  before  escaping  to  the  flue  F,  and 
so  out  to  the  holder  through  the  passage  /.  The  annular  chamber 
i/  is  a  steam-boiler,  whose  water  cools  the  outflowing  gases,  and 
whose  steam  entering  the  chamber  G  meets  with  the  air  from  a 
blower  through  the  pipe  L,  and  the  combined  air  and  steam  are 
forced  through  the  pipes  U  into  the  closed  ash-pit  and  so  up 
through  the  fuel.  The  descent  of  the  distilled  gas  through  the 
hot  fuel  before  passing  out  is  the  feature  which  is  expected  to 
break  up  the  tarry  elements  of  the  distillation.  Lencauchez'  ( 
analysis  shows: 


Hydrogen, 
Olefiant  gas, 
Hydrocarbons, 
Carbonic  oxide, 
Carbonic  acid. 
Sulphur  dioxide, 


H.., 
CjH,, 
C,H,. 
CO.. 
CO,, 
SO,. 


18.34 

1-55 
27-33 
3.60 
0.04 


Hydrogen  disulphide,  H,S 0.06 

Nitrogen,  N , 
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Dowson  gas  has  a  calorific  value  averaging  150  B.T.U.  per 
I  cubic  foot,  while  the  true  water-gas  should  have  290- 


Fig.  10  is  a  general  elevation  of  a  complete  producer  plant  for 
r  purposes,  with  economizer,  scrubber,  and  gas-holder. 
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A  comparison  of  water-gas  and  anthracite  producer-gas  might 
take  the  followmg  form: 

First-class  carburetted  water-gas,  made  with  4J  gallons  of 
Lima  oil  per  1000  feet  of  gas,  C.P.  26^,  contains  730  H.U.  per 
cubic  foot. 

One  pound  of  anthracite  coal  (C  85  per  cent,  HC  5  per  cent,, 
ash  10  per  cent)  will  make  about  90  cubic  feet  of  gas  of  follow- 
ing composition:  CO  27  per  cent,  H  12  per  cent,  CH4 1.2  per  cent,. 
CO,  2.5  per  cent,  N  57  per  cent.  This  gas  contains  about  137 
H.U.  per  cubic  foot.  Therefore  17  cubic  feet  of  carburetted 
water-gas  are  equal  in  heat-units  to  gas  from  one  pound  of 
anthracite. 

1000  feet  C.W.  gas  equals  gas  from  59+ pounds  anthra^^ 
cite. 

26.  Coal-gas  or  Illuminating-gas. — ^The  ordinary  gas  used 
in  cities  and  large  towns,  and  which  was  universal  previous  to 
the  introduction  of  water-gas,  is  made  by  distilling  bituminous 
coal  in  retorts.  These  retorts  are  long  semi-cylindrical  tubes 
holding  each  from  160  to  300  pounds  of  caking  bituminous  coal 
— often  enriched  by  some  cannel  coal — under  and  around  which 
the  heat  from  a  coke  fire  is  maintained.  The  vapors  distilled 
ofiF  become  a  fixed  gas  by  being  passed  through  that  part  of  the 
distilling  apparatus  which  is  kept  at  a  white  heat.  Other  features 
of  the  process  involve  the  methods  for  condensing  tarry  and 
offensive  vapors  and  for  cleansing,  which  are  aside  from  the 
present  purpose.  The  products  of  distillation  of  100  pounds 
of  ordinary  gas-coal  are  usually  • 


Coke 64     to  65    pounds 

Purified  gas 15      "  12 

Ammonia  liquid 10      "12 

Tar 6.5  "    7.5 

Loss  and  impurities 4-5**    3-5      " 


ii. 


loo.o     100. 0      **" 
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The  composition  by  volume  usually  ranges: 


Hydrogen 

Carbonic  oxide 

Marsh-gas,  CH, 

I  Ethylene 
Heavy  hydrocarbons  I  Propylene 

'  Benzole  vapor 
Nitrogen 


38      to  48     per  cd 
2       "  14 
43       "  31 

■     7-5  "    4.5 

T       "    3  ' 


The  following  analyses  are  taken  from  a  report  of  Dr.  Gideon 
E.  Moore  on  the  Granger  Water-gas,  . 
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CAijORinc  £qui\'al£nts  or  Constituents  of  Illuhinatimo-oab. 


Ethylene 

Propylene 

Benzoic  vapor.  . 
Carbonic  oxide  . 

Marsh-gas 

Hydrogen 


Heat-units  from  i  lb. 


W*ter- 

Uquid. 


Watcr- 

vajK>r. 


21,524.4 
21,222.0 
18,954.0 

4,395-6 
24,021.0 

61,524.0 


20,134.8 
19,834.2 
17,847.0 

4,3Q5-6 
21,592.8 
51,804.0 


27.  Acetylene  Gas. — ^The  gas  C,H,  released  from  calcium 
carbide  by  addition  of  water  is  as  yet  of  no  significance  for  large- 
scale  heating,  but  has  been  much  examined  for  use  in  motor 
carriages  and  elsewhere  where  gas-power  in  small  bulk  is  the 
prerequisite.  One  pound  of  calcium  carbide  with  a  little  over 
half  its  weight  of  water  will  liberate  5 J  cubic  feet  of  gas.  It  has 
a  heat  capacity  of  18,260  B.T.U.  per  pound  or  1500  to  1558  per 
cubic  foot,  and  weighs  0.0725  pound  per  cubic  foot  or  occupies 
i4i  cubic  feet  to  the  pound.  It  requires  12 J  volumes  of  air  to 
bum  it,  which  is  usually  raised  to  14  or  15  in  practice.  It  has 
been  compressed  to  a  liquid  at  68°  F.  by  a  pressure  of  600  pounds 
per  square  inch. 

Acetylene  ignites  at  510°  F.  in  proper  mixtures  with  air,  and 
has  a  specific  heat  about  0.245  ^^^  ^^s  products  of  combustion 
at  constant  volume.  Some  very  complete  exi)eri merits  by  Mr. 
Frederick  Grover  of  England  between  1898  and  1901,  to  be 
referred  to  later  (Chapter  XIX),  showed  that  whereas  a  mix- 
ture of  9  parts  coal-gas  to  i  of  air  was  recjuired  to  give  an 
initial  pressure  of  180  pounds  in  the  cylinder,  after  comj^ression 
to  30  pounds,  the  same  pressures  rt*sulted  from  acetylene 
with  30  to  I.  With  1 1.7  to  i  and  the  same  compression  he 
observed  352  pounds  pressure  to  result  from  ignition.  If  the 
thermal  eflSciency  for  acetylene  be  taken  at  30  jkt  cent,  6.1 
to  6.3  cubic  feet  of  gas  would  be  required  per  H.P.  i>er  hour. 
The  ignition  temperature  is  low;  the  transmission  of  flame  in 
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the  mixture  is  rapid;    the  combustion  temperature  ani 
quent  mechanical  energy  are  high.     For  quantitative  results  th( 
reader  is  referred  to  Chapter  XIX. 

a8.  Blast-furnace  Gas, — Since  the  first  experiments  in  1895  an 
incR'asing  use  is  continually  found  for  the  gas  discharged  from  the 
top  of  the  blast-fumace  as  a  source  of  motive  power.  Less  than 
one-third  of  the  carbon  introduced  into  the  blast-fumace  can 
allowed  to  reach  ihc  slate  of  CO,  in  order  to  maintain  the  redui 
ing  action  demanded  for  the  chemical  reactions  on  the  iron  ore. 
Hence  the  discharged  gas  consists  largely  of  carbonic  oxide 
(CO),  although  it  is  probably  the  leanest  form  of  £uel-gas  which 
is  used,  running  about  100  B.T.U.  per  cubic  foot,  ll  nearly 
always  contains  the  above  proportion  of  carbonic  acid,  which 
not  a  supporter  of  combustion,  and  it  carries  mechanically 
large  proportion  of  dust  and  grit  resulting  from  the  disintegratit 
of  the  solid  charge  thrown  into  the  top  of  the  furnace  and  broken 
up  by  the  sudden  rise  in  temperature.  This  dust  cannot  be  com- 
pletely removed  even  by  the  usual  form  of  water-seal  trap 
separator,  but  passes  over  into  the  engine  and  on  entering 
cylinder  the  grit  is  the  occasion  for  annoying  abrasion  of  worki 
parts.  This  circumstance  makes  it  desirable  to  use  vertical 
cylinders  for  engines  using  this  form  of  gas  in  order  that  the 
tendency  shall  be  diminished  for  the  grit  to  lie  upon  the  bottom 
of  a  horizontal  cylinder.  This  will  cause  annoying  leakage  in 
a  short  time.  If  the  average  heat  capacity  or  calorific  power 
per  pound  of  blast-fumace  gas  be  called  1283  B.T.U.  and  the 
percentage  of  heat  energy  effective  in  the  gas  be  from  20  per  cent 
to  30  per  cent,  as  is  usual,  then  there  will  be  required 


an  ^^ 

re.  ^^ 
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:h 
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33,000x60. 

778 


X- 
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pounds  of  gas  per  H.P.  per  hour  if  an  efficiency  of  35  be  assumed. 
Reducing  this  to  cubic  feet  per  minute,  with  a  piston  speed  of 
800  linear  feet  per  minute  in  a  two-stroke  cycle  engine,  with  a. 
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stroke  one  and  a  half  d  amctcrs,  it  gives  an  accepted  figure  of 
four  cubic  fi-el  per  minuie  per  H.P.  Fig.  ii  shows  a  design  of  - 
engine  for  utilizing  blasl-fumace  gas,  originated  by  Mr.  Chas. 
H.  Morgan  of  Worcester,  Mass.  By  using  *ertical  cylinders  he 
diminished  the  abrasive  action  of  grit  or  dust  in  the  gas,  and 
by  the  beam  mechanism  he  diminished  the  tendency  of  the  piston 
to  "cock"  or  produce  oblique  pressure  in  the  cylinder. 


Gases  from  coke-ovens  are  also  available  sources  of  fuel-gas 
for  engines.  After  the  first  eight  hours  of  the  coking  process 
gas  appears  from  the  lop  of  the  oven,  and  continues  lo  be  evolved 
until  it  reaches  a  maximum  at  the  end  of  the  second  day,  and 
then  gradually  diminishes  until  the  oven  is  discharged  at  the  end 
the  third  or  on  the  fourth  day.  With  the  maximum  output  of 
gas  at  40  per  cent  from  one  oven,  the  average  will  be  ao  per  cent, 
with  a  heating  value  per  cubic  foot  averaging  60  B.T.U.,  with 
the  maximum  of  120  and  the  minimum  of  zero  at  the  end  when 
the  constituents  are  CO,  and  X.  Both  blasl-fumacc  and  coke- 
oven  gases  permit  and  demand  much  higher  compressions  to 
secure  certain  ignition  of  the  lean  mixture.     (Pars-  152,  202.) 
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29.  Tables    of    Compositions    and    Properties    of    Gases. — 

Of  the  various  kinds  of  gas  referred  to  in  the  foregoing  para- 
graphs, water-gas  has  the  highest  theoretical  temperature  of 
combustion — 4850°?.  Producer-gas  gives  3441°.  The  natural 
gas  and  coal-gas  are  nearly  of  the  same  value  as  the  water-gas. 

Analyses  of  blast-furnace  gas  will  be  found  among  the  following 
tables. 

Including  natural  gas,  the  relative  volumes  and  weights  of 
gaseous  fuels  are: 

By  Weight.         By  \*olume 

Natural  gas 1000  1000 

Coal-gas 949  666 

Water-gas 292  292 

Producer-gas 76 . 5  130 


COMPOSITIOM    OF    GAStS    BY    Voi.UME. 


Findlay.  O. 
Natural  Gas. 


Hvdrogcn. 

Marsh -gas 

Carbonic  oxide. 

Olcfiunt  gas 

Carbonic  acid  . 

Nitrogen 

(Oxygen 

AVater-vapor  . . 
Sulphydric  acid 


2.18 
92.60 
0.50 
o..^i 
0.26 
3.61 

0-34 
0.00 
0.20 


100.00 


Coal-gas. 


46.00 
40.00 
6.00 
4.00 
0.50 
1.50 
0.50 
i.:;o 


100.00 


Water-gas. 

45.00 
2.00 

45.00 
0.00 
4-00 
2.00 
o.>o 
1  .SO 


100.00 


Penna.  Steel- 
works Pro 
ducer-gas. 

6.00 
3.00 

23-50 
0.00 

1.50 

65.00 

0.00 

1 .00 


100.00 


Composition  of  Gases  by  Wficht. 


Hydrogen 

Marsh-gas 

Carbonic  oxide, 
defiant  gas.  .  - 
Carbonic  acid.  . 

Nitrogen 

Oxygen 

Water-vapor 

Sulphydric  acid 


0.268 

90-383 
0.857 

0.531 
0.700 

6.178 

0.666 

0.000 

0.417 


100.000 


8.21 
57.20 
15.02 
10.01 

1.97 

3-75 

1.43 
2.41 


100.00 


100.000 


5-431 

0..158 

1.031 

1.831 

76.041 

25.095 

0.000 

0.000 

10.622 

2.517 

3.380 

69.413 

0.965 

0.000 

1.630 

0.686 

100.000 
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Table  of  Relative  Costs  of  Gases  per  Million  B.T.U.  which  they  are 

Theoretically  Able  to  Produce. 

Cents  i)er 
MilUon  B.T.U. 

Coal-gas 734i976  units,  costing  20.00  cents 27.21 

Water-gas 322,346     "  "       10.88     "    33-75 

Producer-gas 117,000      "  "        2.58     "    22.05 


Comparative  Composition  of  Gas. 


CO 
H.. 


CH4. 
CjH^ 
CO,. 

N.  ., 


O 

Vapor 

Pounds  in  1000 cu.  ft.  percent 
Heat-units  in  1000  cubic  feet. 


Natiiral  Gas. 

Coal-gas. 

0.50 

6.0 

2.18 

46.0 

92.60 

40.0 

0-3I 

4.0 

0.26 

0-5 

3.61 

1-5 

0.34 

0.5 

1-5 
32.0 

45.60 

1,100,000 

735»ooo 

Water- 

Produc 

gas. 

Anthrac. 

45-0 

27.0 

45-0 

12.0 

2.0 

1.2 

4.0 

2.5 

2.0 

57.0 

.  0-5 

0-3 

1-5 

45-6 

65.6 

322,000 

i37»455 

Bitum. 

27.0 
12.0 

2.5 
0.4 

2.5 
56.2 

0-3 

65.9 
156,917 


Natural  Gas  in  Ohio,  Indiana,  and  Pennsylvania. 


Description. 


Hydrogen 

Marsh-gas 

Olefiant  gas 

Carbon  monoxide. . . . 

Carbon  dioxide 

Oxygen 

Nitrogen 

Hydrogen  sulphide. . . 


Ohio. 

Indiana. 

Fos- 

Find- 

St 

Mixncie. 

Ander- 

Koko- 

toria. 

lay. 

Mary's. 

son. 

mo. 

1.80 

1.64 

1.94 

2.35 

1.86 

1.42 

92.84 

93-35 

93.85 

92.67 

93.07 

94.16 

0.20 

0-35 

0.20 

0-25 

0-47 

0.30 

0-55 

0.41 

0.44 

0.45 

0.73 

0.55 

0.20 

0.25 

0.23 

0.25 

O-26 

0-2g 

0-35 

0.39 

0-35 

0.35 

0.42 

0.30 

3-82 

3-41 

2.98 

3-53 

3.02 

2.80 

0.15 

0.20 

0.21 

0.15 

0-15 

0.18 

Marion. 


1.20 

93.57 

0.15 
0.61 

0.30 

0-55 
3.42 
0.20 


Penna. 


Pitts- 
burg. 


22 

67 

I 

o 

0.6 

0.8 

3-0 


Approximately  30,000  cubic  feet  of  gas  have  the  heating  power  of  one  ton 
of  coaL 
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Pboddceb-cas  fbom  One  Ton  of  Coal. 


AulynibyVol. 

PwC™t. 

Cubic  Feet, 

U.^ 

Equ.lW 

=5-3 

().3 

1:1 

33."3.84 
ii.077.76 
4,069.68 

76,404.96 

1,451.10 

174.66 
77-78 

5,6^Q.6j 

1,050. 50  lba.C+ 1400.7  lbs.  < 

n:"\'.'.':.'.:.'. 

.74.66   •'   CH. 
77-78   "    C,H. 
141.54   "    C-(-377.44lbB.C 
7,350.17    "    iur 

CO  "■; :: 

N  (by  difference) 

,00.0 

.3.,.«.... 

8.1)45 -85 

Relative  Calorific  Values. 


ByWcighi. 

By  Volume 

Sp.  Gr.« 

Nfttural  gas 

291 
76-5 

G66 
'3° 

°-"° 

Producer-gas 

The  following  table  gives  the  accepted  power  capacity  * 
various  sources  of  heat  energy  in  their  relation  to  motors  usii 
these  combustibles  for  power  in  gas  or  other  engines: 


per  Puudd 


Hydrogen 

Crude  pelroleum,  W.  \'a.,  specific  gravity  .873. . 

Lighl  petroleum.  Pa.,  specific  gravity  .841 

Beniine.  C,H, 

Gasoline 

Illuminatiag-gas,  18  candJe-powcr 

"     19      "  ■'      

"  "     "5      "  "      

Water-gas,  American 

Producer-gas,  English 

Water  pro3ucer-gas 

Ethylenc-olefianl  gas,  C,H, 

Gasoline  vapor 

Acetylene,  C,H, 

Natural  gasj  Lerchburg,  Pa 

"         ■'     Pittsburg,  Pa 

Marsh  gas,  methane,  CH, 
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The  heating  value  of  New  York  City  illuminating-gas,  as  given 
by  Mr.  E.  G.  Love,  per  cubic  foot  at  6c®  F.  and  barometer  at  30 
inches  will  range  715,  692,  725,  732,  691,  738,  735,  703,  734,  730, 
731,  727,  which  will  average  at  721.  Probably  710  would  be 
more  nearly  representative  of  average  good  quality.  The  coal- 
gas  of  London,  with  16  to  17  candle-power,  has  a  calorific  power 
of  668  units  per  foot  and  costs  from  60  to  70  cents  per  thousand 
cubic  feet.  It  ignites  at  temperatures  of  750°  to  800°  F.  with 
proper  mixtures  of  air. 

30.  Liquid  Fuel,  Petroleum.  —  Another  great  source  of 
hydrogen  and  carbon  as  fuels  for  industrial  purposes  comes  from 
the  oils  which  are  pumped  up  from  the  earth  or  which  flow  under 
pressure  from  subterranean  reservoirs  and  which  are  desig- 
nated by  the  general  name  of  petroleimi.  There  are  oils  of  animal 
origin,  but  they  are  now  supplied  to  such  a  limited  extent  for  fuel 
purposes  as  scarcely  to  deserve  consideration,  and  the  cost  of 
extracting  vegetable  oils  from  the  seeds  or  other  products  which 
carry  them  precludes  the  use  of  such  oils  for  fuel.  Hence  the 
mineral  oil,  or  petroleum,  is  the  principal  source  of  heat  from 
liquids  cither  in  its  crude  form  as  it  comes  native  from  the  oil- 
well,  or  after  a  part  of  the  constituents  of  the  natural  oil  have 
been  eliminated  by  the  refining  process.  In  the  present  state  of 
the  art  of  using  liquid  fuel  in  motor-engines,  the  use  of  crude  oil 
is  so  difficult  as  to  be  practically  prohibited.  The  difficulties 
arise  from  the  fact  that  the  mineral  oil  is  not  a  homogeneous 
chemical  substance,  but  is  a  mechanical  mixture  of  several  con- 
stituents having  varying  temperatures  at  which  they  change  their 
state  from  a  liquid  to  a  gas.  The  consequence  of  this  mechanical 
mixture  of  constituents  is  that  the  more  volatile  elements  form  a 
gas  first  and  are  eliminated  from  the  mixture,  leaving  behind  the 
thicker  and  more  viscous  components,  which  presently  form  a 
gum  or  a  solid  mass  in  the  generating  chamber  which  is  difficult  to 
handle.  It  is  much  easier  to  use  the  refined  products  of  the 
refining  process  rather  than  the  crude  oil  in  its  entirety.  The 
average  composition  of  crude  petr(5leum  is  usually  given  as: 
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Carbon 82 

Hydrogen 1 1 . 2 

Oxygen  and  inipurilics 0.5 


To 

Average. 

87.. 

85 

14-8 

13 

lis  specific  gravity  is  from  0.79  to  0,82.     Lima  oil  from  thfrj 
Ohio  wells  is  of  a  dark  green  color,  is  quite  fluid  and  volatile,  and  ■ 
has  a  disagreeable  odor.     lis  volatility  makes  it  flame  easily  and 
give  off  an  explosive  vapor  in  a  confined  space.     These  two  prop- 
erties have  resulted  in  restrictions  upon  its  use  in  many  cities;  the 
health  boards  object  to  the  odor,  and  the  fire  departmenis  lo  the 
danger  of  fire  from  explosions.     Hence  the  refining  companieftfl 
have  introduced  what  is  called  fuel-oil.     This  is  the  residue  after! 
a  part  of  the  fractional  distillation  process  has  been  completed.1 
A  tabular  summary  of  this  process  is  as  follows: 


No, 

FBhrenhot- 

Probkblp 
Percent 

Specific 
Gmvily. 

PU^DB-    ' 

5 
6 

! 

JI3 
Its  to  140 

140  lo  is8 

,5.  ,=  .48 

948  to  347 

Rhigolenc     { 
Chvmogene  t 
Gaiolenc 
Benzine,  nnphtha  C 

A 

Polish  ing-oib 

Kerosene 
Lubricatitig-oil 
Paraffine  mLx 
Reuduum  and  loss 

t.5 

■S 

16 

.590  lo  .615 

.636  to  .657 
.(Aoto.joo 
.71410  .718 

-7»5W-737 

.780  to  .810 
.85010.915 

3* 

' 

The  distillation  for  ftiel-oil  is  stopped  after  the  kerosene  l 
been  obtained.  In  many  refineries  only  the  three  products  < 
ci^dc  naphtha,  burning  oil,  or  kerosene,  and  the  distillate  i 
recognized,  the  latter  being  the  fuel-oil.  Its  average  specifi 
gravity  is  about  .818  or  40  Baum^  at  60°  F.,  so  thai  a  gallon  weigl 
7.3  pounds,  as  against  6.81  pounds  for  the  crude  oil.  It  flashes  I 
at  218°  F.,  or  just  above  the  boiUng-|Joim  of  water.     It  is  thick  in 


LIBERATION  OF  HEAT  ENERGY. 


6l 


consistency.  The  calorific  power  of  crude  oil  is  from  20,000  to 
21,000  British  thermal  units,  and  that  of  the  fuel-oil  is  from 
17,000  to  19,000  heat-units.  Fuel-oil  is  called  "astatki"  by  the 
Russians.  Thos.  Urquhart  of  Russia,  in  considering  the  use  of 
petroleum  for  locomotives,  gives  the  following  table  of  the  theoreti- 
cal evaporative  power  of  petroleum  in  comparison  with  that  of 
coal,  as  determined  by  Messre.  Favre  and  Silbermann : 


Specific 

Gravity 

at  52"  P.. 

Water - 

I.OOO. 

Chemical  ComiKmition. 

HeatioK 

Power. 

British 

Thennal 
UniU. 

Thi-orrt. 
Kvap.,  him. 

FaeL 

C. 

H. 

0. 

Water  \tfT 

Lb.  Purl 

iTfitn  an'l 

at  ai»»P. 

Pcnna.  heavy  crude  oil 

Caucasian  light  crude  oil  . . 

"          heavy  crude  oil  . 

Petroleum  refuse 

0.886 
0.884 
0.928 
0.928 

■      1.380 

84.9 
86.3 

86.6 

87.1 

80.0 

13.7 
13.6 

12.3 

II. 7 

5-0 

1.4 
0.1 
I.I 
1.2 

20.736 
22,027 
20,183 

1 9*832 
I4»II2 

21. 48 
22.79 

20.  «s 
20'S3 

14.61 

Good  English  coal,  mean  of 
98  samples. 

1 
8.0 

The  further  details  of  refining  for  elimination  of  coloring 
matter,  and  the  steps  of  acid  and  alkaline  agitation,  are  aside 
from  the  present  purpose. 

31.  Pintsch  Oil-gas. — ^The  Pintsch  oil-gas  CJulius  Pinlsr:h, 
Berlin,  187 1)  is  a  true  gas  made  in  retorts  by  the  va[x>rization  of 
crude  petroleum.  From  70  to  85  cubic  feet  of  a  50-  to  60-can^Ile- 
power  gas  result  from  the  distillation  of  one  gallon  of  oil.  The 
gas  is  rich  in  iUtmiinating  profXTrtics  and  A<m:^,  not  hfn4:  ^3  mut  h 
of  its  illuminating  power  by  compres.sion  as  a  r^jal-gas  would. 
This  system  is  much  used  for  the  lighting  of  railway  rars,  but  h 
being  displaced  hy  the  air-gas  system.  With  the  latter  the  gas  is 
heated  before  being  delivered  to  the  burner  by  {^ssing  through  a 
^iral  cofl  of  fine  copper  pipe  abo^e  the  lamp  itvrlf. 

32.  Keroflene.— Kerosene  has  already  l>,-f:Ti  frf^r  rr'^l  v>  a^ 
"burning  ofl"or  Xo  6  in  the  pr^x^KrS  of  fns/.-t;oTJil  ^ll\\lhiOjr,  of 
crude  petroleum  ^par  30  .  Usually  3  J  part-  of  rrj^l.^:  oJ  r^^rAfrr 
one  part  of  kttoseoe^    The  beat  of  ^/>n;bust.'or.  v.'33  'hf:^rrA  'jt,  rh: 

but  win  nngt  betw^tr.   22/xx,  '^zA  24^c/x.  HMX. 


•  iiiiii^iii 
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per  pound.  The  quicker  the  distillation  the  poorer  ihe  produi 
albeit  more  abundant;  but  the  more  abundant  the  lighter  ( 
ments  the  less  safe  is  the  kerosene. 

The  flashing- points  at  which  an  ignitible  vapor  is  given  off 
by  healing  will  range  from   115"  to  125°  F.;   the  oil   will  itself 
ignite  and  burn  when  heated  to  between  130°  and  140''  F.  This  is 
called  ils  burning-point.     It  boils  anywhere  between  the  limitaj 
of  300°  F.  and  goo"  F.,  giving  a  vapor  density  five  times  that  of* 
air,  and  requiring  for  its  combustion  nearly  190  cubic  feet  of  air 
per  pound.     The  principal  component  of  kerosene  in  the  hydro- 
carbon scries  is  the  clement  decant-,  whose  composition  by  the 
formula  C„H,(„^,)  (see  p.  64)  will  be  CioH„.     If  the  kerosene  h 
regarded  as  composed  entirely  of  this  compound,  its  combustionl 
will  be  given  by  the  equation 

C.„H„  -1-   0„  +  0„  =  ioCO,+  iiH,0, 

I20-f22  320+176  4404-198 


H5  =  3-5PO"n<'sof  "'^ygcn,     or     VV  of  3.5=15.21 

pounds  or  15.21X12-387  =  18S.4  cubic  feet  of  air  will  be  required'! 
when  in  its  combustion  it  is  treated  as  a  gas.  Since  the  vapora 
of  kerosene  is  five  times  as  heavy  as  that  of  air,  a  pound  of  vapory 


vill  occupy  - 


=  2.47  cubic  feet.     The  ratio  of  volumes  willi 


188.4 


therefore  be =  76.2  volumes  of  air  to  one  volume  of  kerosene  J 

vapor.     This  computation  can  be  applied  in  a  later  paragra[dtl 
to  compute  the  temperature  increase  due  to  combustion.     Whoi-^ 
kerosene  is  used  as  a  source  of  heat  for    intemal-combuslioi 
engines  it  is  usually  atomized  or  broken  into  a  mist,  and  v. 
vaporized  by  heal  so  as  to  form  a  gas.     (See  Chapter  VI,  («1 
Kerosene-engines,    and    Chapter    X.    on    Carbureters.)     It 
cheaper  than  the  more  usual  gasoline,  but  by  reason  of  the  in-  1 
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conveniences  in  starting  up  and  some  easily  superable  difficulties 
in  regulation  du  to  its  variable  composition  it  has  not  received 
the  attention  which  has  been  given  to  gasoline.  It  does  not 
waste  or  change  its  quahty  in  storage;  the  supply  is  practically 
unlimited;  it  is  everywhere  obtainable;  the  fire- risk  or  insurance 
rate  is  not  increased  by  its  presence.  The  wide  range  of  the 
boiling-point  of  the  commercial  article  has  been  the  source  oi 
one  difficulty  in  using  it.  Being  a  mixture  in  any  case,  an 
isolated  mass  decomposes  or  "cracks"  by  heat  into  various 
components,  and  when  heated  too  hot  it  decomposes,  depositing 
its  carbon  in  the  form  of  a  hard  cake  like  coke.  For  the  com- 
plete combustion  of  liquid  kerosene  the  conditions  of  a  lamp- 
wick  are  ideal  by  reason  of  its  presenting  four  essential  conditions: 

1.  The  heat  for  gasifying  the  oil  is  graduated  from  that  of 
the  containing  vessel  to  the  highest  temperature  of  combustion 
of  the  oil. 

2.  The  combustion  is  slow  enough  to  allow  complete  union 
with  necessary  oxygen  for  combustion. 

3.  With  a  proper  exposure  of  distilling  or  gasifying  surface 
to  the  oxygen,  the  whole  of  the  combustible  is  consumed. 

4.  The  gasification  at  the  flame  is  at  just  the  proper  tem- 
perature, and  the  delivery  of  fuel  is  at  just  the  required  rate. 

If  the  wick  is  turned  too  high,  more  fuel  is  supplied  above 
the  burner  top  than  can  be  gasified  by  the  heat  of  the  flame, 
and  the  excess  of  carbon  unconsumed  appears  as  a  smoke  with 
a  suffocating  odor.  If  the  wick  is  turned  down,  however,  the 
heat  is  again  too  low  to  consume  the  distilled  gas  and  some  car- 
bonic oxide  is  formed.  Of  course,  if  the  oxygen  supply  is  cut  off 
while  other  conditions  are  retained  normal,  both  of  the  above 
evil  consequences  present  themselves.  In  the  chapter  on  kero- 
sene-engines (Chap.  VI)  some  further  points  will  be  discussed 
concerning  the  conditions  for  its  use  in  motors. 

33.  Gasoline. — Gasoline  is  the  next  higher  or  more  volatile 
distillate  from  crude  petroleum,  having  a  specific  gravity  ranging 
from  the  highest  grade  of  about  88°  Baum^  little  used  for  power 
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purposes  down  to  68°  B.,  or  with  a  specific-gravity  range  In  the 
ordinary  hydrometer  scale  between  0.680  and  0.710.  The  com- 
mercial names  differ  in  different  places,  but  in  general  the  quali- 
ties and  names  will  be: 

(i)  88°  to  86°  B.  or  .640 light  volatile  oil 

(2)  76°  B.  or  .682 stove-gasohne 

{3)  68°  to  73°  B.  or  ,692  to  .709 benzoline 

(4}  62°  B.  or  .730 benzine 

No.  2  in  the  series  is  ihe  usual  internal-combustion  motor  fuel^.l 
but  frequently  this  changes  on  storage  for  any  length  of  time  to  I 
No.  3,  which  is  sometimes  called  prime  city  naphtha.  Stove-  \ 
gasoline  is  also  locally  known  as  boulevard  gas-fluid.  It  will  be  1 
obsen-ed  from  the  table  in  paragraph  30  that  the  crude  pelro--] 
leums  usually  yield  but  8  to  10  per  cent  of  gasoline,  so  that  a  J 
definite  limit  is  set  ufx)n  the  amount  of  it  available  at  any  one  I 
time.  This  will  have  a  notable  effect  upon  its  price  as  the  i 
of  gasoline  for  fuel  becomes  more  extended  and  the  number  tA\ 
motors  using  it  increase;;. 

The  boihng-point  of  gasoline  ranges  from  120°  to  2So°rahr.i.J 
with  an  average  range  between  149°  and  194°  Fahr.     Its  prindpall 
hydrocarbon  constituents  are  the  elements  hexane  and  heptai 
of  the  series,  which  on  the  formula  C„Hj(„^.,|  gives  a  composition  1 
of  C,H„-f-C,H„.     The  range  is  between  C(H„  and  C,H„.     Tak- 
ing C^n  as  the  average  of  all,  the  combustion  computation  will  be.  J 

"  C,H,.   +    0„-hO,    =   6COi-l-7H,0. 

73-1-14  192  +  112  264 -(-126 

This  will  require -rTT  =3.53  pounds  of  oxygen  or3.53X- — ^- 

15.3  pounds  of  air  or  189.52  cubic  feet  of  air. 

The  vapor  of  gasoline  is  3.05  times  as  heavy  as  that  of  air.  ] 

Hence  a  poirad  of  vapor  will  occupy =  4.06  cubic  feet  at  J 
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32^  and  one  atmosphere  of  pressure.  Hence  a  [xjund  of  gas^jlinc 
vapor  occupying  4.06  cubic  feet  will  rer^uire  189  cubit  feet  of  air, 
or  the  cado  of  volumes  of  vapor  to  air  will  be 

—  ~  4O.0. 

4.00 

This  computation  can  be  later  aseri  to  compute  the  ttm[iera- 
Hire  increase.  The  calorific  jx^wer  of  gavJinr:  i•^  Urtween  18,000 
and  20,000  B.T.U.  Redworxi  found  that  prav^line  va[xjr  with 
air  in  proportions  ranging  between  5  In  ic/^*up  lo  12.5  in  100 
were  e^Iosive.  The  mixture  of  11  \m:t  rent  of  vajx^r  ^avc-  the- 
strongest  effect.  Incomplete  combustion  of  jra-j/ilinc  in  mixiun-» 
results  in  the  formation  of  a  smoky  mixtur^r  In  thrr  prylu/t-,,  with 
an  offensive  odor.  As  in  the  ca-,e  of  kero-.c'nc',  thi-  [phenomenon 
results  from  either  too  much  fuel  in  the  mlxfirt:,  <,r  from  itrfr  h'ttlc-. 
The  former  is  the  more  usual  and  the  mor^:  oF>jc/tionaf^h:. 

The  volatile  elements  in  gaviline  t#:n^i  to  «r-/;i(/^:  from  it  i:'.*:n 
at  ordinary  temperatures,  so  that  the  liqui^l  ;ilt#:r-.  and  dctcn orate- 
in  storage  unless  in  verj*  tight  mcfAlh'  '*'--y'l-..  The  w^Utilc- 
elements  mixing  with  the  air  in  a  %*•>.-,*[  ifur^ly  ernptierl  form  .in 
explosive  mixture  which  will  ignlre  pa/^lil;.  from  an  oj^n  fl;imc-. 
The  hea\7  vapor  seeks  the  Fxittorn  lew!-,  .n  fOTiiiut-A  place-i 
before  becoming  diffuse^l.  Neither  keroer-e-  nor  prayJene  aer-. 
like  water  in  sweUing  the  stave--,  of  v,v/ylen  f/arn  I-.  ar/l  keepir.^ 
such  receptacles  tight  again-tt  lea/.ajre  and  lo.-.  Wher.  ^^iroline 
is  entrained  bva  current  of  air,  a-,  .'n  a  /irojretor  ^Ch;i:/.er  X  . 
it  forms  an  air-gas,  or  an  atmo-.phere  vatjrated  v/ith  hy:r'y;irV..': 
mist.  Gasoline  is  suffjcientlv  vola'.le  to  e.-ir/^/rate  eomr.lev.iv 
without  additional  heat  when  •h.-.  :;r;elv  d.'-id'd,  ar/i  -he-  oir- 
bureted  air  can  be  bume^J  for  :x///er  or  \//)/.ri'/  yir^/f^s:,,,  M  -:'.h 
car-lighting  by  gas  is  done  on  •h.'-.  •;.  •erri,  j.ir;;^  'orr.:>re-jy.-<:  a:r 
from  the  train-brake  supply.  'l't.*:r*z  '.-.  r.o  *oU'V\t',z>^',\ti  ^torasre 
of  gas,  since  such  a  C2Lr\Mr*:uA  a'rno-.phere  i-.  i.'aoie  'o  de:y>'.:: 
its  liquid  hydrocarbon  by  a  v^rr  of  Lo  ;a*.or.  .'r.  ar.v  r*/.ra;/e  tar.i: 
where  it  may  be  at  rest,  par.'e  il^rl  v  [:,  ooid  v/eather.     On  the 
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other  hand,  to  pass  this  mixture  through  a  hot  chamber  will  cau! 
a  deposit  of  fixed  carbon  or  coke  as  in  the  case  of  kerosene, 

The  arguments  for  gasoUne  as  a  fuel  for  motor  vehicles  are 
the  ease  of  its  vaporization  in  starting  and  running,  in  spite  of 
difficulties  of  maintaining  proper  proportions  of  the  mixture  of 
fuel  and  air  for  varying  conditions  of  load  and  speed 

34.  Alcohols. — There  are  two  kinds  of  alcohol  used  in  the 
arts  and  as  sources  of  heat:  methylic  alcohol  or  wood-alcohol, 
which  has  the  chemical  symbol  C^HjO,,  and  ethyl  alcohol,  ihc 
ordinary  form,  which  is  represented  by  C.HgOj. 

Wood-alcohol  is  formed  by  dry  distillation  of  wood  in  iron 
retorts  (usually  horizontal)  at  a  heat  not  above  900**  F.  It  has 
a  strong  characteristic  odor  and  boils  at  150°  F.  It  would  be  a 
most  popular  source  of  heat  in  many  places  where  com  is  abun- 
dant if  there  were  no  restrictions  upon  its  manufacture.  In  the 
United  Stales  a  considerable  internal -revenue  taxation  is  levied 
upon  alcohol,  which  operates  with  some  hardship  upon  pro- 
ducers of  com  at  considerable  distances  from  iheir  market. 
The  transportation  charges  on  the  grain  may  preclude  an 
attractive  profit  upon  the  raw  material,  whereas  in  manufactured 
and  concentrated  form  as  alcohol  the  profit  from  an  acreage 
would  be  a  handsome  one.  The  French  and  German  ministries 
of  agriculture  have  been  encouraging  the  development  of  alcohol- 
motors  with  a  view  of  stimulating  production  of  alcohol-grain 
among  the  farming  districts.  Their  interest  has  developed  a 
process  for  deriving  alcohol  from  the  electrically  manufactured 
carbides. 

Ethyl  alcohol  is  obtained  by  distillation  from  the  fermented 
infusions  of  the  cereal  grains,  which  contain  either  sugar  or  starch. 
It  has  a  specific  gravity  of  0.792  and  boils  at  173**  F.,  but  will 
freeze  only  at  zoo"  below  zero  when  pure.     It  expands  3I  times  • 
as  much  as  water  between  32°  and  173°  F. 

Hydratcd   alcohols  contain  water  ranging  from  50  per  cent 
by  volume  (proof  spirits)  to  93  per  cent  (cologne  spirits), 
affinity  for  water  is  ver\-  strong. 
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Pure  alcohol  is  very  inflammable  and  bums  with  a  pale-blue 
smokeless  flame.  Its  calorific  power  is  about  28,500  B.T.U., 
which  runs  down  to  12,000  with  greater  hydration. 

For  motor  purposes  the  custom  has  prevailed  very  widely  to 
mix  the  alcohol  with  some  other  hydrocarbon,  usually  from  the 
petroleum  group.  Such  mixtures  become  undrinkable  and 
are  known  as  ** denatured*'  alcohol.  For  example,  a  prevalent 
French  mixture  is 

Ethyl  alcohol 100     volumes.  , 

Methyl    "      10 

Hydrocarbon 0.5 


u 


(( 


no. 5 


(( 


The  hydrocarbon  is  defined  only  by  its  boiling-boint,  which 
should  be  between  350°  F.  and  440°  F.  It  will  have  a  specific 
gravity  of  .832  to  .835  referred  to  water,  or  about  38°  B.,  and  a 
calorific  power  of  9300  B.T.U.  per  pound.  An  alcohol  mixture 
known  as  electrine  has  a  composition  of  equal  parts  of  the  above 
mixture  with  a  benzol,  resulting  in  a  specific  gravity  of  .835  and 
a  calorific  power  of  13,150. 

A  motor  which  is  to  operate  with  alcohol  in  internal  com- 
bustion should  work  with  a  higher  compression  of  the  charge 
before  igniting  than  is  satisfactory  for  gasoline  or  kerosene.  The 
carbureting  apparatus  has  also  to  be  kept  hotter,  particularly 
if  the  alcohol  is  considerably  hydrated.  Some  tests  by  Delahaye 
with  the  same  motor  gave  the  following  results  in  fuel  consump- 
tion: 


Fuel. 


Gasolene k 

Carbureted  alcohol,  50%. 

n/o' 
Alcohol,  100% 


Pints  per  H.  P. 

0.86 
0.99 
1.22 
1.70 


An   American   test    with   a   Westinghouse   engine   gave   the 
economy  of  1.2  pints  per  H.P.  per  hour;  Japy  of  Beaucourt  in 
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France  reports  1.03  pints  per  H.P.     In  some  results  of- 

Paris  (1902)  the  thermal  efficiency  of  the  four  fuels  in  motors 

were  given  as: 

For  gasoline 14  to  t8  per  cent  ^^H 

"   kerosene 13  ^^H 

"gas i8to3i  ^^1 

"  alcohol 24  to  zS    "  ^^^1 

An  objection  which  has  revealed  itself  with  motors  using 
alcohol  is  the  excess  of  water-vapor  formed  in  the  cylinders,  and 
that  this  water-vapor,  absorbing  the  acetic  acid  which  forms  with 
the  occasional  incomplete  combustion  of  the  alcohol,  attacks  and 
corrodes  metal  surfaces  and  scores  valves  and  seats. 

35.  Products  of  Combustion  of  a  Gas.^ — In  the  discussion  of  par. 
1 1  it  was  made  apparent  that  the  combustion  of  carbon  and  hydro- 
gen gave  the  weight  of  the  products  resulting  from  such  combustion. 
It  will  be  apparent  that  when  the  volume  is  to  be  considered 
this  will  vary  with  the  temperature  of  such  pnxlucts  of  combustion. 
Anticipating,  for  the  moment,  a  later  discussion  which  will  define 
the  term  "absolute  temperature"  it  may  be  said  here  that  if  V^ 
denote  the  volume  at  the  temperature  of  melting  ice,  and  T^  the 
corresponding  absolute  temperature,  while  V  and  T  arc  the 
volume  and  absolute  tempemlure  corresponding  to  the  slate  of 
the  hot  and  expanded  gases,  the  volumes  will  be  proportional  to 
these  absolute  temperatures,  whence 

Similarly  if  the  initial  volumes  be  observed  or  taken  at  6a*' 
the  final  or  expanded  volumes  can  be  calculated.     For  example 

CO,  at  6a°  occupies     8,594  cu.  It.  to  ihc  [xiund; 

H  "    "        "        igo  "    "  "    " 

SO,  "    "        "  5.848  "    ■'  "    '■       " 

N  "    "        "         13-501   "    "  "    "       " 
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whence 


.03660X8.594=   .3150    =cu.  ft.  of  CO,  at  62°; 

.090H  X190    =i.9H       =  "  "    "H      "    " 

.2S        X5.8S  =   .117S     ="  "    "SO,   "    " 

•o859C)jTw  (1-16C)       ,,    „  „jT      .,    a 

.2584HP^'3-Soi     |3.49Hi  ^ 

Adding  and  neglecting  the  smaller  weight  of  SOj,  the  volume 
at  62®  F.  becomes 

7i  =  i.475C+5-39H, 

and  the  volimie  V^  at  any  greater  temperature  will  be  found 

T 

by  multiplying  the  above  expression  by  the  fraction  :=r,  in  which 

Ti  is  the  absolute  temperature  corresponding  to  62°  F.,  and  Tj 
the  absolute  temperature  at  which  the  volume  is  sought. 

36.  The  Dilution  of  the  Mixture. — ^The  discussion  in  para- 
graphs 11  and  12  made  it  apparent  that  for  complete  combustion 
of  hydrogen  and  carbon  in  air  a  certain  minimum  weight  or 
volume  was  required  in  order  to  supply  the  necessary  quantity 
of  oxygen  for  that  combustion.  Experience  has  shown  that  in 
the  combustion  of  solid  fuels  under  constant  pressure  in  air,  the 
distillation  process  preceding  the  true  combustion,  a  certain  excess 
of  air  is  desirable  above  that  required  for  chemical  combination. 
This  will  be  often  one  and  a  half  times  or  even  as  much  as  twice 
the  theoretical  or  computed  amount  from  the  combining  weights. 
In  gas  combustions,  however,  either  in  fires  or  in  the  cylinders  of 
engines,  this  dilution  process  is  not  required,  and  is  prejudicial 
to  the  production  of  high  temperatures.  In  the  slow  process  of 
distillation-combustion  of  solids  the  products  of  combustion  are 
not  supporters  of  combustion,  but  the  latter  must  be  deported 
in  a  current  of  excess  of  air  in  order  to  bring  necessary  additional 
oxygen  to  reach  the  burning  surfaces.  With  gaseous  combus- 
tions, and  particularly  when  so  mixed  as  to  be  self-propagating, 
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the  fiamc  will  carry  through  the  mass  of  gas  without  action  f 
the  burnt  gases  present.     Hence  an  excess  of  air  merely  means 
an  increase  in  the  denominator  of  the  second  member  of  the 


in  par,  20,  whereby  the  rise  in  temperature  due  to  yQ  will 
diminished.  The  unnecessary  weight  of  air  and  its  inert  nitrogen 
has  to  be  heated  by  the  expenditure  of  the  fuel  energy,  and  for  a 
given  amount  of  such  energy  the  less  the  mass  to  be  heated  the 
hotter  it  will  be. 

On  the  other  hand,  upon  the  economic  side,  for  a  given  volume 
«f  engine -cylinder,  it  will  be  cheaper  to  iill  the  latter  wilh  as  lean 
a  mixture  of  gas  and  air  as  is  consistent  wilh  positive  ignition  of 
the  charge,  since  the  gas  is  the  element  which  costs  and  the  air  is 
free.  When  an  excess  of  air  is  used  above  what  the  gas  needs 
for  combustion,  there  will  be  oxygen  found  in  the  products  of 
rorabustion  other  than  that  in  combination  with  the  carbon  as 
CO,.  Hence  it  becomes  a  matter  of  great  importance  to  mix  the 
proportions  of  fuel  and  air  for  the  gas-engine,  so  as  to  avoid 
incomplete  combustion  on  the  one  hand,  with  its  deposit  of  soot 
or  lampblack  in  the  cylinder  and  passages,  and  the  offensive 
odor  of  the  exhaust;  and  on  the  other  the  use  of  excess  of  fuel 
entailing  waste  and  unnecessary  cost,  and  diminishing  the  effective 
power  of  the  motor.  Some  interesting  and  useful  experiments 
with  a  gas  whose  analysis  showed  a  rccjuirement  of  5  or  5.5  volumes 
of  air  to  i  of  gas  in  an  apparatus  to  be  described  in  Chapter  XIX 
gave  results  which  are  shown  graphically  in  Fig.  12.  The  points 
on  the  horizontal  line  indicate  the  mixtures  of  gas  and  air,  and  the 
vertical  ordinates  the  pressures  caused  by  igniting  such  mixtures. 
The  highest  pressures  belong  to  ihe  correct  proportions,  but  the 
engine  would  operate  all  right  with  nearly  twice  as  much  fuel  as 
was  necessary,  and  such  extravagant  working  might  go  untlclected 
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for  some  time.  At  the  other  end  of  the  series,  the  danger  appears 
of  a  mixture  so  poor  in  fuel  elements  that  it  will  ignite  with  diffi- 
culty or  not  at  all.  It  will  be  shown  in  Chapter  XIX  that  excess 
of  products  of  combustion  may  so  dilute  a  mixture  as  to  produce 
the  same  effect,  but  this  excessive  dilution  will  not  be  normal  in 
the  internal-combustion  motor.  The  tests  in  this  same  chapter  will 
show  why  the  relations  of  gas  to  air  of  i :  12  or  i :  13  for  rich  gas 


Fig.  12. 

have  been  chosen.  The  student  is  referred  to  further  considera- 
tion of  these  questions  under  the  heads  of  ignition,  carburation, 
governing,  and  manipulation,  in  their  respective  chapters.  The 
experienced  operator  of  an  internal-combustion  motor  will  have 
observed  the  effect  of  stronger  propeUing  pressures  as  he  increases 
the  ratio  of  air  to  gas,  but  will  also  have  noted  the  approach  to 
the  limit  where  the  charge  of  mixture  does  not  always  ignite  under 
these  conditions. 

37.  Gas  AnaljTsis.  Elliot's  Gas  Apparatus. — It  will  be 
aside  from  the  present  purpose  to  go  at  all  exhaustively  into  the 
problem  of  gas  analysis,  or  that  of  the  products  of  combustion. 
As  some  general  knowledge  may  be  useful,  however,  the  Ellio. 
apparatus  and  the  Orsat  are  illustrated  for  their  respective  uses. 
Fig.  13  shows  the  Elliot  apparatus.  The  constituents  for  whose 
determination  it  is  adapted  are  CO,,  CO,  O,  H,  N,  CH^,  and 
illuminants.  The  candle-power  of  a  water-gas  is  about  twice 
the  percentage  of  illuminants  in  it*  with  a  coal-gas  the  multiplier 
is  about  3.5. 
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The  three  glass  tubes  in  the  apparatus  may  be  i 

laboratory'-  or  reagent-tube,  on  the  right, 
surmounted  by  the  funnel  for  the  introduc- 
tion of  the  absorbent  liquid;  the  measuring- 
lube,  on  the  left,  for  measuring  after  each 
reaction  the  volume  of  gas  not  acted  on  by  the 
test;  and  the  explosion-tube. 

The  usual  quantity  in  a  test  is  loo  cubic 
centimetres.  The  CO,  is  determined  by  intro- 
ducing the  measured  volume  from  the  measur- 
ing-tube into  the  laboratory- lube,  and  intro- 
ducing through  the  funnel  5  cubic  centimetres 
of  strong  potassic  hydrate  iKOH).  The  gas 
transferred  back  to  (he  measuring- tube  shows 
by  a  diminished  volume  the  amount  of  CO, 
which  it  has  lost.  For  the  illuminants  a  few 
drops  of  bromine  in  water  are  allowed  to  enter 
ihf  laboralory-tube  after  the  gas  has  been 
transferred  bacl;  to  it  from  the  measuring- tube. 
The  tube  fills  with  red  fumes  which  are  ab- 
sorbed by  a  second  introduction  of  potassic 
hydrate.  The  gas  when  back  into  the  meas- 
uring-tube will  show  a  second  reduction  in 
volume.  For  oxygen  a  strong  KOH  solution 
is  mixed  with  pyrogallic  acid.  For  CO  a 
saturated  solution  of  cuprous  chloride  in  strong 
HCl  is  used.  For  hydrogen  and  marsh-gas  the 
Fic-  1,3-  explosion -tube   is   used.     The-   volume  of  the 

sample  is  mixed  with  twice  its  volume  of  oxygen 
and  an  equal  voliune  of  atmospheric  air,  and  the  mixture  fired 
by  the  electric  spark.  The  CO,  formed  by  the  explosion  is  ab- 
sorbed by  KOH  as  in  the  first  step,  and  the  hydrogen  which 
formed  water  goes  out  with  the  displacing  liquids.  When  the 
gas  is  cool,  measure  what  remains  in  the  measuring-tube,  and 
it  may  be  called  nitrogen  to  make  up  the  full  one  hundred  per 
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cent.  The  above  treatment  has  not  referred  to  detail  nor  pre- 
cautions, and  has  not  elaborated  the  computations  by  fonnula 
to  determine  the  proportions  of  CH,  and  H  resulting  from  noting 
the  proportionate  contraction  of  \'olume  after  explosion. 

The  interest  attaching  to  such'  analysis  as  ihe  foregoing  to 
Ihe  student  of  the  power  problem  is  the  relation  which  the  com- 
position of  the  gas  bears  to  Its  computed  or  theoretical  calorific 
power,  or  to  the  actual  calorific  power  as  obsen^ed  in  calorimeters. 

38.  Analysis  of  Products  of  Combustion.  Orsat*s  Apparatus. 
— It  is  often  convenient,  also,  to  malic  a  similar  analysis  of  the 
products  of  combustion,  in  order  to  make  sure  that  the  com- 
bustion has  been  complete  and  the  mixture  wisely  selected.  An 
excess  of  oxygen  would  not  only  make  the  mixture  difficult  to 
ignite,  but  il  would  lower  the  temperature  on  ignition,  and  any 
considerable  quantity  of  carbonic  oxide  in  the  products  of  com- 
bustion would  not  only  mean  a  waste  of  carbon,  but  would  indi- 
cate the  danger  of  explosions  in  the  exhaust  pipe  or  passages, 
which  are  inconvenient  and  possibly  dangerous.  The  apparatus 
which  is  most  used  in  analyzing  the  products  of  combustion  is 
known  as  the  Orsat  apparatus  and  is  illustrated  in  Fig.  14.  P'", 
P",  and  /"  are  pipettes  containing,  respectively,  solution  of  caustic 
potash  to  absorb  carbon  dioxide,  pyrogallic  acid  and  caustic 
potash  to  absorb  oxygen,  and  cuprous  chloride  in  hydrochloric 
acid  lo  absorb  carbon  monoxide. 

At  (J  is  a  cock  to  control  the  admission  of  gas  to  the  apparatus; 
at  S  is  a  graduated  burette  for  measuring  the  volumes  of  gas; 
and  at  i4  is  a  pressure- bottle  connected  with  S  by  a  rubber  tube 
to  control  the  gases  to  be  analyzed.  The  pressure-bottle  is 
.commonly  filled  with  water,  but  glycerine  or  some  other  fluid 
May  be  used  when,  in  addition  to  the  gases  named,  a  determina- 
tion of  the  moisture  or  steam  in  the  fiue-gases  is  made, 

The  several  pipettes  P',  P",  and  P'"  are  iilled  to  the  marks 
g,  I,  and  with  the  proper  reagents,  by  aid  of  the  pressure-bottle  A. 
With  a  three-way  cock  to  open  to  the  atmosphere,  the  pressure- 
!bottle  A  is  raised  till  the  burette  B  is  filled  with  water  to  the  mark 
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m;  communication  is  then  made  with  the  flue,  and  by  lowering 
the  pressure-bottle  the  burette  is  filled  with  the  gas  to  be  analyzed, 
and  two  minutes  are  allowed  for  the  burette  to  drain.  The  prcssurc- 
bolile  is  now  raised  till  the  water  in  the  burette  reaches  the  zei 
mark  and  the  clamp  c  is  closed.  The  vah'c  in  the  pipe  lo  t 
flue  is  now  opened  momentarih-  to  the  atmosphere  to  reliea 
the  pressure  in  the  burette.    Now  open  the  clamp  c  and  briii( 


the  level  of  the  water  in  ihe  pressure-bottle  to  the  level  of  the 
water  in  the  burette,  and  lake  a  reading  of  the  volume  of  the  gas 
to  be  analyzed;  all  readings  of  volume  are  to  be  taken  in  a  similar 
way.  Ojien  the  cock  g  and  force  the  gas  into  the  pipette  P'" 
by  raising  the  pressure-bottle,  so  that  the  water  in  the  burette 
tomes  to  the  mark  m.  Allow  three  minutes  for  absorption  of 
carbon  dioxide  by  the  caustic  potash  in  P'",  and  finally  bring 
the  reagent  to  the  mark  a  again.  In  this  last  operation,  brought 
about  by  lowering  the  pressure-bottle,  care  should  be  taken  not 
to  suck  the  caustic  reagent  into  the  stop-cock.    The  gas  is  again 
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measured  in  the  burette,  and  the  diminution  of  volume  is  recorded 
as  the  voliune  of  carbon  dioxide  in  the  given  volume  of  gas.  In 
like  manner  the  gas  is  passed  into  the  pipette  P",  where  the 
oxygen  is  absorbed  by  the  pyrogallic  acid  and  caustic  potash; 
but  as  the  absorption  is  less  rapid  than  was  the  case  with  the 
carbon  monoxide,  more  time  must  be  allowed,  and  it  is  advisable 
to  pass  the  gas  back  and  forth,  in  and  out  of  the  pipette,  several 
times.  The  loss  of  voliune  is  recorded  as  the  voliune  of  oxygen. 
Finally,  the  gas  is  passed  into  the  pipette  P',  where  the  carbon 
monoxide  is  absorbed  by  cuprous  chloride  in  hydrochloric  acid. 
The  solutions  used  in  the  Orsat  apparatus  are: 

P'".    Caustic  potash,  i  part;  water,  2  p)arts. 
P".    Pyrogallic  acid,  i  gram  to  25  cc.  of  caustic  potash. 
P'.     Saturated  solution  of  cuprous  chloride  in  hydrochloric 
add  having  a  specific  gravity  of  i.io. 

These  reagents  will  absorb  p)er  cubic  centimetre: 

P'".    Caustic  potash  absorbs  40  cc.  of  CO,; 

P'\    Pyrogallate  of  potash  absorbs  22     "    "  oxygen; 
P'.      Cuprous  chloride  absorbs         6      "    "  CO. 

Improvements  in  the  Orsat  apparatus  and  its  manipulation 
have  been  made  by  Hemp)el,  Carpenter,  Hale,  and  others,  and 
the  student  is  referred  to  Hempel's  treatise  for  further  detaiL 
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39.  Introductory.  Mechanical  Equivalent  of  Heat. 
unit  of  work  for  industrial  purposes  is  the  foot-pound.  It  means 
the  amount  of  encrgj'  required  or  developed  when  one  pound 
moves  through  a  space  of  one  foot  in  one  unit  of  time,  which  is 
usually  the  second.  It  was  found  by  James  Walt,  as  the  result 
of  experiment,  that  the  average  high-powered  draught-horse 
could  do  an  amount  of  work  in  foot-pounds  which  was  repre- 
sented by  the  product  of  330  pounds  into  100  feet  per  mini 
so  that  33,000  foot-pounds  became  established  as  the  horse-po' 
per  minute 

It  was  ascertained  by  the  physicist  Joule,  as  corrected 
later  determinations,  thai  the  amount  of  heat  necessary  to  raii 
one  pound  of  water  1°  F.  was  equivalent  to  the  mechanical  cnci 
represented  by  778  foot-pounds,  and  that  the  quantity  of  heat  to 
raise  a  unit  weight  of  water  1°  was  always  convertible  quantita- 
tively into  foot-jraunds,  and  vice  versa. 

The  quantity  of  heat  was  designated  as  a  beat-unit,  and 
equivalent  in  foot-pounds  has  been  designated  as  the  mechanii 
equivalent  of  heat. 

In  countries  using  the  metric  system  of  weights  and  mcasi 
the  unit  of  force  is  the  kilogram,  and  the  unit  of  path  is  the  mel 
The  product  of  effort  multiplied  by  its  path  is  called  a  kilo} 
metre  in  these  units.     The  following  table  shows  the  relations 
the  three  most  usual  values  for  the  horse-power: 


orse 
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Horse-ix)wer. 


English  and  American 

French , 

Austrian 


English 
Foot-pounds 
per  Minute. 


33»ooo 

32,548.2 

33»034.2 


French 

Kilogrammetres 

per  Minute. 


4,562.46 

4»5oo 
4,5<^7.i4 


Austrian 

Foot-pounds 

per  Minute. 


251233. <^ 
25,420.8 

25,800 


Convenient  transformations  of  the  British  and  metric  heat- 
unit  values  are  given  in  the  following: 

A  French  Calorie  =  i  kilogram  of  HjO  heated  1°  C.  at  or  near 
4°C. 

A  British  Thermal  Unit  (B.T.U.)  =  i  lb.  of  H,0  heated  1°  F. 
at  or  near  39°  F. 

A  Pound-calorie  Unit  =  i  lb.  of  HjO  heated  1°  C.  at  or  near 
4°C. 

I  French  Calorie  =  3.968  B.T.U.  =  2.2046  pound-calories. 

I  British  Thermal  Unit  =  .252  French  calories =.555  pound- 
calories. 

I  Pound-calorie  =1.8  B.T.U.  =  .45  French  calories. 

I  B.T.U.  =  778  ft.-lbs.  =  Joule's  mechanical  equivalent  of  heat. 

I  H.P.  =  33,000  ft.-lbs.  per  minute 

=-^^SL^ ^2,42  B.T.U.  per  minute 
=  42.42X60=2545  B.T.U.  per  hour. 

40.  The  Piston-motor. — The  only  continuous  motion  in 
industry  is  the  rotary  motion.  The  most  convenient  form  for 
utilizing  pressure  to  produce  continuous  rotary  motion  is  to  have 
a  piston  travel  back  and  forth  in  a  cylinder  and  transform  its 
reciprocating  motion  by  means  of  a  crank  and  connecting-rod 
into  such  continuous  rotary  motion.  In  motors  of  this  class, 
which  will  be  called  piston-motors,  the  work  done  in  the  cylinder 
per  minute  will  be  the  product  of  the  pressure  upon  the  piston 
in  pounds  multiplied  by  its  travel  in  feet.  That  is,  if  the  pressure, 
constant  or  variable,  upon  the  head  of  the  piston  be  denoted  by 
P  in  pounds  per  square  inch  and  the  area  in  square  inches  be 
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denoted  by  A,  the  product  PA  will  be  the  total  effort  in  pounds™ 
pushing  or  pulling  that  piston.     If  the  stroke  of  the  piston  in  the 
cylinder  be  designated  in  feet  by  L,  and  the  number  of  times  that 
the  piston  makes  this  traverse  by  N,  it  will  be  apparent  that  tht 

Work  per  minute  =  PA  X  LN. 

If  both  members  of  this  equation  be  divided  by  3300,  the  i 
member  becomes  horse-power  and  the  expression  reads: 


3300 

In  the  gas-engine,  N  will  not  be  the   number  of  traverse 
which  the  piston  makes  per  minute,  but  will  be  the  number  madef 
under  the  effort  of  the  working  medium.     If  the  engine  is  single-B 
acting  and  operates  through  the  Otto  cycle  (par.  62),  N  will  t 
the  number  of  explosions  or  ignitions  per  minute. 

If  this  pressure  denoted  by  P  is  constant  and  uniform  through^ 
out  the  stroke,  the  expression  needs  no  correction  or  revision. 
If  that  pressure,  however,  is  a  variable,  then  it  is  apparent  that 
P  must  be  the  mean  of  the  varying  pressures  throughout  the  length 
of  the  stroke,  and  the  value  of  that  mean  pressure  must  be  fouiK 
either  by  observation  with  proper  instruments  or  by  calculation.  I 

If  the  area  A  in  the  foregoing  equation  be  expressed  in  square 
feet,  and  L  in  linear  feet,  the  product  AL  becomes  the  volumej 
of  the  cylinder  in  cubic  feet  and  can  be  designated  by  K,    ifl 
N  be  one  traverse  and  the  pressure  P  be  expressed  in  poundsj 
per  square  foot,  we  have  the  expression 


Work  per  5troke  =  /*V. 


If  the  volume  V  be  the  volume  occupied  by  a  unit  weight  ( 
the  gas  in  question  at  the  mean  pressure  P,  the  equation  givei 
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the  work  in  foot-pounds  which  that  pound  weight  is  capable  of 
doing  at  that  mean  pressure. 

41.  Graphical  Representation  of  the  Work  of  a  Piston- 
motor.  The  PV  Diagram. — Since  the  work  of  a  piston-motor 
is  the  product  of  the  two  factors,  pressure  in  poimds  muhiplied 
by  feet  of  traverse,  it  is  obvious  that  a  closed  figure  can  be  drawn 
enclosing  an  area  which,  upon  an  assumed  scale  of  units,  shall  be 
the  same  as  the  given  product  in  foot-pounds.  Furthermore, 
whatever  the  shape  of  that  figure,  a  rectangle  of  equivalent  area 
can  be  drawn,  the  product  of  whose  base  into  its  altitude  shall 
represent  that  same  niunber  of  foot-pounds  of  work.  If,  then, 
a  horizontal  line  be  drawn  from  an  assumed  origin  on  which  may 
be  measured  distances  in  feet  on  any  scale,  and  from  that  same 
origin  a  vertical  line  on  which  may  be  measured  pressures  on 
an  appropriate  scale,  and  these  horizontal  units  be  designated 
by  V  and  vertical  units  by  P,  the  area  of  an  enclosed  figure  upon 
these  lines  as  coordinate  axes  will  reproduce  a  work  diagram 
of  a  piston-motor.  The  simplest  case  where  the  pressure  P  was 
constant  would  give  a  simple  rectangle  (Fig.  15).    If,  however, 


Fig.  15. 

as  is  the  general  case,  the  pressure  is  not  constant,  the  curve 
which  forms  the  upper  line  of  such  a  diagram  (Fig.  16)  will  be 
a  curve  of  var3ang  ordinates,  and  it  will  be  necessary  by  means  of 
convenient  methods  to  get  an  ordinate  which  shall  be  the  mean 
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of  all  ordinates  to  be  multiplied  by  the  length,  in  order  to  | 

ihc  actual  area.  If  the  appli- 
ance known  as  a  planimeter  is 
al  hand,  the  area  of  the  diagram 
can  be  ascertained  and  that  area 
divided  by  the  measured  length 
will  gi\e  the  height  by  which 
the  length  is  to  be  multiplied 
in  order  to  give  an  area.  If 
a  planimeter  is  not  at  hand, 
the  length  of  the  diagram  can 
^^-  '^-  be    divided    into    a    convenient 

number  of  equal  parts  (say  ten)  fFig.  i6)  and  the  height  of  each 
partial  area  measured  by  the  scale.  The  total  of  these  partial 
heights  divided  by  their  number  gives  the  mean  height  by  which 
the  length  is  to  be  multiplied.  Or,  what  is  known  as  Simpson's 
rule  may  be  used. 

To  apply  Simpson's  rule  for  determining  an  area  the  diagram 
is  divided  vertically  by  ordinates.  The  first  one  is  called  />„  and 
the  last  one  p^.    Then  the  area  A  is  given  by  the  formula 


p 

rf : 

"■-^ 

0 

° 

*— 1 — ' 

where  I  is  the  measured  length.     Dividing  this  area  by  the  lenj 
I,  the  mean  pressure  p  ^  results,  or 


-"+A+^=- 


■Pn- 


Such  a  diagram  (Fig.  i6)  will  be  called  a  PV  diagram,  i 
much  as  its  coordinate  factors  are  the  pressure  and  the  volui 
corresponding  lo  one  stroke. 

42.  Gay-Lussac's  Law  for  Air. — It  was  found  by  the  physidst 
Gay-Lussac  that  atmospheric  air  increased  in  volume  by  y^  ( 
itself  for  each  degree  centigrade.      In  the  Fahrenheit  scale  t 
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fraction  becomes  j-Jy.  If  this  be  expressed  in  symbob  and  v  is 
the  volume  at  any  temperature,  it  will  bear  to  its  volume  v^  at 
the  temperature  of  melting  ice  the  relation 

in  which  a  is  the  above  fraction,  and  /  is  the  range  above  the 
temperature  of  melting  ice.  The  equation  expressed  decimally 
is 

.00365   on  the  centigrade  scale 
and 

.002035  on  the  Fahrenheit  scale. 

By  the  expedient  of  heating  the  air  behind  a  piston  in  a  piston- 
motor  by  injecting  a  volume  of  gas  and  igniting  that  volume  in 
the  air,  it  will  be  apparent  that  a  great  increase  of  volume  tends 
to  occur,  and  that  this  increase  in  the  confined  space  will  be 
accompanied  by  the  increase  of  pressure  above  that  which  existed 
before  the  gas  was  ignited.  It  is  this  principle  which  is  used  in 
the  ordinary  types  of  piston  gas-motor  to  produce  the  pressure 
which  gives  the  desired  work.  It  is  obvious  therefore,  that  the 
gas-engine  derives  its  capacity  for  doing  work  by  the  expansion 
of  air  caused  by  heat.  The  fundamental  conception,  therefore, 
of  the  PV  diagram  above  must  be  extended  to  take  account  of 
the  influence  on  the  air  which  results  from  changes  of  tempera- 
ture. 

43.  Law  of  Mariotte. — ^It  was  announced  by  Mariotte  in 
France,  in  1640,  and  by  Robert  Boyle  in  England,  independently, 
at  about  the  same  date,  that :  The  temperature  of  the  gas  remain- 
ing constant,  the  volumes  of  the  same  weight  of  gas  at  different 
pressures  will  be  inversely  as  the  pressures.  Expressing  this 
law  by  symbols,  if  p^  be  an  initial  pressure  expressed  in  any 
unit  of  pressure  on  a  unit  of  area,  and  v^  the  corresponding  initial 
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volume  of  the  gas,  then  for  any  other  pressures  and  volui 
p  and  V  which  come  together  it  will  be  true  that 


or,  more  conveniently, 

p^\=pv  =  ^  constant, 

provided  no  change  of  temperature  or  heat  energy  occurs  by 
reason  of  processes  connected  with  such  change  of  volume.  It 
follows  further,  that  since  for  a  given  weight  of  gas  the  density 
will  vary  inversely  as  the  volume,  the  pressures  must  varj'  directly 
as  the  densities,  and  will  be  directly  proportional- tqJthCm  at  the 
same  temperatures.     Or,  in  symbols,  ^M 


P^  -.p  wD^-.D; 


44.  Mariotte  and  Gay-Lussac  Law  Combined. — If  a  given 
weight  or  volume  of  gas  be  enclosed  in  a  cylinder  behind  a  piston 
and  the  pressure  and  volume  be  made  to  vary  by  moving  the  piston, 
it  will  follow  from  Mariotte's  law  alone,  using  the  same  symbols 
as  above,  that  ^| 

P^a  "  Pi^i  =  Pi^i-  ^1 

But   by  the  Gay-Lussac  law  the  volumes  varying  by  change  of 
temperature  of  the  gas  in  that  cylinder  would  give 

Hence  if  the  second  member  be  multiplied  by  the  appropri 
value  for  the  pressure,  the  first  member  will  become 
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It  will  be  observed  that  the  first  members  of  these  last  equa- 
tions are  not  the  same  as  held  for  the  Mariotte  relation  alone. 

Dividing  one  by  the  other,  and  transposing  the  factors  p,  and 
dropping  the  primes,  since  they  both  correspond  to  the  changed 
condition  caused  by  the  addition  of  heat,  we  get 

Vi    ^,(1  +  at) 


v,    piii  +  at^y 

For  a  its  value  in  either  thermometric  scale  may  be  substituted, 
so  that  the  equations  take  the  form 

—  =  ^  X  7-^ — —}z  for  centigrade  readings, 
Va    Px     (273+ M  ^  ^ 

or  the  form 

V,    A     (461  +  0 

when  the  computation  is  made  from  the  zero  point  of  the  Fahren- 
heit scale. 

4$.  Absolute  Temperature. — It  is  an  immediate  deduction 
from  the  law  of  Gay-Lussac  that  air  increases  by  -^-^  of  its  volume 
at  zero  centigrade  for  each  degree  increase  of  temperature  to 
infer  that  with  each  degree  of  temperature  below  zero  the  vol- 
ume of  the  gas  should  be  diminished  by  that  same  fraction  of 
its  volume  at  zero.  It  follows,  therefore,  that  when  the  tem- 
perature has  been  lowered  by  273°  the  equation  for  the  volume 
will  read 

^=^0(273-273). 

This  is  equivalent  to  saying  that  at  this  temperature  the  energy 
resident  in  the  gas  to  cause  it  to  increase  its  volume  has  disappeared, 
or  has  become  zero.  Such  a  temperature,  therefore,  is  an  ideal 
point  from  which  all  temperature  can  be  counted  as  a  zero,  and 
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for  this  reason  is  called   the  absolute  zero.     Temperatures  oiT" 
the    ordinal^'    centigrade    scale    become    abstilulc    temperatures 

by  adding  273  to  the  reading  of  the  thermometer.  Similarly, 
for  Fahrenheit  degrees  they  become  absolute  readings  when  461 
is  added  to  the  thermometer  reading.  It  is  usual  to  designate 
the  reading  in  absolute  degrees  by  the  capital  letter  T.  If  thi 
substitution  be  made  in  the  equations  of  paragraph  44, 
become 


which  may  be  transformed  s 


Each  of  the  members  of  this  equation  must  be  equal  to  t 
expression 


T7' 


which  may  be  translated  to  say  that  at  constant  pressures  thi 
volume  varies  directly  as  the  absolute  temperatures,  or  at  con- 
stant volumes  the  pressures  will  vary  directly  as  the  absolute 
temperatures.  The  taw  of  Mariotlc  says  that  when  the  absolute 
temperatures  are  constant,  the  product  of  pressure  multiplied 
into  volume  is  a  constant  for  any  given  condition  of  the  gas  at 
starting  with  respect  to  pressure  and  volume. 

The  advantage  of  the  use  of  the  absolute  temperature  in 
putations  and  formuhe  is  that  it  makes  every  temperature  readll 
a  pasitive  reading  throughout  the  entire  range  of  experience  and 
practice,  and  eb'rainates  the  negative  reading  which  is  ihe  result 
of  the  location  of  the  zero  of  the  ordinary  scale  at  ihc  point  whi 
water  freezes. 


as  at 


ENERGY  DUE   TO  EXPANSION  OF  GAS  AND  AIR.  85 

It  is  also  of  advantage  in  enabling  the  energy  due  to  heat  in  a 
gas  to  be  compared  directly  with  the  energy  of  that  gas  under 
other  conditions, 

46.  Total  or  Intrinsic  Energy.  Available  Energy. — It  will 
be  apparent  from  the  discussion  in  the  previous  paragraph  that 
the  capacity  of  a  given  weight  of  gas  for  doing  work  against  a 
mechanical  resistance  will  be  measured,  first,  by  the  weight  of  the 
gas  or  the  amount  of  matter  present  in  it,  which,  by  definition, 
is  its  mass.  It  is,  secondly,  conditioned  by  the  amount  of  heat 
which  it  contains  when  that  amount  of  energy  is  measured  by 
counting  from  the  zero  on  the  absolute  scale.  It  is,  thirdly, 
measured  by  the  capacity  of  the  gas  for  the  absorbing  of  heat 
which  is  measured  by  the  quantity  of  heat  required  to  raise  the 
temperature  of  a  unit  weight  of  the  gas  by  one  degree  on  the 
thermometric  scale.  This  heat  capacity  of  the  gas  in  units  is 
called  its  specific  heat,  and  is  usually  designated  by  the  symbol  C, 
which  is  the  initial  of  the  French  word  chaleur.  If,  then,  the 
weight  of  the  gas  be  multiplied  by  its  sp)ecific  heat  and  by  the 
temperature  which  it  has  above  the  absolute  zero,  a  product 
results  which  is  the  expression  for  the  intrinsic  energy  which 
that  gas  has  under  those  conditions  and  without  having  that 
energy  artificially  increased.  In  symbols,  this  total  energy  is 
the  product  of 

WXCX  r=  intrinsic  energy. 

It  will  be  observed  that  this  expression  does  not  contain  the 
pressure  under  which  the  gas  is  maintained  which  is  the  prac- 
tical shape  in  which  the  energy  is  made  manifest  as  discussed 
in  paragraph  40.  The  reason  for  this  is  that  there  are  only  two 
wa3rs  in  which  the  pressure  can  be  increased.  The  first  is  by 
the  addition  of  heat  energy  to  the  given  weight  or  mass  of  gas 
which  will,  of  course,  increase  its  intrinsic  energy  by  increasing 
the  value  of  the  factor  T.  The  other  way  is  by  a  mechanical 
compression  due  to  a  force  exerted  to  compress  the  gas.     By 
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the  principles  of  the  conservation  of  cnergj-  and  the  mechanical 
equivalent  of  heat  (par.  39)  this  mechanical  pressure  is  a  mani- 
festation of  heat  energy  in  another  form  or  can  be  replaced  by 
such  heat  energy;  and  the  mechanical  compression,  if  no  loss 
were  experienced,  would  reappear  in  the  compressed  gas  in  the 
form  of  an  increase  of  its  temperature.  For  this  reason  when 
comparing  two  states  of  the  gas,  it  is  their  difference  in  tempera- 
ture which  is  significant  as  respects  their  difference  in  energ>' 
and  not  their  difference  in  pressure. 

It  may  easily  happen  that  an  amount  of  intrinsic  energy  is 
not  available  for  the  doing  of  mechanical  work.  It  is  necessary' 
in  the  continuous  operation  of  a  piston-motor  that  on  one  side  of 
it  shall  be  a  forward  pressure  driving  the  piston  and  overcoming 
resistance,  while  on  the  other  side,  which  may  be  called  the  nega- 
tive side  of  the  piston,  is  a  pressure  less  than  the  impelling  pressure, 
due  to  the  fact  that  that  side  of  the  piston  is  in  communication 
with  a  vessel  in  which  is  maintained  a  pressure  less  than  the 
impelling  pressure.  In  other  words,  if  the  pressure  on  both  sides 
of  the  piston  were  the  same,  there  would  be  no  impelling  energy 
to  overcome  the  external  resistance.  The  lowest  pressure  which 
can  be  produced  in  nature  is  that  which  results  when  the  atmos- 
pheric pressure  or  ihe  tension  of  the  atmospheric  air  is  removed 
from  a  vessel  by  the  creation  therein  of  a  Torricellian  vacuum. 
Under  ordinar}'  circumstances  the  negative  side  of  the  piston 
(and  in  gas-engine  practice  universally)  the  pressure  on  the 
negative  side  is  that  of  the  atmospheric  air  and  the  absolute 
temperature  that  of  the  atmospheric  air.  as  counted  from  the 
absolute  zero.  The  temperature  of  the  impelling  medium  must, 
therefore,  be  much  higher  than  the  temperature  of  the  air,  in 
order  that  it  may  have  an  energy  sufficient  to  do  the  required 
work  by  the  difference  in  lemperature  The  available  ener 
of  a  given  mass  of  gas  will  be  expressed  by  ihc  equation 


WXCX{T,-Tt), 
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in  which  T^  is  the  teoq^erature  of  the  heattiS  air  and  Tg  is 
the  temperature  for  the  atmosphere, — both  given  in  absolute 
imits. 

47.  Efficiency. — The  term  efficiency  appUed  to  a  machine 
or  to  an  engine  is  the  ratio  between  the  available  energy  put  into 
the  apparatus  and  the  energy  actually  utilized  by  it.  This  ratio 
is  expressed  by  a  fraction  whose  numerator  is  the  energy  utilized 
and  whose  denominator  is  the  total  available  energy.  When  this 
is  expressed  in  symbols  for  a  given  weight,  W^  and  a  given  value 
for  the  specific  heat,  it  takes  the  form 

Efficiencv  == WT^^ » 

because  the  engine  rejects  at  the  exhaust  an  energy  WCT^  and 
can  therefore  only  have  utilized  the  difference  between  the 
energy  at  the  beginning  and  at  the  end  of  the  stroke.  Dividing 
out  the  common  factors  for  the  weight  and  specific  heat,  the 
equation  appears, 

Efficiency  =  —^rp — ■'. 

This  IS  an  expression  for  the  efficiency  of  a  heat-engine  first 
deduced  by  Camot,  and  is  the  expression  for  the  best  result 
theoretically  obtainable  from  an  engine  operating  under  the 
conditions  to  which  it  applies.  It  does  not  apply  to  the  gas-engine 
without  modification,  as  will  be  explained  in  a  later  treatment. 
It  emphasizes  the  fact  that  the  efficiency  increases  as  it  is  possible 
to  increase  the  amount  of  energy  in  the  gas  at  its  initial  stage, 
and  that  the  efficiency  can  nevei  reach  unity  unless  T2  becomes 
zero  on  the  absolute  scale. 

48.  Expansive  Working  of  Media  Compared  with  Non- 
expansive  Working. — It  will  be  apparent  from  the  foregoing 
equation  that  the  efficiency  increases  with  the  difference  between 
the  initial  state  of  the  gas  and  its  terminal  state  as  to  tempera- 
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ture.  When  these  temperatures  are  accompanied,  as  is  usiu 
the  case  with  a  corresponding  pressure,  it  becomes  apparent 
that  with  a  diminulion  of  tem- 
perature comes  a  diminulion 
of  pressure.  The  diagram 
(Fig.  17),  similar  to  that  in 
paragraph  40,  shows  that  at 
the  end  of  the  sirolie  of  the 
piston  in  the  cylinder  the  pres- 
sure has  maierially  fallen,  so 
ihat  when  the  exhaust- valve 
opens  and  empties  the  conienis 
of  the  cylinder  into  the  open' 
air  there  is  less  energy  rejected 
than  if  that  terminal  pressure 
were  more  nearly  that  which 
prevails  at  the  begirming  of  the 
stroke.  This  indicates,  there- 
fore, that  it  is  of  manifest 
advantage  to  cause  ihe  medium  to  expand  in  the  cylinder  while 
driving  the  piston  so  that  it  shall  change  from  an  amount  of 
intrinsic  energy  at  the  beginning  of  the  stroke  to  one  which  is  as 
far  reduced  at  the  end  of  the  stroke  as  is  consistent  with  a  margin 
of  impelling  force  to  overcome  any  resistance  caused  by  back 
pressure  on  the  negative  side.  Such  an  operation  of  the  medium 
secures  a  more  complete  utilization  of  the  heat  energy  by  ihe 
considerable  change  in  the  amount  of  such  cncrgj-  from  ihe 
beginning  to  the  end  of  the  stroke,  which  energy  should,  of  course, 
app>ear  in  overcoming  the  resistance  at  the  crank-pin  of  ihe 
engine.  Not  only  is  the  energj'  more  completely  utilized  and  a 
less  amount  of  it  rejected  with  the  exhausted  air,  but  the  noise 
incident  to  the  discharge  of  the  exhausted  gases  is  diminished 
and  there  is  a  tendency  to  diminish  the  back  or  negative  pressure 
for  the  succeeding  stroke.  It  will  be  found  that  expansive  work 
iog  is  a  feature  of  all  important  heat-engines. 
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49.  Isothennal  Expansion. — The  most  natural  condition 
for  expansion  is  that  in  which  the  fall  of  pressure  occurs  with 
increase  of  volume  in  the  PV  diagram,  accompanied  with  a  drop 
in  temperature  incident  to  the  external  work  which  the  gas  is 
doing  as  it  acts  upon  the  piston.  If,  however,  by  surrounding 
the  cylinder  with  a  provision  to  maintain  its  temperature  the  gas 
expands  without  drop  in  temperature,  due  to  the  external  work, 
but  has  the  same  amount  of  intrinsic  energy  at  the  end  of  the 
stroke  as  it  had  at  the  beginning,  it  will  be  exhausted  from  the 
cylinder  at  the  same  temperature  at  which  it  came  in.  An  ex- 
pansion which  takes  place  without  change  of  the  temperature  is 
called  an  ** isothermal"  expansion,  since  the  heat  is  equal  at  all 
points  of  the  stroke.  The  heat  necessary  to  do  the  mechanical 
work  of  that  stroke  has  been  supplied  from  the  appliance  outside 
the  cylinder  which  maintained  its  heat,  and  not  by  the  heat  of 
the  expanding  gas  which  is  within  the  cylinder. 

The  mass  working  in  the  cylinder  carried  out  with  its  exhaust 
as  much  heat  as  it  took  in,  and  so  far  as  heat  is  concerned  that 
heat  is  wasted.  Such  expansion 
follows  the  Mariotte  law  by  defi- 
nition, so  that  (Fig.  18) 


-tv* 


^1 

I 


1 


This  law  may  be  expressed  graph- 
ically by  the  curve  of  an  equilateral 
hyperbola  referred  to  the  coor- 
dinate axes  of  pressure  and  vol- 
ume as  asymptotes.  The  work 
done  by  the  PV  diagram  imder  the  curve  of  the  hyperbola  will  \ye 
expressed  by  the  differential  equation 


Fig.  18. 


If  this  expression  be  integrated  by  the  methods  of  the  calculus 
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between  the  limits  ^i,  corresponding  to  the  initial  volume,  and  t 
corresponding  to  the  final  volume  at  the  end  of  the  stroke, 


W  =  pl■v^  hyp.  log,  - 


It  will  be  obvious  that  isothermal  expansion  will  be  of  lini 
ited  significance  in  gas-engine  practice. 

50.  Adiabatic  Expansion.^The  more  natural  and  usual 
form  of  expansion  talves  place  when  there  is  no  means  of  keeping 
up  the  temperiiture  of  the  gas  in  the  cylinder  as  il  expands,  but 
in  which  the  gas  cools  by  an  amount  equivalent  in  heat-unils  to 
the  external  work  overcome  by  the  piston  when  driven  by  such 
expanding  gas.  This  kind  of  expansion  is  called  adiabatic  since 
there  is  no  transfer  or  passage  of  heat  through  the  cylinder- walls 
to  the  gas,  but  it  operates  by  the  expenditure  of  its  intrinsic  energy 
in  overcoming  the  resistance.  Il  is  obvious  that  such  expansion 
wilt  be  accompanied  by  a  change  in  the  ratio  of  the  pressure 
to  the  volume,  so  that  at  the  end 
of  the  stroke  the  pressure  will  be 
less  than  it  would  have  been  with 
isolhennal  expansion  by  the  with- 
drawal of  the  heat  represented 
by  the  overcoming  of  the  mechan- 
ical resistance.  This  is  expressed 
in  symbols  by  giving  to  the  factor 
V  an  exponent  greater  than  unity. 
If  that  exponent  be  designated 
'"'"  '"■  by    «,    then    the    expression    pv 

attaching  to  isothermal  expansion  becomes  pv"  when  applied 
to  adiabatic  expansion.  A  corresponding  integration  of  the 
expression 


-X">" 
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becomes 


*/«.    v*"         n-i 


Vl 

which  is  more  conveniently  written 


-^-^[-©"i- 


If  the  ratio  between  the  initial  volume  v  and  the  final  volume 
V2  be  denoted  by  r,  then  this  becomes 


«— iL      f  'J 


The  mean  pressure  prevailing  during  such  adiabatic  expansion 
will  be  the  area  of  the  work  diagram  divided  by  its  length,  which 
is  V,;   hence 


M 


V2    «— I      rL      2**  'J 


which  will  hold  when  there  is  no  clearance  volume  partaking  of 
the  expansion.  If  there  is  a  clearance  volume  v^y  then  the  volume 
range  is  not  from  v^  to  Vj,  but  is  from  the  zero  of  clearance  volume 

to  Vj,  and  the  ratio  of  expansion  is  —_;—,  whose  reciprocal 


v^-v, 


Vj        r—i 


Substituting  this  in  the  formula  for  M.E.P.,  when  there  is  clear 
ance  volume  but  no  back  pressure, 


M 
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SI.  Adiabatic  Work  in  Terms  of  Pressures. — It  is  some- 
limes  convenient,  instead  of  expressing  the  work  in  adiabatic 
expansion  in  terms  of  volumes,  to  express  this  work  in  terms  of 
the  range  of  pressures  between  the  beginning  and  the  end  of  the 
stroke.     The  computation  for  this  is  as  follows: 

Since 

Pi^in^Pt^^y    then    ^^—n, 

Fi       ^2 

whence  by  extracting  the  «th  root 

I 

and  by  raising  both  members  to  the  n—i  power, 


©""'-(^r- 


Hence  the  equation  for  work  of  expansion  of  the  preceding  para- 
graph becomes 


M—  1 


'^-^[-(f;) "  ]■ 


52.  Temperature  Change    in  Adiabatic    Expansion. — Since 
in  adiabatic  expansion 


©"-(^> 


Multiplying  both  sides  by  — ,  we  have 
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But  (par.  54) 


hence 


(^y^ur- 


But  the  previous  paragraph  has  shown 


n— I 


(r-(fr^ 


hence 

n  —  I 


(f;) "  4:- 


Which  can  be  substituted  in  either  of  the  previous  expressions, 
giving 

'^-»^[»4;]- 

S3.  Other  Thermal  Lines.    Isometric.    Isopiestic.    Isobars. 

— Since  the  pressure,  volume,  and  temperature  are  the  three 
attributes  of  a  gas  which  can  be  caused  to  vary  by  variation  in 
the  heat-energy,  the  isothermal  and  adiabatic  curves  are  not  the 
only  Unes  which  may  be  used  upon  the  PV  plane  to  represent 
changes  in  the  gas.  It  is  apparent  that  a  given  volume  or  weight 
of  the  gas  may  be  enclosed  in  a  vessel  or  chamber,  and  without 
increase  in  its  volume  its  pressure  may  be  increased  by  the  addi- 
tion of  heat.  Such  increase  in  pressure,  without  increase  of 
volume,  would  be  represented  on  the  PV  plane  by  a  vertical 
line  at  right  angles  to  the  axes  of  volume  and  parallel  to  the  axes 
of  pressure.  It  would  be  designated  as  an  isometric  line,  and 
is  that  which  is  traced  when  the  gas  in  a  gas-engine  cylinder  is 
ignited  while  the  piston  stands  at  the  dead-centre.     It  is  called 
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an  isometric  line  (Fig.  so),  ^\^len,  on  the  other  hand,  the  changt 
of  condition  in  the  gas  is  a  change  in  its  volume,  without  change 
in  its  pressure,  then  a  horizontal  line  parallel  to  the  axes  of  volumes 
at   a  height   proportional   to  the  constant   pressure   above  thi 


Fm.  1 


ftxis  will  represent  the  variations  in  volume  as  it  increases  t 
decreases.     Such  a  line  is  called  an  isopiestic  line  or  an  isobar  I 
{Fig,  21},     Such  a  line  represents  the  condition  when  the  piston 
is  either  drawing  in  its  mixture  of  gas  and  air  into  the  cylinder, 
or  is  expelling  the  products  of  combustion  after  the  working 
stroke  when  the  areas  of  the  valves  are  sufficient  so  that  no  varia-, 
tion  of  pressure  occurs  during  such  change  of  volume  occupies 
by  the  gas. 

It  is  further  apparent  that  if  neither  pressure,  volume,  nor* 
temperature  remain  constant,  but  all  are  caused  to  vary,  a  curve 
may  be  determined  by  experiment  or  observation  which  shall 
represent  on  thePK  plane  the  variations  of  pressure  and  velum 
even  when  these  do  not  follow  any  law  which  is  capable  of  g 
ical  delineation  in  advance.     The  cunes,  in  any  case,  are  cun 
of  the  relation  between  the  values  of  two  quantities  and  1 
therefore,  capable  of  bemg  expressed  analytically  by  an  equatio 
which  will  be  eilher  that  of  a  straight  Une  or  of  a  curve.     Applia 
tioQS  of  these  thermal  lines  will  appear  in  Chapter  XVII. 
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S4*  ^ledfic  Heat  at  Constant  Pretsure  and  at  Constant 
V<diime. — ^In  the  equation  resulting  from  the  combination  of 
the  two  laws  of  Mariotte  and  Gay-Lussac,  the  expression  ap))cars, 

PxV.  _  PqVq 

T,       To- 

It  will  be  usual  that  the  pressure,  volume,  and  temperature 
corresponding  to  the  condition  of  the  subscript  zero  will  bo  the 
volume  occupied  by  a  imit  weight  of  the  substance  (pn)bably 
one  poimd)  at  a  pressure  p^^  which  will  denote  the  pressure  on  a 
square  foot  when  the  barometer  reads  30  inches  of  mercury  at 
the  sea-level  and  the  temperature  To  is  that  corresponding  to 
the  absolute  temperature  at  which  ice  melts.  These  values  for 
the  second  member  of  the  equation  arc  not  variables,  but  are 
matters  of  definite  observation  and  are  constants  of  nature*.  If 
the  second  member  of  that  equation,  therefore,  be  designated  l)y 
the  symbol  /?,  the  equation  can  be  written 

PiV^^RT^. 

The  value  for  R  for  atmospheric  air  is  easily  calculated  when 
it  is  recognized  that  it  represents  the  increase  in  the  value  of  the 
product  PqVq  when  T  is  raised  from  zero  degree  ('entigrade  to 
one  degree.  Let  a  cylinder  be  imagined  having  a  H(|uare  f(K)t 
of  area  in  which  fits  a  weightless  piston,  loaded  with  a  weight 
of  14.7  poimds  per  square  inch,  which  is  the  pressure  at  fh*- 
atmosphere  at  sea-level,  when  the  barometer  reacts  30  inchcrs  ol 
mercury.  The  total  pressure  will  then  be  14.7X144-2/16.15 
pounds.  If  the  piston  enclose  below  it  a  cubic  UhA  of  air  and 
this  cubic  foot  be  expanded  by  heat  until  it  rx:(;u[;ieH  a  %\}iu  <*  of 
two  cubic  feet,  the  work  in  foot-pounds  done  by  the  cubir:  UhA  of 
air  will  be  21 16.5  foot-pounds.  Since  the  rubic  UnA  of  air  a! 
these  conditions  weighs  .080728  fxjund,  the  work  done  by  ntw 
pound  will  be 

—z — ^  =  26217.66  fofit-txiunds 
0)80728  '  ' 
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by  one  pound  of  air.  The  Gay-Lussac  law  says  that  to  doul 
the  volume  of  the  gas  requires  an  addition  of  273°  Centigrade, 
or  493°  F.;  hence  the  outer  work  which  will  be  expended  when 
the  temperalurc  is  raised  one  degree  will  be  j-jj  of  that  expended 
in  raising  it  493°,  so  that  the  outer  work  entailed  by  the  rise  of 
one  degree  temperature  Fahrenheit  will  be 

26217.66      *„fn  „ 

-^-^-53.354-«. 

Values  of  R  can  be  similarly  calculated  for  any  other  medium 
when  the  weight  per  cubic  foot  and  the  coelBcient  of  expansion 
by  heat  are  known.  It  is  customary  to  describe  a  gas  for  which 
the  value  of  R  remains  constant  throughout  all  usual  ranges  of 
temperature  by  the  term  permanent  gas.  Where  the  gas  can  be 
made  liquid  by  pressure  or  lowering  of  its  temperature,  or  both, 
the  value  of  R  becomes  uncertain  near  the  point  of  such  lique- 
faction. 

In  [he  foregoing  deduction  the  volume  was  supposed  to  be 
variable  and  the  pressure  constant  when  the  heat  was  applied. 
It  took  a  certain  amount  of  heat  lo  increase  that  volume  over- 
coming that  constant  pressure  and  a  certain  amount  of  heat 
received  by  the  gas  was  expended  in  doing  that  external  work. 
If,  on  the  other  hand,  the  gas  had  been  enclosed  in  an  inelastic 
vessel  so  that  the  gas  could  not  expand  by  action  of  the  heat, 
it  is  obvious  that  its  temperature  for  a  given  appUcation  of  heat 
would  have  been  higher,  inasmuch  as  no  expenditure  of  heat 
energy  took  place  and  disappeared  in  overcoming  the  external 
resistance.  Since  the  specific  heat  of  a  substance  is  the  amount 
of  heat  required  to  raise  a  given  weight  one  degree,  it  becomes 
apparent  that  there  are  two  specific  heats  for  gases:  the  specific 
heat  at  constant  pressure,  which  was  concerned  in  the  process 
described  for  obtaining  a  value  for  R  and  which  is  designated 
by  the  initial  Cp,  and  the  specific  heal  at  constant  volume  with 
variable   pressure   which   is   represented   by   the   initial   C^    It 


ENERGY  DUE   TO  EXPANSION  OF  GAS  AND  AIR.  97 

\rill  be  apparent  that  the  specific  heat  at  constant  pressure  will 
always  be  the  larger  value,  since  the  external  work  in  foot-pounds 
denoted  by  R  divided  by  the  foot-pounds  corresponding  to  one 
heat-unit  should  be  equal  to  the  difiFerence  in  the  specific  heats; 
or,  in  s3rmbols, 

R^ 

778  • 


^P      ^v"~  ^« 


Regnault's  experiments  gave  for  C„  the  value  0.1691;  for  Cp 
his  value  is  0.2375;   hence 

^«2375_ 

rT  =  -7 —  =  1.400. 

C„     1691 

In  gas-engine  practice  in  which  the  working  medium  is  a 
mixture  of  air  with  other  gases,  the  value  of  this  ratio  will  be 
different  and  should  be  a  matter  of  experiment.  This  ratio  will 
be  the  exponent  which  should  be  lised  in  computations  involving 
the  expansion  or  compression  of  the  medium  which  exponent 
has  been  designated  in  the  preceding  paragraph  by  the  sjTnbol  n. 

The  condition  of  increasing  volume  with  the  pressure  con- 
stant is  the  more  desirable  condition  in  heat-engines  since  the 
value  for  the  mean  pressure  in  the  formula  for  work  in  terms 
of  horse-power  is  greater  and  the  weight  of  gas  in  the  cylinder 
carries  more  heat  and  more  energy.  The  specific  heat  at  constant 
volimie  has  been  called  the  real  specific  heat  and  the  specific 
heat  at  constant  pressure  the  apparent  specific  heat,  since  there 
is  no  means  conveniently  at  hand  of  exactly  evaluating  the  equiv- 
alent for  the  outside  work  done  and  expended  in  overcoming 
mechanical  resistance. 

When  a  gas  is  heated  from  a  temperature  absolute  Tj  to 
another  higher  absolute  temperature  T^,  under  a  constant  pressure, 
the  external  work  done  will  be  that  of  overcoming  the  pressure 
through  a  space  represented  by  the  difference  between  the  volume 
Vi  at  the  temperature  T^  and  the  volume  V2  which  corresponds  to 
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the  temperature  Tj.    The  mechanical  work  done  will  be,  thel 
fore, 

pivj—v,), 

which  must  be  equal  to  the  expression 

The  heat  talicn  in  under  this  condition  per  p>ound  of  the  gas  will 
be 

Cf,(T^-T^)  in  heat-units, 

which  can  be  transformed  into  work-units  by  multiplying  by  778. 
The  difference  in  intrinsic  energy  will  be  the  difference  between 
these  two  quantities,  and  may  be  written 

(n&C,-R)    (T,-T,). 

When,  on  the  other  hand,  the  same  weight  of  gas  (one  pound) 
was  heated  at  constant  volume  from  T,  to  T",  the  heat  taken  in 
is  expressed  by 

since  no  external  work  is  done,  and  the  whole  applied  heat-energy 
goes  to  store  up  internal  energy.  But  if  it  be  assumed  that  the 
same  amount  of  heat-energy  was  applied  to  the  gas  in  the  two 
cases,  so  that 

C„(r,-r,)  should  equal  (yj&Cf-R)     (r,-2",), 
the  expression  simplifies  into 

778C„  =  778C,-K 
as  was  just  shown  above. 

It  may,  therefore,  be  stated  that  the  expression  C„(ri-7',) 
expresses  or  measures  the  change  of  internal  energy  in  a  unit 
weight  of  gas  in  changing  its  temperature  from  7",  to  T^  in  any 
manner,  no  matter  how  the  volume  or  pressure  may  vary  during 
the  process. 
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55.  Effective  Specific  Heat. — ^In  the  gas-engine  problem, 
however,  the  gas  is  not  a  simple  element  or  a  stable  chemical 
combination,  but  is  a  mixture  of  varying  proportions  and  of  vary- 
ing constituents.  Serious  error  will  result  from  a  disregard  of 
the  difficulties  introduced  by  these  phenomena.  For  example,  if 
the  combustion  is  direct,  so  that  a  pound  of  carbon  bums  to 
carbon  dioxide,  the  CO3  gas  has  a  volume  at  32®  according  to 
the  following  table  of  8.102  cubic  feet: 


o 

c 


I 

2 

3 

4 

5 
6 

7 
8 


Gas. 


specific 
Gravity. 


Air 

Oxygen 

Hydrogen 

Nitrogen 

Carbon  monoxide,  CO 
Carbon  dioxide,  CO,  . 

Marsh -gas,  CH4 

Ethylene,  CjH4 

Steam 


I. 0000 
1.1051 
0.0695 

0.9714 
0.9674 

1.5290 
0.5560 
0.9847 


Pounds  per 
Cubic  Foot 


0.080728 

0.08921 

0.00561 

0.07842 

0.07810 

0.12343 

0.04488 

0.07949 

0.03794 


Cubic 

Feet  per 

Pound. 


12.387 
11.209 
[78.23 
12.752 
12.804 
8.102 
22.301 
12.580 
26.42 


Specific 

Heat  at 

Constant 

Pres- 

sxire. 


0.2375 
0.2175 

3.409 
0.244 

0.245 
0.216 

0.593 
0.404 

0.480 


Specific 

Heat  at 

Constant 

Volume. 


0.1689 

0.155 
2.406 

0.173 

0.173 
0.171 

0.467 

0.332 

0.369 


8 


Ratio 


.406 

.403 
.417 
.409 
.416 
.165 

.27 
.144 

.302 


Nos.  1-8  at  atmospheric  pressure  and  at  temperature  of  melting  ice.     Steam 
at2i2*»F. 

But  if  the  gas  was  first  made  into  CO,  and  an  extra  volume 
of  oxygen  supplied  to  bum  the  one  pound  of  CO  into  CO2,  the 
proportions  of  mixture  would  be 

CO       +0=C02  of  which  CO=—=-^ 

44     II 

16     4 
124-16+16=    44       and       0= — = — 

44     II 

the  volume  of  the  mixture  would  be 


and 


—  of  12.804=  8.148 
II 


—  of  11.209=  4.076 
Total  =  12.224 


;()7;^3V) 
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making  a  \'olume  quite  different  from  tliat  resulting  from  the 
single-step  process.      Hence  the  pro[M;r  value  to  be  inserted  in 

the  formula  for  the  increase  in  temperature  for  the  quantity     '  ~ 

in  that  expression  does  not  always  readily  appear  in  advance 
from  theoretical  considerations.  Bui  as  a  matter  of  fact,  the  value 
to  be  inserted  for  ihe  factor  representing  the  specific  heat  in  that 
formula  (par.  14)  is  still  more  uncertain.  The  air  supporting 
combustion  is  gradually  passing  through  a  series  of  changes 
throughout  the  working  stroke,  and  these  changes  doubtless  in- 
volve molecular  rearrangement  in  transit.  Furthermore,  Ihe 
experiments  of  the  physicist  have  shown  that  the  specific  heat 
is  not  a  constant  for  all  temperatures  of  a  gas  or  a  mixture,  but 
increases  with  the  temperature  according  to  some  law  whose 
form  takes  the  shape  for  specific  heat  at  constant  volume;  ■ 

CT,-Cr,+KT,-T,).  f 

So  that  at  a  higher  temperature,  T„  the  specific  heat  is  greater  than 
at  the  lower  temperature,  7",,  by  a  small  but  as  yet  undetermined 
amount  proportional  lo  the  difference  between  the  temperatures. 

Hence  the  present  practice  is  to  approximate  to  the  actual 
values  of  the  factor  which  may  be  called  the  effective  specific  heat 
by  one  of  five  methods. 

The  first  method  will  be  by  the  use  of  what  is  designated  as 
Grashof's  formula,  which  assumes  all  gases  to  have  the  same 
chemical  composition,  and  that  the  letter  R  denotes  the  ratio 
of  gas  to  air  in  the  mixture.  For  the  specific  heat  at  constant 
volume, 

[o.-t6gxR]+o.296 
R  +  o^  ' 


C.=  - 


for  specific  heat  at  constant  pressure. 


Cp 


[o.2375XJg]+o.343 

R+0.4& 
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in  which  the  factors  0.169  and  0.2375  ^^re  the  specific  heats  for 
air.  Applying  these  to  various  mixtures,  the  following  table 
results.    Col.  5  is  computed  from  the  formula 


r  =  32  + 


[{Rx)-\-yY:: 


Computed  Specific  Heats  op  Products  of  Combustion 

(Grashop  s  Formulas). 


I 

2 

3 

4 

5 

Propc-tion 

of  Air 

to  Gas  by 

Volume. 

specific  Heat 
of  Mixture 
at  Constant 
Vol.  Ct, 

Specific  Heat 

of  Mixture 

at  Constant 

Presstu-e  Cp 

Ratio 
Cp 

Calculated 
Temperature 

Fahr.  of 
Combustion. 

4  to  I 

:>       *■ 
6  "  I 

7"  I 

8  "  J 

9  "  » 

10  "  1 

11  "  I 

12  "  I 

13  "  I 

14  "1 

IS"  1 

0.214 
0.206 
0.200 
O.J96 

0.193 
0.190 

0.188 

0.186 

0.185 

0.184 

0.183 

0.182 

0.289 
0.280 

0.273 
0.268 

0.265 

0.262 

0  259 

0.257 
0.256 

0-255 
0.254 
0.253 

1.35 
1.36 
1.36 

1.37 

1-37 
1-37 
1.38 
1.38 
1.38 
1.38 
1.39 
1-39 

6010 
6380 
6300 

5570 
5000 
4580 
4140 
3820 

3530 
3280 
3090 
2900 

The  second  method  is  to  analyze  the  products  of  combustion 
and  to  assume  that  the  effective  specific  heat  of  such  a  mixture  is 
the  sum  of  the  specific  heats  of  the  constituents.  Each  per- 
centage by  weight  of  the  constituent  gases  is  multiplied  by  the 
specific  heat  of  that  gas,  and  the  sum  of  these  products  is  called 
the  effective  or  rather  the  mean  specific  heat.  This  assumption 
may  or  may  not  be  correct. 

The  third  method  is  to  invert  the  use  of  the  theoretical  formula 
to  calculate  mcrease  of  temperature,  and,  by  observing  the  values 
of  the  variables  which  enter  into  it,  calculate  the  actual  value. 
That  is,  in  the  equation 

y 


T.'-T^ 


x-vy'^C. 
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let  both  r,  and  T^  be  temperatures  observed  in  an  actual  experi- 
ment, and  Q  the  heating  value  of  the  gas  in  B.T.U.,  while  y  is  the 
weight  of  fuel  in  the  mixture  and  x-\-y  the  total  weight  of  such 
mixture.  Then  C,  is  the  only  unknown  factor.  If  this  method 
be  applied  to  CO,  for  example,  burning  to  CO,, 

rc+on   o^rco,-] 

Li2+i6j"^i6     L44J 

CO 28^_7^ 

O+CO  ~44""ii 

if  oxygen  were  the  supporter  of  combustion.  With  air,  how- 
ever, with  77  parts  of  nitrogen,  the  -^  of  supplied  oxygen  must 

be  multiplied  by  —  to  give  equivalent  air.    Hence 

100     16  ,,        .  , 

—  X-s  =  2.s  lbs.  air  nearly, 
23     28       ^  ^ 

so  that  the  mixture  will  be 

CO I       pound 

0 0.56     " 

N 1 .94  pounds 

3-50 
made  up  of  1.56  pounds  of  CO,  and  1.94  pounds  of  N.    Hence 

y       12,  7 

—7—  =  —  =  -  instead  of  — . 
x-^y    3.5     7  II 

For  CO  the  value  of  Q  is  about  10,000.    Then  if  the  range 
rj-Ti  be  found  to  be 

r3-ri  =  2ooo°F., 

^     2     10,000    10  , 

C,«=-X =—=1.43  nearly, 

•    7      2000      7  ^         ^^ 
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which  could  be  applied  for  other  cases  similar  to  the  typical  one. 
The  difl&culty  here  is  the  inaccuracy  of  the  observations  of  T^  —  T^^ 
especially  in  engine  work,  where  the  changes  are  very  rapid  by 
conduction  of  the  cylinder-walls. 

A  fourth  basis  for  computing  the  eCFective  specific  heat  will 
be  by  measuring  the  increase  of  volume  in  a  combustion  at 
constant  pressure.  In  this  case  let  v^  be  the  greater  volume  and 
Vi  the  less.    Then  will 

since  at  constant  pressures  the  volume  will  be  directly  as  the 
absolute  temperatures.     But  it  is  also  true  that 


hence,  by  dividing  by  T^  and  transposing, 

v^     T,    ^^       yQ 


and  also,  by  multiplying  by  Vj, 

y         Q^i 


But  since 

it  will  be  true  that  the  volume  range 

R       yQ 


''   •^^   PAx+y)c; 

whence  the  actual  or  experimental  value  for  the  specific  heat 


i*+y)Px{v,-v,) 
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can  be  computed  if  ^i,  v^,  and  v^  be  obsen'cd  in  any  casfi, 
be  taken  at  its  value  53.35  for  air.  If,  for  example,  in  a  combus- 
tion at  atmospheric  pressure  a  pound  of  CO  burning  lo  CO, 
gave  a  value  for  Vj-v,  of  40  cubic  feet,  then  the  computation  as 
in  the  preceding  example  would  give 


C„-S3-35X^X^_„;^-^~=..83. 


A  fifth  method  by  analogy  would  be  a  similar  observation  or 
experiment  with  an  increase  of  pressure  caused  by  a  combustion 
at  constant  volume,  as  in  an  explosive  gas-engine.  Here  ob- 
viously the  abo\'e  equation  would  have  the  form 

C.-ii-iST, -^ 


I 


'=ix+y)v,{p,-p,). 


If  the  pressure  range  in  a  closed  vessel  with  CO  burning  t 
CO,  be  observed  to  be  60  pounds  per  square  inch  when  the  vol-* 
tmic  occupied  was  13  cubic  feet,  then 

These  values  for  the  effective  specific  heat  deduced  from 
reliable  experiment  and  observation  are  so  much  higher  thaill 
the  accepted  accurate  determinations  by  the  physicists  for  prod-i 
ucts  of  combustion  or  for  air  as  to  confirm  the  general  deduction  ' 
from  all  experiment  that  in  the  internal  heating  which  occurs 
in  a  gas-engine  the  theoretical  temperatures  called  for  with 
accepted  values  of  the  specific  heat  of  air  and  gas  are  not  attained 
in  practice.  The  reasons  which  are  most  probable  for  this 
phenomenon  have  been  already  foreshadowed  in  the  discussion 
of  the  volume  change  on  chemical  combination,  due  to  molecular 
rearrangement,  and  possibly  to  other  chemical  changes  which  may 
occur;  the  losses  in  dissociation  without  a  subsequent  complete 
combination  within  the  time  allotted  to  the  gas-engine  stroke;  th^g 
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reaction  between  the  combining  gases  and  the  highly  conductive 
metal  walk  of  the  cylinder;  the  non-instantaneous  character 
of  the  combustion  with  imperfect  mechanical  mixtures  of  the 
components;  and  perhaps  also  a  varying  value  for  the  effective 
specific  heat,  being  greater  at  high  temperatures  than  at  the 
lower  ranges.  Internal  combustion  is  also  limited  in  heating 
efiFect  by  the  condition  that  the  fuel  cannot  combine  with  more 
oxygen  than  will  chemically  unite  with  it.  If  an  excess  of  oxygen 
or  air  is  present,  it  simply  increases  the  material  to  be  heated 
with  a  given  calorific  power  of  fuel,  and  not  only  does  not  increase 
the  intensity  of  the  heating,  but  lowers  the  resulting  temperature. 
Varying  composition  of  the  gaseous  mixture  due  to  governing 
or  high  speed  or  other  causes  affects,  therefore,  the  temperature 
in  the  cylinder.  With  external  heating  this  particular  limit  is 
not  set. 

$6.  Value  of  the  Exponent  in  the  Equation  for  Expansion. 
— When  a  mixture  of  gas  and  air  is  expanding  after  ignition, 
and  without  a  transfer  of  heat  from  without  to  replace  the  equiva- 
lent of  the  external  resistance  overcome,  the  expansion  is  called 
adiabatic  (par.  50),  and  the  equations  for  the  relations  of  pres- 
sures and  volumes  will  be  in  the  form 

In  the  gas-engine  the  exponent  n  is  not  unity,  but  is  the  ratio 
between  the  specific  heats  of  air  or  the  mixture  at  constant  pressure 
and  at  constant  volume  (par.  54).  But  the  preceding  treatment 
has  made  it  clear  that  neither  of  these  values  can  be  assumed  to 
be  those  resulting  from  laboratory  determinations  and  hence, 
of  course,  tiidr  ratio  should  not  be  assumed.  To  do  so  is  to 
introduce  the  likelihood  of  several  serious  errors.  For  example, 
in  the  indicator-card  in  Fig.  22,  if 

Vi  «the  volume  of  the  clearance, 
t;,=the  final  or  terminal  volume, 
^0= atmospheric  pressure  (14.7  lbs.), 


xo6 
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^„«  pressure  at  compression  from  card, 
/  « length  of  stroke,  feet  or  inches, 
X  ^     "      "  clearance,  feet  or  inches. 


then  will 


(?)■• 


or 


which  becomes 


\i4-7/         «  ' 


Fig.  22. 


from  which  the  third  unknown  can  be  calculated  if  the  two  others 
have  been  observed  or  the  value  of  n  is  assumed.    If  the  usual 

assumption  is  made  that  n  =  i.4i  or  -=.71  and  p^  be  observed, 

ft 

then  the  value  for  x  will  come  out  too  large,  and  computations 
for  the  temperature  after  ignition  from  the  formula 

h    h 
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which  will  hold  when  the  volume  does  not  alter,  will  give  values 
for  Tj  which  are  too  large.  Hence  the  value  for  n  should  not 
be  assumed,  but  from  a  carefully  taken  indicator-card,  and  by 
careful  measurement  of  clearance  and  stroke  volumes,  the  ex- 
p)erimental  or  effective  value  for  n  should  be  worked  out  for 
different  points  on  the  curves  of  both  the  expansion  and  com- 
pression lines.  In  an  actual  experiment,  for  example,  the  ex- 
pansion lay,  as  shown  in  Fig.  23,  between  the  upper  dotted  or 


Fig.  23 

isothermal  line  and  the  lower  dotted  or  adiabatic  line,  nearer  the 
latter  at  the  beginning.     If  values  for  both  p  and  v  be  taken  at 


Fig.  24. 

various  pairs  of  points  in  the  stroke  as  indicated  in  Fig.  24,  the 
calculation  for  n  will  take  the  form 


M^^/^a^a*,    or 


(!)-(?)" 
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log  V2  —  log  IJ,  " 

In  the  experimental  case  referred  to,  the  values  of  «  from  the 
computations  based  on  the  diagram  came  out  i.io,  1.12,  1.13, 
1. 14,  i-i,s,  1-16,  with  an  average  of  1.14,  and  in  another  test  with 
an  average  of  1.20.  A  wider  range  of  generalization  has  shown 
that  the  ends  of  the  real  curves  and  some  intermediate  points  lie  on 
a  curve  whose  equations  are  for  compression  pv'  "  and  for  expan- 
sion pv'  *,  equal  to  a  constant  (sec  pars,  152,  202).  The  value 
for  K  will  often  be  shghlly  higher  for  the  compression  cur\'e  on  the 
diagram  than  for  the  expansion  curve.  Equality  of  value  on  the 
two  curves  may  be  tested  by  the  observation  whether  at  the  points 

For  let  X  be  the  exponent  for  the  expansion  cune,  and  y  the  ex- 
ponent on  compression,  then  Pfli^'  =  p/v^'  will  hold  for  one,  and 
pjVj' =  piVj"  for  the  other.     By  division, 


p,  and  p^  on  the  compression  curve  the  ratio  is  true  that  t^  =T 


li  x=y  in  both  members, 


p,Vi' 


pjVt' 


p^^ ' 


p,' 


I 


but  not  otherwise.     In  any  exhaustive  investigation  of  an  internal- 
combustion  engine  the  value  of  n  should  be  one  of  the  quantities 

to  be  computed  for  which  observations  should  be  made  (par.  174). 
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57.  The  Continuous  Rotative  Motor  using  Pressure^  Im- 
pulse, or  Reaction. — ^The  treatment  in  the  foregoing  paragraphs 
of  this  chapter  has  been  specially  directed  towards  a  statement 
of  the  phenomena  in  motors  of  the  piston  class.  The  operation 
of  media  whose  pressure  or  elastic  tension  is  affected  by  heat  is 
not  necessarily  restricted  to  motors  of  this  class.  A  design  of 
motor  similar  to  the  rotary  engine  in  steam-engine  practice  or 
similar  to  the  steam  turbine  can  be  made  available,  provided  a 
convenient  cycle  for  the  gas  can  be  secured  v/hich  it  will  be  the 
purpose  of  the  next  chapters  to  discuss.  .  If  the  rotary-engine 
principle  is  sought  for,  it  will  require  to  receive  on  rotating  vanes 
the  pressure  from  the  expanding  gas,  and  the  difficulty  will  at  once 
be  met  of  securing  a  satisfactory  expansive  working  of  the  medium. 
It  is  much  more  likely  that  motors  of  the  turbine  class  which  utilize 
the  impulse  or  reaction  due  to  a  high  velocity  of  the  expanding  gas 
will  be  found  to  lie  in  the  direction  of  success  along  these  lines. 
The  problems  are  both  inherent  and  structural  when  air  with 
gas  is  used  as  the  medium,  by  reason  of  the  thermal  sluggishness 
of  the  hot  medium  acting  upon  the  vanes  or  plates  of  the  turbine 
and  the  difficulties  incident  to  working  with  the  high  temperatures 
required  by  air.  But  it  is  also  not  certain  at  the  present  state 
of  knowledge  that  the  jet-impact  method  of  working  a  motor 
would  give  an  economical  heat  transformation. 


CHAPTER  IV. 


THE  HEAT-ENGINE  CYCLE. 


58.  Introductory. — It  will  be  apparent  from  the  consider- 
ations in  the  foregoing  discussion  that  in  the  operation  of  gas- 
engines  of  the  piston  class  it  will  be  ncccssar}'  to  raise  the  con- 
dition of  intrinsic  enei^y  of  the  gas  at  the  beginning  of  the  work- 
ing stroke,  and  that  the  convenient  means  of  doing  this  is  by 
the  connbustion  within  the  air  of  a  material  having  a  suitable 
calorific  power.  That  increased  condition  of  energy  makes  the 
gas  capable  of  doing  work  u])on  the  head  of  the  piston  and  over- 
coming external  mechanical  resistance  by  its  expansion.  It  is 
desirable  at  the  end  of  the  expansion  that  this  mass  of  products 
of  combustion  and  air  shall  be  as  nearly  at  the  state  of  the  atmos- 
pheric air  surrounding  the  motor  with  respect  to  heat  and  avail- 
able energy  as  is  convenient  and  possible,  in  order  that  the  least 
amount  of  available  energy  may  be  thrown  away  and  wasted. 
That  cKiJansion,  therefore,  should  be  accompanied  by  a  cooling 
or  lowering  of  temperature,  and  connected  therewith  a  reduction 
of  volume.  These  transformations  with  respect  to  the  internal 
energy  of  the  gas  will  be  recurrent  or  cyclic  in  their  action  and  will 
usually  repeat  themselves  in  a  fixed  order  of  succession.  A 
motor  of  the  class  in  question,  therefore,  is  said  to  have  a  "cycle" 
of  operations,  and  each  step  in  this  cycle  may  con\'eniently  be 
called  a  "phase."  The  extent  of  each  phase  and  the  period  of 
its  recurrence,  so  far  as  the  medium  is  concerned,  will  be  affected 
by  the  mechanical  appliances  whereby  this  succession  of  pha!<cs 
in  the  gas  or  medium  are  utilized  to  overcome  extemaj  resistance. 
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It  is  obvious,  therefore,  that  a  careful  distinction  should  be  made 
between  the  cycle  as  a  succession  of  phases  with  respect  to  heat 
energy  in  the  gas,  and  the  cycle  as  a  succession  of  events  deter- 
mined by  the  mechanical  construction  of  the  motor,  the  period- 
icity of  its  valve  action,  and  the  variation  in  the  supply  of  heat 
energy  from  variations  in  the  load,  etc.  This  distinction  be- 
tween the  two  types  of  cycle  is  believed  to  be  of  very  considerable 
importance  in  a  clear  analysis  of  the  operations  of  gas-engines. 

59.  The  Cycle  of  the  Steam-engine. — With  a  view  of 
making  clear  the  meaning  of  the  term  cycle  as  applied  to  the 
gas-engine,  it  may  be  convenient  to  refer  to  the  cycle  used  in 
the  steam-engine. 

The  media  for  heat-engine  purposes  may  be  roughly  divided 
(par.  5)  into  those  which  do  work  principally  by  utihzing  the 
expansion  which  occurs  when  it  changes  from  the  liquid  to  the 
gaseous  state  on  the  one  side,  and  on  the  other  those  that  utilize 
a  perfect  or  permanent  gas  whose  expansion  is  caused  by  the 
absorption  of  heat  (par.  7).  In  the  steam-engine  the  heat  is 
added  to  the  liquid  and  its  temperature  sufficiently  laised  so 
that  under  the  conditions  of  pressure  which  are  fixed  upon,  the 
liquid  becomes  a  gas.  In  the  second  stage  this  gas  is  allowed  to 
expand  to  as  low  a  pressure  as  possible  or  convenient,  domg  work 
upon  the  piston  by  such  expansion  in  the  engine.  The  gas 
is  then  discharged  either  as  a  gas  or  as  a  liquid.  This  cycle 
is  not  capable  of  being  modified,  except  in  minor  details.  It 
compels,  as  a  rule,  the  presence  of  three  essential  elements,  of 
which  one  shall  be  the  organ  concerned  with  the  production 
of  the  vapor;  the  second  shall  be  the  organ  for  the  utilization 
of  the  pressure  of  this  vapor,  and  the  third,  the  apparatus 
for  disp)Osing  of  the  vapor  discharged.  In  condensing  steam- 
engines  this  latter  is  the  condenser,  and  in  non-condensing 
engines  it  is  the  atmosphere.  The  amount  of  work  which  can 
be  done  with  a  given  amount  of  heat  in  a  prime  mover  of  this 
class  is  defijiitely  known,  within  certain  Umits,  when  we  know 
how  much  Uquid  can  be  convened  into  gas  by  a  given  amoimt 
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of  heal  and  the  relative  specific  volumes  of  the  liquid  nnd  i 
ing  gas.  The  chief  data,  therefore,  are  those  concerned  with  the 
properties  of  the  liquid  selected,  so  far  as  the  medium  is  con- 
cerned, and  the  motor  comes  in  only  to  affect  the  mechanical 
efficiency  of  the  system  for  the  conversion  of  heat  energy  into 
mechanical  energ}-.  With  the  perfect  or  permanent  gases  the 
range  of  possible  methods  of  heating,  expanding,  and  cooling 
becomes  greatly  enlarged  since  the  manner  of  heating,  the  method 
of  expansion,  and  the  ultimate  disposition  of  the  gas  after  the 
work  done  by  the  expanding  gas  and  the  properties  of  the  medium 
itself  are  without  significance.  This  pecuharity  was  first  pre; 
senied  by  Camot,  who  first  called  attention  to  the  existence  of 
tile  cyclic  action. 

60.  The  Camot  Cycle. — The  cycle  of  Carnot  may  serve  as  a 
type  for  all  cyclic  actions  with  a  permanent  gas.  The  four 
phases  of  the  cycle  are  represented  by  the  diagram  upon  the 
PV  plane  in  Fig.  25.  It  presents  a  cylinder  in  which  fits  a  piston, 
both  of  material  such  that  neither  have  any  capacity  for  heat, 
nor  do  they  offer  any  friction,  .AH  heat  received  is  to  be  utilized 
in  the  gas  which  is  acting  in  that  cylinder.  The  end  of  the 
cylinder  is  supposed  to  be  of  a  material  with  perfect  conducti\nty, 
so  that  the  gas  may  be  affected  as  to  its  heat  condition  without 
loss  from  the  process  of  transfer.  The  element  ^  is  a  source 
of  heat  having  a  great  capacity,  so  that  all  the  heat  required  for 
the  cycle  can  be  transmitted  to  the  gas  at  the  maximum  tempera- 
ture, which  is  the  condition  of  maximum  efficiency  of  such  transfer 
and  is  maintained  at  the  temperature  T,.  The  clement  C  is  a 
condenser  also  of  great  capacity  and  maintained  at  the  lowest 
available  temperature  Tj,  so  that  ihe  cooling  of  the  gas  for  re- 
duction of  temperature  shall  be  done  with  the  maximimi  cfii- 
ciencj-  of  that  process.  By  having  both  the  heater  and  cooler 
of  great  capacity,  no  change  in  T,  nor  7",  occurs  during  the  cycle. 
The  cover  B  of  a  non-conducting  material,  to  be  used  during  the 
period  of  expansion  and  compi^ssion,  is  applied  to  the  cylinder 
when  it  is  in  contact  with  neither  the  source  of  heat  nor  the  cooling 


THE  HEAT-ENGINE  CYCLE. 


113 


apparatus.  The  relations  of  pressure  and  volume  for  the  various 
stages  are  given  by  the  subscripts  on  the  diagram.  The  specific 
heat  at  constant  pressure  will  be  denoted  by  Cp,  and  the  ratio 


Fin.  25. 


V. 


between  the  initial  and  final  volumes  -^,  which  must  be  the  same 

as  the  ratio  -^,  will  be  denoted  by  the  factor  r,  or  the  ratio  of  the 

expansion. 

There  will  be  four  steps  or  stages: 

(a)  Apply  the  heater  A.  The  pressure  rises;  the  unit  weight 
of  gas  expands  isothermally  at  T^,    The  heat  energy  taken  in  is 

fl',  =  Cr,hyp.logr, 

(see  par.  181). 

(ft)  Heater  A  is  removed,  cover  B  is  applied,  and  the  piston 
moves  out  at  the  expense  of  the  gas  temperature,  until  the  tem- 
perature falls  to  7*2  by  such  expansion  against  external  resistance. 

(c)  Take  away  cover  B  and  apply  cool  body  or  condenser 
C  at  T^'  No  change  will  take  place,  because  the  expansion  is 
complete,  unless  the  piston  be  pushed  back.  But  if  the  piston 
is  retracted,  the  smallest  tendency  to  an  increase  of  temperature 
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above  T,  is  at  once  met  by  a  flow  of  energy  into  the  condenser. 
The  gas  changes  its  total  heat  energy  down  to  the  stage  represented 
by  Tj,  and  the  amount  rejected  to  the  condenser  will  be  the 
difference  between  the  energy  at  T,  and  T,,  or  ^^ 

H,=^Cr,  hyp.  log  r.  H 

(d)  Remove  the  condenser  C  and  replace  B  when  the  point  d 
is  reached.  The  piston  is  now  still  further  forced  in  and  back 
until  the  gas  has  its  initial  volume  v^,  and  if  the  point  d  was 
rightly  chosen  it  has  also  the  temperature  T^  at  which  it  started, 
because  the  compression  has  been  adlabatic,  and  the  cycle  has 
been  completed.  For  the  relations  of  v^  and  v^  to  produce  the 
desired  final  temperature  T^, 


4 

mal 
be- 

1 


according  as  the  location  of  i  or  d  is  desired  (par.  52). 

It  will  appear,  therefore,  that  the  Camot  cycle  gives  an  external 
work  in  foot-pounds  which  will  be  778  times  the  difference  be- 
tween the  heat  rejected  and  the  heat  received  (par.  47),  or,  im 
the  complete  cycle, 

Work  =  778C(r,-r,}  hyp.  logr, 

which  is  778  times  the  area  included  in  the  diagram  of  curves 
(Fig.  35),  all  transfers  having  been  made  at  maximum  efficiency. 
The  operation  of  the  Camot  cycle  is  proved  lo  be  that  of 
maximum  efficiency  for  the  conditions  assumed  by  the  expedient 
of  imagining  the  cycle  lo  be  operated  in  reverse  direction  by  a 
similar  heat-engine.  It  can  be  proved,  if  both  engines  operate 
within  the  same  limits  of  temperature,  T,  and  T",,  and  one  drives 
the  other  as  a  motor,  while  the  other  operates  as  a  heat-pump, 
that  such  a  combination  makes  both  cycles  reversible,  and  that 
all  reversible  heat-engines  working  between  the  same  limits 
of  temperature  are  equally  efficient  or  that  the  efficiency,  in 
the  thermodynamic  sense,  is  independent  of  the  specific  heal  or 
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Other  physical  properties  of  the  medium  used.  The  formula 
for  efiiciency  discussed  in  paragraph  47  is  immediately  deducible 
from  the  operation  of  the  Camot  cycle. 

6i.  The  Cycle  of  the  Internal-combustion  Engine. — The 
Camot  cycle  and  the  equation  for  its  condition  of  maximum 
efiiciency  do  not  necessarily  apply  to  the  internal-combustion 
engine  by  reason  of  the  fact  that  the  gas-engine  does  not  operate 
necessarily  under  the  conditions  of  the  Camot  cycle.  Its  maxi- 
mum efficiency  may  be,  and  usually  is,  dependent  on  other  con- 
ditions of  which  the  formula  must  take  account.  It  will  be 
apparent  that  by  abandoning  the  indirect  methods  of  trans- 
ferring heat  to  the  gas  a  much  wider  range  of  possible  cycles 
is  opened  up.  In  the  first  place,  the  heating  may  occur  without 
a  previous  compression;  in  the  second  place,  the  compression 
may  be  adiabatic  and  the  heating  isometric  (par.  49-53);  ^^  ^^^ 
third  place,  the  compression  may  be  adiabatic,  the  heating  iso- 
piestic;  in  the  fourth  place,  the  compression  may  be  adiabatic 
and  the  heating  isothermal;  in  the  fifth  place,  the  compression 
may  be  adiabatic  and  the  heating  may  follow  any  law  not  re- 
ducible to  the  foregoing  standard  methods.  Each  of  these  may 
be  made  to  vary  again  by  the  method  followed  in  expansion  and 
in  cooling.  Finally,  the  heating  may  be  atmospheric  without 
compression  or  with  compression,  and  where  there  is  compression 
the  cooling  may  be  according  to  varying  forms  of  the  phase. 
The  following  table  presents  in  analytic  form  the  possible  cycles 
for  such  engines: 

It  will  be  a  matter  to  be  discussed  in  Chapter  XVII  which 
of  these  cycles  are  available  or  unavailable  and  which  of  them 
offer  the  probabilities  for  the  best  efficiency. 

It  will  also  suggest  itself  to  determine  the  effect  of  the  cycle, 
so  far  as  it  requires  a  larger  volume  of  gas  under  one  method  of 
working  than  to  do  the  same  work  in  another.  The  larger  volume 
of  gas  makes  a  more  bulky  motor.  Some  cycles  will  operate 
under  higher  temperatures  than  others,  and  others  through 
wider  ranges  both  of  temperature  and  pressure. 


^^^^^^^1 

Class  If  icAiiciN  or  Cycli 

1           .           t          .           1         .. 

^^^ 

Cyck-N... 

Compmsiun . 

Ex|.Bnsion. 

CoolinK. 

CtwI.nK 

lA 
IB 
IC 

Isomclric 

Adisbalic 

Isopicstic 
Isomeric 
Isoihermal 

Isopicstic 

II 

II  A, 
11  A, 
II  B 

lie 

Adi:Lbalic 

Isometric 

Adiabatic 

Isnpicstic 

Isomelric 

laolhcrmil 
Isothermal 

Isopiod^H 
Isopie«d^^| 

III 
III  A 
IIIB 
IIIC 

Adiabaiic 

laofiifslit 

Adiabaiic 

Isopicslic 
Isomeiric 
I  sol  henna) 

Isopictt^H 

IV 
IV  A 

rvB 
1                      IV  c 

Adialialic 

Adiahatic 

I«,picstic 
Iwmi-inc 
Isollitrmal 

^J 

V 
VA 

\u 
vc 

Adialmlic 

Any  lau- 

Adiabaiic 

Isopicstic 

I sot hernial 

Isopicstic 

VI 

VII 

VIII 

IX 

X 

.            .     . 

Isometric 

Isothennal 
Isometric 
Any  law 

Isothermal 

'  Adia'ta'tic 

■  AdiaUlic  ■ 

"AdiabiiVc" 

A  consideration  of  the  relative  advantages  of  the  various  cycles 

must  be  postponed  until  after  a  consideration  of  the  mechanisms 

or  motors  which  they  operale. 

62.  The   Otto   Cycle   with  Heating   at  Constant  Volume. — 

There   were   several   forms    of    gas-engine   pro]}osed   and   built 

previous  to  1876,  to  which  reference  will  be  made  in  the  historical 

appendix  (Chapter  XX),  but  in  that  year  Dr.  Otto  brought  out, 

in  Germany,  the  engine  which  he  designated  as   his  "Silent" 

gas-engine,  to   distinguish   it   from   his  earlier  and   more   noisy 

type.     The  Otto  cycle  was  first  suggested  in  a  French  patent  of 

1862,  by  Alphonsc  Beau  de  Rochas.     He  advocated  the  advan- 
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tages  of  a  previous  compression  of  the  combustible  mixture  of 
gas  and  air,  and  proposed  to  do  away  with  a  separate  com- 
pressing pump-cylinder  for  this  purpose  by  making  only  one 
stroke  in  four  to  be  the  working  stroke  in  a  single-acting  engine. 
The  Beau  de  Rochas  or  Otto  cycle  involves: 

1.  Aspiration  of  the  mixture  of  gas  and  air  in  proper  propor- 
tions during  an  outgoing  stroke  of  the  piston  (1-2  in  Fig.  26). 

2.  Compression  of  the  mixture  by  the  return  of  the  piston 
(2-3-4).  This  compression  fills  a  comparatively  large  clearance 
volume  behind  the  piston,  which  must  be  so  adjusted  to  the  dis- 
placement by  the  piston  that  there  shall  be  no  danger  of  such 


Fig.  26. 

elevation  of  temperature  from  the  compression  as  to  ignite  the 
mixture  as  the  result  of  compression  alone  (pars.  152,  202). 

3.  The  piston  being  at  or  near  its  inner  dead  point  (4),  the 
compressed  mixture  is  ignited  by  some  acceptable  an^  reliable 
device  (Chapter  XI),  at  which  the  pressure  rises  at  once  (4-5) 
and  exerts  its  outward  effort  to  drive  the  piston  forward.  Ex- 
pansion is  followed  by  gradual  lowering  of  pressure  during  this 
working  stroke  (5-6-7).  This  heating  is  therefore  done  at  con- 
stant volume. 

4.  The  exhaust  opens  just  beyond  7  and  the  products  of  com- 
bustion are  discharged  into  the  open  air  through  the  exhaust- 
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valve  by  the  return  of  the  piston  to  its  inner  dead-centre  (8-i).       f 
The  cycle  then  repeats  itself. 


It  is  apparent  thai  a  heavy  fly-wheel  must  be  used  to  equalize 
the  motion  of  the  crank  shaft,  having  energy  enough  stored  in  it  by 
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the  working  stroke  to  overcome  the  resistance  during  the  time  of 
the  other  three  strokes,  and  cause  abo  the  piston  to  perform  the 
acts  of  the  cycle  in  the  cylinder.  High  rotative  speed  is  therefore 
an  advantage.  Furthermore,  a  high  initial  pressure  and  tem- 
perature are  desired,  with  a  low  terminal  value  for  both,  so  as 
to  secure  a  high  mean  value.  Rapid  inflammation  is  therefore 
desired,  and  the  methods  of  ignition  become  important.  Fig.  26 
is  a  diagrammatic  analysis  of  the  succession  of  events,  while 
Fig.  27  is  the  normal  PV  diagram  from  an  actual  engine.  To 
connect  the  various  steps  of  the  motor  mechanism  with  the  effects 
in  the  cylinder  and  upon  the  gas  and  mixture,  the  diagrams  of 
Figs.  28  and  29  will  be  serviceable.    They  show  the  effect  of  the 


Phase  No.  3. 
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Phase  No.  4. 

Fio.  29. 

successive  traverses  of  the  motor  piston,  generating  each  its 
appropriate  line  of  the  diagram  as  the  volume  varies  and  causes 
the  pressure  to  vary  with  it.  The  gradual  building  up  of  the 
typical  diagram  of  pressures  is  made  clear.    The  same  illustrations 
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show  the  succession  of  operations  per- 
formed by  the  valves.  In  phase  No.  i  the 
gas  and  air  inlet  valves  are  open,  the  ex- 
haust is  dosed;  in  phases  No.  s  and  No.  3 
all  are  closed;  in  phase  No.  4  the  exhaust 
is  open,  and  the  others  arc  closed.  The 
ignition  phenomenon  occurs  at  the  be- 
ginning of  phase  No.  3.  By  the  expedient 
of  plotting  the  obser\'ed  pressure  acting 
upon  the  crank-pin  at  each  point  of  the 
two  strokes  of  the  piston,  as  is  done  in 
Fig.  30,  the  values  of  the  var\'ing  effort 
on  the  engine-shaft  appear  clearly  to  the 
eye.  It  is  obvious  that  in  this  design 
only  the  one  working  stroke  in  four  | 
traverses  of  the  piston  is  a  working  or 
effective  stroke. 

63.  The  Brayton  Cycle  with  Heating 
at  Constant  Pressure. — The  .sfconri  Im- 
portant cycle  is,  historically,  a  little  carher 
than  that  of  Olto.  Its  principle  is  the 
compression  of  a  mixture  of  inflammable 
gas  and  air  which  is  introduced  into  the 
working  cylinder  and  there  ignited  so  as 
to  bum  in  such  a  manner  that  the  pres- 
sure shall  not  increase  above  a  fixed  con- 
stant value.  The  (jower  is  generated  by 
the  increase  of  volume  at  constant  pres- 
sure due  to  the  inflammation  of  the  gas 
in  the  air.  Such  engines  are  not  ex- 
plosive, but  the  pressure  increases  gradu- 
ally, due  to  slow  combustion.  The  credit 
for  using  this  cycle  attaches  to  a  Phila- 
dclphian  named  Brayton,  who  utilized 
it  in  an  engine  in  1873  (see  Fig.  218), 
In  England  Messrs.  Simon  used  the  same 
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qrdc  in  1S7S-    Credit  is  also  due  to  Sir  William  Siemoiis  who 
proposed  the  crde  as  far  back  as  i860,  but  no  engine  ^^-a^  built* 

In  the  oonsiani-piessure  cjxle  there  are  usually  two  cylinders 
one  a  compressing-pump  and  the  other  the  working  cylinder.  The 
chai^  of  gas  and  air  is  drawn  into  the  pump  and  aimprvssoil 
on  the  reram  of  the  piston  into  a  receiver.  The  pressure  in  the 
receiver  may  be  about  60  or  80  pounds.  The  mixtUTx^  flows 
from  the  receiver  into  the  working  cylinder  and  is  ignitcvl  as  ii 
enters,  receiving,  therefore,  a  supply  of  hot  mixture  at  consiani 
pressure  imtil  the  >-alve  cuts  off  admission.  Fmm  the  jxMnt  of 
cut-off  to  the  end  of  the  stroke  the  volume  of  gases  is  exixmd- 
ing,  and  of  course  the  terminal  pressure  can  be  reduaxl  by  ail- 
justing  the  point  of  cut-off.  The  work  diagram  on  the  PV  plane 
from  such  a  cycle  is  quite  simikr  to  that  of  the  steam-engine. 

64.  Tbe  Cycle  with  Heating  at  Constant  Temperature. — 
The  third  >-ariable  in  the  pressure-volume-temj)erature  sorios  is 
the  temperature,  and  a  cycle  in  which  the  addition  of  the  heat  to 
the  mixture  should  be  made  at  a  constant  temperature  would  a>n- 
stitute  a  third  class.  The  nearest  actual  approach  to  this  cycle 
is  in  that  which  is  made  use  of  in  the  Diesel  engine.  In  this  cycle 
the  air  is  drawn  in  on  the  aspirating  phase  of  the  cycle  and  is 
compressed  by  the  energ\'  in  the  fly-wheel  to  a  high  pn*ssun\ 
It  is  usually  about  500  pounds  in  small  sizes.  Into  this  highly 
compressed  and  heated  air  is  introduced  the  jet  of  combust il)U\ 
At  first  proposed  by  Diesel,  this  combustible  was  kemscne  oil, 
and  it  w^as  supposed  to  be  completely  ignited  by  the  high  tem- 
perature of  the  air,  so  that  the  air  should  receive  ail  its  lieat 
energy  at  the  temperature  prevalent  when  the  ignition  was  begun. 
It  is  more  than  questionable,  in  view  of  the  time  necessary  to 
ignite  the  oil  and  to  heat  the  air,  whether  this  heating  of  the  air 
is  done  at  a  constant  temperature  throughout  its  entire  mass 
in  actual  practice.  To  the  extent  to  which  this  result  is  attained 
the  cycle  approaches  the  Camot  cycle,  in  which  the  healing  is 
supposed  to  be  at  constant  temperature. 

65.  Advantages    of    the    Internal-combustion    Principle. — 
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In  discussing  the  advantages  of  the  internal-combustion  pnn- 
ciple  as  a  means  of  deriving  mechanical  energj-  from  liberation  of 
heat,  it  is  unavoidable  that  the  comparison  be  made  between  this 
principle  and  that  of  the  ordinary  steam-engine.  In  the  latl 
there  has  to  be  the  furnace  and  the  boiler,  exterior  to  the  engini 
proper,  both  for  liberation  of  heat  and  for  storage  of  that  libcrati 
energy.  There  should  therefore  be  a  distinction  drawn  betwt 
the  advantages  due  to  the  use  of  liquid  or  gaseous  fuels,  which 
practically  essential  in  the  internal-combustion  engine,  and  those 
which  belong  to  the  direct  utilization  of  the  cnerg)'  of  the  fuel  by 
combustion  in  the  cylinder,  instead  of  outside  of  it,  in  a  furnace. 
Hence  the  advantages  of  the  direct  internal  combustion  are: 

(i)  The  energy  of  the  heat  liberated  by  combustion  operates 
directly  upon  the  piston  to  produce  motion,  and  without  inter- 
vening appliances- 

(2)  The  economy  in  fuel  per  horse-power  per  hour  is  great 
than  with  steam  or  externally  heated   air,  because  heat 
wasted  in  furnace  or  chimney,  or  in  doing  work  upon  a 
ferring  medium  which  is  not  utilized  in  the  engine, 

(3)  No  fuel  is  consumed  wastefully  in  getting  the  mot* 
ready  to  start,  nor  is  any  wasted  in  the  furnace  after  the  engii 
stops.  The  losses  in  banking  fires  under  boilers  which  are  rui 
intermittently  are  avoided,  the  losses  due  to  blowing  steam  to 
waste  through  safety-valves  when  the  motor  is  stopped  for  short 
periods,  and  the  losses  of  fuel  through  the  grates  from  cleaning 
and  when  the  run  is  over. 

(4)  The  radiation  losses  of  heat  from  the  boiler-setting 
furnace  do  not  occur. 

(5)  The  bulk  and  weight  of  the  boiler  and  its  setting  ai 
eliminated,  as  well  as  their  cost. 

(6)  This  gives  this  type  of  motor  a  distinctly  portable  cl 
acter  if  desired,  even  up  to  considerable  sizes,  where  it  may 
convenient  to  have  the  motor  follow  to  the  place  where  the  woi 
is  to  be  done,  as  in  logging  and  lumbering. 

{7)  The  absence  of  boiler  and  chimney  eliminates  the  repali 
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and  maintenance  account  attaching  to  them,  as  well  as  the  labor 
to  operate  them  and  their  first  cost. 

(8)  The  absence  of  the  boiler  and  its  furnace  lowers  the  in- 
surance risk  (unless  oflFset  by  the  presence  of  the  producer,  the 
gas-holder,  or  the  stored  liquid  fuel). 

(9)  The  absence  of  the  boiler  avoids  a  necessity  for  licensed 
operators  which  are  required  both  afloat  and  ashore  where  steam- 
plants  are  run. 

(10)  The  motor  is  ready  to  start  on  the  instant  and  without 
previous  preparation  or  delay  from  starting  a  fire  and  getting 
up  pressure. 

(11)  When  the  fuel-supply  is  shut  oflF,  the  motor  stops  and 
there  is  no  attention  which  the  plant  requires  gradually  to  shut 
it  down.  These  two  latter  considerations  are  particularly  potent 
with  respect  to  the  automobile  uses  of  these  motors. 

(12)  This  principle  lends  itself  easily  to  the  condition  where 
storage  of  energy  is  required.  With  gas-burning  engines,  the 
producer  may  be  run  at  high  efficiency  when  convenient,  and 
the  gas  held  in  gas-holders  till  needed,  or  the  energy  in  liquid 
fuel  may  be  drawn  into  the  motor  through  carburetors  (Chap.  X) 
as  required.  This  is  convenient,  for  instance,  where  a  plant  is 
to  be  worked  overtime. 

(13)  Incident  to  this  is  the  advantage  of  subdividing  power 
units  in  a  large  plant.  Each  motor  may  receive  its  supply  of 
motor  energy  through  pipes  as  gas  without  loss,  or  from  fuel 
tanks,  and  such  motors  can  be  run  independently  of  each  other 
as  to  capacity,  speed,  time,  and  the  like,  as  long  as  the  store  of 
gas  or  oil  holds  out. 

(14)  In  compressed  gas  in  tanks  under  pressure  a  large 
amount  of  fuel  energy  and  power  may  be  stored  in  small  bulk 
and  weight,  to  be  expended  through  reducing-valvcs  to  motors 
as  required.  This  property  is  only  of  moment  when  the  fuel 
wei^t  must  be  reduced  as  in  aerodromes.  In  automobile  and 
yacht  practice  the  liquid  fuel  does  not  weigh  enough  to  make 
gaseous  compression  worth  while. 
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(15)  The  rapidity  with  which  flame  propaojatea" 
an  explosive  mixture  of  fuel  and  air  renders  a  high  number 
of  rotations  of  the  shaft  possible  per  minute.  This  makes  a 
high-speed  multi-cylinder  engine  of  small  weight  per  horse- 
power. 

(16)  The  rapid  ignition  of  explosive  mixtures  gives  a  high 
initial  pressure  at  the  beginning  of  a  piston-stroke.  Where  this 
means  also  a  high  mean  pressure  it  gives  a  powerful  engine  for 
a  given  cylinder  volume. 

(17)  There  is  no  storage  of  large  amounts  of  energy  in  the 
form  of  pressure  in  a  containing  vessel,  a  rupture  of  which  will 
cause  disaster. 

(18)  There  is  no  boiler  to  give  difficulties  with  a  water  con- 
taining salts  in  solution,  and  requiring  a  constant  watchfulness 
to  keep  properly  supplied  with  water  lest  an  accident  result  from 
low  water  and  an  overheated  boiler. 

(19)  There  is  no  exposed  flame  or  incandescent  fuel-bed 
requiring  care  and  watchfulness.  Such  flames  in  absence  of 
good  draft  arrangements  may  blow  back  or  downwards  in  gusts 
of  wind  outdoors,  and  are  sources  of  danger  in  accidents,  if  they 
can  reach  ihc  fuel-supply. 

(20)  The  mechanism  of  the  motor  is  simple  in  principle  and 
does  not  involve  a  great  number  of  parts  in  motion. 

The   gas-   or  oil-engine,   furlhcrmorc,   allaches  to   itself  the 
advantages  of  gas-firing  and  mechanical  stoking,  in  that 
(si)  The  normal  and  proper  combustion  is  smokeless; 

(22)  The  fuel  does  not  require  a  diluting  excess  of  air  for 
combu.slion,  which  lowers  the  temperature  of  the  latter; 

(23)  The  avoidance  of  dust,  sparks,  or  ashes; 

(24)  The  liquid  or  gaseous  fuel  will  be  handled  mechanic- 
ally by  pumps  or  pressure  organs  into  the  motor  apparatus. 
Hence  the  labor  and  cost  of  such  handling  are  avoided,  and  the 
cost  of  removal  of  ashes. 

It  should  not  be  forgotten  in  a  study  of  the  foregoing  that 
in  cities  where  gas  is  made  at  central  stations  and  distributed 
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bjr  mains  tbe  oeotnl  gcnenuing  plant  has  had  to  assume  many 
of  the  disadvantages  idiose  aTwlance  constitutes  the  arguments 
for  the  intemalKxxnbustion  motor.  If  the  motor  o}Kraies  its 
own  producer,  as  an  isolated  gas-making  plant,  some  of  the  aboN^c 
aiguments  disappear.  If  the  motor  uses  liquid  fuel,  as  in  the 
automobile,  then  all  of  the  arguments  hold  which  apply  to  this 
form  of  motor. 

66.  DiaaAnmtages  of  flie  Intemal-combiistion  Principle. — 
On  the  other  hand,  there  are  certain  arguments  against  the 
internal-combustion  motor  as  now  in  use,  some  of  which  are 
inherent,  and  others  of  which  attach  more  to  some  types  than 
to  others. 

(i)  The  Otto  cyde  (pars.  62  and  69)  gives  only  one  working 
stroke  in  four  piston-traverses.  In  the  two-phase  cycle  (par.  73) 
there  is  one  working  stroke  in  two  traverses.  For  a  given  mean 
pressure  the  cylinder  volume  of  the  gas-engine  will  be  larger  than 
in  the  double-acting  steam-cylinder  at  the  same  speed. 

(2)  In  single-cylinder  engines  the  crank  effort  is  irregular 
(par.  62);  hence  a  heavy  fly-wheel  is  required  for  steadiness,  or, 
a  number  of  cylinders  correcting  the  unsteadiness  adds  weight  to 
the  engine. 

(3)  The  motor  does  not  start  from  rest  by  the  simple  motion 
of  a  lever  or  valve.  It  has  to  be  started  by  an  auxiliar)'  apparatus 
in  which  the  energy  required  to  start  it  has  been  i)revi()usly  stored 
(par.  164)  or  which  may  develop  enough  energy  to  cause  one  work- 
ing stroke  to  be  made. 

(4)  This  entails  a  clutch  or  other  transmission  mechanism 
between  the  motor  cylinder  and  the  useful  resistance,  so  that 
auxiliary  starting  shall  not  involve  overcoming  the  total  external 
resistance  also. 

(5)  There  is  no  way  of  increasing  the  power  of  the  enf^ine 
beyond  a  limit  set  by  the  cylinder  diameter  to  meet  short  demands 
for  a  greater  effort  than  the  normal. 

(6)  There  is  no  way  in  Otto  engines  to  increase  the  i)eriod 
during  which  the  predetermined  maximum    pressure   may   be 
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exerted  on  the  piston.     As  soon  as  the  piston  begins  to  ma] 
its  stroke,  the  pressure  begins  to  faU  off  at  once 

(7)  There  is  no  storage  of  energy  except  in  the  living  fore 
of  the  fly-wheel  to  be  drawn  upon  for  such  temporary  emergencj 
of  overload.  The  mass  of  hot  water  in  the  boiler,  or  the  accu- 
mulation of  pressure  in  it,  is  such  a  reservoir  in  the  other  systems. 

(8)  The  inconvenient  heat  of  the  combustion  in  the  cylinder 
makes  it  necessary  to  use  some  system  for  cooling  the  metal  of 
walls  and  valve-chambers,  to  prevent  distortion  and  rapid  oxida- 
tion. In  small  cylinders  this  cooling  may  be  done  by  air;  with 
larger  motors  where  the  quantity  of  heat  in  question  is  greater 
this  cooling  will  be  best  done  by  circulation  of  water.  This 
weight  or  volume  of  water  and  the  apparatus  to  circulate  it  arc 
an  objection. 

(9)  The  water   in   cctoling   jackets   enveloping   ihe   cvlinHer-^— 
carries  off  heat  unutilized  ^H 

{10}  The  cooling  wat-r  lowers  the  mean  pressure,  ^H 

(ii)  In  spite  of  cooling  water  the  valves  become  leaky  and 
require  attention  and  renewals. 

(12)  It  is  difficult  to  secure  a  low  final  temperature  when  the 
exhaust  opens.  Hence  a  considerable  pressure  exists  just  when 
the  valve  releases  the  cylinder  contents,  and  the  escape  of  these 
high-pressure  products  of  combustion  into  the  air  and  their 
expansion  on  their  escape  causes  a  disagreeable  coughing  < 
barking  noise. 

(13)  The  high  temperature  of  the  cylinder  makes  lubricatb 
difficult  and  uncertain. 

(14)  If  combustion  is  not  complete  in  the  cylind  r,  the  c 
of  the  exhaust  is  offensive. 

(15)  If  rates  of  propagation  of  the  flame  are  not  adjusted  |j 
the  speed,  or  if  explosive  charges  pass  unignited  into  the  exhau! 
passages  or  pipes,  there  may  occur  explosions  of  some  violence 
in  these  passages  or  pipes,  with  their  attendant  noise  and  alarm- 
ing shock.  In  many  cities  ihe  fire  laws  compel  the  cxhausl-pipes 
from  gas-engines  to  be  caricd  in  pressure-resisting  metal  pip( 
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completely  to  the  free  air,  and  do  not  permit  them  to  be  simply 
mtroduced  into  brick  chimney-flues. 

(16)  Imperfect  combustion  also  results  in  deposits  of  lamp- 
black or  soot,  which  clog  or  cake  upon  the  working  parts  and  are 
not  only  defiling  but  presently  stop  their  working.  Ignition 
apparatus  is  particularly  liable  to  this  trouble. 

(17)  The  high  initial  pressure  in  the  cylinder  due  to  the 
ignition  produces  a  jar  or  vibration. 

(18)  Governing  is  not  easy,  since  it  must  effect  a  phenomenon 
which  is  nearly  instantaneous  in  its  duration.  When  the  work 
of  the  engine  is  variable,  governing  may  not  be  close. 

(19)  If  the  compression  is  defective  or  badly  adjusted,  the 
power  of  the  engine  suffers. 

(20)  If  the  ignition  apparatus  is  defective  or  out  of  conunis- 
sion,  the  motor  stops  dead. 

(21)  If  the  carburetor  is  out  of  adjustment,  ihe  motor  slows 
down  gradually  and  stops. 

(22)  The  motor  does  not  usually  run  in  both  directions,  and 
reversing,  therefore  requires  a  train  of  gear  to  reverse  the  applica- 
tion of  power.     Such  gears  are  apt  to  be  noisy. 

(23)  The  normal  motor  runs  at  its  maximum  efficiency  only 
when  running  at  a  fixed  speed.  To  get  varying  speeds,  either  the 
reversing  train  may  be  made  a  variable-speed  train  (with  attendant 
noise  and  diflSculty  in  shifting  speed  when  motor  and  resistance 
are  both  moving),  or  the  speed  may  be  varied  by  making  the 
power  of  the  cylinder  vary  by  throttling  the  mixture.  This  latter 
will  usually  be  attended  with  loss  of  efficiency;  and  when  carried 
to  a  limit  of  speed,  the  motor  will  cease  to  operate  its  cycle  and 
will  stop. 

All  of  this  last  group  of  disadvantages  are  the  result  of  the  one 
peculiarity  of  the  internal- combustion  motor  that  it  generates 
the  power  for  each  independent  stroke  at  the  beginning  of  that 
stroke,  and  has  no  reservoir  of  stored  energy  behind  it.  Hence 
anything  which  attacks  the  reliable  action  of  the  processes  which 
culminate  in  each  single  stroke  will  stop  the  motor.     This  has 
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given  an  unreUab  lity  or  tricky  character  to  many  forms  of  motor  J 
when  the  real  difficulty  was  the  crudity  of  the  apparatus  w 
was  used  to  conduct  the  processes.  Hence  the  importance  o£  ] 
the  subsequent  chapters,  treating  on  governing,  ignition,  ca.rbura.-  J 
tion.  and  manipulation,  in  which  these  detailed  processes  receive'* 
fuller  treatment. 

67.  Variations  in   Cycle.^It  will  be  apparent  from  a  con- 
sideration of  the  table  in  paragraph  61  that  minor  variations  in 
cycle  will  be  caused  by  the  effects  of  the  appliances  for  governing, 
in  so  far  as  these  operate  to  vary  the  initial  and  final  temperatures 
of   the   expanding   mixture.     Where   the   exhaust-valve   of    the  I 
engine,   for  example,   opens  before  the  expansion  is  complete, 
there  will  be  a  drop  in  pressure,  resulting  from  the  free  expansion 
in  the  air  without  doing  work.     Tliis  free  expansion  will  be  the 
occasion  of  two  steps  in  the  cooling  process  as  indicated  in  the 
table,  and  this  action  is  the  occasion  for  some  of  the  differentia-  I 
tions  in  cycles  of  the  several  groups.     The  cycles  which  involve! 
heating  at  atmospheric  pressure  compel  the  use  of  an  engine  o£l 
such  bulk)'  cylinder  volume  that  it  is  scarcely  necessary  to  givQl 
consideration  to  them. 


CHAPTER  V. 

GAS-ENGINES  BURNING  GAS. 

68.  Introductory. — Referring  to  the  distinction  drawn  here- 
tofore between  the  cycle  used  in  any  engine  and  the  mechanism 
which  is  designed  to  utilize  that  cycle,  the  present  chapter  pre- 
sents, briefly,  the  development  of  the  modem  engine  using  gas. 
The  engine  using  gas  as  a  source  of  heat  is,  historically,  older 
than  that  using  the  liquid  fuels.  The  types  chosen  to  present 
the  engines  which  have  utilized  the  cycles  treated  in  the  previous 
chapter  are  five  in  number. 

69.  The  Otto  Engine. — ^The  Otto  Silent  engine  of  1876, 
and  as  since  modified,  closely  resembles  a  single-acting  steam- 
engine.  The  cylinder  is  somewhat  longer  than  required  by  the 
stroke  as  limited  by  the  crank,  in  order  that  between  the  head  of 
the  piston  and  the  head  of  the  cylinder  on  the  dead-centre  may 
be  a  volume  of  sufficient  extent  (C)  to  contain  the  mass  of  com- 
pressed gas  and  air  which  is  required  for  the  working  stroke 
(pars.  152,  202).  In  the  usual  forms  of  the  European  stationary 
Otto  engine  the  cylinder  is  horizontal.  In  it  fits  a  long  trunk 
piston,  B.  The  trunk  construction  gives  a  considerable  contact 
area  to  guide  the  piston  in  its  traverse  of  the  cylinder,  and  the 
piston  itself  is  of  the  box  construction,  so  that  the  working  face 
may  be  kept  at  a  considerable  distance  from  the  pin  on  which  the 
connecting-rod  swings.  The  cyh'nder  is  water- jacketed  in  order 
that  it  may  be  kept  cool  enough  to  avoid  deformations  and  to  keep 
the  valves  tight  and  to  permit  of  effective  lubrication.     (Fig.  31.) 

The  valves  which  are  needed  for  the  Otto  cycle  are  an  inlet- 
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valve  for  gas  and  an  inlcl-valvc  for  air  (Figs.  28  and  zgfl 
which  shall  be  opened  upon  the  aspirating  outgoing  stroke  of 
the  piston.  These  valves  are  so  proportioned  as  to  gi\'e  the 
proper  mixture  of  gas  and  air  when  the  valves  are  opened.  On 
the  side  of  the  cylinder  opposite  the  inlet  openings  in  the  designs 
copied  after  Fig.  31  is  the  exhaust-valve,  which  is  usually  a 
lifting-  or  poppet-valve  similar  to  the  gas-inlet  valve.  This 
exhaust-valve  opens  on  the  return  stroke  after  the  working  stroke, 
and  is  to  allow  the  products  of  combustion  to  escape  freely  to  the 


Fig.  31. 
outer  air.  In  addition,  the  mechanism  of  the  engine  must  prt 
vide  for  the  ignition,  properly  timed,  of  the  mixture  which  has 
been  compressed  in  the  clearance  space  behind  the  piston.  In 
the  early  form  of  the  Otto  engine  this  ignition  was  effected  by 
the  large'  slide-valve  M  operating  across  the  end  of  the  cylinder. 
This  valve  was  held  against  the  head  of  the  cylinder  by  a  cover- 
plate  N  and  strong  spiral  springs.  The  slide-valve  design  of 
Fig.  31  hmiled  the  speed  or  number  of  revolutions  per  nunule 
which  the  engine  could  make,  and  the  problem  of  its  proper 
lubrication  was  always  a  difficult  one.  The  inlet-  and  exhaust- 
valves  and  this  sliding  ignition  and  timing  valve  were  operated 
from  a  lateral  shaft  P  at  the  side  of  the  cylinder,  driven  by  a  pair 
of  gears  from  the  main-  or  crank-shaft.     The  diameters  of  these 


bevelled  geais  ^rere  50  icj:2=cec  'Jruz  zh^  -^il-ir  t  'a--  r  zltz:- 
shaft  made  one  reroJuncc  -mbljt  ibt  z^jJZL-hiiii:  zzsL'^z  :t  Tr.:? 
made  it  possible  for  the  vaiTt-siif:  z:  ±=e  tjre  hrz*:r<r  r  -*  : -•  — < 
so  that  thev  would  come  coct  in  tiLzh  rr:  rr^iLiitics-  :•:  -.Zjz  nj.ji- 
shaft,  as  is  the  requiiejaez:  :-:  'Ji-t  'Id:  r^iic.  T^t  iLTtri.  ^.u-r. 
also  drives  the  govemlrtz  ipcliiTjie  ir»i  -?  1  :  :c-t::Lt^:  ir-Lii- 
ment  forderices  to  senire  zdcc^JltJisI  :■"  t.  T-e  :--i.:-rt  ::  ii'r 
governing  of  the  One  ensile  ttZ  re  rtfrrrri  ::  Ji  1  f.-sevjir.: 
chapter,  but  in  brief  the  goTerrsir  i:--:-i  '-:•-  ir_-^  z^Jr-'il  -.  *  in^ 
it  more  or  less,  or  not  :o  oiie-  ::  1:  ilL  "hit  — !:b:c:  ir::  r.  -t«  n 
the  air-inlet  valve.  The  ere::  ::  :llr  1:-.:  -  —is  :.:  in:cTer!-h 
the  mixture  when  the  ga^-viivc  ti^  I'^nly  ^er.-ri.  sjii  :.  »ir.-_: 
no  combustible  whatever  when  :he  sri^^-vilve  -^li  -  .:    i^-  i'.  ill. 

The  subject  of  ignition  ^^:  Tell  V  :rvi:fi  ?*:piri:.ly,  rui 
in  the  older  standard  form  the  trmiv-rsc  si.  ij- ilvt.  ir.i-r  l^ing 
the  admission  from  the  gas-  and  air -li^-^izi-:?.  irc-i^r.:-  :i  :^-.-i:y 
in  its  face  which  is  filled  with  3an:c  :V.  rr.  ir,  rx:er! :  r  nj^ne  ^i  T 
which  is  burning  in  the  open  air.  Thii  r.iTiir.c  i^v^'iy  L  ir.  the 
valve  is,  by  its  motion,  cut  on  fron  conntx::  r.  v.;:h  :he  •  u:er 
air  just  before  it  is  put  into  conntc:i  r.  .v::h  the  cx:l>: "n- 
port, /,  filled  with  compressed  mixture.  Thrcuirh  :h:-  e\:'l">:«.r.- 
port  which  conununicates  with  the  clcanmcc  v.»l'jmi;.  the  ch^inrc 
is  ignited  before  the  piston  has  made  any  c-in-idcrabk-  move- 
ment from  its  dead-centre. 

It  will  be  apparent,  from  this  description,  that  the  engine  in 
carrying  out  the  cycle  makes  one  working  >tn»ke  in  two  complete 
revolutions  of  the  fly-wheel  shaft,  and  that  each  stroke  oi  the 
piston  represents  one  phase  of  the  cyrk-.  The  ily  wheel  must, 
therefore,  be  massive,  in  order  that  during  the  three  auxiliary 
strokes  (Fig.  30)  it  may  have  stored  up  energ}*  from  the  one 
working  stroke  to  overcome  the  resistance  external  to  the  engine 
and  to  perform  the  functions  of  the  cycle.  It  is  obvious,  further- 
more, that  the  engine  must  be  started  so  as  to  produce  one  com- 
pression and  an  ignition  before  it  will  begin  to  revolve  by  its  own 
motor  energy.     The  engine  will  usually  stop,  in  the  case  of  a 
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single- cylinder  motor,  with  the  compression  partly  begun,  but 
no!  completed.  The  advantage  of  several  cylinders  operaling 
on  one  crankshaft  is  apparent  when  this  peculiarity  of  the  Otto 
cycle  and  the  Otto  engine  is  concerned.  It  is  very  usual  to  have 
a  lever  whereby  a  special  cam  can  be  thrown  into  action  upon  the 
exhaust -valve,  so  that  in  large  engines  the  ven.'  great  effort  to 
start  the  engine  may  be  diminished  by  allowing  some  of  the  com- 
pression behind  the  piston  to  be  relieved  into  the  exhaust  until 
the  first  revolution  or  two  shall  have  been  made. 

The  more  modem  forms  of  the  Otto  engine  use  poppet- 
valves  and  an  electric  ignition  for  the  firing  of  the  compressed 
mixture  behind  the  piston.  Of  course  any  of  the  systems  described 
in  the  chapter  on  ignition  may  be  applied  to  the  Olio  cycle. 

The  Clerk  engine  (Fig.  32)  was  designed  along  the  lines  of 
the  Ouo  engine  and  to  use  its  cycle,  while  securing  an  impulse 
from  the  ignition  of  a  compressed  charge  at  every  revolution  of 
the  main-shaft.  This  engine  was  introduced  about  1880.  It 
contains  two  cylinders,  of  which  one  is  a  charging  or  displacing 
cylinder  which  draws  in  the  combustible  charge  and  transfers 
it  directly  or  through  a  receiver  to  the  other,  which  is  the  power 
or  motor  cylinder.  The  displaccr  crank  is  90°  in  advance  of  the 
motor  crank.  The  displacer  cylinder  and  receiver  volume  trans- 
fer the  charge  into  the  clearance  space  behind  the  motor  cylinder, 
where  it  is  compressed  by  the  return  stroke  of  the  piston.  The 
exhaust-ports  EE  of  the  motor  cylinder  are  formed  in  the  side 
of  its  bore  at  a  point  such  that  as  the  piston  reaches  the  outer 
dead-centre  it  shall  have  uncovered  these  ports  so  as  to  allow 
the  products  of  combustion  to  escape  into  the  exhaust-pipe  and 
so  to  the  open  air.  The  displacer  piston  sends  its  cha  rgc  into  the 
clearance  volume  at  the  back  end  so  as  to  act  somewhat  lo  sweep 
the  products  of  combustion  from  the  preceding  stroke  before 
them  into  the  exhaust-openings.  Compression  resistance  in 
starting  can  be  relieved  by  a  by -pass  into  the  exhaust. 

A  modification  of  the  Otto  and  Clerk  engine  using  the  same 
cycle  is  to  close  the  crank  end  of  the  cylinder  and  so  anaoge  tl^| 
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'  -A-alves  that  the  front  or  crank  end  of  the  piston  shiiU  dischaige   i 

the  function-*  of  the  displaccr  piston  of  the  Clerk  engine.     By 

this  means,  the  engine,  as  in  the  Clerk  engine,  gives  one  impulse 


or  working  slrokt-  in  even'  revolution  of  ihe  cnnik-shiifi.     Such 
engines  are  called  "tivo-cydc"  engines  (par,  73). 

70.  The  Nash  Engine, — The  Nash  engine  is  an  Amerii 
design  using  two  or  more  vertical  cylinders  each  openiting  u|K)n 
the  Olto  cycle  (Fig,  33).  By  using  two  cylinders  side  by  wide, 
there  will  be  two  working  strokes  in  two  re  volutions,  which  tend 
to  give  a  more  equal  turning  movement  to  ihc  fly-wheel  shaft. 
The  inlet-valves  for  gas  and  air  are  mechanically  operated,  but 
the  action  of  the  governor  is  cither  to  cut  off  the  supply  of  giis 
alone,  without  cutling  olT  also  the  corresponding  supply  of  air; 
thai  is,  the  governing  impoverishes  the  mixture;  or  to  throttle 
the    mixture    of   gas    and    air.      By   the   vertical   arrangement 
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the    crank-shaft    can    be   operated    in    an    oil-bath,    securing 
perfect  lubrication  of  the  crank-pins,  and  a  certain  amount  of 
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spattering  of  the  oil  into  the  trunk  end  of  the  cylinder  secures  a._ 
lubrication  at  this  point.    The  valves  are  operated  by  c 
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an  independent  shaft  a  outside  of  the  crank-case,  driven  by  spur- 
gears  at  half  the  speed  of  the  main-shaft.  The  cam  lifts  a  roll 
upon  a  pivoted  lever  b  whereby  the  large  poppet  admission- valve  c 
is  opened  at  each  charging  stroke.  The  admission  valve-stem 
carries  an  arm  d  by  which  its  rise  will  lift  the  gas-valve  stem  g 
and  admit  gas  to  the  mixing-chamber  through  the  gas-inlet  pipe  e. 
Air  enters  around  the  gas-valve  whose  stem  is  g  in  an  annular 
passage,  and  when  c  is  open  the  mixture  passes  to  the  cylinder  on 
the  chai^ng  stroke.  The  action  of  the  governor  is  to  throw  out 
a  short  link  attached  to  g  so  that  the  rise  of  the  arm  d  will  fail  to 
hit  the  end  of  this  link.  The  gas-valve  does  not  open  in  this  case, 
but  air  only  enters  through  the  admission- valve;  hence  the  mixture 
is  not  ignited  in  the  following  stroke.  The  exhaust-valve  is 
behind  the  admission-valve,  and  is  also  a  cam-operated  poppet. 
The  ignition  is  by  an  exterior  flame  or  hot  tubes  in  the  older  and 
smaller  forms  and  by  electricity  in  the  recent  and  larger  ones. 

71.  The  Korting  Engine. — In  the  Korting  engine  (Fig.  34) 
an  effort  is  made  to  secure  a  proper  proportioning  of  the  air  and 
gas  mixtiure  by  means  of  mechanical  aspiration  of  each  constituent 
in  a  separate  cylinder  (o  and  b)  whose  volume  is  proportioned 
to  the  desired  proportions  of  gas  and  air.  This  pair  of  cylinders 
is  on  a  conmion  rod  and  the  pistons  are  to  act  as  the  displacing 
pistons  in  the  Clerk  engine,  with  a  positive  proportioning  instead 
of  the  automatic  proportioning  of  the  Clerk  design.  The  motor 
cylinder  receives  an  impulse  at  each  revolution,  since  it  is  only 
a  compressing  and  working  cylinder  and  is  not  compelled  to  draw 
in  the  charge.  The  governing  is  effected  by  diminishing  the  pro- 
portion of  time  during  which  the  displacing  pistons  arc  open  to 
the  working  cylinder  or  to  the  admission  of  mixture.  When  open 
during  a  full  stroke  the  working  cylinder  receives  the  maximum 
chaige.  When  open  less  than  this  the  charge  is  proportionally 
diminished  while  its  relative  proportions  remain  unaffected. 

72.  The  Westinghotise  Engine. — In  the  vertical  gas-engine 
designed  by  the  Westinghouse  Machine  Co.,  and  shown  in  section 
in  Fig.  35,  there  are  three  vertical  cylmdcrs,  each  operating  upon 
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the  Otto  cycle.  By  the  use  of  three  cylinders  there  will  be  three 
impulse  or  working  strokes  in  two  revolutions  of  the  crank-shaft. 
Hence  there  is  only  one  less  working  or  impulse  stroke  than  would 
occur  in  the  single-cylinder  double-acting  slcam-engine.  The 
valves  of  the  poppet  type  are  mechanically  operated  by  cams  on 
driven  shafts  which  are  geared  to  the  crank-shaft.  .\ir  and  gas 
arc  admitted  in  desired  proportions  to  the  mixing-chamber  N, 
and  when  the  admission-valve  /  is  opened  by  the  cam  B  antl  lever 
C  the  charge  flows  into  the  cylinder  on  the  down  stroke.  On  the 
upward  stroke  the  charge  is  compressed,  and  at  the  upper  dead- 
centre  a  second  cam  on  the  shafi  B  closes  and  breaks  an  electric 
circuit  at  the  bottom  of  the  spark  or  igniling-plug  F.  The  pas- 
sage of  this  spark  ignites  the  charge  and  this  produces  the  working 
stroke.  The  exhaust-valve  E  is  lifted  bj-  the  cam  on  the  shaft  A 
by  the  roller  on  the  lever  G,  and  the  products  of  combustion  are 
exhausted  through  O.  Through  H  and  K  circulates  the  cooling 
water.  The  construction  illustrates  the  use  of  removable  plugs  or 
bonnets  for  convenient  access  to  the  \alves.  The  governing  in  this 
engine  is  effected  by  a  fly-ball  governor  at  the  side  of  the  engine, 
shown  at  B  inFig.  36,  which  controls  the  areas  of  the  ports  through 
which  gas  and  air  are  admitted  to  the  mixing-chamber.  The  lever 
H  above  the  chamber  turns  a  cylindrical  valve  or  shell  by  which 
the  area  of  the  gas-port  is  adjusted  by  varying  the  length  of  the 
port  uncovered  to  the  passage  C.  The  lower  lever  H  similarly 
controls  ihe  air-port  D,  so  that  any  desired  ratio  of  gas  to  air  can 
be  fixed  upon  and  will  be  permanent  until  readjusted  by  hand. 
Pointers  over  graduated  arcs  indicate  the  relative  positions. 
Inside  these  cylindrical  shells  the  governing  vuh'e  A  is  adjusted 
for  position  by  the  balls  of  the  governor  so  that  the  width  of  the 
two  ports  uncovered  is  made  to  vary  with  the  speed  of  the  engine, 
so  that  a  throttling  action  occurs  without  affecting  the  proportions 
of  the  mixture.  This  uniform  mixture  of  \-arying  volume  is 
fired  al  cvcr^'  working  stroke.  The  amount  of  energy  is  deter- 
mined by  the  volume  which  fills  the  clearance  and  therefore  by 
the  compression  of  the  charge,  and  not  by  its  constitution  or  the 
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proportion  of  combuslible  in  il.  Wht-n  the  gas  changes  in  quality 
or  richness,  an  adjustment  of  the  relative  areas  uf  gas  and  air 
introduced  in  the  mixing-valve  makes  the  necessary  adjustment 
for  such  change.  A  convenient  provision  on  the  cam-shaft 
enables  one  of  the  three  cylinders  to  be  disconnected  from  the 


Fio.  36. 


inlet  service  of  gas  and  air,  so  that  this  cylinder  can  be  connected 
rith  a  resen-oir  of  compressed  air  to  operate  as  an  air-engine 
and  turn  the  engine  over  until  the  other  two  cylinders  have  begun 
their  normal  function  of  compression  and  ignition.  The  sliding 
of  the  starting-cam  on  the  shaft  can  then  throw  the  air-inlets  from 
the  air-reservoir  out  of  action  and  the  gas-inlets  come  into  sen-ice. 
For  the  larger  sizes  of  engine  developing  several  hundred 
horee-power  the  horizontal  arrangement  of  cylinder  is  preferred 
(Fig.  37),   and  in   this  design  the  desired  smooth  and  regular 
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action  can  be  secured  by  using  the  two  cylinders  in  tandem,  i 
a  double-acting  engine. 

73.  The    Two-cycle    Engine. — The    term    "  two    cj'cle" 
been  applied  to  those  forms  of  engine  in  which,  as  in  the  derivB-  I 
tivcs  of  the  Clerk  design,  an  impulse  or  working  stroke  takes  place  1 


nnce  in  each  revolution.     This  is  nearly  always  secured  by  the   . 
expedient  of  closing  the  front  or  crank  end  of  the  cylinder  or  the 
crank-case,  so  as  to  make  this  end  ser\'e  to  draw  in  the  char^ge  and 
displace  it  into  the  back  end,  where  it  is  finally  compressed  and 
ignited.      This   construction   compels    the    cxhaust-porls   to    be 
located  as  in  the  Clerk  engine,  in  the  side  of  the  cylinder- bo  re,  30  I 
as  to  be  unco\'crcd  by  the  piston  just  before  it  reaches  its  outer- 
most position.     The  pressure  of  the  gases  from  the  front  or  dis- J 
placer  end  will  help  to  carry  the  exhaust  gases  out,  but  can-  must  J 
be  taken  to  prevent  the  escape  of  fresh,  unused  mixture  through  ] 
the  exhaust-port  by  having  this  latter  uncovered  t(X3  long.     Any  j 
products  of  combustion  which  remain  behind  the  working  face  A 
of  the  piston  act  to  heat  the  incoming  mixture  and  to  increase  ita  | 
volume  and  pressure  while  diminishing  ils  weight  and  density. 
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ving  to  dilute  the  composition  of  this  new  mixture 
There  has  been  an  opinion  ihat  ihi;  mixture  and  the  products  of 
Coinbuslion  have  a  tendency  to  slralify  behind  the  piston,  but 
le  exisieace  of  thJs  action  is  decidedly  questionable. 


iR 


Fig.  39. 


In  a  successful  form  of  two-cycle  engine  (Figs.  38,  39,  and  40) 

tile  mixture  of  carbureted  air  enters  from  the  carburetor  {see 

lapter  X)  through  the  opening  A  into  the  crank-case  on  the 

iward  stroke  of  the  piston.     The  downward  or  working  stroke 

■jg.  38)  after  the  ignition  of  the  working  charge  above  the  piston 

slightly  compresses  this  mixture  in  the  case  so  that  it  tends  to 

escape  through  the  channel  at  the  left  of  the  cylinder  as  soon  as 

the   descent   of  the  piston   shall  uncover  the  upper  end  of   it. 

The  descent  of  the  piston  first  uncovers  the  exhaust-porl  F  at  the 
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right  {Fig.  3q),  and  the  burnt  gases  flow  out  as  shown  D^a 

arrows.  The  enlarging  \'olumc 
of  the  exhaust-pipe  lowers  the 
velocity  of  the  escaping  gases 
and  lessens  the  noise.  The  fur- 
ther descent  of  the  piston,  now 
Hearing  its  lower  dead -centre, 
uncovers  the  inlet-port  C  (Fig. 
40)  when  the  compression  in  the 
crank-case  is  the  greatest,  where- 
upon the  fresh  mixture  flows 
into  the  volume  above  the  pis- 
ton, now  at  its  greatest  value, 
filling  this  with  the  new  charge. 
The  defleclor  G  throws  the 
chaise  of  fresh  mixture  away 
from  the  open  exhaust-port  and 
up  against  the  top  head,  so  that 
it  acts  to  force  out  from  above 
downward  any  burnt  gases  still 
left  behind  in  the  cylinder,  and 
this  action  continues  until  the  as- 
cent of  the  piston  closes  first  the 
inlet-port  C  (Fig.  39)  and  then  the  exhaust.  Compression  now 
ensues  above  the  piston  after  both  ports  are  closed  by  the  pjstoa 
(Fig.  38)  until  the  upper  dead-centre  is  reached,  when  the  ( 
pressed  charge  is  fired,  and  the  working  stroke  is  made  agi 
repealing  the  cycle. 

The  simplicity  of  this  cycle  has  attracted  many  designers  a 
users,  since  it  avoids  a  cam-shaft  and  has  only  a  valve  on  t 
inlet   connection  which  enters   at  A    from   the  carburetor, 
principal  objections  are  the  difficulty  of  regidating  it  closely  t 
speed,  and  the  trouble  which  arises  when  under  variable  resistancaj 
it  happens  that  the  combustion  of  the  charge  has  not  been  cotn 
piete  when  the  inlet  opens  (Fig.  40).     When  the  space  D  i 
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the  piston  has  flame  in  it,  and  the  port  C  is  opened,  the  flame  will 
run  back  and  ignite  the  mixture  stored  in  the  crank-case,  and  it 
may  not  be  renewed  again  sufficiently  soon  to  keep  the  engine 
turning  against  its  load.  Premature  ignitions  result  sometimes 
from  the  fact  that  the  compression  is  necessarily  invariable,  and 
particularly  if  there  are  any  projections  which  gradually  become 
red-hot.  The  deflector  G  is  kept  cool  enough  not  to  give  trouble 
from  this  cause  by  the  blowing  action  upon  it  of  the  relatively 
cool  current  of  fresh  charge. 

74.  Comparison  of  Types. — For  a  full  mathematical  and 
analytical  treatment  of  cycles  independent  of  the  mechanisms 
which  utilize  them  the  reader  is  referred  to  Chapter  XVII.  But 
for  the  present  purpose  a  summary  consideration  of  the  cycles 
in  connection  with  the  engines  which  utilize  them  would  bring 
out  the  following  results: 

C  a  certain  mass  of  gas. 
Given  <  the  same  compression, 

l^  the  same  heat-supply  after  compression, 

there  will  be  the  same  work  done  and  hence  the  same  efficiency 
in  the  cycles  of 

Camot, 
Otto, 
Brayton. 
For  the  reasons  for  this  conclusion  reference  should  be  had 
to  the  full  treatment  later  in  this  volume  (Chapter  XVII). 

If,  further,  a  comparison  be  made  to  ascertain  the  highest, 
lowest,  and  intermediate  values,  the  following  table  results: 


Iteni. 


Maximum  temperature 

Ptessuie  lange 

Volume  range 

Temperature  range 

Mean  effective  pressure. . . . 
Mean  effective  temperature 
Pressure  range 

Mean  effective  pressure 


Lowest. 


Camot 

Brayton 

Otto 

Carnot 

Camot 

Camot 

Brayton 


Intermediate. 


Brayton 

Camot 

Brayton 

Brayton 

Bravton 

Brayton 

Camot 


Highest, 


Otto 

Otto 

Camot 

Otto 

Otto 

Otto 

Otto 
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The  Diesel,  being  regarded  as  a  modified  Camot,  can  T 

broughl  into  ihis  grouping. 

It  does  not  necessarily  follow  that  the  maxima  of  theory  are 
the  most  convenient  or  practicable  in  practice.  For  example, 
while  the  Camot  holds  the  first  place  so  far  as  maximum  tem- 
perature is  concerned,  its  impracticability  gives  the  place  to 
Brajlon,  Since  neither  pressure  range  nor  mean  effecti\-e  pres- 
sure is  wanted  by  itself,  but  only  the  ratio  between  them,  Brayton 
holds  the  moal  favorable  place,  since  it  is  to  this  ratio  thai  the 
weight  of  the  engine  will  be  approximately  proportional.  The 
volimie  range  should  be  low,  which  is  the  great  advantage  of  the 
Otto.  The  mean  effective  temperature  should  be  low,  and 
Caraot  is  the  only  one  which  exceeds  the  Brayton  in  this  matter. 
The  low  mean  effective  pressure  of  the  Carnot  and  all  other 
isothermal  combustion  cycles  puts  them  out  of  cotisideration  in 
comparison  with  Otto  and  Brayton. 

It  is  not,  howe\'er,  a  matter  of  indifference  as  to  the  means  used 
to  get  the  heal  into  the  working  medium.  When  the  air  contains 
varying  degrees  of  moisture,  so  that  the  fuel  becomes  not  only 
carbonic  acid  upon  burning  in  the  air,  but  there  is  also  a  propor- 
tion of  steam  present,  what  I'alue  should  be  used  for  the  specific 
heat  in  such  a  combustion?  (par.  55}.  In  the  second  place,  the 
diemical  change  is  accompanied  by  a  change  in  the  intrinsic 
volume  (par.  14).  It  is,  furthermore,  likely,  in  the  third  place, 
that  a  fuel  may  give  out  more  heat  when  burned  in  one  way  than 
when  burned  in  another. 

75,  Other  Forms  of  Gas-eagine. — In  the  foregoing  enumer- 
ation of  types  of  gas-engine  motor  a  certain  hmiled  number  only 
have  been  referred  to.  A  modification  from  these  designs  has 
been  much  favored  in  England  and  is  coming  into  use  in  auto- 
mobile practice  in  this  country,  in  which  the  two  cyhndeis  oper- 
ating on  a  common  crank-shaft  are  put  on  opposite  sides  of 
the  crank-shaft  with  the  ciank  revolving  between  them.  Both 
cylinders  may  take  hold  upon  a  common  ciank-pm,  or  they  may 
be  connected  to  separate  cranks.     When  they  take  hold  upon  a 
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common  pin  and  lie  in  the  same  axial  line,  the  two  cylinders  can 
be  tied  together  conveniently  so  as  to  take  off  some  of  the  shock 
or  jar  due  to  the  liberation  of  forces  inside  the  cylinder.  This 
arrangement  is  known  as  the  opposed  or,  sometimes,  the  double- 
opposed  system.  The  use  of  four  cylinders  is  coming  increasingly 
into  use  for  automobile  practice  by  reason  of  the  action  of  this 
system  in  causing  four  impulses  in  every  two  revolutions  of  the 
shaft.  This  gives  the  same  quality  of  turning  effort  as  is  given 
by  the  steam-engine,  provided  the  ignitions  are  suitably  timed. 
This  four-cylinder  system  has  also  the  advantage  that  in  nearly 
all  circumstances  one  of  the  four  cylinders  will  have  in  it  a  com- 
pressed mixture  ready  to  be  ignited,  so  that  if  a  spark  can  be  fired 
in  all  cylinders  at  once,  with  the  transmission-gear  detached  from 
the  motor-shaft,  the  engine  becomes  self-starting  if  the  pistons 
are  tight  enough  to  have  held  the  mixture  from  escape  by  leakage, 
and  the  motor  was  stopped  with  the  igniting  device  either  out  of 
action  or  set  considerably  behind  (pars.  140,  164). 

There  has  been  proposed  by  certain  of  the  English  designers 
a  plan  to  have  the  exhaust-gases  which  remained  in  the  combus- 
tion space  swept  out  or  to  have  the  cylinder  and  combustion- 
chamber  "  scavenged  "  by  pure  air  so  that  the  combustible  charge 
should  be  a  mixture  of  gas  and  air  without  exhaust-gases  as 
diluents.  In  this  system  advantage  is  taken  of  the  oscillations 
or  waves  of  pressure  which  occur  in  the  exhaust-pipe,  due  to 
the  inertia  of  the  discharge  from  the  cylinder.  The  high-pressure 
discharge  being  succeeded  by  a  less  pressure,  it  is  possible  to 
make  the  period  of  this  diminished  pressure  coincide  with  the 
approach  of  the  piston  to  the  end  of  its  exhaust-stroke.  If  the 
exhaust-valve  is  kept  open,  in  communication  with  this  space  of 
diminished  pressure  and  the  charge  or  air-inlet  valve  is  held  open, 
while  the  exhaust-valve  is  also  open,  a  charge  of  pure  air  comes  in 
through  the  combustion  space  and  sweeps  the  burned  gases  from 
before  it.  There  have  also  been  designs  proposed  with  unusual 
arrangements  of  the  mechanisms  so  that  the  volumes  swept  through 
by  the  piston  should  be  different  for  the  different  phases  of  the 
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cycle  so  as  to  secure  a  maximum  increase  of  volume  in  the  expan- 
sion strolce  and  lower  the  terminal  pressure  when  exhaust  opens. 
These  designs  are  due  to  Mr.  Atkinson  of  England.  The  advan- 
tages offered  by  the  theory  of  these  designs  have  been  more  than 
offset  by  the  inconvenience  and  complication  of  the  mechanism 
with  which  they  were  carried  out.  Combinations  are  also  in  use 
with  the  Clerk  arrangement  of  exhaust-port  opened  by  the 
piston,  with  the  ordinary  cam-driven  exhaust-valve.  The  arrange- 
ment of  cylinders  tandem  on  a  single  piston-rod  (Fig.  37)  forms 
another  modification. 

76.  The  Compound  Gas-engine.— The  compound  gas-engine 
is  also  a  further  modification  in  which  the  expansion  of  the  gas, 
after  ignition,  keeps  on  by  continuous  action  through  two  cylinders 
of  successively  increasing  \'o!ume,  instead  of  being  completed  in 
one  cylinder  only.  The  purpose  of  compounding  is  to  diminish 
the  terminal  pressure  at  which  the  expanded  mixture  leaves  the 
engine  and  thus  utilize  the  heat  energj'  of  the  charge  more  com- 
pletely. It  also  acts  to  diminish  exhaust  noise.  The  difficulties 
in  the  way  are  those  which  attach  to  the  loss  of  pressure  and  heat 
incident  to  a  free  expansion  between  the  two  cylinders,  which 
causes  a  heat  loss  greater  than  is  regained  by  the  longer  range  of 
the  expansion.  The  second  cylinder  increases  the  engine  friction, 
and  the  additional  work  which  it  gives  out  is  small  compared  to 
the  work  done  in  the  6rst  one.  If  the  attempt  is  made  lo  gel 
more  out  of  the  second  cylinder  in  the  way  of  crank-pin  effort, 
it  becomes  of  larger  volume,  with  the  friction  proportionately 
increased.  The  second  cylinder  will  always  be  colder  than  the 
first,  and  the  passage  of  the  hot  gases  into  it  causes  a  loss  or  drop 
of  pressure  or  volume  by  this  chilling  action  which  is  not  regained 
in  work.  The  general  opinion  concerning  the  compound  engine 
to  date  has  been  that  the  gain  was  not  worth  the  sacrifices  c 
to  secure  it- 


CHAPTER  VI. 

GAS-ENGINES  USING  KEROSENK  OIL. 

77.  Introductory.— The  only  difFercnce  bt'twirn  an  imcmul- 
combustion  engine  using  kerosene  oil  and  the  gas  cn^iiu^  pi\»js.i  j\ 
that  the  oil-engine  requires  a  device  whereby  the  Ii(|uid  hul  m.ix 
be  atomized  or  pulverized  so  as  to  be  intHxhued  into  ihv  uu\uiiv 
in  a  state  of  such  line  division  that  the  licjuid  fiul  m  a  loiulm^ui 
analogous  to  a  mist  shall  be  distributed  all  through  \\w  humvuv 
of  oil  and  air  in  such  a  condition  that  the  j>n)|)a^aliuh  oi  il.mw 
shall  be  instantaneous  or  practically  so.  as  it  Im  in  a  niuiuiv  n^ 
air  and  gas.    The  difficulty  of  governing   in   tlu"  nil  uu;mv    - 
somewhat  greater  than  in  the  gas-engine,  sin(c  a  dhiji  ui  \\,^\n\\ 
oil  makes  a  considerable  volume  of  gas  when  Na|Mni,i»|      U   v 
slight  excess  of  liquid  fuel  is  injected  into  the  niJMuh  .tlu^^  liisv 
which  the  mixture  can  handle  with  (oniplil*-  t  »«iiilm  .iivu    i\<> 
liquid  fuel  is  broken  up  by  the  heat  and  i^  riilu  1  o\ii|i.mI  »i    t 
sociated.     If  simply  oxidized,  it  bums  as  a  hijuiil  in  ilu   »  \  l«u.i.  i 
and  exhaust-passages,  makmg  an  unjilea^anl  "dm  .inililv|>«'  u.... 
soot.     If  dissociated^  the  volatile  elcnienl-^   Ihiih  uII   .iiul   l»  •>x 
behind  a  carbon  residue  which  coats  ihr  -.iJiliiM  >  <iiitl  vlv*;    ilu 
passages.     It  is  the  variation  in  comfiOMiion  <*l  i  nitli   |<i  uv-l.  iun 
which  makes  it  practically  impos-^iblr  to  u-j-  iIh  jm  din  i  ih  in    '»l 
engines.    The  volatile  parts  will  \ii\)<)n/j'  and    \\n    K...  v».l.mK 
will  be  deposited,  forming  coating-^  and  <  lo//)yjii/y  <  ^limli  1  .  ^.dw 
and  passages 

78.  The  Priestman  Engine.-  'l\n    I'luyinunt  t  n\i\ni    u.i:   um 
of  the  eariiest  to  use  kero-ene  in  li'^uid  i'^nn      Ji  w.i  •  .i  tam  j»ha:.i 
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or  Otto  cycle  engine  w-ith  electric  ignition,  A  jet  of  kero 
is  forced  by  air-pressure  maintained  by  a  pump  in  a  reser\-oi 
into  a  jel  or  current  of  air  from  that  same  rcsen-oir.  The  kero 
sene  meets  the  air,  which  attaclis  it  in  annular  form  and  atomize 
or  pulverizes  it.  The  atomized  oil  in  a  vehicle  of  air  enters  j 
vessel  called  a  vaporizer,  which  is  kept  hot  by  the  exhausl-gi 
wlijch  are  in  a  Jacket  surrounding  the  vapori zing-chamber  On 
the  out-stroke  of  the  piston  the  mixture  from  the  vaporizer  passes 
into  the  cylinder  behind  the  piston  with  the  necessary  supply  of 
additional  air  to  make  an  explosive  mixture.  The  mixture  is 
compressed  by  the  return  of  the  piston,  and  is  fired  by  the  spaik 
from  an  induction-coil. 

To  start  the  engine  a  hand-pump  had  to  be  operated  to  | 
pressure  to  force  the  oil  through  the  spraying- nozzle,  and  1 
means  of  an  external  lamp  the  vaporizer  was  heated.  When  t 
vaporizer  was  hot,  the  engine  was  started  in  the  usual  way. 

In  this  engine  governing  was  effected  by  throttling  the  oil  a 
air-supply  and  the  effort  made  to  maintain  the  proportions  1 
weight  of  oil  and  volume  of  air.  The  compression  pressure  < 
the  mixture  before  ignition  is,  however,  steadily  reduced  ; 
load  is  reduced,  so  that  at  verj'  light  loads  the  engine  would  i 
almost  as  a  non- compression  engine.  The  vaporizer  was  haU 
to  become  flooded  with  oil,  which  lowered  its  temperature  < 
the  one  hand,  and  if  anything  happened  to  make  the  vaporizi 
loo  hot,  the  oil  would  decompose  with  a  deposit  of  carbon  a 
result. 

79.  The     Hornsby-Akroyd    Engine. — The    more 
British  form  of  the  kerosene  engine  is  known  as  the  Homslq 
Akroyd,     The  kerosene  is  carried  in  a  chamber  from  which  i 
is  drawn  by  an   oil-pump  driven  from   the  valve-shaft. 
pump  sends  the  oil  to  a  water-jacketed  chamber  at  the  side  of  the^ 
cyhnder  having  two  outlets.     One  of  these  is  a  by-pass  which  is 
operated  by  the  governor  permitting  the  return  of  excess  of  oil. 
When   the  by-pass  is  open  by  the  speed  of  the  governor, 
entire  capacity  of  the  oil-pump  is  returned  into  the  oil-reserv 
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When  it  is  closed  by  the  slowing  of  the  engine  and  the  increase 
of  the  load,  the  entire  capacity  of  the  pump  is  delivered  through 
the  other  opening,  which  is  a  small  needle-hole,  into  the  hot  chamber 
behind  the  piston  at  the  end  of  the  cylinder,  which  is  the  clearance 
or  combustion  volume.  This  chamber  is  first  heated  in  order 
to  start  the  engine  by  a  lamp  imtil  it  is  at  a  good  red  heat.  After 
the  engine  is  started  the  heat  of  compression  and  of  the  ignition 
of  the  oil  keeps  the  chamber  hot  enough  so  that  no  ignition  appa- 
ratus is  needed.  The  oil,  being  injected  into  the  atmosphere 
of  air  in  the  chamber  and  heated  by  the  compression  and  the  hot 
walls,  becomes  a  gas,  and  the  compression  and  the  heat  of  the 
walls  fire  it  as  the  compression  reaches  its  maximum  at  the  end 
of  the  stroke.  If  the  load  on  the  engine  falls  off,  so  that  too  little 
oil  is  delivered  to  the  combustion-chamber,  it  cools,  and  little  by 
little  the  engine  will  slow  down  imtil  it  will  finally  stop.  The 
engine  is  therefore  at  its  best  under  a  constant  and  adequate 
load  which  will  keep  the  pump  in  normal  discharge  and  the 
vaporizing-chamber  at  normal  heat.  The  troubles  in  this  engine 
are  due  to  a  deposit  of  carbon  in  the  chamber  due  to  dissociation 
of  the  oil  at  high  temperatures  and  the  clogging  of  the  needle- 
hole  in  the  jet  either  from  carbon  or  from  some  impurity  in  the 
oil. 

80.  The  Secor  Kerosene-engine. — The  Secor  engine  (Fig.  41) 
is  an  American  design  in  which  the  external  vaporizer  is  dis- 
carded, and  in  which  the  liquid  oil  is  drawn  in  at  atmospheric 
pressure  with  the  necessary  air  by  the  aspirating  or  charging 
stroke  of  the  piston.  The  proportion  of  liquid  to  air  is  propor- 
tioned by  a  micrometric  adjustment  of  the  inlet-valve  controlled 
by  the  governor.  The  lack  of  precision  incident  to  a  forced  oil- 
supply  and  an  inhaled  air-current  is  thus  avoided.  The  fuel  and 
air  come  together  in  a  mixing-chamber,  which  is  only  warmed 
by  conduction  from  the  motor  cylinder.  Cam -operated  poppet- 
valves  are  used.  The  charge  is  ignited  electrically,  using  the 
hammer-break  system  described  later  in  Chapter  XI.  If  too 
much  oil  should  collect  in  the  mixing-chamber,  it  will  make  the 
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governing  sluggish  under  varying  loads,  since  several  revolutiq 
must  take  place  before  the  governor  can  effect  the  passage  of  4 
into  the  mixing-chamber, 

8i.  The  Mietz  and  Weiss   Engine.— The  Mietz  and   Weiss" 

kerosene- engine  represents  the  two- phase  type.  It  requires, 
therefore,  that  the  crank-chamber  should  be  enclosed  in  order  thai 
a  moderate  compression  of  air  may  be  effected  on  the  outgoing 
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or  working  stroke  of  the  piston,  .^n  eccentric  on  the  shaft  of 
the  engine  operates  a  small  plunger  by  which  the  oil  is  injected 
into  the  cylinder.  This  oil  is  delivered  upon  a  conical  vaporizer 
which  is  preheated  by  a  lamp  in  starting  the  engine,  but  which 
is  kept  hot  by  the  ignitions  after  the  engine  is  moving.  The  air 
charge  is  received  from  the  crank-chamber  through  a  port  which 
is  opened  at  the  end  of  the  impulse  stroke  after  the  larger  exhau; 
port  has  been  first  opened  ihrough  which  the  previous  chai 
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escapes.     A  projection  or  deflector  on  ihc  piston  directs  the  in- 
coming charge  towards  ihe  head  of  ihc  cylinder  and  away  from   I 
the  exhaust-ports  as  in  Figs.  38-40.     A  small  valve  at  ihc  end  ■ 


of  the  oil-pump  cylinder  limits  the  amount  of  oil  injected,  and  the 
governing  is  done  by  a  push-blade  which  is  lifted  to  miss  contact 
with  the  plunger  if  no  charge  1  f  oil  is  desired.  This  engine  is 
also  made  into  a  two-phase  gas-engine  by  a  very  simple  conver- 
sion involving  only  the  omission  of  the  oil  system, 


conver-    ^^1 


^5° 


THE   C^S-ENGINE. 


82.  The  Diesel  Engine.     The  Hirsch  Engine.— The    Diesel 

engine  is  an  elTort  to  secure  the  realization  of  the  Camot  cycle 
by  having  the  healing  of  tlic  gas  lake  place  al  constant  tempera- 
ture.    It  was  prescnlcd  in  1897  by  Mr.  Rudolph   Diesel.     Tll( 


kcroscnc-oil  fuel  is  injected  by  a  pump  into  the  cylinder  at  1 
end  of  an  adiabatic  compression  of  the  air  drawn  into  the  cylinder 
on  the  aspirating  stroke.  Figs.  42  to  44  show  sections  of  the 
Diesel  engine  as  variously  designed,  and  Fig.  45  is  its  characteristic 
indicator-card.  To  secure  a  high  value  for  the  initial  tempera- 
ture,  and   a.   high    range   of  pressure    the   compression  of   the 
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*ir  Is  made  to  approximate  500  pounds  per  square  inch.  The 
oil  entering  inio  this  heated  atmosphere  is  al  once  raised  above 
the  temperature  of  ignition,  su  that  it  bums  with  a  utilization 
of  the  ncccssar)-  weight  of  air.  In  order,  however,  to  secure 
a  further  addilii>n  of  heat  lo  make  the  addition  approximate  an 
isothermal  addition,  a  further  quantity  of  oil  may  be  admitted 
so  as  to  maintain  a  constanl  tcmpcraliire  as  the  gas  is  expanded 
up  to  the  point  at  which  the  governor  should  cut  off  a  supply  of 
fuel.  After  the  cut-off  of  the  fuel-supply  adiabatic  expansion 
sets  in  and  is  continued  to  *ihe  end  of  the  stroke.  The  cylinder 
is,  therefore,  necessarily  made  longer  and  of  smaller  cros.s-scetion. 
The  air  is  delivered  into  the  cylinder  against  the  compressed 
air  within  it  by  pressure  from  a  separate  pump.     The   injection 


of  oil  is  once  in  each  two  cunipluie  revoluiions  ■d.'^  in  the  Otto 
cycle. 

The  F.  C.  Hirsch  motor  illustrated  in  Fig,  46  operates  on 
essentially  the  same  principle  as  the  Diesel.  The  jet  of  oil  enters 
the  hot  bulb  at  the  top  of  the  cylinder  at  the  moment  when  this 
is  tilled  with  hot  compressed  air  from  the  compression  or  upward 
stroke.  The  heat  of  the  walls  and  of  the  compression  gives  an 
initial  heal  and  pressure  to  the  air  sufficient  to  raise  the  oil  to 
ignition-point  and  still  further  raise  the  initial  pres.sure  of  the 
working  stroke.  In  the  card  in  Fig.  47  this  initial  pressure  is 
180  pounds  at  320  revolutions  per  minute,  giving  a  mean  pre^urc 
of  74.2.     The  oil-supply  is  regulated  by  a  governor,  or  can  be 
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controlled  in  marine  use  by  a  thumb-screw  operating  a  needle- 
valve.  The  engine  is  started  by  warming  the  bulb  by  a  Primus 
lamp  for  six  to  ten  minutes;  after  one  or  two  turns  of  the  starting- 
cranlt  the  engine  should  take  care  of  itself,  and  the  heating-lamps 


P^2k^ 


may  thereafter  be  put  out.  In  this  motor,  as  in  the  Diesel,  there 
can  be  no  pre-ignition,  since  the  compression  is  on  pure  air  without 
fuel.  The  latter  is  introduced  only  close  to  the  dead-centre. 
There  can  be  no  condensation  of  liquid  fuel  in  the  cylinder,  with 
consequent  irregular  action  and  offensive  odor  to  the  exhaust. 

83.  The    Ver    Planck  -  Lucke     Kerosene-engine.  —  Messrs. 
Wm.  E.  Ver  Planck  and  Charles  E.  Lucke  have  designed  and 
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operated  a  kerosene-engine  in  which  the  liquid  fuel  is  heated  so 
that  it  gives  off  a  vapor  from  the  liquid  until  the  tension  in  the 
closed  chamber  containing  the  kerosene  amounts  to  about  10 


Fig.  47. 

pounds  per  square  inch.  The  heating  is  done  at  first  by  an 
exterior  lamp  like  a  plumber's  torch,  but  afterw^ard  the  pressure 
is  maintained  by  the  heat  from  the  exhaust-gases.  The  kerosene 
vapor  from  this  closed  reservoir  is  delivered  to  a  mixing  and 
proportioning  valve  so  located  that  the  vapor  cannot  condense 
in  transit.  The  oil  vaporized  at  this  valve  meets  and  mixes  with 
a  similarly  controlled  air-current.  As  cold  air  is  used,  fairly 
high  compressions  are  possible,  much  higher  than  with  the 
hot-bulb  systems.  All  vapor  that  may  have  partly  condensed 
to  form  a  cloud  on  the  suction  is  rc-evaporatcd  the  next  instant 
on  the  compression  when  the  mixture  has  the  lowest  possible 
temperature  for  the  compression  pressure.  Ignition  is  by  electric 
spark. 

Should  a  sudden  load  through  a  demand  for  a  large  amount 
of  vapor  result  in  a  lowered  pressure  in  the  boiling-chamber,  there 
would  result  instantly  a  great  evolution  of  vapor  to  meet  the 
supply  from  the  heat  in  the  kerosene  which  has  a  temperature 
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due  to  the  higher  pressure,  and  is  therefore  superheated  for  s 
lower  pressure.  As  there  is  always  a  mass  of  liquid  oil  present 
in  the  kerosene  boiler,  its  temperature  can  ne\'er  rise  enough  to 
cause  decomposition  and  deposit  of  coke.  The  boiling  and  feed- 
ing is  continuou  ;  all  excess  vapor  passes  into  a  water- jacketed, 
liquid-kerosene  feed-pipe,  where  it  is  condensed  and  returned 
for  re -evaporation. 

84.  Comparison  of  Types. — ^The  introduction  of  the  successful 
atomizing  and  vaporizing  carburetor  has  been  the  most  notable 
step  in  putting  the  various  types  of  kerosene-engine  upon  prac- 
tically the  same  footing.  It  has  become  obvious  that  for  the 
satisfactory  working  of  kerosene  it  must  be  pulverized  or  broken 
up  by  the  atomizing  method  and  vaporized  before  entering  the 
cylinder,  in  order  10  give  the  best  results,  particularly  where  ihe 
load  varies  (see  par.  32).  Where  the  carbureted  air  enters  the 
cylinder  in  gaseous  form  under  all  variations,  the  efficiency  of 
the  various  types  will  approach  each  other.  The  superior  effi- 
ciency of  the  Diesel  type  over  the  others  results  from  the  com- 
bination of  atomizing  and  vaporizing  which  takes  place  in  the 
high  temperature  of  the  compressed  air  behind  ihc  piston  and 
in  the  presence  of  an  excess  of  air,  so  that  the  combustion  of  the- 
oil  is  practically  complete  in  an  atmosphere  of  air  supponing 
combustion.  Pre\'ious  to  the  introduction  of  the  carburetor^ 
kerosene-engines  only  worked  well  under  conditions  of  constat 
load. 


CHAPTER  Vn, 

GAS-ENGINES  USING  GASOLINE. 
AUTOMOBILE    ENGINES. 

85.  Introductory. — ^When  it  became  necessary  to  furnish 
motors  of  light  weight  for  mechanically  dirven  bicycles  and 
horseless  vehicles,  attention  was  at  once  directed  to  the  use  of 
air  carbureted  by  liquid  gasoline  to  make  a  gas  to  use  in  the 
cylinder.  For  this  class  of  service,  where  light  weight  was  the 
prime  requisite,  the  high-speed  engine  was  at  once  decided  on.- 
It  was  further  often  of  advantage  to  use  both  ends  of  the  cylinder^ 
so  that  the  type  called  the  two-cycle  type  has  been  much  used* 
Gasoline  was  preferred  to  kerosene,  since  it  carburets  the  re- 
quired air  more  rapidly  and  certainly,  without  the  application 
of  an  exterior  source  of  heat.  It  could  be  obtained  readily  in 
ordinary  stores  in  small  villages  and  towns,  and  became  the 
accepted  source  of  heat  in  spite  of  the  elements  of  danger  resulting 
from  its  volatile  character.  It  is  usually  carried  in  tanks,  either 
under  atmospheric  pressure  or  under  a  very  slight  air-pressure 
sufficient  only  to  insure  its  displacement  to  the  motor  as  required* 
The  advantages  incident  to  its  use  have  brought  it  forward  for 
bicycles,  automobiles,  and  launches.  The  inconvenience  of 
canying  water  for  the  cooling  of  the  cylinders  and  valves  of  such 
engines  has  introduced  what  is  called  the  air-cooled  motor,  in 
which  the  motion  of  the  cylinder  itself  through  the  air  should  be 
depended  on  to  cool  the  cylinder  to  the  necessary  point.  Where 
water  is  used  for  cooling,  it  will  usually  be  a  limited  weight  of 
it  which  will  be  cooled  by  circulating  through  a  radiator, — the. 
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ladiator  bein?  air-cooled  fur  land  practice  In  launch  practice 
the  water  in  which  the  boat  moves  can  be  used  for  cooling  directly 
or  for  cooling  the  radiator.  It  may  be  undesirable  to  circulate 
salt  water  containing  both  acids  and  mineral  salts  through  the 
water-jacket,  where  it  may  become  of  a  high  enough  temperature 
to  be  vaporized,  when  it  will  concentrate  the  acid  and  prccipitatt 
the  mineral  matter  with'n  the  jackets,  from  which  it  is  removed 
with  difficulty. 

86.  The  Air-cooled  Bicycle  Motor. — For  operating  a  motor 
bicycle  or  light  tricycle  the  air-cooled  system  is  the  only  con- 
venient one.  In  order  to  keep  the  weight  of  the  motor  and  the 
load  on  the  tires  to  their  lowest  terms,  the  crank  shaft  of  the  motor 
will  revolve  at  2500  revolutions  per  minute,  and  in  order  to  secure 
frequent  working  strokes  the  engine  will  be  of  the  two- cycle  type, 
giving  2500  explosions  per  minute.  If  the  arrangement  shown 
.yn'^Fig-  5°  he  selected,  for  example,  the  motor  cylinder  is  attached 
'  to  the  rear  member  of  the  frame,  so  as  to  bring  the  crank-shaft 
bearing  at  the  point  where  the  two  members  of  the  frame  join. 
The  reduction  of  speed  is  effected  by  a  belt  transmission  to  a 
flat  surface  forming  part  of  the  tire.  To  take  up  stretch  in  the 
belt  caused  by  dampness  and  use,  a  tightener  pulley  is  adjustable 
by  link  and  nut.  Chain  transmissions  are  of  course  not  open 
to  this  trouble,  but  are  less  silent.  The  gasoline  is  carried  m 
the  tank  hung  to  the  upper  member  of  the  frame  and  delivers 
by  gravity  to  the  carburetor  under  the  lank.  The  battery  and 
coil  for  the  ignition  are  under  the  saddle.     The  exhaust  passes 

\   into  a  muffler  under  the  lower  frame,  at  ihe  front.     It  will  be 

;  /^ofayerycd  that  the  cylinder  is  cast  with  deep  exlemal  ribs,  so  as 
•Jr''^j'\  to  expose  a  lai^c  radiating  and  contact  surface  lo  the  air  as  the 
J\^  A      motor  moves  through  it,  and  cause  an  effective  air  cooling. 

To  compel  the  motor  to  make  the  first  few  strokes  neccssar>' 
to  start  the  machine,  the  bicycle  is  fitted  with  the  ordinary  pedal 
equipment  with  coaster  brake,  so  that  by  starling  ihe  machine 
as  an  ordinary  bicycle  the  first  few  sirokes  are  made  by  the  move- 
ment of  the  machine  itself.     The  presence  of  the  jiedals  makes 
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pOKJble  to  operate  the  machini,'  by  foot-power  when  desirable. 
TJusally  there  is  an  arrangement  whereby  the  compression  on 
the  return  of  the  piston  in  starling  can  be  relieved  until  the  motor 
starts  its  cycle  regularly.  The  ignition  of  the  charge  is  by  electric 
spark,  which  can  be  advanced  or  retarded  or  prevented  by  a 
lever  on  the  handle-bur  or  between  the  knees  of  the  operator, 


and  this  is  used  as  a  speed-control  as  well  as  the  throttle-valve, 
ifhereby  the  quantity  of  fuel  admitted  to  the  carburetor  may 
be  varied.  The  bicycle  conditions  favor  the  use  of  the  closed 
crank-case,  so  that  the  aspiration  stroke  draws  upon  the  mixture 
which  is  enclosed  around  the  crank  under  shght  tension.  A 
bicj'clc  with  a  motor  of  this  class  will  weigh  about  125  pounds,  a,nd 
ihe  nominal  horse-power  of  the  motor  will  be  about  1}.   ] 
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87,  The  Air-cooled  Automobile  Motor.^Thf  most  proid 
ncnt  and  successful  American  air-cooled  automobile  engine  \ 
that  used  to  drive  the  Knox  automobile.  There  is  nothing  c 
tinctive,  however,  except  the  construction  of  the  cylinder,  which, 
instead  of  a  water-jackel.  has  a  large  number  of  metallic  spines 
screwed  radially  into  the  walls.  A  fan  dri\'en  by  a  belt  keeps 
up  a  good  circulation  of  air  through  and  around  these  spines, 
which  readily  conduct  the  heat  from  the  cylinder  walls  outward 
along  their  own  surfaces,  where  by  the  increased  surface  it  is  dis- 
sipated lo  the  air  more  rapidly.  These  spines  arc  made  of  \" 
round  iron  threaded  their  entire  length,  and  are  screwed  into  the 
walls.  If  the  surfaces  of  these  iron  rods  were  smooth  and  /  inches 
long  and  d  inches  in  diameter,  the  surface  for  radiation  from 
such  a  cyUnder  would  be  increased  by  the  cylindrical  surface  of 
the  («)  rods  or  by  jzdln  square  inches.  If  also  by  threading  the 
entire  length  the  surface  were  increased  y  limes,  so  that  the 
threaded  surface  =  j'X plain  surface,  then  the  radiating  surface 
by  the  addition  of  n  threaded  spines  would  be  increased  -diny 
square  inches 

Example. — 500  \"   spines    2"   long   in   which    the  ibreudcd 
surface  is  1.4  times  the  plain  surface  would  add 


-XIX2X500  X  1.4  =  1 100  ^<|Ui 


)  -J   These  engines  cannot  be  built  in  large  sizes,  however,   the 


f-y. 


V^  Xflmit  being  about  7  H.P.  in  one  cylinder,  by  reason  of  the  im- 
\  Vl_E^'-J''Jj'  "^  dissipating  large  quantities  of  heat  by  (he  use  of 
a  medium  having  so  low  a  specific  heat  as  air, 

88.  The  Water-cooled  Automobile  Motor. — In  choosing  a 
represenlalivc  type  of  water  cooled  gasoline  automobile  engine 
it  would  seem  appropriate  to  select  for  such  type  the  Daimler 
engine.  It  was  in  1885  that  Mr.  Gottlieb  Daimler  patented  his 
high-speed  gasoline  engine,  and  in  the  same  year  Carl  Benz  of 
Mannheim,  Germany,  constructed  and  patented  his'  first  gaso- 
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line  tricycles.  The  next  period  of  progress  brought  to  the  front 
the  French  designers  Peugeot,  Panhaid.  De  Dion,  and  Mors.  The 
American  introduction  of  these  same  types  is  to  be  credited  to 
Haynes  &  Apperson  of  Indiana,  and  Winton  of  Cleveland. 

A  typical  Daimler  engine  would  be  such  a  one  as  is  shown 
in  Figs.  51  and  52,  having  four  cyhnders  arranged  in  pairs  of  a 
cylinder  diameter  a  little  less  than  3^  and  of  stroke  a  little  less 
than  4  inches.  The  crankshaft  revolves  at  930  revolutions.  It 
operates  on  the  Otto  cycle,  with  the  inlet-valves  opening  auto- 
matically on  the  suction  stroke  and  the  exhaust-valves  mechani- 


Fio.  SI 

calljr  driven  from  a  cam-shaft  turning  at  half  speed,  driven  from 
the  motor-shaft  by  gears.  The  governing  is  effected  by  the  out- 
ward movement  of  weights  on  a  horizontal  shaft  whose  centrifugal 
tendency  is  comiteracted  by  springs.  This  governor  throttles 
the  inlet  of  charge  into  the  cylinder  by  means  of  a  rod,  and  this 
same  rod  can  be  controlled  from  the  operator's  seat  for  varying 
speed  at  will.     The  cylinders  arc  arranged  vertically,  which  is  the 
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most  convenient  arrangtmcnl  where  there  are  as  many  cylind) 
as  four  in  se  ies,  and  the  cylinders  are  water-cooled  by  the  cirt 
lation  in  jackets  of  water  from  a  tank  by  means  of  a  centrifiij 
pump  driven  from  the  motor-shaft.  The  ignition  may  be  by  a  fa 
tube,  or,  in  order  to  secure  variations  in  the  point  of  ignition  a 
avoid  the  limits  set  by  the  hot  lube,  electric  ignition  can  also  % 
used.     For  convenience  of  access  for  inspection  and  repair, 


Fig.  sa. 

valvc-bonnots  arc  held  down  by  covers,  seating  on  ground  joinl 
so  that  by  loosening  a  bolt  which  holds  down  a  dog  bearing  up( 
these  detachable  covers,  the  latter  can  be  removed  and  the  v 
inspected-  The  details  of  transmitting  the  motion  of  the  ir 
shaft  to  the  propelling  wheels  of  the  vehicle  arc  aside  from  t 
present  purpose. 

89.  Variations  in  the  Automobile  Motor. — The  v 
from  the  foregoing  typical  form  which  are  to  be  met  in  the  succe 
ful  forms  of  the  present  day  cover  a  wide  range.  These  vai 
tions  are  often  of  commercial  origin  in  the  matter  of  affeclir^ 
the  price  at  which  the  motor  and  its  \-chicle  can  be  sold,  as  well 
as  the  results  of  difference  in  selection  of  type.  The  engine  may 
have  three  vertical  cylinders  or  two.  The  motor  cylinders  may 
be  axranged   horizontally   instead  of  vertically.     They   may   be 
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placed  on  ooposie  ai5es  of  the  shaft,  if  arranged  hori/ontally, 
or  or-  ie  ^*'"-^  ^5e.  They  may  be  of  the  two- phase  or  the  four- 
phase  fvici 


Tbey  ziij  d^er  in  iheir  methods  of  ignition,  ah  hough  the 
elearlc  5j-^C£=.  in  c-zie  crihe  other  of  its  forms  (pai.  128).  hv  reason 
of  the  c:-Ten:*=ce  :::  vaning  the  time  of  ignition  has  pradi 
callv  dirrli^ec  all  other  forms.  The  contn)l  of  speed  hv  the  hit 
or-mif-s  zzxTJ^jC.  of  governing  has  been  superseded  by  one  of  the 
other  forms  of  control,  and  the  throttle  system  eontrolhng  hoth 
air  and  gasoline  is  the  one  which  is  in  most  freciuent  use.  This 
control  of  Ae  motor  action  by  throttle  and  by  s|)ark  gives  .1  wide 
range  of  pr.wer  and  of  speed  in  the  motor  itself  without  ( ;illinj«[  for 
readiustment  in  the  transmission  machinerv  between  the  nmior 
and  the  propelling  wheels  of  the  vehicle.  This  doubh-  <Miiirn| 
is  usually  attached  to  the  steering  column  of  the  <  ;ir.  or  it  im;i\  In- 
operated  by  the  feet.  Probably  1200  revohilion^  jkt  niinuir 
may  be  considered  as  the  normal  speed  of  motor-,  of  tlii  <  I.i  . 
Their  horse-power  ranges  from  six  in  the  single  <  ylindn  dr  ii'.n  . 
to  thirtv-five  and  fortv,  and  even  sixtv  or  eiglitv  hoi  .e  imiw.i  m 
machines  intended  exclusively  for  racing  upon  jneii.ned  if.mI:.. 
The  condition  in  motoi  trucks  introduces  no  (on  uh  r.iMr  diiiei 
ences  in  the  motor  design,  but  mainly  in  the  ge;inn|^  v.ln  rrl)\  the 
speed  of  the  motor  is  reduced  to  that  of  lh(  |»ioj»elIiiij':  uheeK 
with  a  correspondmg  gam  in  leverage  In  tni(  k  .  foi  he.ivy  loads 
the  motor  requires  to  have  a  considerable  tonpie  in  order  to  siart 
the  vehicle  from  rest  on  grades  (>r  on  a  rougli  and  resistant  road- 
wav. 

The  internal-combustion  engine  has  nf)t  a  yd  found  ii< 
widespread  application  to  the  condition  of  Iiea\y  motor  trucks. 

90.  The  Latmch  Engine. — The  condition.-^  in  the  launch 
engine  resemble  those  in  the  motor  vehicle  e.\(cj)i  iluit  the  load 
for  resistance  is  not  so  likelv  to  varv  within  the  same  ran^^e  of 
limits.  The  variation  in  resistance  will  be  a  variation  in 
speed.  For  this  reason  the  two-rycie  design  has  been  a  favorite 
for  launch  practice,  and  in  the  Lozier  type  selected,  this  feature  is 
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embodied  in  the  cycle  illustrated  in  paragraph  73,  Figs.  38, 39,  and 
40.  The  speed  and  power  are  varied  by  throttling  the  mixluie. 
The  mixed  charge  slightly  compressed  in  the  crank-case  passes 
into  the  working  cylinder  at  the  end  of  the  working  stroke  and  ia 
there  compressed  In  common  with  all  engines  of  this  design. 
if  the  mixture  is  impoverished  to  a  point  at  which  its  combustion 
is  retarded  and  is  not  completed  by  the  time  the  exhaust 
opens,  and  the  inlet-val  e  immediately  thereafter,  it  is  easily 
possible  for  a  flame  to  pass  through  the  inlet-valve  and  ignite  the 
mixture  in  the  crank-case  with  a  somewhat  disconcerting  report, 
and  of  course  a  stoppage  of  the  motor  until  the  crank-case  shall 
be  filled  again  with  a  fresh  unbumcd  mixture.  The  regularity  of 
the  resistance  in  launch  practice  is  favorable  abo  to  the  employ- 
ment of  kerosene- engines.  An  increasing  development  of  recent 
years  has  been  the  introduction  of  auxiUary  gasoline-motors  into 
sailing  yachts  and  catboats.  Under  ordinary  circumstances  the 
sail  power  is  greatly  in  excess  of  the  power  of  Ihe  auxiiiaiy  en- 
gine, but  the  latter  can  be  used  when  the  wind  has  failed  or 
as  a  means  of  manauvring  the  boat  in  starting  and  in  landing 
without  reference  to  the  sail-power  The  requirement  of  such 
an  engine,  so  far  as  its  propelling  fealuies  are  concerned,  is  that 
when  the  screw  is  not  turning  il  should  not  oppose  an  undue 
resistance  lo  the  motion  of  the  boat.  Foi  this  reason  variable- 
pitch  screws  01  blades  whose  pilch  can  be  reversed  are  quite 
usual  By  reversing  the  pilch  the  engme  can  be  made  lo  back 
the  boat  wilhoul  changing  the  direction  of  the  rotation  of  ihe 
motor  shaft, 

91  Converted  Gas-engines.— Il  will  be  apparent  that  any  of 
the  gas-engines  discussed  in  Chapter  V  can  be  made  into  gaso- 
Ime  engines  when  they  are  to  be  used  in  places  where  gas  is  not 
natural  or  easily  manufacluied  by  a  very  simple  conversion.  All 
thai  needs  lo  be  done  is  to  introduce  a  carbureiing  device  of 
acceptable  form  (Chapter  X).  so  thai  the  suction  stroke  shall 
draw  in  caibuieled  ait  mslead  of  distinct  and  separate  supplies 
of  gas  and  air  through  two  inlet-openings.     It  may  possibly 
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happen,  where  the  compression  volume  relatively  to  the  piston 
displacement  in  the  design  of  the  engine  was  small,  that  the 
mixture  of  carbureted  air  rich  in  gasoline  will  give  trouble  from 
pre-igniting,  due  to  the  richness  of  the  mixture.  This  can  be 
corrected,  of  course,  by  impoverishing  the  mixture,  but  the  engine 
will  not  be  as  efficient  as  it  would  be  in  running  upon  a  fuel  for 
which  the  compression  volume  was  more  correctly  designed 
(pars.  152,  202). 


92,  Introductory. — It  is  possible  to  carburet  the  charge  of 
air  entering  the  motor  Cylinder  by  the  use  of  alcohol,  as  well  as 
by  cither  kerosene  or  gasoline.     The  greatest   development   of 
the  alcohol-motor  has  been  in  Germany  and  France,  rather  than 
in  America,  for  reasons  of  a  purely  economic  rather  than  tech- 
nical sort.     The  high  re\'cnue  tax  upon  alcohol  as  a  feature  of 
American  practice  has  made  it  less  attractive  than  the  petroleum 
derivatives  on  which  there  is  no  such  tax.     In  France  and  Germany 
there  has  been  a  governmental  encouragement  towards  the  pro-  1 
duction  of  alcohol  by  distillation  which  has  been  lacking  inAmerica.  I 
It  is  not  usual  to  use  the  ethyl  alcohol  or  spirits  of  wine,  but  more 
usual  to  use  the  methj'l  or  wood  alcohol  in  spite  of  its  pimgent 
and   disagreeable   odor.     It   is,   again,   often   impossible   to   get 
alcohol  free  from  water,  and  in  automobile  practice  it  is  usual  to 
render   the  alcohol   non-potable  by  introducing   some   form   of 
hydrocarbon  to  a  degree  which  makes  it  unpalatable.     In  France, 
on  the  other  hand,  the  ethyl  alcohol,  from  the  prevalence  of  the   , 
vineyard,  is  more  used   than  the  wood-alcohol.     Recapitulating   ' 
the  statements  in  paragraph  34,  it  should  be  noted  that  a  very  i 
usual  engine  mixture  in  use  quite  extensively  is  as  follows; 

Ethyl  90  per  cent 100     vob. 

Methyl  go  per  cent 10        " 

Hydrocarbon 0.50  " 

110.50  " 
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What  is  designated  as  denatured  alcohol,  sometimes  called 
by  the  trade  name  of  electrine,  takes  the  above  mixture  of 
alcohols  and  adds  an  equal  volume  of  benzol.  This  mixture  has 
a  specific  gravity  of  0.835,  as  compared  with  water,  and  has  a 
calorific  power  of  13,150  B.T.U,  The  hydrocarbon  referred  to  in 
the  alcohol  mixture  is  usually  not  defined  beyond  that  it  should 
have  a  boiling-point  between  350^  and  440°  Fahrenheit. 

•  The  limitations  set  by  the  use  of  alcohol  as  a  fuel  are  mainly 
in  the  carburetor.  A  carburetor  to  handle  alcohol  requires 
to  be  hot  and  to  be  kept  at  a  higher  temperature  than  works 
satisfactorily  with  the  more  volatile  gasoline.  A  verj'  usual 
method  is  to  start  the  motor  with  gasoline,  using  a  gasoline  car- 
buretor, which  will  usually  perform  its  functions  while  the  engine 
is  cold.  After  the  engine  has  become  well  heated  the  gasoline 
is  shut  oflf  and  the  other  part  of  the  carburetor  is  turned  upon 
alcohol.  Fig.  69  illustrates  the  Marienfclde  form  of  duplex 
€:arburetor  for  gasoline  and  alcohol. 

93.  Alcohol-automobile  Motor.  The  Gobron-Brilli6.  Since 
the  use  of  alcohol  as  fuel  has  not  been  extensive  as  yet  in 
America,  the  student  has  to  turn  to  French  sources  for  an  example 
of  an  alcohol-motor.  The  type  selected  might  be  any  of  the 
gasoline  types,  fitted  with  such  form  of  carburet  or  (Chapter  X) 
as  should  be  adapted  to  work  with  alcohol.  The  engine  part 
would  require  no  modification.  For  a  type  specially  designed 
for  the  use  of  alcohol  probably  one  of  the  most  interesting  is  the 
Gobron-Brilli6,  illustrated  in  Fig.  48. 

This  engine  is  fitted  with  tw^o  pistons  in  one  cylinder,  one 
through  a  direct  and  the  other  through  a  back-acting  connecting- 
rod  acting  on  the  same  crank-shaft.  The  tw^o  cranks  are  set  at 
180®.  The  arrangement  selected  is  for  a  two-cylinder  engine 
carrj-ing,  therefore,  four  pistons;  the  two  lower  pistons  act  on  a 
single  crank.  The  carburetor  (Chapter  X)  is  designed  especially 
to  keep  the  mixture  constant  in  proportion  by  mechanical  means. 
A  spindle  is  rotated  by  the  machine  through  a  small  angle  by  a 
ratchet.     Corresponding  to  each  ratchet  tooth  is  a  small  bucket 
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on  a  wheel  inside  the  carburetor  casing.  These  bucKi 
up  the  alcohol  from  the  bottom  of  ihc  fted-chamber  and  deposit 
the  measured  amount  in  the  aspiration-pipe  where  it  meets  the 
inrushing  stream  of  heated  air.  Of  course  this  measured  amount 
must  be  just  so  much  as  can  be  carried  in  one  bucket,  and  every 
stroke  of  the  engine  causes  just  exactly  the  same  amount  of  alec 
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to  be  fed  i.e.,  the  contents  of  one  bucket.    Ignition  is  electric,  ami 
governing  effected  by  spark  variation  {Chapters  X  to  XII), 

94.  Alcohol-launch  Engine. — It  has  long  been  desired  to 
use  alcohol  instead  of  naphtha  or  gasoline  in  pleasure-launches, 
on  account  of  the  avoidance  of  the  odor,  and  the  greater  supposed 
safety  of  alcohol  as  a  fuel.  Any  automobile  motor  can  be  applied 
to  latmch  uses,  as  the  problem  of  propulsion  on  the  water  is 
usually  less  complicated  than  on  the  land,  by  reason  of  the  practi- 
cally uniform  resistance  offered  by  water.  The  alcohol-launches 
in  America  most  usually  have  condensing  engines  on  account  of 
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the  cost  of  alcohol,  and  when. the  apparattis  must  operate  con- 
densing it  is  usually  more  convenient  to  use  the  alcohol  as  a  heat 
medium,  and  by  the  usual  steam-engine  cycle  with  the  heat 
applied  from  without  or  externally,  and  abandon  the  internal- 
combustion  principle.  In  the  alco-vapor  launches,  for  example, 
alcohol  is  not  burned,  but  the  heat  is  furnished  by  burning  kerosene 
under  a  retort  in  which  the  alcohol  is  vaporized,  and  its  vapor 
tension  drives  the  piston.  In  the  ordinary  naphtha-launches  part 
of  the  naphtha  is  used  in  a  burner  to  vaporize  and  give  tension 
to  that  part  which  drives  the  engine,  operating  in  a  closed  circuit 
or  cycle. 
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95.  Introductory.  —  Since  the  internal-combustion  engine 
operates  by  the  oxidation  of  the  fuel  in  the  cylinder,  it  is  of  vital 
importance  that  the  proportion  of  fuel  and  air  should  be  properly 
adjusted  to  each  other  and  to  the  work  to  be  done.  As  the  re- 
sistance on  the  crank-shaft  may  increase  or  decrease  the  supply 
of  fuel  should  increase  or  decrease,  and  the  system  of  governing 
should  be  adjustefl  so  as  to  keep  this  mixture  and  the  proportioning 
of  it  at  the  point  of  highest  efficiency.  In  liquid  fuel  this  matter 
is  of  special  consetjucncc,  since  a  drop  of  the  Hquid  makes  a  con- 
siderable volume  of  gas  when  vaporized,  and  a  \'cry  small  \-aria- 
tion  in  the  supply  of  liquid  will  make  a  wide  variation  in  ihe 
supply  of  gas.  It  will  be  seen  in  the  discussion  on  governing 
that  the  proportioning  of  the  mixture  requires  as  careful  attentii 
as  the  amount. 

In  the  engine  which  draws  its  supply  of  fuel  from  a 
and  particularly  from  one  which  has  been  divided  and  has  ramifii 
through  a  building  or  a  plant,  it  may  easily  happen  that  the  (jressure 
in  the  pipe  supphing  the  engine  will  vary  from  day  to  day  or 
from  hour  to  hour.  In  engines  suppUed  through  carburetors 
the  speed  of  the  engine  may  easily  produce  a  considerable  differ- 
ence in  the  flow  of  fuel  and  the  proportions  of  the  mixture  due 
lo  inertia  of  inlet-valves  or  any  circumstance  which  causes  them 
to  open  sluggishly  or  reluctantly  for  the  inspiration  stroke. 

Where  the  engine  receives  gas  from  a  house-pipe  which  si 
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pKes  illuminating  fixtures,  a  further  diflSculty  is  to  be  guarded 
against  in  the  fluctuation  of  these  lights  when  the  engine  makes 
its  draught  upon  the  volume  of  gas  in  the  pipe.  Such  fluctuation 
is  not  only  bad  for  the  working  of  the  engine,  but  the  flickering 
of  the  lights  is  disagreeable  and  must  be  prevented.  The  manner 
of  doing  this  in  most  frequent  practice  is  the  introduction  of  a 
chamber  of  variable  volume  close  to  the  engine  on  the  pipe  which 
supplies  the  gas  to  it.  This  variable  chamber  is  most  frequently 
a  bag  of  flexible  rubber,  which  fills  during  the  three  strokes  during 
which  no  gas  is  withdrawn  and  collapses  partially  when  the 
inspiration  occurs.  If  a  collapsible  rubber  bag  is  inconvenient, 
somewhat  the  same  effect  can  be  produced  by  an  enlargement  of 
the  pipe  so  as  to  form  a  volume  or  storage  space  in  which  the 
elasticity  of  the  gas  itself  shall  act  somewhat  as  the  flexible  rubber 
of  the  bag.  These  enlargements  are  best  arranged  so  that  the 
gas  in  flowing  into  them  comes  in  at  one  end  and  passes  out  at 
the  end  opposite  with  some  distance  between  the  inlet  and  outlet. 
The  enlarged  cross-section  at  once  reduces  the  linear  velocity 
of  the  gas  at  that  end  which  is  towards  the  lines  to  be  affected, 
and  the  withdrawal  by  the  engine  from  the  other  end  does  not 
produce  a  perceptible  pulsation,  where  the  waves  of  such  pulsa- 
tion are  broken  by  so  considerable  a  change  of  cross-section. 

96.  Automatic  Mixing  by  Suction. — ^The  most  frequent 
method  of  securing  the  desired  proportions  of  gas  and  air  in  the 
gas-engine  is  by  means  of  a  separate  valve  for  air  and  for  gas 
(See  Figs.  28,  29),  the  areas  of  whose  openings  are  adjusted  to 
the  desired  proportion.  When  the  pressure  on  the  working  side 
of  the  piston  is  reduced  by  the  outgoing  stroke,  these  two  valves 
will  lift  automatically  by  the  excess  of  pressure  without,  and 
through  each  of  them  will  stream  the  proper  volume  by  reason 
of  the  difference  of  pressure  below  them  and  above  them.  It 
win  be  apparent,  however,  that  if  either  pressure  varies  Cit  is 
usually  the  gas-pressure  which  varies),  the  mixture  will  not  be 
that  for  which  their  areas  have  been  adjusted  and  a  different 
proportion  of  mixture  will  be  the  result.    There  will  be,  usually. 
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a  cock  in  the  gas-supply  pipe  which  is  supposed  to  be  wide  c 
when  the  engine  is  at  work.     It  is  obvious  tliat  if  it  is  pa 
dosed  a  verj'  considerable  variation  in  the  proportions  of 
mixture  will  prevail,  constantly,  as  long  as  that  condition 
If  the  gas  changes  in  quality  or  richness,  a  desirable  chai 
mixture  can  only  be  reached  by  adjustment  of  that  gas-cc 
the  areas  of  the  vah-es  are  themselves  unalterable.     The  air- 
valve,  as  a  rule,  is  not  capable  of  adjustment.     It  opens  to  the 
outer  air  or  to  the  air  of  the  room  in  which  the  engine  operates, 
and  there  is  no  way  in  which  it  can  be  increased.     It  may 
diminished  if  its  lift  is  controlled  by  a  spring  or  by  a  stop,  but, 
general,  the  adjustment  of  the  air-valve  is  not  practised  in 
automatic  system.     The  inlet  of  air  is  often  an  occasion  for  nou 
in  the  gas-engine,  since  the  cross-section  of  the  opening  will 
necessity  be  usually  much  less  than  that  of  the  piston,  so  that  the 
velocity  of  the  air  through  the  opening  is  many  times  greater  than 
the  linear  velocity  of  the  piston  on  its  inspiration  stroke.     la 
some  forms  of  engine  a  muffler  is  introduced  on  the  inlet  so 
to  quiet  the  sound  of  the  air  through  a  constricted  opening. 

The  system  of  mixing  by  automatic  action  is  the  chea; 
to  construct.  In  its  simple  form  it  attaches  itself  to  gove] 
by  the  hit-or-miss  system  {par.  136).  It  has  the  objections 
high  speeds  which  apply  to  any  automatically  operated 
resulting  from  the  delay  in  opening  to  admit  the  incoming  change 
when  these  valves  have  any  weight  or  mass  or  must  overcome 
the  action  of  the  spring  which  holds  them  shut.  This  s_vstem 
is  particularly  unreliable  when  there  is  no  pressure  in  the  tank 
or  vessel  containing  the  fuel.  As  the  speeds  increase  the  mi.Yture 
drawn  in  becomes  less  and  less  rich,  due  to  the  inertia  of  the 
as  well  as  the  inertia  of  the  valve. 

97.  Proportioning  by  Adjustable  Valves.  —  A  better  syi 
of  piDportioning  the  mixture  makes  the  inlet  area  both  0 
and  of  air  controllable.     This  system  appears  in  both  the 
and  Westinghouse  engines  (Figs.  33.  36).     In  the  Nash  t 
the  lift  of  the  valve  is  controlled  both  for  gas  and  for  air  to 
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proper  adjustment  of  proportions  as  revealed  by  the  indicator- 
card,  and  the  governor  of  the  hit-or-miss  type  never  varies  the 
proportions  after  they  are  once  adjusted.     In  the  Westinghouse 
engine  the  proportions,  when  once  adjusted,  are  not  varied,  but 
the  governor  acting  on  a  second  valve  draws  in  more  or  less  volume 
of  the  uniform  mixture  as  the  demands  of  the  resistance  may 
require  (Fig  36).    The  proportioning  valve   is  adjusted  experi- 
mentally with  the  indicator  for  the  best  efifect  with  the  fuel  and 
pressure  prevailing  at  the  engine.    If  any  change  takes  place  in 
either  quality  or  pressure  of  the  fuel,  the  adjustment  of  the  propor- 
tioning valve  must  be  altered  accordingly.    When  once  correct, 
however,  the  adjustment  need  not  be  changed.     In  the  engines 
which  draw  their  supply  of  air  from  out  of  doors,  as  in  auto- 
mobile practice  the  proportion  of  air  and  fuel  is  more  likely  to  vary 
widely.     There  is  a  greater  weight  belonging  to  a  given  volume 
in  cold  weather  when  the  air  is  dr}',  while  in  warm  weather  and 
when  the  air  is  full  of  moisture  there  is  a  corresponding  difference 
in  the  amoimt  of  oxygen  in  a  given  volume,  which  will  mar  the 
proper  working  of  the  engine  as  the  result  of  variations  in  the 
character  of  the  mixture.      This  system  leaves  much  to  be  de- 
sired.   The   logical  outcome    of   this    system   is   governing  by 
throttling  the  mixture  and  not  by  var^'ing  or  impoverishing  it. 

98.  Proportioning  by  Mechanically  Operated  Valves. — By 
reason  of  the  difficulty  referred  to  above  from  the  inertia  of 
sluggishness  in  action  of  automatic  valves  the  tendency  in  high- 
speed practice  in  the  automobile  has  been  distmctly  towards 
mechanically  operated  inlet-valves  which  shall  open  positively 
at  a  definite  point  of  the  stroke  by  means  of  cams  driven  from 
the  half-time  shaft  of  the  motor  (see  Fig.  49).  With  mechani- 
cally operated  valves  governing  must  be  done  by  throtth'ng  the 
amount  of  mixture  which  reaches  the  valve.  The  objection 
to  the  single  mechanically  operated  inlet-valve  which  has  been 
urged  is  that  it  admits  a  charge  of  fuel  to  the  cylinder  at  every 
stroke  whether  the  engine  requires  it  or  not.  This  is  avoided 
in  some  engines  by  the  use  of  two  inlet-valves,  one  for  gas  alone, 
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and  the  other  for  the  mixture  (see  Fig.  33*.     The  effect,  howeve^ 
of    overcoming    the    resistance    of    the 
valves  by  mechanical  means  in  enabling 
the  cyhnder  to  receive  its  full  charge  of 
fuel    at    high   speeds   overbalances    the 
objection   from   this   point   of  view.     It 
may    be    serviceable    to    show   quanti- 
tatively  how   considerable   the   suction- 
throttling  may  easily  become,     .^t  32"  F.  ^^-  *'*■ 
and  at  one  atmosphere  pressure  the  volume  of  a  pound  of  air  is 
12.387   cubic  feet  and   it   weighs  .0808    pound  per   cubic  foot. 
At  any  other  pressure  pi  its  volume  v^  will  be 


7X'4-7 


_PoV. 

and  the  weight  per  cubic  foot  the  reciprocal  of  this,  or 


i2.387Xr4.7 


=  .0055^,  pound. 


I 


1 


If  it  be  assumed  that  by  the  sluggishness  of  the  valves  and  air 
due  to  inertia  and  friction  the  pressure  of  the  aspiration  stroke 
is  only  10  pounds  absolute  instead  of  14.7,  then  the  weight 
will  be 

u\  =  .0055  X 10  =  .055  pound. 

But  at  atmospheric  pressure  there  should  have  entered  .0808 
pound,    hence  .080S-. 055  =  .0253    pound    less  went  in   to   fill 

the  volume  generated,  or  a  loss  of  „  '  =31  pe.  cent  as  com- 
pared with  that  weight  of  mixture  thai  would  have  gone  in  if  the 
speed  had  been  lower,  the  ports  large  enough,  and  the  valves 
effectively  opened  (see  par.  178). 

^.  Proportioning     by     Volumes     of    Pump     Cylinders. — A 
system  of  proportioning  the  charije  by  means  of  separate  pumps 
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for  air  and  fuel  secures  a  positive  and  continuous  adjustment  of 
their  relative  proportions  when  the  volume  displaced  by  the  piston 
of  each  pump  is  once  fixed.    This  system  is  independent  of 
variations  of  pressure  in  the  gas-mains  and  to  a  great  extent 
independent  of  barometric  pressure  and  atmospheric  tempera- 
ture.     This  principle  is  carried  out  in  the  Korting  engine  and 
is  discussed  under  the  method  of  governing  that  engine  (par..7i). 
ICO.  Proportioiiixig    by    Control    of    the    Carburetor. — ^The 
design  of  carburetor  can  be  made  to  determine  the  proportions 
of  the  mixture.    This  can  be  done  either  by  varying  the  pro- 
portion of  pure  air  which  meets  the  carbureted  air  in  order  to 
furnish  the  necessary  amount  of  oxygen  for  complete  combus- 
tion, or  the  entire  amount  of  air  may  pass  through  the  carbureting 
appliance  and  the  amount  of  fuel  be   regulated  by  restricting 
its  flow  (see  Chapter  X).     It  is  more  convenient  to  have  the 
proportioning  done  by  the  former  process,   since  under  these 
circumstances  the  only  necessary  adjustment  will  be  for  varia- 
tion in  the  quality  of  the  fuel  due  to  changes  in  its  calorific  value 
and  by  changes  in  the  barometric  or  hygrometric  state  of  the 
air.    When  a  proportion  for  constant  conditions  has  once  been 
established,  the  governing  appliance  will  take  care  of  the  quantity 
of  mixture,  while  the  adjustment  of  the  carburetor  takes  care 
of  the  quality.      It  is  inconvenient  to  make  the  carburetor  vary 
both  quality  and  quantity  and  to  saddle  the  combined  functions 
upon  the  governing  apparatus.     As  will  be  seen  in  the  treatment 
of  carburetors  in  the  next  chapter,  it  is  quite   easy  to  adjust 
the  proportion  of  liquid  fuel  when  the  suction  effect  is  practically 
constant  so  as  to  make  the  desired  mixture. 

loi.  Effect  of  Scavenging. — It  has  already  been  foreshadowed 
in  a  previous  paragraph  (No.  75)  that  methods  have  been  de- 
signed to  cleanse  the  cylinder  from  burnt  products  of  combus- 
tion by  providing  for  a  scavenging  effect  by  means  of  pure  air. 
The  effect  of  this  scavenging  stroke  is  to  relieve  the  cylinder 
and  the  combustion-chamber  of  gases  which  are  not  supporters 
of  combustion,  so  that  when  the  fresh  mixture  came  in  it  should 
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not  become  diluted   by  being  mixed  with  exhaust-gases  whi 
were  not  combustible. 

It  is  apparent,  therefore,  thai  any  device  in  the  design  of 
the  engine  which  shall  produce  an  effect  the  reveree  of  scavenging 
will  produce  a  material  variation  in  the  composition  of  the  mLn- 
lure  whose  ignition  performs  the  working  stroke.  Those  methods 
of  governing  which  preclose  the  exhaust-valve  before  the  stroke 
is  ended  leave  a  residue  of  such  incombustible  gases  in  the  cylinder. 
This  residue  not  only  prevents  the  inlet  of  the  same  quantity  of 
new  mixture  on  the  inspiration  stroke  as  would  enter  if  the  com- 
bustion-chamber had  been  completely  emptied,  but  by  their 
presence  in  the  mixture  they  retard  the  rapidity  with  which  the 
combustion  takes  place  in  ihe  fresh  mixture;  their  heat  lowers 
the  density  of  the  charge  and  therefore  diminishes  the  intensity  of 
the  initial  pressure  and  the  average  or  mean  pressure  throughout 
the  working  stroke. 

It  will  be  apparent,  therefore,  that  the  effect  of  these  gases 
when  the  governor  uses  them  as  a  means  of  controlling  spec'd 
is  twofold.  They  act  to  diminish  the  quantity  of  combuslible 
and  to  modify  its  normal  behavior  after  ignition.  It  is  the  latter 
effect  which  is  the  element  of  uncertainty  in  the  proportioning 
of  the  mixture  with  this  system. 

102.  Effect  of  Variations  in  the  Hiztuie. — The  principal 
effect  of  variations  in  composition  of  the  explosive  mixture  is 
upon  ihe  rapidity  with  which  the  flame  propagates  itself  through- 
out the  combustion-chamber.  Experiment  has  shown  that  there 
is  a  proportion  ai  which  the  pressure  at  the  beginning  of  the 
stroke  caused  by  the  inflammation  of  the  mixture  rises  most 
rapidly  and  produces  the  greatest  effect  (see  Chapter  XIX).  To 
impoverish  this  mixture  by  diminishing  the  proportion  of  fuel 
in  it  retards  the  ignition  process,  diminishes  the  initial  pressure, 
lowers  ihe  average  or  mean  pressure  through  the  forward  stroke, 
and  may,  perhaps,  be  carried  to  a  point  at  which  ignition  will 
not  occur  at  all.  At  or  near  ihe  limit  of  such  impoverishment 
it  will  be  apparent  that  variations  in  the  amount  of  the  com- 
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pression  on  the  return  stroke  will  vary  the  readiness  of  the  mixture 
to  ignite.  Where  the  impoverished  mixture  is  also  throttled, 
it  may  result  that  on  the  return  or  compression  stroke  the  com- 
pression may  not  reach  a  point  at  which  that  particular  mixture 
would  ignite  at  all,  whereas  a  richer  mixture  or  a  higher  com- 
pression would  both  of  them  favor  such  ignition  and  cause  it  to 
take  place.  An  impoverished  mixture,  furthermore,  and  partic- 
ularly one  which  is  diluted  with  products  of  combustion,  may 
ignite  slowly  enough  so  that  it  is  not  completely  burned  at  the 
time  when  the  exhaust-valves  should  open  at  the  beginning  of 
the  return  stroke.  This  state  of  affairs  is  particularly  annoying 
with  the  two-cycle  type  of  engine,  since  the  incoming  charge  of 
fresh  combustible  mixture  is  expected  to  follow  the  discharge 
of  the  products  of  combustion.  If  the  latter  are  flaming  after 
the  exhaust-valve  is  opened,  they  will  ignite  the  incoming  mixture, 
and  usually  that  ignition  will  run  back  into  the  crank-case  or 
other  end  of  the  cylinder,  setting  fire  to  the  charges  of  mixture  in 
that  space,  which  will  result,  of  course,  in  the  stoppage  of  the 
engine.  Retarded  ignition  which  continues  into  the  exhaust- 
pipe  will  obviously  make  the  latter  excessively  hot. 

It  is  apparent,  furthermore,  that  indeterminate  variations 
of  the  mixture  render  it  difficult  or  impossible  to  regulate  the 
engine  closely  to  a  predetermined  speed.  If  the  mechanical 
appliances  for  regulation,  acting  according  to  law,  produce  their 
eflfects  upon  a  mixture  which  is  not  determined  by  law,  an  un- 
certainty in  regulation  is  at  once  unavoidable.  If  the  mixture 
is  varied,  it  should  be  varied,  in  a  determinate  way. 

103.  Effect  of  Speed  Variations  in  Varying  the  Mixture. — 
With  engines  working  upon  gaseous  fuel,  the  effects  of  variation 
in  speed,  and  particularly  the  effects  of  high  speed,  are  not  apparent 
in  producing  wide  variations  in  the  proportions  of  their  mixture. 
In  the  engines  which  carburate  the  air  by  a  liquid  fuel,  the  effect 
of  speed  variations  and  high  speed  in  var}ing  the  mixture  will 
usually  be  considerable.  If  the  liquid  fuel  is  inspirated  into  a 
current  of  air,  the  pressure  which  causes  that  inspiration  of  liquid 
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will  be  greater  when  the  speed  of   such   mspiration   is  higti! 
There  will  result,  therefore,  that  the  mixture  will  be  richer  from 
the  action  of  this  cause  when  the  speed  is  high  than  whi-n  ihc 
speed  is  low. 

On  the  other  hand,  if  the  inlet-valves  of  the  engine  are  operated 
automatically  by  tliffercnces  of  pressure  inside  the  cylinder  on 
the  inspiration  stroke,  as  compared  with  the  pressure  of  the 
external  air,  the  inertia  of  these  valves,  and  of  the  column  of  air 
in  the  pipe  and  of  the  liquid  to  be  inspirated  into  the  column  of 
air  have  to  be  overcome  by  that  difference  of  pressure;  and  if 
the  time  of  the  inspiration  stroke  varies  as  the  speed  of  the  engine 
varies,  it  will  be  obvious  that  carburated  air  will  flow  into  the 
cylinder  through  a  less  proportion  of  the  inspiration  stroke  st 
high  speed  than  when  the  period  of  that  stroke  is  longer.  If,  on 
the  other  hand,  the  valves  are  mechanically  operated,  the  inertia 
of  the  valves  is  eliminated  from  the  problem,  but  only  the 
inertia  of  the  air  and  liquid  remain.  For  these  reasons  the 
mechanicaUy  operated  inlet-valves  cause  a  less  wide  variation  in 
the  mixture  than  is  certain  to  occur  with  the  automatic  system 
of  inlet-valves. 

It  may  easily  occur  wilh  the  aulomatic  system  that  a  speed 
should  ^K  reached  at  which  ihc  inertia  of  ihe  flow  of  mixture, 
together  with  friction  in  pipes,  bends,  and  valves,  may  result 
in  a  relatively  small  proportion  of  mixture  reaching  the  cylinder 
(par.  98}.  On  the  return  of  Ihc  piston  the  compression  will  be 
less,  and  the  less  volume  of  fuel  will  make  the  next  working 
stroke  a  weaker  one  as  the  result  of  both  effects.  Barometric 
pressure  of  the  external  air  will  obviously  influence  the  respons;; 
of  the  air  in  the  pipes  to  the  differences  of  pressure  inside  the 
cylinder  and  out.  If  the  air  is  cool  and  dry,  il  weighs  more  to 
the  cubic  foot  than  when  the  air  is  warm  and  moist.  These 
causes  pnxiuce  as  [heir  effect  the  curious  phenomenon  of  a 
diminishing  horse-power  in  the  motor  with  increase  of  its  speed 
of  revolution.  This  is  a  condition  which  is  practically  unknown 
in  engines  of  the  constant-pressure  class,  such  as  the  steam-engine 
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receiving  energy  in  the  form  of  a  gas  under  pressure  from  a 
reser\oir.  As  in  the  previous  case,  this  variation  of  speed  may 
be  both  in  quantity  and  in  quality,  with  carburated  mixtures, 
since  the  inertia  of  the  liquid  will  be  different  from  that  of  the 
air,  and  the  effects  of  speed  on  such  inertia  will  be  different. 

If,  from  any  circumstance,  the  mixture  becomes  too  rich  in 
fuel,  the  combustion  will  be  probably  incomplete  within  the  cylin- 
der, and  the  exhaust  will  have  an  offensive  odor  from  partly  burned 
and  partly  carbonized  fuel.  This  state  of  affairs  will  reveal 
itself  also  by  the  presence  of  visible  vapor  resembling  smoke  in 
the  otherwise  colorless  exhaust-gases. 

Obviously,  also,  defective  proportioning  of  this  sort  consumes 
an  unnecessary  or  wasteful  amount  of  fuel. 


105-  In  cities  and  elsewhere  the  stationary  internal-com- 
bustion engine  may  receive  its  supply  of  hydrocarbon  for  use  as 
fuel  in  the  form  of  gas  from  a  central  generating  station.  This 
gas  distributed  through  mains  and  pipes  is  ready  for  use  as  re- 
ceived. When  the  plant  using  gas-engines  is  a  large  one  the 
necessary  gas-supply  can  bo  more  cheaply  supplied  from  an 
independent  producer  (pars.  24-38). 

In  small  isolated  plants,  such  as  the  automobile  and  the  launch 
for  marine  purposes,  it  is  convenient  to  make  use  of  the  hydro- 
carbon in  liquid  form.  It  can  be  carried  conveniently  in  tanks 
and  supplied  to  the  engine  as  required,  and  is  consumed  in  the 
form  in  which  it  is  bought  and  sold  in  the  market. 

The  use  of  the  liquid  hydrocarbon,  however,  will  necessit 
an  apparatus  whereby  the  gas  can  be  manufactured  from 
liquid  fuel  as  required  by  the  engine.  The  most  convei 
form  of  gas  for  engines,  perhaps,  will  be  that  which  is  made 
carburating  atmospheric  air  as  described  in  paragraph  31. 
of  the  great  steps  in  the  development  of  the  modem  internal- 
combustion  engine  has  been  the  design  of  satisfactory  apparatus 
to  carburate  air  just  before  it  enters  into  the  combustion-chamber. 
The  idea  of  tarburation  is  not  a  new  one,  but  the  improvement 
in  the  forms  which  have  been  produced  for  the  purjMase  has 
drawn  a  distinct  line  between  the  early  and  the  more  modem 
forms.  In  fact  it  is  not  loo  much  to  say  that  the  successful 
working  of  the  automobile  engine  and  of  all  other  engines  of 
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same  class  is  principally  dependent  upon  the  certainty,  reliability, 
and  satisfactory  working  of  the  carburating  device. 

The  carburating  apparatus  will  ser\T  to  saturate  atmospheric 
air  with  any  liquid  hydrocarbon.  There  will,  therefore,  be 
carburetors  for  gasoline,  for  kerosene  and  for  alcohol,  divided 
only  as  required  by  the  varying  characteristics  of  the  liquid.  In 
general  the  process  of  carburation  is  to  saturate  the  atmospheric 
air  with  the  hquid  fuel  in  a  finely  divided  or  atomized  state  like 
a  mist.  This  general  principle  of  atomization  has  long  been  used 
in  medicine  and  surgery  and  is  familiar  in  the  form  of  the  apparatus 
used  in  spraying  perfumes.  The  air  saturated  with  a  mist  of 
hydrocarbon  will  subsequently  undergo  a  further  mixture  with 
an  additional  supply  of  air  such  as  may  be  required  for  its  full 
and  complete  combustion  in  the  working  cylinder.  With  the 
less  volatile  hydrocarbons  the  process  of  carburating  the  air 
cannot  be  satisfactorily  carried  on  at  the  ordinary  temperatures 
of  the  external  air.  The  carburetor  for  such  liquids  will  have 
both  the  principle  of  atomization  and  the  subsequent  vaporiza- 
tion by  heat.  When  the  engine  is  working,  the  vaporization  can 
be  effected  by  waste  heat  from  the  hot  exhaust-gas.  In  starting 
the  motor,  however,  when  all  is  cold,  the  vaporization  requires 
an  outside  source  of  heat  in  lamp  or  torch  or  otherwise. 

The  first  principle  in  carburation,  historically,  is  the  evapo- 
ration of  the  volatile  hydrocarbon  at  atmospheric  temperatures, 
from  the  surface  of  its  own  liquid.  Such  carburation  may  be 
called  surface  carburation,  and  the  evaporation  may  then  be  from 
the  cool  surface,  or  the  volatility  of  the  liquid  may  be  increased 
by  heating.  This  system  requires  that  a  current  of  air  to  be 
carburated  moves  over  the  surface  of  the  liquid. 

The  second  system  may  be  called  the  principle  of  mechanical 
ebullition.  The  current  of  air  to  be  saturated  is  made  to  pass 
through  the  liquid  mass,  so  that  it  bubbles  up  through  the  liquid 
and  escapes  at  the  surface.  By  this  bubbling  the  liquid  is 
mechanically  agitated  and  a  certain  proportion  of  it  is  entrained 
with  the  air  in  a  finely  divided  state  or  mist. 
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The  third  principle  is  that  of  the  spray  carburetor.  These 
are  true  atomizers  in  which  the  jet  of  liquid  fuel  s  thrown  up 
into  the  current  of  moving  air  by  the  fact  that  the  air  on  its  way 
to  the  cylinder  on  the  aspirating  stroke  of  the  engine  has  a  pressure 
less  than  atmosphere.  A  small  orifice  or  nozzle  opening  into 
the  suction-pipe  delivers  the  liquid  fuel  into  that  moving  current, 
and  by  the  mechanical  action  of  this  current  the  mist  or  cloud 
of  liquid  particles  is  distributed  through  the  moving  current 
which  it  saturates. 

It  will  be  seen  in  the  later  treatment  that  ihe  form  of  the 
apparatus  utilizing  this  third  principle  for  the  less  volatile  hydro- 
carbons will  require  that  the  spray  be  made  into  a  gas  by  heat. 
With  gasoline,  as  a  rule,  it  is  not  necessary  to  vaporize  the  mist. 
The  first  two  principles  are  practically  out  of  competition  with 
the  third,  which  is  the  modem  form. 

io6.  The  .Surface  Carburetor.  The  De  Dion  Motor-cycle 
Tjrpe. — One  of  the  carliesi  forms  of  the  surface  carbureter  was 


brought  out  for  the  early  motor  cycles  and  is  illustrated  in  Figs.  53 
and  54.     The  liquid  gasoline  is  poured  into  the  containing  vcs-ic! 
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and  lies  in  the  lower  part.  The  current  of  external  air  is  drawn 
down  through  the  inlet  J  so  that  underneath  the  plate  L  it  spreads 
itself  over  the  surface  of  the  gasoline  and  picks  up  the  vapor 
which  rises  to  the  surface.  The  level  of  the  plate  L  can  be  ad- 
justed as  the  level  of  the  liquid  varies.  It  acts  both  as  a  spatter- 
plate  and  to  discharge  the  air  in  an  even  volume  over  the  surface. 
The  volatility  of  the  gasoline  may  be  increased  by  passing  hot 
exhaust-gas  through  the  tube  A  and  out  into  the  exhaust-pipe 
at  H.  The  carburatcd  air  rises  at  the  top  of  the  carburetor 
through  the  opening  B  into  the  chamber  K,  which  is  known  as 
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the  tirin  tap  from  its  construction  as  shown  in  Fig.  54.  The 
carburaled  air  from  the  carburetor  meets  an  a<ldilional  supply 
of  air  from  outside  through  D.  which  is  protected  by  a  wire 
cage  and  can  be  controlled  in  area  by  means  of  the  lever  (7. 
This  control  can  be  made  to  van-  tlie  proportion  of  fuel  and 
air  which  passes  through  the  passage  R  into  the  pipe  E,  which 
delivers  the  mixture  in  explosive  projxirtions  lo  the  engine  cyl- 
inder.     The  lever  G'  is,  therefore,  a  throttle  lever  vaning  the 
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amount  of  mixture  delivered  to  the  cylinder,  while  ihe  lever  G 
varies  the  proportions  of  air  and  fuel  in  the  mixture.  That  is, 
G  regulates  the  quality  and  G'  regulates  Ihe  quandty. 

107.  Wick  or  Flannel  Carburetors. — Belonging  to  this  same 
type  and  form,  the  second  class  are  the  carburetors  which  are 
known  as  the  felt  or  fldtinel  iypc,  of  which  Fig.  55  will  serve  as 
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an  illustration.  The  air  is  drawn  in  by  suction  of  the  i 
stroke  through  the  pipe  e  and  enters  at  v,  so  that  a  pressure  less 
than  Ihe  atmosphere  is  created  in  the  carburating- chamber.  The 
carburetor  is  made  of  ihin  metal  and  is  divided  into  a  spiral  by  fl 
ihin  metal  coil  which  is  fast  to  the  lop  of  the  carbureter,  but  doi 
not  extend  all  the  way  to  the  bottom.  It  will  be  plain,  therefore 
that  when  the  carbureter  is  filled  half  full  of  gasoline,  as  to  t 
le\'el  of  the  line  .rv,  for  example,  the  atmospheric  air  which  entcj 
through  the  opening  of  the  valve  v  will  be  compelled  by  the  spill 
to  pass  around  the  coil  in  order  to  reach  the  central  outlet  i 
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be  dischaiged  through  the  pipe  e.  The  surface  of  the  spital  coil 
is  covered  with  felt  or  fknnel  loosely  stretched  on  the  thin  metal 
by  basting  it  through  holes  made  for  the  purpose.  This  felt  or 
flannel  reachii^  down  into  the  gasoline  draws  up  the  liquid  by 
capillaty  action,  and  the  passage  of  the  air-current  over  the  wick 
surface  evaporates  oflf  the  liquid  and  thus  saturates  the  air. 

In  surface  or  wick  carburetors  of  this  type  experience  shows 
that  the  best  results  are  secured  when  about  four  inches  of  liquid 
lie  in  the  bottom  of  a  carburetor  about  eight  inches  deep. 


In  another  form  of  wick  or  surface  type  (the  Brayton,  Fig.  56) 
the  space  b  is  filled  with  sponge  or  felt  or  some  material  of  simi- 
lar sort.  The  liquid  hydrocarbon  enters  at  the  lop  through  the 
pipe  e,  while  a  jet  of  air  is  forced  through  the  pipe  /,  scning  to 
atomize  or  spray  the  liquid.  The  additional  air  nccessarj-  for 
the  complete  combustion  enters  through  the  pipe  o  and  passes 
through  the  porous  bed  b,  when  the  valve  s  is  opened.  The  cut 
shows  this  form  of  carburetor  applied  directly  to  the  engine  cyl- 
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inder.    The  opening  closed  by  the  plug  g  is  provided  to  iecSv! 
a  taper  to  effect  the  ignilion  in  starting  the  engine.* 

The  objection  to  the  tlannel  or  wick  carburetor  for  out-of-door 
use  has  been  the  gradual  fouling  of  the  fibres  of  the  wick  wilh 
dust,  so  ihal  on  becoming  clogged  ihey  would  no  longer  serve 
as  an  evaporating  surface.  The  objections  to  the  De  Dion  form 
of  evaporation  directly  from  the  surface  of  the  mass  were  that  | 
the  process  of  vaporization  requires  a  certain  amount  of  heatJ 
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which  was  naturally  absent  from  the  liquid  mass.  It  gradually, 
therefore,  became  chilled  and  frozen,  or  in  any  case  lost  its 
readiness  to  give  off  its  volatile  components  as  the  temperature 
lowered.  Furthermore,  as  the  volatile  elements  were  naturally 
drawn  off  first,  the  mixture  became  less  and  less  volatile,  until 
finally  its  capacity  for  saturating  air  at  atmospheric  temperatures 
disappears  entirely  by  the  continued  process  of  fractional  distil- 
lation at  atmospheric  temperatures. 

Figs.  57  and  58  show  a  form  of  wick  or  flannel  carburetor  in 

•  For  the  privilege  of  using  Figs  55  and  i;6  in  thci'  prcsenl  form,  as  repro- 
duced from  patent  drawings,  Ihe  author  is  indtbitil  to  the  International  Text- 
book Co.  of  Scranton,  Pa. 
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which  the  current  of  air  is  made  to  traverse  a  considerable  length 
of  porous  surface  by  the  construction  of  baffle-plates  attached 
alternately  to  the  opposite  sides  of  the  vessel  and  reaching  nearly 
across.  The  air  enters  into  the  first  compartment  c  and,  after 
passing  from  side  to  side  over  the  felt  surface  which  is  moistened 
by  the  gasoline,  it  passes  outward  through  the  pipe  /  through  q. 

108.  Carbuntion  from  a  Gauze  Surface.  Olds  Type. — To 
avoid  the  inconvenience  from  a  fibrous  or  porous  material  and 
B  the  convenient  va[>orization  from  the  gasoline  surface 
the  type  of  carburetor  used  in  the  Olds 
a  motor  offers  some  distinct  advantage. 
As  presented  in  Fig.  SQi  the  supply  of  air 
i  from  without  cntL-rs  from  the  right.  The 
"  supply  of  liquid  fuel  is  delivered  through 
the  pipe  N  under  slight  pressure  to  the 
interior  of  the  conical  tube  of  light  wire 
gauze.  The  ai r  passing  around  this 
moistened  gauze  surface  picks  up  the 
required  amount  of  fuel  and  passes 
through  the  throttle-valve  V  to  the  engine,  .'^ny  liquid  which 
the  air  does  not  absorb  runs  down  through  the  conical  tube  and 
is  delivered  back  to  the  supply-lank.    Fig.  60  shows  the  con- 

J 
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struction  of  the  carburetor  system  complete.  A  small  leather 
diaphragm  at  A  has  upon  its  surface  a  varjing  pressure  resulting 
from  the  pulsations  caused  by  the  trunk  uf  the  engine  in  the 
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closed  crank-case.  It  therefore  acts  as  an  air-pressure  pump,  1 
ing  fuel  to  B.  From  here  it  circulates  through  the  carburetor 
proper  C,  and  any  unused  excess  goes  back  to  the  bottom  of  the 
fuel-tank. 

109.  Carburation  by  Uechanical  Ebullition. — In  the  eariy 
Daimler  cycles  and  motor  cars  ihe  form  of  carburetor  devised 
by  Gottlieb  Daimler  was  used,  which  is  shown  in 
Fig.  61-  In  the  cylindrical  vessel  containing 
gasoline  was  placed  a  hollow  float.  The  entering 
air  came  down  through  the  central  tube,  which 
was  borne  by  the  float  so  [hat  there  should  be  a 
conslant  immersion  of  the  lower  end  of  that  tube 
below  the  surface  of  the  liquid.  As  the  engine 
made  its  aspirating  stroke  air  was  drawn  in  both 
through  the  top  of  the  smaller  cylinder  and  through 
the  central  lube.  The  air  which  passed  through 
the  gasoline  became  carburaled  and,  uniting  with 
the  air  from  without,  passed  to  the  engine  cylinder 
in  explosive  proportions. 

The  objections  to  this  system  were  the  same 
as  those  attached  to  the  De  Dion  type  as  far  as  the 
Fkj,6i.         lowering  of  temperature  and  the  fractional  dis- 
tillation arc  concerned, 

no.  Spray  Carburetors.  Float-feed  Type.  Haybach's. — The 
third  principle  in  carburation  which  involves  the  spraying 
action  of  the  liquid  fuel  into  the  current  of  air  is  the  modem 
system.  It  appears  in  two  general  forms.  In  the  one  the  level 
of  the  gasoline  in  the  tank  or  chamber  which  supplies  the  spraying 
jet  is  kept  at  a  conslant  level  a  little  below  tliat  of  the  nozzle,  so 
that  the  reduction  of  pressure  causes  the  flow  of  liquid.  When 
the  aspiration  ceases  the  flow  ceases  without  the  intervention  of 
a  valve  whose  closure  shuts  off  the  delivery  of  fuel.  In  the  second 
type  the  flow  of  fuel  is  checked  by  the  closure  of  a  valve,  and 
therefore  no  float  is  required  to  maintain  a  constant  level  witl^j 
respect  to  the  orifice  of  the  jet. 
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One  of  the  earliest  of  the  float  carburetors  was  that  of  William 
Maybach,  a  colleague  of  Daimler,  which  is  shoT,vn  in  Fig.  63. 
The  gasoline  is  delivered  by  gravity  or  pressure  into  the  top  of 
the  chamber  at  the  right  through  the  opening  which  is  controlled 
by  a  needle- valve  attached  to  the  float  A .  As  the  float  falls  the 
supply  of  liquid  is  permitted  to  rise,  and  as  it  rises  the  opening 
is  closed.  The  bottom  of  the  float-chamber  is  connected  to 
the  carburetor  proper  through  the  pipe  B.  The  air  enters  upon 
the  aspirating  stroke  when 
the  valve  D  is  opened, 
whereby  the  pressure  in 
the  mixing  -  chamber  is 
made  less  than  atmos* 
phere,  so  that  the  liquid 
fuel  rises  through  the 
capillary  orifice  by  excess 
of  pressure  and  mixes  with 
the  air  m  C,  It  will  be 
apparent  that  no  valve  is 
necessary  except  the  one 
controlled  by  the  float,  and  the  fuel  will  only  enter  the  mixing- 
chamber  C  as  required,  with  the  pressure  variation  upon  the 
suction  stroke  of  the  motor.  The  more  complicated  forms  of 
float  carburetors  are  really  all  derivatives  of  the  simple  Maybach 
type.     Some  illustrative  types  may  be  useful. 

III.  Float  Carburetor  Constant  Level.  Distributing  Cone. 
The  Phoenix-Daimler,  and  Longuemare. — The  float  in  the 
chamber  with  the  needle-valve  attached  directly  to  it  was  found 
to  offer  some  inconvenience  when  applied  to  the  motor  vehicle 
exposed  to  jolts.  The  needle-valve  would  be  opened  by  the 
inertia  of  the  float,  even  when  the  chamber  was  full  enough  to 
close  Vhe  valve  when  the  carburetor  slo<xJ  still.  It  was,  there- 
fore, a  »mple  modification  to  sei»arate  the  float  from  the  needle- 
yalve  and  to  cause  the  latter  to  be  held  shut  by  counterweight 
levers,  whose  action  should  be  overcome  by  the  float  when  the 


Fig.  62. 


THE  GAS-ENGINE. 


level  fell.     The  form  of  carburetor  shown  in  Fig.  63  illustrates 
the  coimterweightcd  spindle,  and  in  addition  the  plan  of  making 
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the  jet  of  gasoline  to  impinge  upon  a  conical  surface  where  it 
should  be  spread  in  a  th'n  film  over  which  the  incoming  air  must 


The  Longuemare  carburetor,  shown  in  Fig.  64,  illustrates  the 
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same  type  of  float  and  counterweighted  levers  for  the  needle- 
valve  and  the  same  principle  of  baffling  the  flow  of  liquid  fueL 
The  gasoline  enters  at  the  inlet  /  at  the  lower  left  hand  and  is 
discharged  through  the  nozzle  which  is  controlled  by  the  valve  !»• 
The  air  enters  from  without  at  X,  and  the  mixture  passes  to  the 
engine  through  the  connection  F.  The  valve  L  controls  the  size 
of  the  fuel-jet,  and  by  means  of  the  handle  S  the  proportion  of 
air  which  the  gasoline  saturates  is  controlled  by  means  of  the  lift 
of  the  check-valve.  The  additional  supply  of  air  which  does  not 
imdeigo  saturation  passes  around  through  the  space  P  to  form 
the  explosive  mixture.  This  form  of  carburetor  is  fitted  with  the 
heat-jacket  V  within  which  the  hot  products  of  combustion  may 
circulate  if  desired.  For  starting  the  carburetor  with  the  more 
reluctant  liquids  the  hollow  jacket  can  be  packed  with  cotton 
or  similar  material  soaked  with  liquid  fuel  and  then  ignited. 
The  openings  c  permit  the  flow  of  air  for  combustion  until  there 
shall  be  a  flow  of  hot  gas.  At  d  are  wings  of  thin  metal  which 
are  intended  to  grow  hot  and  to  serve  as  vaporizers  in  addition 
to  the  carburetor  effect  below. 

112.  Float  Carburetor.  Constant  Level  with  Baffle-plates. 
— Fig.  65  shows  a  type  of  carburetor  intended  to  compel  the 
intimate  mixture  of  the  mist  of  fuel  with  the  incoming  air.  At 
the  right  is  the  float-chamber  which  supplies  the  liquid  fuel  to  a 
diffusing  orifice  in  the  carburetor  proper.  The  air  entering  from 
below  is  forced  by  baffle-plates  to  take  a  circuitous  course  over 
the  surface  of  these  plates,  from  which  it  takes  up  any  liquid 
which  may  have  run  down  by  gravity  from  the  diffusing  orifice. 
The  initial  supply  of  air  comes  in  with  the  gasoline  through  the 
ball  valve  between  the  two  chambers,  and  the  passage  between 
these  chambers  can  be  closed  by  the  needle-valve  from  without. 
This  form  of  carbureter  has  an  interesting  detail  by  using  the 
glass  front  through  which  the  operation  of  the  diffusing  appliance 
can  be  observed. 

113.  Carburetors  without  Floats.— In  the  third  class  of  car- 
buretors, in  which  the  jet  of  gasoline  enters  the  incoming  air. 
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through  the  valve  or  other  appliance  actuated  by  ihe  air,  its 
apparent  simplicity  i.-  secured  by  doing  away  with  the  float  and 
its  attachments.  It  will  be  apparent  by  the  study  of  the  Longue- 
mare  design  of  carburetor  that  it  consists  of  a  number  of  parts 


which  make  it  costly.  The  float  principle,  furthermore,  is 
liable  to  derangement  by  jolts  or  jars  in  a  moving  vehicle  on  a 
rough  road. 

In  the  form  of  carburetor  shown  in  Fig,  66,  which  is  k 


as  the  James-Lunkenheimer  design,   the  air  enters  from  ' 
through  the  inlet  H.    The  cylinder  is  coimected  to  the  aide 


CM RBU RATION  AND   CARBURETORS. 


191 


inlet  /,  so  that  when  ihc  piston  make  its  aspirating  stroke  the 
pressure  from  without  overcomes  he  pressure  of  the  spring 
which  holds  down  the  vah'c  B.  The  gasoUne  enters  through 
the  pipe  J,  which  supplies  the  channel  G  in  the  casing  of  the  valve» 
from  which  the  necessary  number  of  outlets  open  into  the  seat, 
which  is  closed  by  the  valve  B.  It  will  be  apparent,  therefore, 
that  when  the  valve  lifts  by  the  lowering  of  the  pressure  upon  it, 
.  it  opens  the  gasoline  passages  and  the  liquid  fuel  enters  at'V'arious 
points  in  the  annular  air-current  moving  past  the  vaFvB.  When 
the  valve  shuts,  both  the  gasoline  and  the  air  supply  are  shut  off 
at  once.  The  opening  from  the  gasoline-pipe  /  is  controlled  at 
will  by  the  needle-valve,  which  has  a  milled  head  E  and  an  indi- 
;cator  and  locking  device  whereby  it  can  Ije  set  once  for  all  for 
«ny  desired  fuel-supply.  The  lift  of  the  valve  is  also  controllable 
"hy  the  stop  which  is  adjustable  by  the  milled  head  L. 

Another  form  involving  much  the  same  principle  is  illustrated 
I  Fig.  67.  The  air  enters  from  above  through  the  openings 
a,  and  the  gasoline  is  supplied 
through  the  pipe  E.  The  valve 
in  the  gasoline-pipe  is  held  upward 
by  the  spring  so  that  its  normal 
position  is  closed.  When  the  motor 
aspirates,  the  piston  on  the  valvc- 
sp indie  is  lowered,  compressing  the 
spring  and  opening  the  gasoline- 
valve  at  the  same  time  that  the  pas- 
sage A  to  the  cylinder  is  opened  by 
the  air-pressure  on  the  top  of  the 
carburetor  piston.  At  the  end  of  the 
charging  stroke  the  spring  forces 
the  piston  up,  closing  the  valve  and 
shutting  off  the  access  of  air.  This 
design  shows  also  the  jacketing  of 
Tua.  67,  the  carbureter  by  the  hot  products 

of  combustion  surroimding  this  upper  part  and  entering  through 
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the  upper  nozzle  at  the  right  hand.  The  carburetors  i 
the  majority  of  ihe  American  automobile  motors  belong  to  this 
third  class  and  are  made  by  the  builders  of  the  engine  themselves 
under  license  from  the  basal  patent  illustrated  in  Fig,  66.  The 
objections  to  the  principle  are  met  in  the  high-speed  Ijpcs  of 
motor  which  operate  with  wide  variations  in  the  load.  Thc 
difficulty  with  the  high-speed  requirement  is  due  to  the  inertia 
of  the  inlet-valve  and  the  resistance  offered  by  the  spring.  At 
high  speeds  the  actuating  pressure  caused  by  the  motor  piston 
is  applied  so  rapidly  that  the  interval  occupied  by  the  entire 
charging  stroke  becomes  so  short  that  the  inertia  of  the  valve  and 
the  resistance  of  the  spring  retard  the  opening  of  the  valve  until 
the  motor  piston  has  traversed  a  considerable  fraction  of  its  stroke. 
In  consequence  the  volume  of  the  motor  cylinder  is  not  filled  with 
the  weight  of  combustible  charge  which  would  enter  at  atmos- 
pheric pressure  if  the  engine  were  moving  slowly  (see  par.  98). 
The  diminished  weight  of  charge  or  the  less  mass  in  the  motor 
cylinder  results  in  a  diminished  compression  and  in  the  presence 
of  a  less  amount  of  explosive  energy  and  in  a  less  initial  pressure 
over  the  working  stroke.  Il  follows,  therefore,  that  the  horse- 
power of  the  motor  supphed  whh  a  carburetor  of  this  class  may 
not  necessarily  increase  with  the  number  of  revolutions  as  cora- 
pulalion  would  require.  The  horse-power  will  increase  with 
the  speed  up  to  a  point  which  may  be  called  the  critical  speed 
of  the  motor;  and  beyond  that  the  increase  of  speed  is  followed 
by  decrease  of  mean  pressure  propelling  the  piston,  so  that  the 
motor  has  a  limit  of  its  capacity  sel  by  this  condition  and  it  does 
not  become  more  powerful  by  increasing  its  speed.  The  difficulty 
set  by  variable  resistance  results  from  the  fact  that  the  flow  of 
gasoline  is  determined  by  the  adjustment  of  the  valve  which 
corresponds  to  E  in  Fig,  66  and  which  it  is  not  convenient  to 
adjust  for  the  variations  of  the  load.  This  is  the  case  if  the 
gasoline  is  supplied  by  gravity  or  under  a  constant  head  through 
the  opening  C.  Too  much  fuel  will  come  in  when  the  valve  is 
open  for  a  considerable  intenal  when  an  engine  is  moving  slowly, 
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and  not  enough  may  pass  during  the  very  short  interval  when 
the  et^ine  is  working  rapidly.  On  the  other  hand,  with  engines 
of  high  speed  and  a  certain  adjustment  of  the  spring  it  may 
easily  happen  that  the  valve  hardly  ever  closes  down  tight  upon 
its  seat,  but  hangs  suspended  in  the  continual  flow  of  air  which 
in  a  multiple-cylinder  engine  is  practically  continuous  with  the 
pulsations  hardly  noticeable.  In  such  a  case  the  adjustment  of 
the  valve  E  if  correctly  made  may  cause  the  motor  to  work  satis- 
foctorily  even  under  variations  of  resistance. 

Belonging  in  the  same  general  group  as  to  operation  to  which 
the  floatless  carbureter  beloi^  may  be  grouped  certain  other 
forms  in  which  the  float  is  used. 
That  is,  they  may  be  operated 
either  with  or  without  the  float. 
Fig.  68  illustrates  the  type  of  a 
large  number  in  which  the  effort 
is  made  to  subdivide  the  liquid 
fuel  by  causing  eddies  or  spiral 
currents  in  the  air.  The  supply 
of  air  coming  in  from  the  bottom 
by  atmospheric  pressure  will  cause 
the  spindle  to  rise  which  carries 
the  vanes  or  propeller- shaped 
blades.  The  ascending  currents 
will  twist  the  spindle  and  give  a 
Fro.  68.  spiral  motion  to    the  air  in   the 

chamber  which  will  help  to  complete  the  mixing,  Sometimes 
these  helical  areas  are  doubled.  The  rise  of  the  needle-valve 
spindle  is  controlled  by  the  stop  at  the  top  of  the  mixer,  so  that 
the  supply  of  fuel  can  be  varied.  This  carbureter  could  work 
without  the  float-chamber  if  desired. 

1 14.  Alcohol  Carburetors.  Hartha,  Japy,  Richard,  Brouhot, 
Marienfclde. — The  only  difference  which  requires  to  be  made 
when  alcohol  is  to  be  used  as  the  fuel  and  it  is  to  be  atomized 
and  vaporized  in  a  carburetor  is  that  the  carburetor  must  be 
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kept  hot  so  as  to  secure  the  vaporization  in  addition  to  the  simple 
atomizing  which  is  required  for  the  gasoUne  carburetor  pre- 
viously discussed.  In  some  cases  the  conducled  heat  from  the 
working  cj'Under  will  keep  the  pipe  hot  enough  to  vaporize  the 
alcohol  after  the  engine  is  once  working,  so  that  it  is  only  necessar)' 
to  gel  the  engine  started  and  well  warmed.  After  this  the  same 
equipment  will  work  indifferently  on  alcohol  or  on  gasoline.  A 
convenient  plan  which  has  been  much  used  in  Germany  and  in 
France  is  to  make  the  carbureter  double,  as  is  shown  in  Fig.  6q. 


which  illustrates  the  Marienfelde  design.  This  is  a  coDSta 
level  or  float-feed  carburetor  into  which  air  enters  through  the 
orifice  at  the  left  hand  and  surrounds  the  two  jets  C  and  E  in 
an  annular  current.  The  gasoUne  enters  at  the  right-hand 
chamber  and,  with  its  level  controlled  by  the  float  A,  passes  into 
the  air-current  through  the  nozzle  at  C.  Above  the  jets  is  the 
shell  valve  B,  which  is  shown  in  the  position  in  the  cut  for  the  work- 
ing of  the  carburetor  with  alcohol  through  the  left-hand  inlet- 
float  D  and  jet  E.  The  engine  is  started  cold  with  the  gasoline 
side  in  action,  which  will  require  no  heat  in  the  connections  to 
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Start  the  motor.  After  the  motor  is  nmning  at  speedi  the  sheU 
valve  is  turned  over  in  the  position  shown  in  the  cut,  when  the 
alcohol  b^ins  to  act  and  the  gasoline  supply  is  cut  off.  The 
ip'alve  P  above  the  shell  valve  B  acts  as  a  throttle-valve  to  vary 
the  amount  of  air  and  fuel  which  passes  to  the  cylinder  from  the 
carbureter. 

The  more  usual  forms  do  not  use  the  double  principles  but 
depend  upon  heating  the  atomized  alcohol  by  passing  it  in  a 
circuitous  passage  aroimd  a  hot  exhaust-pipe.  In  the  Martha 
carburetor,  Fig.  70,  the  alcohol  enters  from  below  into  the  spray- 
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ing  part  of  the  carburetor  and  is  aspirated  by  the  charging  stroke 
with  the  air  which  enters  through  /.  The  alcohol  is  atomized 
by  contact  with  the  corrugated  surface  and  the  netting  in  the  part 
Bj  from  which  it  enters  at  the  side  of  the  horizontal  chamber, 
which  is  the  vaporizer.  The  alcohol  vapor  and  air  move  in  the 
spiral  channel  in  contact  with  the  exhaust-conduit  and  thus  out 
to  the  engine. 

In  the  Brouhot  carburetor,  which  is  more  projKTly  called  a 
vaporizer,  the  exhaust-gas  enters  at  the  lx)ttom,  as  shown  by  the 
inlet  arrow  (Fig.  71).  If  the  valve  which  regulates  the  mixture 
is  shut  tight,  the  exhaust-gas  passes  spirally  around  the  central 
tube  in  one  direction,  while  the  alcohol  passes  in  a  reverse 
spiral  in  the  other.  The  alcohol  spiral  ends  at  the  top  where 
the  vaporized  alcohol  meets  the  pure  air  and  they  pass  together 
to  the  motor.  The  exhaust-gases  descending  from  the  toji 
out  at  the  bottom  as  ihey  would  if  the  regulating- valve 
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were  open.     Of  course  a  partial  opening  of  the  regulating 
splits   the  exhaust-current  so  that      p„„AirVd« 
only  a  part  of  it    passes  through 
the  vaporizer. 

In  the  Richard  form  the  float 
principle  is  uscti  (Fig.  72),  and  the 
jacketing  of  the  impact  surface 
by  the  hot  products  of  combustion 
enli^ringat eandleavingat  /  causes 
the  atomized  alcohol,  spread  in  a 
thin  film  on  the  hot  cone  by  the 
deflector  d,  to  become  a  gas  and  to 
move  to  the  engine  through  the 
outlet  m.  In  the  Japy  carburetor, 
illustrated  in  Fig.  73,  the  ribbing 
of  the  passage  L,  where  it  is  sur- 
rounded with  hot  gas,  makes  that 
surface  act  as  vaporizer  for  the 
alcohol  which  passes  through  the 
float-chamber  A    and  the  control-  ..-/.- 

ling-valve  C.     The  inlcl  of  air  at  E  is  controlled  by  the  valve  V 

115.  Kerosene  Carburetors. — In    the  carburation    of   air 
kerosene  it  is    particularly  necessary  to  pay  close  attention  l 
the  vaporization  process.     In  the  discussion  of  the  kerosene- 
engine  in  its  earlier  forms  (par,  79}  ihe  dilEculties  were  referr 
to  which  result  when  the  attempt  is  made  to  inject  the  liquid  e 
ivithout  atomizing.     The  motor  cylinder  either  becomes  t 
with  a  hard  carbon  coat   resulting  from  decomposition  of  I 
oil  by  a  cracking  process,  or  the  cylinder  is  flooded  with  liqui 
oil  which  it  will  not  I'aporize  completely.     If,  however,  the  t 
mized  mixture  of  carburated  air  is  drawn  through  a  vaporizer  9 
nearly  a   red   heat,   the   carbon   deposit  disappears,   apparent! 
carried  away  by  the  next  succeeding  rush  of  air,  and  when  thi 
carburated  hot  air  meets  the  main  supply  of  air  required  : 
combustion  and  is  thoroughly  mixed  with  it,  the  combustiafl 


CARBURATKW  AND  CARBURETORS. 


ijy 


Appears  to  be  practically  complete  without  deposit  of  carbon. 
Before  the  engine  starts,  the  vaporization  has  to  be  effected  by 
a  separate  source  of  heat  or,  as  discussed  in  the  paragraphs  above; 
or  the  engine  nuy  be  started  on  a  more  volatile  liquid,  such  as 
gasoline,  and  be  changed  over  to  kerosene  when  the  motor  has 
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become  well  heated.  It  will  be  apparent,  however,  that  where 
the  heat  from  the  exhaust-gases  is  used  as  a  supply  to  meet  the 
vaporizer,  the  regularity  of  its  action  must  be  affected  by  ever,' 
condition  which  varies  the  discharge  of  heat  in  the  exhaust,  so 
that  every  stroke  without  explosion,  eiery  slow-down  with  dimin- 
ished fuel  energy  in  the  chaise,  and  every  stop  of  the  motor 
permitting  a  cooling  of  the  vaporizer,  will  interfere  with  its  regu- 
larity.    Reference  should  be  made  to  paragraphs  32  and  83. 

116.  Some  Principles  of  Design  of  Carburetors. — In  the 
design  of  gasoline  carburetors,  experiment  seems  to  show  that 
a  good  sprayii^  effect  at  the  jet  is  best  secured  by  a  velocity  of 
the  incoming  air  past  the  nozzle  between  75  and  80  feet  per 
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second.  Some  experiments  made  by  Mr.  L.  Berger  have  i 
cated  that  when  the  suction-pipe  between  the  carburetor  and  the 
motor  is  sufficiently  hot  to  cause  the  globules  of  liquid  gasoline 
to  fonn  a  gas  on  striking  the  hot  surface,  35  square  inches  of 
surface  per  horse-power  at  a  temperature  of  180'^  F.  mil  secure 
complete  vaporization  at  atmospheric  pressure.  The  vapor  of 
gasoline,  according  to  these  same  experiments,  diffuses  in  the  air 
with  a  velocity  of  0.2  of  an  inch  per  second.  So  that  if  the  velocity 
of  flow  of  the  incoming  charge  is  known,  the  length  of  the  suction 
pipe  can  be  calculated  so  that  the  gasoline  vapor  may  have  time 
to  permeate  completely  the  air  by  coming  laterally  from  the 
walls  of  the  pipe  before  the  mixture  is  admitted  to  the  cylinder. 

With  kerosene,  on  the  other  hand,  about  31  square  inches 
of  vaporization  surface  are  required  per  horse-power,  heated  to 
a  temperature  of  390°  F,  at  atmospheric  pressure.  When  this 
principle  is  carried  out  in  a  kerosene  motor  the  volume  between 
the  atomizer  and  the  suction-valve  of  the  motor  will  become 
nearly  equal  to  the  volume  of  the  piston  displacement  with  i 
high-speed  motor. 


CHAPTER  XL 

IGNITION. 

120.  Introductory. — It  has  been  already  considered  that  the 
problem  of  increasing  the  heat  energy  of  the  mixture  of  gas  and 
air  behind  the  working  piston  demanded  that  after  the  mixture 
had  been  compressed  it  should  be  ignited  so  that  the  gas  should 
bum  in  the  oxygen  of  the  mixture  and  impart  the  increased 
pressure  due  to  this  heat.  This  ignition  should  be  so  timed  as 
to  occur  at  the  proper  point  of  the  cycle  so  far  as  the  gas  is  con- 
cerned and  at  the  proper  point  of  the  stroke  of  the  piston  so  far 
as  the  motor  is  concerned.  In  the  Otto  cycle  this  ignition  is  to 
take  place  at  such  a  point  that  the  combustion  shall  be  complete 
or  nearly  so  when  expansion  begins.  There  have  been  many 
methods  proposed  for  the  accomplishment  of  this  purpose,  each 
of  which  offers  certain  features. 

121.  Igmtion  by  an  Atmliary  Flame. — The  plan  of  igniting 
the  mixture  by  an  auxiliary  flame  was  early  tried.  In  its  simplest 
form  it  consisted  of  having  two  jets  or  burners  connected  to  the 
gas-supply  by  flexible  tubes.  These  jets  were  alternately  pre- 
sented to  the  explosive  mixture  and  ignited  it.  The  ignition  of 
the  explosive  mixture  was  necessarily  followed  by  the  extinction 
of  the  auxiliary  jet,  so  that  this  required  a  secondar)^  or  free  jet 
burning  in  the  open  air  by  which  the  igniting  jet  could  be  h'ghted 
after  each  succeeding  extinction.  One  of  the  earliest  forms  of 
this  combination  of  igniting  jet  and  continuous  lighting  jet  was 
the  system  of  Bamet,  whereby  the   igniting  jet  burned  within 

a  shell  or  casing  which  rotated  like  a  valve,  presenting  the  open 
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iDg  in  the  casing  alternately  to  the  explosive  mixture  i 
cylinder  and  the  Hghling  jet  which  burned  outside  of  it.  TM 
system  is  open  to  the  very  serious  objection  of  the  escape  of  g 
with  its  attendant  odor,  and  it  is  not  available  for  use  in  the  c 
air.  If,  at  any  time,  both  flames  were  extinguished,  the  engi 
ceased  lo  operate.  It  could  also  give  only  about  40  ignitions  \ 
minute.  Very  ingenious  combinations  of  the  flame-ignition,  and 
the  slide-valve  have  been  made  in  the  design  of  Otto  engines, 
with  a  view  to  increasing  the  number  of  ignitions  to  over  100 
per  minute  and  to  secure  continuity  of  the  igniting  flame  and 
overcome  the  flow  of  the  flame  in  the  wrong  direction  when  the 
pressure  due  to  the  compression  was  greater  than  the  pressure 
which  the  jet  woiild  resist. 

132.  Ignition  by  Internal  Flame. — In  the  Brayton  cycle  1 
igniting  flame  was  kept  burning  continuously  within  the  workilij 
cv'linder  itself.  This  arrangement  was  possible  with  tiie 
tinuous  heating  process  of  the  Brayton  cycle  as  long  as  [he  suppH 
of  mixture  flowed  through  the  open  valve.  Since  the  pressuij 
in  the  working  cyhnder  was  enough  greater  than  that  in  thj 
reservoir  which  supplied  the  continuous  burner,  there  was  a 
tendency  for  the  flame  to  be  blown  out  by  a  reversal  of  the  direc- 
tion of  flow  in  the  jet.  A  safeguard  had  lo  be  abundantly 
provided,  lest  the  flame  should  blow  back  into  the  reservoir  . 
within  which  it  would,  of  course,  be  propagated  and  would  restd 
in  an  explosion.  This  was  secured  by  a  provision  of  wire-gaui 
safety  attachment,  but  in  case  of  the  deterioration  of  this  gauze 
the  danger  was  always  present.  This  gauze  was  an  element  of 
weakness  in  the  Brayton  engine,  and  in  spite  of  care  the  flame 
would  become  occasionally  extinguished,  when,  of  course, 
operation  of  the  engine  stopped. 

123.  Ignition  by  Heated  Hetal  from  External  Jet, — A  systei^l 
of  ignition  which  avoided  bringing  a  flame  or  jet  into  the  cyUnder 
was  to  ignite  the  mixture  by  bringing  into  it  by  the  action  of  a 
slide-valve,  a  surface  which  had  been  heated  outside  the  cyliO' 
by  the  action  of  an  auxiliary  jet  or  flame  in  which  the  surf 
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Stood  at  rest  during  the  phases  of  the  cycle  in  which  there  was 
no  necessity  for  ignition.  The  diflSculty  connected  with  this 
system  was  the  uncertainty  that  the  metal  surface  could  be  heated 
sufficiently  to  insure  ignition  when  the  mixture  was  such  as  to 
ignite  reluctantly  by  reason  of  its  impoverishment,  and  the  diffi- 
culty connected  with  the  deterioration  of  metal  exposed  to  oxida- 
tion at  high  heat.  This  metal  igniter  was  often  made  in  cage 
form,  so  that  a  large  metal  surface  should  be  exposed  to  the  gas 
as  soon  as  it  was  intruded  into  the  combustion-chamber. 
(Clerk.) 

124.  Ignition  by  Catalysis. — It  has  long  been  known  that  one 
of  the  properties  of  spongy  platinum  (known  as  catalysis)  is  that 
the  impact  upon  it  of  a  jet  of  combustible  gas  would  so  raise  its 
temperature  that  it  would  act  as  an  igniter.  This  property  was 
thought  of  and  applied  to  a  limited  extent  for  gas-engines,  but 
had  the  objection  that  with  a  mixture  of  varying  richness  the 
ignition  was  not  positive  nor  reUable. 

125.  Ignition  by  Incandescent  Wire  or  Cage  Electrically 
Heated* — In  order  to  avoid  the  objections  connected  with  the 
flame-heating  of  a  metal  to  be  introduced  into  the  combustion- 
chamber,  the  plan  has  been  used  of  heating  a  coil  of  platinum  or 
other  lesistant  wire  or  thin  strips  of  platinum  by  means  of  the 
resistance  which  they  oflFer  to  the  passage  of  an  electric  current. 
This  incandescent  platinum  is  carried  on  a  slide  from  which  it 
is  electrically  insulated  and  is  introduced  white-hot  into  the 
explosive  mixture.  By  this  plan  any  danger  of  blowing  out  of 
flame  is  avoided,  the  temperature  of  the  incandescent  metal  can 
be  made  high  enough  to  insure  ignition,  and  several  of  the  ob- 
jections to  the  previous  systems  are  avoided.  The  objections 
to  the  plan  are  those  incident  to  the  presence  and  unreliability 
of  the  electrical  apparatus  to  produce  the  incandescence.  If 
electrical  methods  are  to  be  used,  the  sparking  plan  presently  to 
be  discussed  is  more  convenient  and  cheap. 

126.  Ignition  by  Hot  Tube. — ^A  plan  of  ignition  which  oflFers 
some  advantages  is  to  pass  the  gas  mixture  into  a  tube  of  platinum, 
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porcelain,  nickel-stecl,  or  similar  fire-resisting  material,  which  is" 
kept  incandescent  by  an  external  flame  (Fig.  76),  The  entry 
of  a  small  portion  of  the  mixture  into  this  tube  brings  it  to  the 
ignition- point,  and  the  fire  is  propagated  through  the  entire  mass 
from  this  one  point.  The  objection  to  this  system  is  the  fragihty 
of  the  incandescent  tube  if  made  of  porcelain,  which  is  liable 
to  break  under  jars  or  as  the  result  of  accidental  injury.  When 
platinum  or  steel  is  used  the  tube  is  not  so  fragile,  but  the  system 
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is  more  costly  and  the  tube  oxidizes  or  deteriorates.  With  1 
gasohne  motors  a  special  burner  for  burning  the  gasoline  is  t 
quired  which  shall  keep  the  tube  hot. 

In  the  handling  of   this  system  of  igniting  many  desigi 
have  used  a  timing-vaU'e,  which  should  open  the  hot  tube  1 
the  explosive  mixture  compressed  in  the  cj-linder  just  at  the  right 
moment  to  have  the  ignition  propagate  itself  from  the  tube  to  the 
full  volume  of  mixture-     The  American  designers  have  not  use 
the  timing-valve,  finding  that  by  adjusting  the  flame  which  hei 
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the  tube  to  diflFerent  points  in  its  length  it  is  possible  to  vary  the 
time  at  which  with  varying  compressions  and  characters  of  mix- 
ture the  full  ignition  shall  occur.  The  time  of  ignition  with  the 
hot  tube  will  depend  upon: 

1.  The  length  of  the  tube. 

2.  The  size  or  volume  of  the  passage  leading  to  the  tube. 

3.  The  amount  or  degree  of  compression  of  the  mixture  by 
the  piston. 

4.  The  temperature  of  the  tube;    the  hotter  the  tube,  the 
earlier  the  ignition;  the  cooler  the  tube,  the  later. 

5.  The  fact  whether   it  was  hottest  near  the  open  or  the 
closed  end;  if  heated  near  the  open  end,  the  earlier  the  ignition. 

6.  The  temperature  of  the  mixing-  and  ignition-chambers. 

7.  The  temperature  of  the  jacket-water  outlet. 

8.  The  speed  of  the  engine. 

9.  The  quality  or  proportions  of  the  air  and  fuel  admitted. 

10.  The  pressure  of  the  intake  or  suction  stroke. 

11.  The  governing  action  and  the  system  of  governing. 

12.  Leakages:  at  piston,  at  exhaust,  past  valves. 

13.  The  state  of  the  surfaces  of  the  tube,  outside  and  in. 

14.  The  location  of  the  tube,  with  respect  to  receiving  and 
acting  on  new  or  fresh  mixtures,  or  mixtures  containing  burnt 
gases. 

It  will  be  apparent,  therefore,  that  where  an  engine  is  to  run 
at  variable  speeds  and  powers  so  that  the  governing  process  is 
to  vary  Nos.  8,  9,  10,  and  11  from  stroke  to  stroke,  and  particu- 
larly in  automobile  practice,  where  it  may  be  desirable  to  retard 
the  ignition  sometimes  imtil  after  the  piston  stroke  has  begun 
and  been  partly  made,  the  hot  tube  has  given  way  before  the 
electric  ignition  methods.  The  hot-tube  ignition  cannot  be 
retarded  without  a  timing-valve,  and  even  with  it  it  is  uncertain. 
A  nickel-steel  tube  about  4  inches  long  of  J"  thickness  of  walls 
and  with  a  j^"  ^o^^  through  it  will  last  about  three  years  when 
heated  continuously  to  a  good  red  heat. 
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127.  Ignition    by    High    Temperature    of    Compression. — In 

the  Homsby  and  in  the  Diesel  oil-engines,  ignition  is  secured  by 
the  expedient  of  having  the  compression  space  of  the  cylinder 
kept  hot  by  having  no  water-jacket  at  this  point  of  the  cylinder, 
so  that  when  the  piston  returns  and  compresses  the  air  behind  it 
the  lemperalure  of  that  air  shall  be  so  raised  by  compression  that 
a  jet  of  combustible  oil  entering  that  air  will  be  at  once  raised 
above  the  firing-point  and  will  ignile  without  flame  or  spark. 
This  system  requires  that  in  order  to  start  the  engine  ihe  com- 
bustion-chamber shall  be  healed  from  without  by  some  form 
of  lamp  or  heater  until  it  is  hot  enough  to  produce  the  first  ignition. 
After  that  it  will  be  kept  at  ignition  temperature  as  long  as  the 
engine  is  working,  provided  the  governing  action  does  not  so 
impoverish  the  mixture  that  it  will  not  ignite  within  the  com- 
pression limits  at  which  the  engine  is  working.  These  engines, 
therefore,  must  always  receive  a  charge  of  combustible  so  that  there 
may  be  a  source  of  heat  to  keep  up  the  temperature  even  when 
the  engine  is  lightly  loaded.  If  the  weight  of  fuel  is  so  reduced 
by  governing  under  light  or  variable  loads  as  to  furnish  too  little 
heat,  the  strokes  will  gradually  become  less  powerful  as  the  com- 
pression-chamber cools,  until  tinally  the  engine  slops. 

With  heavy  loads  and  high  compressions,  where  any  fuel 
may  have  remained  unbumed  from  a  previous  charge,  this  system 
gives  trouble  from  back-firing  or  pre-ignitions.  Pre-ignitions  of 
this  character  often  result  from  the  presence  in  the  combustion- 
chamber  of  any  projection  or  small  isolated  mass  from  which  the 
conduction  of  heat  will  be  slow,  so  that  from  the  compressions 
and  ignitions  this  projecting  part  may  become  highly  healed,' 
and  heated  faster  than  it  can  be  cooled  by  conduction.  Such  a 
projection  will  ignite  the  compressed  mixture,  even  while  the 
general  surface  of  the  cylinder  and  combustion-chamber  may 
be  too  eEfectively  cooled  to  do  so.  A  piece  of  an  asbestos  gasket 
sticking  out  of  its  joint;  or  a  bolt-head;  or  the  healed  points  of 
the  terminals  of  an  intended  eleclric  system,  will  act  in  this  way. 
EvL'n  in  a  water-jacketed  cylinder  with  unusually  heavy  loads  the 
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cyDnder  metal  may  itself  become  hot  enou^  to  ignite  the  charges 
for  a  while,  even  when  the  regular  ignition  system  is  out  of  action. 
The  air-cooled  motor  will  often  prove  reluctant  to  stop  from  this 
same  action.  The  objection  to  the  system  is  its  uncertainty  with 
low  and  variable  compressions  and  widely  varying  loads.  Its 
advantage  is  its  avoidance  of  all  subsidiary  apparatus  to  cause  the 
desired  ignition,  and  its  dependence  upon  a  fundamental  law. 

128.  Ignition  by  Electrodes  and  Electric  Spark.  The  Jump- 
spark  System. — The  exceeding  convenience  and  compactness 
of  an  electric  system  of  ignition  of  the  explosive  mixture  in  a  gas- 
engine  cylinder  early  directed  attention  to  this  method.    It  was 


Fig.  77. 

used  by  Lenoir  in  his  historic  motor.  The  principle  is  to  cause 
a  spark  of  sufficient  intensity  to  pass  between  two  terminals  on 
an  electric  circuit,  the  spark  to  be  in  the  mixture  which  its  heat 
is  to  ignite  (Fig.  77),  It  is  only  nccessarj',  therefore,  to  insert 
into  the  compression  volume  behind  the  piston,  a  plug  P  insulated 
from  the  metal  of  the  cylinder  walls  and  carrying  into  the  cylinder 
and  its  mixture  the  two  points  c,  c,  of  some  resisting  metal  with 
a  spark-gap  between  them,  and  then  at  the  proper  instant,  as 
determined  by  k  on  the  shaft  S  of  the  motor,  to  make  the  electric 
current  jump  the  gap  and  fire  the  mixture.      Fig.  78  shows  the 
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general  appearance  of  the  plug  with  the  cylinder  terminals  pro*  ,i 
jecting  at  the  bottom.  The  plug  usually  fits  a  standard  half-inch 
pi|3e-thread,  and  may  easily  be  inserted  or  renewed.  The  inner 
point  in  the  form  illustrated  is  insulated  electrically  by  a  porce- 
lain or  mica  or  lava  or  soapstone  lining  or  core  from  the  metal 
of  the  engine,  while  the  outer  terminal  is  in  electrical  or  metaUic 
contact  with  the  engine  or  its  frame  or 
I  mounting.  The  spark  therefore  passes 
the  gap  in  contact  with  the  mixture  when 
the  exterior  circuit  is  excited.  The  failing 
cases  for  these  plugs  are  the  closing  of  the 
gap  by  oil  or  lampblack  deposit  or  by 
water,  so  that  the  spark  does  not  form,  be- 
cause there  is  no  gap  for  it  to  jump;  nr  the 
breakage  of  the  insulating  material  whea'- 
by  the  current  is  short-circuited  in  the 
plug  and  does  not  reach  the  points.  If 
the  gap  is  filled  up,  it  can  be  formed  anew 
by  washing  the  points  in  liquid  gasoline; 
if  the  gap  has  become  too  wide  by  the  erosion  of  the  points  by 
heat,  the  spark  will  not  jump  across,  and  they  should  be  brought 
together.  About  a  sixteenth  of  an  inch  is  the  working  distance 
with  ordinary  electrical  currents  used  in  motors.  Fig.  78  also 
shows  the  double-gap  arrangement  which  has  been  found  to 
contribute  to  the  certainty  of  the  passage  of  the  spark.  The 
sec  nd  gap  is  external  to  the  cyhndcr  and  does  not  become 
fouled;  it  shows  plainly  to  the  eye  whether  the  spark  is  passing, 
its  resistance  acts  lo  intensify  the  igniting  spark. 

There  are  two  systems  or  principles  of  electric  ignition.  One 
is  called  the  jump-spark  system,  and  depends  uix>n  the  principle 
which  is  utihzed  in  the  Ruhmkorff  or  Faradaic  coil,  whereby  a 
secondary  current  of  high  intensity  flows  through  a  coil  of  fine 
wire  which  surrounds  a  primary  coil  of  coarser  wire  when  the 
primary  current  is  made  or  broken,  so  that  the  flow  of  electrical 
energy  is  intcnnittent  in  that  primarj'  circuit.     In  Fig.  79,  for 
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sample,  which  shows  a  tj-pical  arrangement,  the  primar}-  circuit 

;arls  from  the  priman'  or  storage  battery-  at  the  left,  and  its 

irires  A  and  E  are  shown  in  heavy  lines.     The  motor  is  at  the 

lower  centre,  and  the  primary  circuit  is  made  and  broken  by  the 

xintact  end  K  on  the  spring  L,  which  bears  against  a  commutator 

iurface  on  the  motor  shaft.      This  surface  carries  a  conducting 

Rare  H,  so  that  as  the  shaft  revolves  the  primary  circuit  will  be 

Imade  when  H  passes  under  K  and  L.     This  primary  circuit 

■.eods  in  a  few  turns  of  large  wire  {perhaps  No.  14)  around  the- 


I  of  the  coil  above-     Oulside  of  this  is  the  sccondar}'  coil 

jrhaps  of  No,  36  wire)  making  a  krge  number  of  turns  and 

ihown  in  Fig.  79  by  the  finer  lines.     This  secondary  circuit  has 

the  sparking-plug  T  in  it,  projecting  into  the  motor  cylinder. 

pWhen,  therefore,  the  main  switch  on  the  primary  circuit  is  closed 

l;(it  is  shown  open  at  the  lower  left  hand  of  Fig  79),  and  the  motor 

■(evolves,  the  primary  circuit  will  be  closed  at  an  adjusted  angle 

fof  the  motor-crank,  whereupon  a  stream  of  sparks  of  high  in- 
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tensity  will  cross  the  gap  at  the  plug  and  fire  the  chaige.  la 
the  arrangement  shown  in  Fig,  79,  the  vibrator  or  trembler  B  is 
made  lo  vibrate  \cvy  rapidly  by  the  make-and- break  of  primar)' 
circuit  which  occurs  at  B,  so  that  while  H  and  K  are  in  contact 
mechanically  several  electric  makes-and-breaks  occur  at  the  coiL 
The  other  way  to  effect  this  same  flow  is  the  mechanical  vibrator 
shown  in  Fig.  80.     Here  thu  shaft  of  the  motor  C  is  recessed,  so 


that  the  vibrator  T  is  held  away  from  the  conlact-pointiT  except 
when  the  end  of  T  falls  into  the  recess.  The  primarj'  circuit 
is  then  made  through  T  and  K  to  the  primarv*  terminals  M  and 
P  and  causes  the  secondary  to  flow  through  B  to  the  spark-plug. 
By  giving  a  certain  mass  to  the  contact  end  of  T  the  latter  will 
vibrate  against  and  away  from  K,  while  the  shaft-gap  is  passing, 
making  and  breaking  the  primary  circuit  mechanically,  which 
is  followed,  of  courae,  by  similar  breaks  in  the  secondary,  and  a 
flow  of  sparks. 

It  will  be  apparent  from  cither  of  the  two  preceding  illustra- 
tions or  from  Fig.  81  that  this  system  of  making  contact  by  a 
commutator  surface  on  the  motor  shaft  and  a  conducting  arc  B 
makes  it  verj'  easy  to  ad\'ance  or  retard  the  moment  of  the  passage 
of  the  igniting-spark  relatively  to  the  dead-centre  of  the  piston 
stroke.  By  arranging  that  the  centre  of  the  vibrator  H  in  Fig.  81 
may  have  an  adjustment  angularly  around  A   by  hand  or  by 
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governor,  the  angular  position  of  the  sparking  instant  is  obnously 
varied.  The  limit  to  this  adjustment  which  is  wise  may  easily 
be  set  by  stops  which  shall  prevent  too  wide  a  range  of  variation 
of  the  ignition.  Too  early  ignition  may  cause  the  engine  10  start 
backward;  too  late  ignition  may  cause  the  flaming  of  the  mix- 
ture to  be  still  in  progress  when  the  exhaust  opens. 

The  advantages  of  the  jump-spark  system  are  the  avoiding 
of  any  moving  parts  inside  the  cylinder,  and  the  strong  spark 


Fig.  81. 

Vhich  results  even  from  low  batter}-  power  in  the  primar)'  circuit 
A  battery  of  four,  six,  or  eight  cells,  giving  a  voltage  of  from  4J 
to  6  volts  with  J  or  I  volt  per  cell,  and  an  amperage  of  8  to  16 
amperes  is  about  the  usual  standard.  Storage  batteries  giving  a 
capacity  of  from  100  to  300  ampere-hours  are  much  in  use  for 
automobile  motors.  Dry  batteries  with  carbon  and  zinc  ele- 
ments and  depending  on  the  usual  sal-ammoniac  paste  are  apt 
to  grow  weak  as  the  paste  dries  with  time. 

129.  Ignition  by  Electric  Arc.  Hammer-break  System. — 
The  other  system  of  electric  ignition  does  not  use  the  secondary 
circuit,  but  depends  upon  the  fact  that  a  break  in  th  flow  of  a 
primary  electric  current  will  reveal  an  arc  or  spark  i)assing  between 
the  broken  ends,  until  the  distance  between  them  becomes  too 
great  for  the  arc  to  jump.  If  such  a  break  can  be  made  inside 
the  cylinder,  and  so  that  the  arc  when  formed  is  surrounded  by 
the  explosive  mixture,  its  heat  will  ignite  it  and  the  stroke  will 
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be  made.  Fig.  82  shows  a  typical  arrangement.  The  cam  at 
the  bottom  is  so  timed  that  it  shall  lift  the  toe  D  outside  the 
cylinder  and  carry  inside  ihe  angular  motion  which  D  trans- 
mits to  C  al  the  proper  instant.  The  angular  motion  of  I> 
and  C  causes  ihe  arm  or  lever  inside  the  cylinder  to  be  torn 
away  from  the  contact  surface  of  the  insulated  pillar  against 
which  ii  rests.  The  severing  of  ihis  contact  causes  the  arc  to 
pass  and  fires  the  charge.  The  spring  £  causes  the  contact  to  be 
remade  when  the  push-rod  G  is  forced  away  from  D  by  the  pin  L, 
and  the  inclined  surface  K.  From  the  fact  that 
i  the  contact  lerminals  must  waste  a^way  by  the  elec- 
1  trie  oxidation  caused  by  the  passage  of  the  sparky 
T  usual  to  gi\'e  some  enlargement  to  the  contact 
end  of  the  internal  lever,  so  that  it  receives  some- 
1  thing  the  shape  of  a  hammer  on  a  handle.  This 
has  caused  this  arc  method  to  be  often  known  as 
the  hammer-break  system.  It  is  also  called  the 
contact  system.  To  give  greater  intensity  and 
duration  to  the  arc  a  sparking- coil  is  usually  in- 
serted in  the  circuit,  consisting  of  a  coil  of  about 
J\    |\w.  No.   14   insulated  wire   surrounding  a  core    made 

't-t  of  a  bundle  of  soft  Swedish-iron  wires  of  No.  20 

gauge  and  from  6  to  8  inches  long.  Such  a 
coil  acts  as  a  sort  of  condenser,  and  increases  the 
tendency  of  the  current  to  flow  across  the  gap  after 
the  break  is  made.  If  its  resistance  is  excessive  it  takes  toa 
much  baltery  power  and  current,  which  will  deteriorate  the  con- 
tacts unnecessarily.  From  i^  to  z  amperes  is  usually  enough 
batteiy  capacity. 

The  failure  of  this  system  comes  about  either  from  the  inter- 
position of  non-conductiwe  deposit  on  the  terminals,  so  that  no 
current  passes,  or  from  a  conductive  deposit  which  short-circuits 
the  current  and  prevents  the  arc,  so  that  there  is  no  arc  formed 
across  a  gap.  Deposits  have  been  mitigated  in  ill  effect  by  making 
the  contact  of  the  terminals  a  wiping  or  sUding  one,  so  that  the 
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abrasion  of  the  moving  element  kept  the  fixed  one  dean.  It  is 
also  an  objection  to  the  system  that  it  compek  moving  parts  to 
be  inserted  into  the  hot  combustion-chamber  and  to  pass  through 
stuffing-boxes  in  the  walls  of  that  chamber.  To  give  a  spark  of 
a  given  intensity,  this  system  requires  more  battery  power  than 
the  other.  On  the  other  hand,  there  are  fewer  points  where 
failure  of  the  system  may  lurk,  since  there  is  but  one  circuit  and 
not  two,  and  no  vibrator  or  trembler  is  required. 

130.  Dynamo-  or  Magneto-electrical  Ignition.  General. — 
In  the  foregoing  discussion  the  source  of  electrical  energy  has 
been  some  form  of  battery.  It  is  obvious  that  an  electrical  cur- 
rent can  be  generated  by  the  revolving  armature  of  a  dynamo 
or  magneto-electrical  machine,  from  whose  action  the  necessary 
spark  action  can  be  secured,  and  the  cost  and  deterioration  in- 
cident to  battery  action  can  be  avoided.  Hence  a  tendency  to 
use  generators  is  a  feature  of  many  modem  designs,  partic- 
ularlly  of  automobile  motors.  The  dynamo  can  be  quite  small 
and  light  in  weight,  having  its  armature  driven  at  from  1300  to 
2000  revolutions  per  minute  by  belt  or  friction  drive  from  the 
motor-shaft,  and  giving  a  current  of  10  volts.  The  objection 
is  obviously  that  a  battery  either  of  primary  or  storage  type  is 
required  to  start  the  motor  from  rest.  The  storage  batter)'  is 
more  usual,  since  the  dynamo  can  be  wired  to  charge  it  while 
the  motor  is  running.  Such  dynamo  and  battery  can  also  be 
used  for  lighting  ^he  lamps  for  night  use.  The  power  consumed 
is  small,  and  its  cost  is  offset  by  the  convenience  of  having  fewer 
battery  cells. 

The  general  argument  concerning  electrical  ignition  in 
either  form  urges  against  the  system  the  troubles  from  defective 
wiring,  chafing  of  the  wires  in  moving  motors,  short  circuits 
from  water,  and  leakage  of  current  from  poor  insulation.  The 
deterioration  of  the  batteries,  and  the  defective  contacts  from 
dirt,  oxidation,  loosened  connections,  and  the  like,  can  be  avoided 
by  careful  attention  and  inspection.  The  electric  systems  also 
fail  when  the  quality  of  the  mixture  to  be  ignited  or  its  tempera- 
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ture  falls  oflF,  so  that  a  "fat"  spark  of  normal  intensity  will  not 
insure  a  satisfactory  ignition.     In    old  weather  and  with  a  cold 
motor  it  will  easily  happen  that  ignition  will  fail  at  the  start - 
With  battery  circuits  this  can  be  avoided  by  using  more  calis 
in  starting  than  will  be  required  after  the  motor  is  warmed    t^o 
its  work,  and  gradually  cutting  cells  out  of  the  circuit  until  o 
those  are  in  use  which  are  needed.    The  spark  must  plainly 
powerful  enough  to  raise  the  mixture  at  the  igniting-point  to 
necessary  temperature  for  a  propagation  of  the  flame, 
temperature  will  be  higher  for  a  lean  than  for  a  rich  mixture,  aL 
variation  of  quaUty  may  make  variation  of  the  spark  intent 
necessary  if  governing  of  the  motor  acts  to  impoverish  the  wor 
mixture. 

It  will  be  apparent,  of  course,  that  a  failure  of  the  ignit 
system  must  cause  the  motor  to  stop,  and  an  opening  of 
switch  on  an  electric  ignition  circuit  is  an  effective  means  of  st 
ping  the  motor  for  short  periods  in  automobile  practice. 
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AL 
■- —  can  be  denoted  by  K.    If  it  be  desirable   to  keep  the 

33,000  ^ 

number  of  revolutions  invariable  as  the  horse-power  varies,  the 
quantity  to  be  varied  will  be  the  pressure  P,  and  the  methods 
to  be  used  will  be  directed  to  produce  that  variation.  Bui  the 
engine  will  be  at  its  best  when  working  with  the  maximum  value 
for  P  for  its  normal  condition;  hence  the  governor  as  a  rule  acts 
mainly  to  diminish  P  as  the  resistance  diminishes.  The  gov- 
ernor will  usually  be  of  the  shaft  type  with  revolving  weights 
which  are  moved  outward  by  the  acceleration  due  to  centrifugal 
force,  while  this  tendency  to  move  outward  is  resisted  by  springs 
which  draw  the  weights  inward  as  the  speed  falls.  By  having 
an  initial  tension  upon  the  springs,  there  will  be  a  tendency  to 
cquihbrium  between  the  centrifugal  action  and  the  springs  only 
at  that  speed  for  which  the  governor  is  adjusted.  The  governor 
may  either  be  on  the  principal  shaft  of  the  motor  or  on  a  sub- 
sidiary' shaft,  driven  by  gears. 
By  this  lalter  arrangement  the 
governor  may  be  placed  where 
convenient.  In  many  forms  the 
operator  of  the  engine  can  con- 
trol the  action  of  the  governor 
by  hand  as  a  means  of  var^'ing 
the  speed  of  the  engine,  where  it 
may  be  desirable  to  do  so.  In 
Fig.  83,  for  example,  which  shows 
an  enlarged  detail  from_  Figs.  5r 
and  52,  J  and  J  are  the  masses 
thrown  radially  outward  by  the 
centrifugal  acceleration  due  to 
the  rotation  of  the  motor-shaft. 
The  springs  R  tend  to  draw  them  in.  As  ihe  balls  or  weights  flv 
outward,  their  tendency  is  to  slide  the  collar  K  to  ihe  right,  while 
the  springs  R  will  slide  the  collar  to  the  left  when  they  pre- 
ponderate.    The  bent-lever  aims  O  and  L  cause  this  motion  of 
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K  and  its  equilibrium  under  action  of  the  centrifugal  and  spring 
forces  to  adjust  tlie  amount  of  opening  of  tJic  throttle-valve  P 
in  the  pipe  through  which  energ)*  is  supplied  or  controlled  with 
respect  to  the  motor  cylinder.  The  long  upper  arm  M  can  be 
.connected  by  a  rod  to  a  throttlc-Ie\'cr  at  the  operator's  hand,  so 
that  his  will  can  add  either  to  the  action  of  centrifugal  forces 
to  close  the  throttle-valve,  or  to  the  action  of  the  springs  R  to 
open  it.  The  sketch  of  course  applies  in  detail  to  only  one  sys- 
tem of  governing. 

136.  Governing  by  Hissing  a  Charge.  The  Hit-or-miss 
■Governor. — The  first  and  simplest  system  of  governing  was  to 
arrange  the  cam  by  which  the  inlet-valve  for  gas  was  raised  for 
!the  suction  stroke  of  the  piston,  so  that  when  the  engine  was 
^Above  speed  this  cam  did  not  meet  the  lever  which  it  was  to  lift. 
The  engine,  therefore,  made  the  aspirating  stroke  without  draw- 
g  in  any  charge  of  gas,  and  of  course,  when  the  ignition  occurred, 
there  was  nothing  to  ignite.  In  some  early  forms  of  governor 
the  principle  of  inertia  was  applied  by  causing  a  reciprocating 
catch  which  should  normally  meet  the  end  of  the  \'alve-spindle, 
to  be  lifted  or  lowered  out  of  the  plane  of  that  spindle  by  the 
inertia  of  a  weight  attached  to  the  lever.  When  the  engine  was 
above  speed,  ihe  reciprocating  element,  moving  faster  than  the 
biertia  rate  of  the  weighted  ball,  caused  the  weight  and  attached 
Jever  to  lag  behind  and  miss  connection  with  the  valve-stem. 

The  obvious  objection  to  this  system,  when  close  regulation 
s  demanded,  is  that  in  the  Otto  cycle  and  engine  the  missing  of  a 
working  stroke  results  in  an  inoperative  complete  cycle.  If  the 
I  load  suddenly  increases  just  after  the  charge  has  been  missed, 
there  will  be  a  notable  diminution  of  speed,  since  the  last  working 
stroke  took  place  two  revolutions  previous,  and  even  with  a  large 
■weight  of  fly-wheel  the  variation  in  speed  could  not  fail  to  be 
.delected,  Ulicre  the  gas-engine  was  to  be  applied  to  incandes- 
cent electric  lighting,  or  to  other  purposes  where  close  regulation 
of  speed  was  a  vital  matter,  the  hit-or-miss  system  proved  unsatis- 
factory.   It  has  still  been  retained  on  some  automobile  practice; 
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in  order  that  when  the  motor  is  disconnected  from  the  Irani 
mission  machinery-,  and  the  motor-shaft  with  its  fly-wheel  is 
revolving  idly,  there  shall  be  no  unnecessary  consumption  of 
fuel  from  having  an  impulse  in  everj'  cycle  when  the  enpne  is 
thus  running  light, 

137.  Governing  by  Impoveristiing  the  Charge. — A  method 
of  governing  in  some  respects  analogous  to  the  foregoing,  and 
derived  from  it,  is  to  have  the  governor  act  to  reduce  the  pro- 
portion of  gas  in  the  charge  relatively  to  the  amount  of  air  on 
the  aspiration  stroke,  but  not  to  cut  off  the  supply  of  fuel  com- 
pletely- This  will  result  in  having  an  inflammable  mimure  in 
the  cylinder  on  compression,  but  one  which  is  so  low  in  fuel  that 
the  stroke  is  a  comparatively  feeble  one  when  the  charge  is  ignited. 
This  governing  is  effected  by  having  a  cam  of  variable  section 
adjusted  on  the  shaft  by  the  position  of  the  governor-weights, 
so  that  the  gas-val\'e  is  held  open  a  less  proportion  of  the  suction 
stroke.  The  difficulty  with  this  system  is  that  the  infiammability 
of  the  mixture  is  so  widely  varied  by  the  proportion  of  gas  to  air 
that  it  may  easily  occur  that  with  a  given  compression  the  mix- 
ture will  fail  to  ignite  at  the  beginning  of  the  working  stroke, 
whereupon  a  charge  of  combustible  mixture  is  expelled  through 
the  exhaust  with  a  wasle  of  fuel  and  a  possible  danger  of  its 
being  ignited  in  some  imdesired  place.  This  system  has  been 
a  favorite  one  with  gasoline  machines  in  which 'the  air  was  car- 
bureted by  aspirating  it  through  a  mixing  device.  1!  the  gasoline 
vapor  was  not  ignited  in  the  cylinder,  it  might  be  ignited  by  the 
flame  in  the  next  subsequent  somewhat  violent  exhaust,  giving 
rise  to  explosions  in  the  exhaust-pipes  which  are  noisy  and  alarm- 
ing. 

138.  Governing  by  Throttling  the  Normal  Charge.— .\  more 
judicious  sretem  than  the  preceding  is  to  cause  the  governor  lo 
act  upon  both  the  air-  and  the  gas-inlet,  so  that  a  less  quantitj*  of 
the  normal  mixture  is  drawn  inlo  the  cylinder,  but  the  propor- 
tions of  that  mixture  are  not  altered.  This  is  a  feature  of  the 
Westinghouse  engine  for  gas  (see  Fig,  361,  and  of  the  great  major- 


COyERNJNG, 


217 


ity  of  the  newer  automobile,  engines  which  receive  carbureted  air 
from  a  carburetor.  The  system  figured  in  Fig.  83  has  this  system 
in  view,  the  throttle- valve  being  between  the  carburetor  and  the 
motor.  See  also  Figs.  51  and  52.  It  has  the  advantage  that  there 
is  an  ignition  and  a  workin;^  stroke  in  every  cycle,  but  that  the 
pressure  in  the  cylinder  is  less  by  reason  both  of  the  diminished 
compression  and  the  diminished  amount  of  fuel.  By  keeping 
the  mixture  in  constant  proportions  the  danger  of  failure  in  the 
ignition  is  lessened.  It  is  safe  to  say  that  the  advantages  ofiFered 
by  this  system  are  so  great  that  the  tendency  in  design  is  to  make 
use  of  it  more  and  more,  either  exclusively  or  in  connection  with 
the  methods  of  governing  by  cut-ofiF  and  by  ignition  shortly  to 
be  discussed.  It  avoids  the  diflSculties  of  the  other  systems  and 
brings  the  governing  of  the  gas-engine  more  closely  into  parallel 
with  the  systems  used  in  the  steam-engine.  An  ingenious  system 
of  throttle-control  by  speed  has  been  applied  to  an  American  auto- 
mobile motor  (Winton,  Fig.  84).    A  rotary  air-pump  driven  by  the 


Fig.  84. 

motor  supplies  a  moderate  air-pressure  through  D  into  a  reservoir 
C.  Opening  from  this  is  a  cylinder  in  which  fits  the  piston  E, 
On  the  rod  of  the  latter  is  the  throttle-valve  F.  As  the  motor 
speeds  up,  the  pressure  rises  in  C  and,  overcoming  the  spring, 
closes  the  throttle  opening.  To  give  the  operator  control  over 
this  action,  an  outlet  from  C  is  controlled  by  a  push-button  and 
valve  at  A  and  G  under  the  heel  of  his  foot.     When  A  is  opened 
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wide  the  governing  action  is  practically  suspended,  sii 
air-pressure  cannot  accumulate  in  C.  UTien  the  motor  is  stopped 
G  will  be  opened,  or  in  any  event  leakage  out  of  C  will  gradu- 
ally cause  the  throttle  lo  open  wide,  so  that  when  the  start  is  to 
be  made  there  is  no  annoyance  from  reduction  of  pressure. 

139.  Governing  by  Throttling  the  Exhaust.— It  will  be  appar- 
ent that  the  net  work  of  the  working  stroke  in  a  multi-cylinder 
engine  can  be  reduced  and  a  braking  effect  in  a  single-cylinder 
engine  can  be  produced  if  the  free  discharge  of  the  products  of 
combustion  into  the  open  air  can  be  restricted  by  a  governing 
action  upon  the  opening  of  the  exhaust -valve.  This  throttling  of 
the  e.\haust  operates  not  only  directly  to  diminish  the  net  forward 
or  drivmg  effort  on  the  crank-pin,  but  it  acts  to  leave  in  the  cylinder 
at  the  end'of  the  exhaust-stroke  a  certain  proportion  of  products 
of  combustion  which  are  confined  therein  and  which  must  expand 
by  the  aspirating  action  of  the  piston  down  to  and  below  atmos- 
pheric pressure  before  the  inlet-valvcs  for  gas  and  air  for  the  new 
charge  will  open.  The  aspiration  stroke,  therefore,  when  com- 
pleted, finds  the  cylinder  filled  in  part  with  neutrals  resulting 
from  the  throttled  exhaust  which  act  to  dilute  the  new  charge 
of  fresh  mixture.  This  action  is,  therefore,  in  effect  the  same 
as  that  of  throttUng  the  normal  mixture  discussed  in  the  previous 
paragraph.  It  makes  a  hot  cylinder,  also,  from  the  compression 
of  the  hot  exhaust -gases.  This  same  action  results  if  the  exhaust- 
valve  is  opened  late  or  closed  early  in  the  exhaust  part  of  the  cycle 
and  during  the  exhaust -stroke. 

140.  Governing  by  Retarding  the  Ignition. — If  the  passage 
of  the  spark  between  the  points  of  the  sparking-plug  does  not 
occur  at  the  time  when  the  return  of  the  piston  for  its  compress- 
ing stroke  has  produced  the  greatest  pressure  of  the  mixture 
in  the  compression  space,  but  takes  place  a  hltle  later,  after  the 
piston  has  begun  to  move  forward,  it  will  be  obvious  that  the 
igniting  of  that"  mixture  will  not  produce  the  same  forward  effect. 
The  area  of  the  work  diagram  is  diminished  by  having  the  mbt- 
ture  at  the  beginning  of  the  working  stroke  retrace  the  curve  of 
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its  compression  before  the  ignition  raises  its  pressure  by  increas- 
ing its  temperature.  The  electrical  methods  of  ignition  are 
particularly  favorable  to  this  method  of  governing,  which  is  not 
possible  with  the  hot-tube  systems  nor  the  compression  plan. 

It  is  the  common  practice  to  adjust  the  normal  engine  to  fire 
its  charge  when  the  crank  is  about  15°  below  or  in  advance  of  its 
dead-centre.  This  lead  of  the  ignition  at  high  speed  particu- 
larly gives  a  chance  for  the  propagation  of  the  flame  at  constant 
volume  and  the  complete  establishment  of  pressure.  The  best 
mechanical  eflSciency,  however,  favors  the  estabhshment  of  maxi- 
mimi  pressure,  after  the  piston  has  begun  to  move  forward  for 
its  working  stroke,  so  that  the  maximum  effect  should  not  be  so 
entirely  taken  up  on  the  shaft-bearings,  and  before  a  turning 
moment  has  been  created  for  the  crank.  That  is,  referring  to 
Fig.  85,  if  the  angle  of  the  ignition  line  ab  is  inclined  to  the  ver- 
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tical  by  about  5®  or  6°.  If  the  ignition  be  retarded  by  delaying 
the  spark-instant,  the  ignition  line  becomes  more  inclined,  and 
the  maximum  pressure  comes  not  only  later,  but  by  the  expan- 
sion of  the  compressed  mixture  before  ignition  the  value  of  that 
ma,ximum  is  less.  (Fig.  86.)  If  the  spark  is  still  further 
retarded,  the  diagram  of  effort  takes  the  shape  of  Fig.  87, 
which  is  from  a  6f  by  12  engine  at  240  revolutions,  with  the 
spark  timed  to  come  when  the  piston  is  \  of  an  inch  past  the 
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dead-centre.     The  diagrams  arc  scaled  to  show  the  fall  in  pre^ 
sure. 

A  difficulty  with  this  system  of  governing  is  that  the  time  of 
the  stroke  after  ignition  may  not  be  long  enough  for  the  complete 
combustion  of  the  mixture  before  the  stroke  is  completed  and 
the  exhaust-valve  opens.  Hence  the  combustion  continues  into 
the  exhaust  passages  and  pipe,  with  waste  of  beat,  objectionable 


Fig.  87.-lgniiioi.,  -h 
noise  due  to  the  pressure,  and  possible  exhaust  explosions.  H 
this  system  is  used  in  connection  with  the  plan  of  throttling  t^Tw 
mixture  of  the  normal  charge,  a  wide  range  of  speed  and  po^»ii'er 
control  may  be  easily  attained. 

The  retarded-ignition  principle  is  also  of  advantage  in  "^^nc 
manipulation  of  multiplc-cyhnder  engines  for  convenient  sl^*-'^" 
ing.  If  the  spark  period  be  delayed  quite  late  or  the  cirt^"^'^ 
broken  when  the  motor  is  being  brought  to  rest,  it  may  re^^" 
that  when  the  engine  stops  there  is  a  compressed  charge  in  c*"^ 
of  the  cylinders  ready  to  ignite,  but  which  has  not  been  fir^^ 
When  the  spark  is  passed  on  drawing  the  retarding  arranger! 
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back  toward  the  dead-centre  period,  this  compressed  charge  will 
be  fired  and  the  motor  start  without  the  necessity  for  hand 
starting  or  the  use  of  auxiliary  apparatus. 

141.  Governing  by  Advancing  the  Sparlr.  Pre-igniting  the 
Mixture. — ^If,  instead  of  timing  the  ignition-spark  after  the  work- 
ing stroke  has  begun,  the  charge  be  fired  before  the  compression 
stroke  is  completed,  and  more  than  normally  before  the  piston 
has  reached  its  dead-centre,  it  will  be  apparent  that  the  effect 
is  not  only  to  act  as  a  brake  upon  the  compression  stroke  and 
retard  the  engine,  but  also  to  diminish  the  effective  energy 
of  the  working  stroke,  since  the  ignition  takes  place  before 
the  compression  is  complete.  This  action  can  be  carried  to 
a  point  at  which  the  tendency  of  the  fly-wheel  and  crank  to 
produce  compression  shall  be  made  by  the  ignition  of  the 
charge  early  enough  to  have  a  leverage  sufficient  to  start  the 
crank  revolving  in  the  opposite  direction,  which  would  cause 
the  motor  to  make  a  backward  stroke.  This  is,  of  course, 
the  limit  in  such  pre-ignition  and  should  not,  under  ordinary 
circumstances,   be   allowed   to   occur.    Usually,   in   automobile 
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Fig.  88. 

•^practice,  the  control  over  the  point  of  ignition  is  in  both  direc- 
tions and  on  each  side  of  the  normal  point,  so  that  at  the  will  of 
the  operator  the  ignition  may  be  retarded  or  put  forward.     Fig.  88 
shows  the  work  diagram  reduced  in  area  from  64  to  42  by  ad 
V'ancing  the   spark,  and   shows  the   form  of   diagrams  which 
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142.  Governing   by   Cutting   Off   Admission. — ^A    syslem  1 

governing  has  been  used  by  Mr.  Chas.  E.  Sargent  whereby  the 
go\'cmiiig  effect  shall  be  to  cut  oil  the  admission  of  mixture  when 
the  intake  stroke  is  only  partly  completed.  The  mixture  will 
be  rarefied  during  the  rest  of  the  stroke,  but  this  entails  no  loss,  as 
the  work  is  restored  upon  the  return  of  the  piston,  and  the  pres- 
sure is  restored  when  the  cut-off  is  reached  on  the  compression 
stroke.  Then  compression  begins  and  runs  through  the  remain- 
der of  the  stroke  only.  Hence  the  compression  is  varied  accord- 
ing to  the  work  to  be  done,  and  the  area  of  the  work  diagram 
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varies  with  it.  Fig.  89  shows  a  number  of  superposed  strokes, 
and  the  governor  action  in  varying  the  cut-off  of  admission  and 
the  mean  effective  pressure.  Usually  the  ignition  is  made  to 
take  place  earlier  as  the  speed  tends  to  increase,  but  there  is  no 
loss  by  wire-drawing  due  to  throttling  effect.  The  terminal 
pressure  goes  down  with  this  system,  which  is  an  obvious  a 
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tage  as  respects  noise  from  the  exhaust.  This  cycle  in  modified 
form  has  been  proposed  by  Clerk  of  England,  Forest  of  France, 
and  Kohler  of  Germany.  It  bears  the  same  relation  to  the 
throttling  system  (par.  138)  as  the  automatic  cut -off  engine 
bears  to  the  throttling-engine  in  steam  practice.  It  is  a  system 
which  will  doubtless  prevail  more  and  more. 

143.  Governing  in  the  Two-cycle  System. — In  the  two- 
cycle  system  the  governing  by  throttling  the  exhaust  and  by  vary- 
ing the  points  of  ignition  is  not  as  simple  as  in  the  four-phase 
cycle.  The  fact  that  the  exhaust-ports  are  opened  by  the  motion 
of  the  piston  itself  at  the  completion  of  the  working  stroke  and 
are  closed  after  a  part  of  its  return  stroke  has  been  completed 
nearly  always  leaves  a  proportion  of  the  products  of  combus- 
tion entrapped  in  the  cylinder,  so  that  exhaust  throttUng  does 
not  apply  and  the  opening  of  the  exhaust-ports  before  the  end 
of  the  stroke  makes  the  retarded-ignition  method  unsatisfactory. 
Most  two-cycle  engines  throttle  the  mixture.  The  method  adopted 
in  the  Korting  engine  of  retarding  the  admission  of  the  constant 
mixture  until  part  of  the  compression  stroke  has  been  com- 
pleted is,  in  principle,  the  same  as  that  of  throttling  the  normal 
charge  in  combination  with  an  action  to  dilute  that  charge  with 
products  of  combustion  which  are  not  completely  expelled  when 
the  admission  of  fresh  mixture  is  retarded.  It  is  apparent  that 
combinations  of  the  methods  discussed  above  can  be  made  other 
than  those  which  have  been  described  as  actually  applied. 

144.  Limitations  of  the  Gas-engine  by  the  Problem  of 
Governing. — It  is  obviously  difficult  in  the  single-cylinder  motor 
operating  with  the  four-phase  cycle  to  secure  a  uniform  torque 
of  the  engine-shaft,  even  with  a  massive  fly-wheel,  since  the  work- 
ing impulse  comes  but  once  in  each  two  revolutions,  even  when 
the  resktance  is  constant.  This  difficulty  is  mitigated  by  in- 
creasing the  number  of  the  cylinders  up  to  four,  so  that  there 
shall  be  an  impulse  at  each  half-revolution,  as  occurs  with  the 
double-acting  single-cylinder  steam-engine.  It  is  also  made  of 
less  consequence  by  greatly  increasing  the  speed  of  the  fly-wheel 
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shaft  so  that  the  interval  of  time  between  impulse  strokes  shall 
be  correspondingly  lessened  and  the  resistance  attacked  by  the 
impulse  stroke  with  correspondingly  greater  frequency.  For 
these  reasons  the  limitations  set  to  the  use  of  the  single-cylinder 
four-phase  cycle  where  uniform  speed  of  rotation  was  demanded 
have  been  to  a  great  extent  removed.  It  remains  the  fact,  how- 
*ever,  that  even  the  best  methods  of  governing  have  not  yet  pro- 
duced such  nicety  of  adjustment  of  the  working  pressure  to  the 
jesistance  as  is  possible  with  the  automatic  cut-ofiE  steam-engine 
in  view  of  the  practical  impossibility  of  adjusting  the  release  of 
energy  in  the  stroke  within  the  narrower  limits  imposed  by  the 
rate  at  which  this  energy  is  released  when  the  charge  is  ignited* 
The  steam-engine  draws  from  a  reservoir  of  accumulated  pres- 
sure, and  may  draw  more  or  less  as  required  per  stroke.  The 
intemal-combustjon  system  must  receive  all  the  energy  resident 
in  the  mixture  received,  and  can  only  govern  by  varying  this 
amount  of  energy  before  it  is  released. 


CHAPTER  XIIL 

THE  COOLING    OF  THE   CYLINDER. 

145.  Introductory,—  Since  the  effective  utilization  of  the 
heat  energy  in  an  intemal-combuslion  motor  depends  upon  the 
difference  between  the  initial  and  final  temperatures  of  the  mix- 
ture which  drives  liie  piston,  it  will  be  apparent  that  the  provi- 
sions for  cooling  the  gas  and  the  cylinder  in  which  it  operates 
are  only  second  in  importance  to  the  provisions  for  heating  this 
mixture.  It  is  desirable  that  the  gas  should  be  cooled  in  order 
that  it  may  carry  out  to  waste  the  minimum  amount  of  arailable 
energy.  It  is  desirable  that  the  metal  of  the  cylinder  should  be 
cooled  not  only  as  a  matter  of  comfort  to  those'  who  are  about  it, 
but  to  prevent  deformations,  leaky  valves,  defective  alignment, 
and  oxidation  resuUing  from  high  heat.  It  will  be  apparent, 
furthermore,  that  the  cooling  of  both  gas  and  metal  must  be  done 
with  convenient  means  and  without  requiring  too  great  bulk  or 
weight  of  the  medium  used  for  cooHng.  It  may  be  said,  in  gen- 
eral terms,  that  there  are  two  methods  of  cooling  the  metal.  One 
is  by  the  use  of  water  and  the  other  by  the  use  of  air.  For  the 
cooling  of  the  gas  one  method  will  be  by  water  injection  and  the 
other  will  be  by  j'ackct-coohng  through  the  metal  walls  of  the 
cj'linder.  The  water  may  be  most  effectively  used  upon  the  mix- 
ture by  injecting  it.  The  water  or  air  cooUngof  the  metal  will 
be  done  by  circulation. 

146.  Cooling  by  Injection  into  the  Air,  into  the  Expanded 
Gases,  into  the  Products  of  Combustion, — It  has  been  proposed 
to  inject  into  the  air  which  is  drawn  into  the  cylinder  on  the  aspi- 


THE  G^S-ENCINB. 


3 


ration  stroke  a  certain  quantity  of  water  in  the  fonn  of  mist. 
compression  of  the  mixture  which  raises  its  temperature  will 
convert  tliis  finely  divided  water  into  steam,  which  will  partake 
of  the  heating  when  the  gas  ignites  and  by  its  higher  specific  heat 
shall  tend  to  keep  the  temperature  of  the  mixture  lower  than  it 
would  be  in  the  absence  of  such  water.  The  water  partakes 
of  the  cooling  due  to  the  adiabatic  expansion,  but  the  heat  to 
vaporize  it  when  the  pressure  is  lowered  at  the  opening  of  the 
exhaust  will  be  absorbed  from  the  products  of  combustion, 
by  their  temperature  will  be  lowered. 

A  variant  upon  this  plan  is  to  inject  the  water  in  spray 
the  expanded  gases  after  the  ignition  has  taken  place,  with  the 
idea  that  the  sleam  thus  formed  should  partake  of  the  expansion 
in  the  cylinder  and,  by  the  absorption  of  the  heat  for  the  vapori- 
zation, cool  the  mixture  as  in  the  foregoing  method. 

The  difficuhy,  so  far  as  both  systems  are  concerned,  is  that 
the  injection  of  this  spray  or  mist  of  water  with  its  higher  specific 
heat  lends  to  lower  the  temperature  in  the  cylinder  and  thus  to 
diminish  the  net  forward  effect  upon  the  piston;  and  to  be  effect- 
ive enough  to  render  a  water-jacket  unneccssarj'  the  quantity 
of  injection  water  required  would  render  combustion  impossible, 
by  reason  of  the  great  dilution  by  water-vapor  and  spray.  If 
little  water  is  injected,  so  that  this  effect  is  not  produced,  the 
water  does  little  coohng,  but  in  any  case  its  effect  is  to  diminish 
the  area  of  the  work  diagram  in  the  cylinder. 

Injection  has  also  been  practised  as  respects  the  products  of 
combustion  after  they  have  left  the  cylinder  and  are  in  the  ex- 
haust-passage. This  lowers  the  tension  of  the  exhaust-gases  by 
lowering  their  temperature,  but  produces  no  effect  upon  the 
medium  which  is  working  in  the  cyUndcr  itself.  It  is  not,  there- 
fore, usually  worth  while  to  pay  much  attention  to  the  heat  in 
these  products  of  combustion,  since  It  is  inconvenient  to  utilize 
it  in  any  practical  way. 

147.  Cooling  of  Hetal  by  a  Water-jacket,  the  Steam  to  be 
■Utilized  or  Wasted. — Since  the  specific  heat  of  water  is  unity, 
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it  is  the  most  convenient  medium  to  use  for  withdrawing  excess 
of  heat  from  the  metal  of  the  cylinder  and  its  valves.  This  is 
usually  accomplished  by  casting  the  cylinder  mlh  double  walls 
or  by  surrounding  it  with  a  brazed  coppcr-jccket  and  circulating 
the  cooling  water  through  the  hollow  spaces.  The  cool  water 
enters  at  the  bottom  and,  becoming  warmed,  it  flows  off  at  the 
top,  carrj'ing  with  it  any  bubbles  of  steam  which  may  form  in 
the  process,  and  which  would  have  a  tendency  to  rise.  If  there 
is  an  abundance  of  water,  it  is  usually  convenient  to  waste 
the  heated  water  without  attempting  to  apply  it  to  any  useful 
purpose.  If  water  is  limiled,  as  in  the  case  of  the  automobile 
engine,  it  will  be  neccssarj'  to  use  some  means  for  coohng  it  in 
some  form  of  radiator,  whereby  the  heat  which  it  absorbs  in  cir- 
culating around  the  cylinder  shall  be  withdrawn  and  the  same 
■water  used  over  and  over  again.  It  is  possible  to  utilize  the  heat 
which  the  water-jacket  will  carry  away,  but  ordinarily  this  is 
more  trouble  than  the  economy  which  it  represents.  _    __ 

In  the  automobile  water-cooled  engine  the  radiator  for  cool- 
ing the  heated  water  is  made  of  a  coil  of  pipes,  each  pipe  being 
armed  with  a  very  large  external  radiating  surface  so  that  the 
movement  of  the  vehicle  through  the  air  shall  give  to  the  latter 
a  great  surface  upon  which  to  act  for  the  withdrawal  of  the  heat 
of  the  pipe  (see  par.  87).  Some  forms  of  radiator  have  trans- 
verse coohng  pipes  through  the  main  body  of  the  water,  and  in 
addition  to  the  motion  of  the  vehicle  through  the  air  a  further 
current  of  air  is  stimulated  by  a  propeller  fan  driven  from  the 
engine,  so  that  the  velocity  of  the  motor-shaft  shall  determine  the 
volume  of  coohng  air  and  not  alone  the  velocity  of  the  car. 

It  is  usual  to  let  the  cooUng  water  reach  nearly  the  boiling- 
point,  or  about  iSo"  Fahr,,  so  as  to  keep  the  metal  below  the 
point  of  deformations,  and  yet  not  cool  the  cylinder-walls  unduly. 
If  the  water  boils,  of  course  it  gradually  dissipates  as  vapor  and 
must  be  replaced.  About  one  gallon  of  water  per  horse-power 
seems  to  be  a  convenient  proportion  for  the  tanks  which  carry 
the  cooling  water.     In  cold  climates  care  has  to  be  taken  in  the 
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cooling  of  out-of-door  motors  lesl  the  cooling  water  freeze  when 
the  motor  is  at  rest.  This  has  resulted  in  the  mixing  of  glycerine 
with  the  water  in  equal  parts,  or  the  adding  of  chloride  of  cal- 
cium (CaCl,)  till  the  solution  has  a  specific  gravity  of  1.20. 
Such  a  solution  will  not  freeze  at  15°  below  zero  Fahrenheit- 
Trouble  has  often  been  experienced  with  water-cooled  motors 
which  use  water  containing  mineral  matter,  from  the  deposit  of 
such  scale-forming  material  in  the  jackets.  The  narrow  spaces 
become  clogged  with  the  deposits,  and  the  water  carmot  get  access 
for  j»oling  the  metal, 
^^^  148.  Water-cooling  of  the  Pieton.^Whilc  the  surrounding  of 
the  cylinder- walls  by  circulating  water  in  the  waler-jacket  has 
a  tendency  to  keep  their  metal  cool,  it  does  not  affect  the  recip- 
rocating piston  which  touches  these  walls  over  a  comparatively 
narrow  surface  while  exposed  to  the  high  temperature  of  the 
charge  over  the  lai^c  area  of  its  head.  This  has  necessitated, 
in  engines  of  large  size,  that  provision  be  made  for  cooling  the 
piston  by  circulating  water  through  hollows  cast  in  its  structure. 
This  is  shown  to  be  necessary  by  the  fact  that  even  when  the 
sides  are  water-jacketed  the  pistons  of  large  gas-engines  will 
appear  red  to  the  eye  in  the  dark,  in  the  absence  of  such  inner 
circulation.  The  water  is  introduced  cither  by  means  of  a  flexi- 
ble connection  or  by  means  of  two  hollow  tubes,  finished  on  the 
outside,  which  sUde  through  a  stufiing-box,  entering  into  cor- 
responding chambers  within  one  of  which  cool  water  is  main- 
tained under  pressure  and  through  the  other  of  which  the  heated 
water  is  discharged. 

149.  Cooling  by  Air-jacket.  —  The  inconvenience  of  cany- 
ing  the  necessary  weight  of  coohng  water  in  the  automobile,  and 
the  annoyance  which  is  offered  in  winter  by  the  presence  of  this 
water,  and  the  danger  of  its  freezing  in  cold  weather,  when  the 
engine  is  not  in  operation,  have  brought  about  the  design  called 
the  air-cooled  motor.  The  cylinders  of  such  engines  are  cast 
with  deep  corrugated  exterior  surfaces,  so  that  for  a  given  d 
eter  of  cylinder  a  very  much   increased   surface   shall  be  ] 
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sented  to  the  cooling  action  of  the  air,  both  by  radiation  and  con- 
tact.   This  effect  may  be  increased  by  a  fan  action  which  shall 
blow  air  upon  the  radiating  surface  of  the  cylinder  and  tend  by 
this  action  to  keep  it  cool.    Such  cylinders  are,  of  course,  heavier 
than  the  water-cooled  cylinder,  but  the  weight  of  the  water  is 
avoided.    Fig.  50  shows  a  characteristic  structure  of  such  air- 
cooled   cylinders    (see  also    par.  87).     The   limitation   in  air- 
cooling  seems  to  be  set  by  the  quantity  of  heat  in  units  which 
is  liberated  on  the  working  stroke.    As  the  engine  grows  more 
powerful,  the  diflSculty  of  effective  cooling  increases,  and  is  set  at 
not  far  from  ten  horse-power  at  present,  by  the  fact  that  enough 
air  cannot  be  brought  into  action  in  the  limited  surface  to  cool 
a  cylinder  heated  hot  by  a  large  weight  of  fuel.     If  the  cylinder 
is  not  adequately  cooled,  the  compression  of  the  charge  may  result 
in  pre-ignitions  or  back-firing,  and  difficulty  may  be  experienced 
in  stopping  it  quickly  without  inconvenient  use  of  powerful  brakes 
(see  par.  127). 

150.  The  Circulation  of  the  Cooling  Water  and  the  Amount 
Required  for  Cooling. — In  automobile  practice  it  has  been  ob- 
served that  it  is  usual  to  proportion  the  surface  of  the  radiator 
so  that  the  temperature  of  the  cooling  water  shall  rise  nearly 
to  the  boiling-point.  If  it  were  to  be  allowed  to  get  hotter  than 
this,  the  water  would,  of  course,  generate  steam,  which  would 
produce  a  pressure  upon  surfaces  ill  adapted  to  resist  pressure 
and  which  would  result  in  a  dissipation  of  the  water  in  the  tanks, 
requiring  its  frequent  renewal.  This  circulation  of  the  water 
through  the  jacket  and  the  radiator  is  accomplished  by  a  pump 
either  of  the  centrifugal  or  rotary  type  in  most  cases,  since  a  small 
volume  or  weight  of  pump  of  this  design  will  circulate  the  great- 
est weight  of  water  with  the  small  resistance  which  such  circu- 
lation offers.  The  weight  of  water  which  is  to  be  circulated  to 
keep  a  given  weight  of  metal  at  a  certain  fixed  temperature  is 
given  by  a  simple  equation  for  the  transfer  of  heat  involving  the 
temperatures,  specific  heats,  and  weights.  If  W  be  the  weight 
of  the  iron  to  be  cooled,  and  its  specific  heat  C„  and|the  range 
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of  temperature  through  which  it  is  to  be  cooled  be  denoted  by 
K~hy  while  for  water  the  weight  be  designated  by  Wy  specific 
heat  by  unity,  and  its  range  of  temperature  /2"~^8>  since  the  water 
and  the  iron  will  be  assumed  to  have  practically  the  same  tem- 
perature when  the  latter  has  been  cooled,  the  equation  will  appear 

WXCiX{h-t^)=wXiX(t2-ti). 

In  this  equation  the  temperatures  are  known  or  assumed 
and  the  unknown  quantity  to  be  calculated  is  w^  when  the  other 
elements  of  the  equation  are  known. 


CHAPTER  XIV. 

THE  COMBUSTION-CHAMBER  AND  THE  EXHAUST. 

151.  Introductory. — In   the   steam-engine   and  in  the  air- 
compressor  it  is  desirable  that  the  space  between  the  head  of 
the  piston  and  the  head  of  the  cylinder  should  be  reduced  to  the 
lowest  possible  percentage  of  the  volume  swept  through  by  the 
piston.    This  is  by  reason  of  the  fact  that  this  volume  in  the 
steam-cylinder  is  filled  at  each  stroke  by  steam  from  the  boiler 
which  is  not  required  to  do  the  work  of  that  stroke  and  which 
is  exhausted  with  the  working  steam  when  the  exhaust-valve  is 
opened.    In  the  air-compressor,   whatever  compressed  air  re- 
mains in  this  clearance  volume  expands  during  that  stroke  which 
should  be  entirely  the  admission  stroke  for  fresh  air,  and  by  its 
expansion  precludes  the  opening  of  the  inlet-valves  until  the  pres- 
sure in  the  cylinder  is  less  than  the  atmospheric  pressure  without. 
In  the  gas-engine,  on  the  other  hand,  the  space  between  the  pis- 
ton and  the  end  of  the  cylinder,  when  the  engine  is  on  its  inner 
dead-centre,  is  the  space  in  which  the  combustible  mixture  is  to 
be  held  imder  compression  from  the  return  stroke  of  the  piston, 
and  which  must  contain  a  sufficient  amount  of  the  combustible 
mixture  to  furnish  whatever  effective  pressure  is  to  be  exerted 
when  the  charge  is  ignited.     It  will  be  apparent,  therefore,  that 
the  volume  of  this  clearance  space  is,  in  effect,  the  combustion- 
chamber  of  the  engine,  and  it  must  bear  such  a  relation  to 
the  volume  of  the  piston  displacement  as  shall  give  the  desired 
compression  pressure  at  the  moment  that  the  charge  is  to  be 
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I'lred,  under  normal  conditions.     What,  tlien,  should  be  the  volume 
of  the  combustion-chamber? 

152.  Volume  of  the  Combustion-chamber. — The  volume 
of  the  combustion- chamber  will  be  ver^-  greatly  dependent  upon 
the  quality  of  the  fuel  which  is  to  be  burned  in  the  engine.  While 
the  greater  the  pressure  caused  by  the  compression,  the  greater 
work  will  be  done  in  the  Otto  cycle,  a  definite  limit  is  set  with 
rich  mixtures  which  are  readily  ignited.  With  gasohne  gas, 
for  instance,  it  is  imjMSsible  to  carry  the  compression  above  80 
pounds  per  square  inch,  since  the  heat  generated  by  the  com- 
pression within  these  Umits  will  be  sufficient  to  pre-ignite  the 
charge,  causing  the  piston  to  make  a  back  stroke.  With  lean 
mixtures,  such  as  blast-furnace  gas,  the  compression  pressure 
may  be  made  much  greater  than  this,  without  danger  of  pre- 
ignition.  The  following  table  gives  some  data  concerning  the 
limits  of  pressure  with  combustibles  of  different  points  of  ignition: 


CottPRfSSlON    PRESSDEES    M   POUNDS   Pt 

R  SquAR 

T.  Inch. 

^S- 

Pi«iM=T- 

Natanl 
Gm. 

WmK- 

Rich. 

140 

90 

8c 

65 

60 

5S 

150 

If  these  limits   be  used  in  the  computations  which  underUc 
the  results  in  paragraph  203,  and 

r,  =  clearance+  displacement, 

TJa  =  cleanincc  which  is  the  combustion -chamber, 
then   will   7'i—i',  =  piston    displacement,  and   the    ratio   between 
these  quantities  called  R  will  be 

V,  clearance  i 


Vi  — v,     displacement 
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whence 


Initial  volume 
Final  volume 


^1    \pJ       \pJ 


Substituting  these,  the  computations  take  the  following  form, 
in  which  the  compression  pressures  are  given  in  atmospheres: 
For  natural  gas 


For  street-gas 


^■(3.33)--x°^I°^°^°- 


R'=7-T71 =  56%. 

(4)74-1       1.79     ^    /^ 


For  producer-gas 


I I ^ 

For  the  Diesel  high  compression 

(30)74-1      11.39 

From  these  derivations  the  origins  of  the  usual  values  are 
made  to  appear.  When  the  builder  does  not  know  what  fuel 
is  to  be  used,  but  is  obliged  to  make  a  commercial  article  which 
will  not  be  too  far  amiss  for  any  ordinary  case,  he  selects  the 
middle  of  the  series  and  a  mean  value.  This  explains  the  very 
general  adherence  to  about  30  per  cent. 

153.  Form  of  the  Combustion-chamber.  —  It  is  desirable 
for  reasons  of  strength  and  simplicity  in  casting  that  the  combus- 
tion-chamber be  of  rounded  or  spheroidal  form,  with  no  comers 
or  pockets  in  its  volume.  The  openings  leading  to  the  valves 
for  similar  reasons  should  open  small  vestibules  into  the  combus- 
tion-chamber, so  that  the  gas  in  these  entries  may  partake  of 
the  facility  of  ignition  belonging  to  the  main  volume  of  mixture. 
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It  has  been  found  that  some  very  curious  phenomena  result  fre 
such  a  shape  of  the  combustion  volume  behind  ihe  piston  as  shall 
make  the  ignition  of  the  mixture  resemble  a  succession  of  explo- 
sions. When  these  shapes  of  the  combustion-chamber  and  its 
entries  are  conducive  lo  this  action,  there  are  developed  pulsations 
in  the  mass  of  gas  which  seem  to  be  curiously  cumulative  in  effect 
and  which,  when  the  right  proportions  are  attained,  reach  an 
intensity  close  to  the  limit  of  the  possibility  of  their  being  resisted 
by  the  metal.  These  pulsations  reveal  themselves,  often,  to 
the  indicator-card  by  a  succession  of  waves  in  the  line  of  expan- 
sion which  would  naturally  be  attributed  to  inertia  of  the  indi- 
cator-piston and  attached  parts,  but  which  can  be  proved  to  be 
the  result  of  this  pulsating  action  by  the  very  simple  experiment 
which  is  described  in  paragraph  204  of  Chapter  XIX,  to  which 
the  student  is  referred, 

IS4-  Disposal  of  the  Exhaust-gases.  —  The  exhaust  from 
the  cylinder  should  be  mainly  carbonic  acid  gas,  steam,  and  air. 
With  the  gasoline  engines  there  may  be  present  a  certain  amount 
of  hydrocarbon  gas  incompletely  burned,  which  will  give  a  slight 
color  to  the  exhaust  with  a  characteristic  odor.  In  damp  weather 
the  exhaust  also  may  contain  a  little  sleam  from  the  moist  air 
drawn  into  the  cylinder  and  there  made  into  steam  to  appear 
in  the  cooled  exhaust  in  visible  form.  The  requirement  in  many 
cities  for  stationary  practice  is  that  the  exhaust-pipe  from  the 
engine  must  first  discharge  into  a  reservoir  or  pot  from  which  the 
exhaust-pipe  proper  shall  pass  out  and  shall  be  carried  continu- 
ously through  the  chimney  or  flue  to  the  open  air.  The  purpose 
of  the  pot  or  chamber  is  that  any  explosions  due  to  defective 
propagation  of  the  flame  in  the  mixture,  or  due  to  improperly 
timed  ignitions,  may  occur  in  the  pot  rather  than  at  a  place  where 
they  might  be  attended  with  more  danger  of  fire.  In  some  con- 
siderable plants  the  exhaust  from  the  engines  has  been  taken 
into  a  subterranean  cistern  fitted  with  a  loose  cover  of  planks 
and  weighted  with  iron.  The  purpose  of  this  structure  was  lo 
form  a  relief-valve  for  the  harmless  release  of  explosion  energy 
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which  escaped  from  the  cylinders  and  had  to  be  taken  care  of  in 
the  exhaust  circuit. 

155.  Back-pressure  of  Exhaust-gases.  —  In  the  ordinary 
Otto  cycle  the  gases  at  the  end  of  the  working  stroke  will  have 
a  pressure  of  varying  intensity,  but  considerably  above  that  of 
the  atmosphere.  This  fact  explains  a  considerable  noise  in  the 
escape  of  the  exhaust-gases,  since  they  are  at  pressures  and  tem- 
I>eratures  above  that  of  the  atmosphere,  which  will  result  in  a 
considerable  release  of  energy  when  they  come  together.  The 
volume  of  the  exhaust-gases  will  be  increased  by  the  release  of 
the  pressure,  but  diminished  by  the  drop  in  temperature.  If  the 
pressure  be  nearly  that  of  the  atmosphere,  the  effect  of  the  tem- 
perature change  is  to  diminish  the  volume,  while  if  the  pressure 
is  above  the  atmosphere,  the  tendency  to  expand  takes  prece- 
dence over  the  tendency  to  contract.  The  expansion  is  the  occa- 
sion of  the  noisy  cough  which  is  more  frequent  than  the  other 
effect. 

The  Clerk  system,  which  has  the  exhaust-port  uncovered  by 
the  traverse  of  the  piston  near  the  end  of  its  stroke,  and  which  is 
used  in  most  of  the  two-phase  engines,  can  be  used  with  or  with- 
out an  additional  exhaust-valve.  When  used  with  a  second  valve, 
it  will  be  apparent  that  the  release  of  pressure  by  the  uncovering 
of  the  lateral  port  in  the  cylmder  takes  off  much  of  the  pres- 
sure against  which  the  lifting  poppet-valve  in  the  Otto  system 
has  to  work.  Among  the  engines  using  this  double-exhaust  are 
the  White  and  Middleton,  the  New  Era,  and  the  Springfield  .. 
machines.  The,£lerle_pQil^-being- without  effect -on-  the -back-  1 
pressure  of  the  return  or  exhaust  stroke,  can  have  its  j)ipe  and 
its  noise  very  effectively  muffled  (§  156),  while  the  low  pressure 
prevailing  during  the  cleansing  stroke  causes  little  noise  in  any 
case.  If  there  are  two  exhaust-ports,  it  is  convenient  to  pipe 
them  separately,  since  the  pressures  in  each  pipe  will  differ  widely 
as  will  also  the  phenomena  connected  with  them. 

156.  Muffling  of  the  Exhaust. — In  order  to  diminish  the 
unpleasant  noise  resulting  from  the  pressure  and  change  of  volume 
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of  the  exhaust  as  it  escapes  into  the  open  air,  a  number  of  de\'ices 
have  been  presented  on  various  designs  of  machine,  which  an 
known  as  mufflers  in  America,  and  as  silencers  in  English  sai, 
European  practice.  The  theory  of  the  silencers  or  mufilers  is 
to  secure  one  or  all  of  four  results.  The  first  is  to  reduce  the 
pressure  of  the  gases  imtil  they  are  as  nearly  as  convenient  at 
the  same  pressure  as  the  atmosphere  when  they  are  ready  to  es- 
cape into  it.  Second,  this  is  secured  by  allowing  the  gases  lo 
expand  in  volume  and  in  this  process  to  become  cool.  Third, 
the  effect  of  such  expansion,  which  is  the  manifestation  of  the 
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reduction  of  pressure,  is  to  diminish  the  velocity  with  which  th^ 
gases  escape  into  the  open  air,  which  velocity  is  partly  the  occa- 
sion of  noise.  Fourth,  all  of  these  foregoing  results  are  helped 
if  the  body  of  escaping  gas  is  broken  into  a  number  of  smaller 
streams,  by  being  baffled  and  allowed  to  escape  through  a  large 
area  in  divided  form.  Any  construction  of  muffler  which  will 
reach  these  results  will  meet  the  case.  It  is  quite  usual  to  use 
a  piece  of  pipe  or  tube  of  diameter  considerably  greater  than 
that  of  the  exhaust-pipe  (Fig,  90),  and  to  allow  the  exhaust-gases. 
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to  enter  into  that  larger  pipe  or  tube  through  a  number  of  small 
openings  whereby  the  volume  of  the  gas  is  gradually  increased, 
its  pressure  reduced,  the  volume  expanded,  and  the  final  dis- 
charge takes  place  through  a  great  number  of  openings. 

Other  plans  are  to  fill  the  enlarged  pipe  or  tube  with  baffling 
partitions,  so  that  the  velocity  of  the  gas  is  greatly  retarded,  while 
the  areas  through  which  it  passes  are  large  enough  to  result  in  no 
back-pressure  upon  the  exhaust-pipe,  and  at  the  free  end  the 
velocity  is  very  low.  The  muffler  can  conveniently  be  at  some 
considerable  distance  from  the  engine  (Fig.  91),  so  that  in  the. 


length  of  pipe  which  couples  the  engine  to  the  muffler,  there  may- 
be opportunity  for  the  cooling  of  the  gases  before  they  enter  the 
muffler.  If  this  cooUng  can  occur,  it  is  followed  by  a  lowering 
of  the  pressure,  a  diminution  of  the  volume,  and  a  greater  effect 
of  the  muffler  in  silencing  the  noise  of  the  escape.  The  baffling 
in  the  muffler  can  be  done  with  perforated  plates,  with  coils  of 
wire,  with  pebbles  or  balls,  through  which  the  gases  must  pass 
on  their  way  out. 

Unless  this  baffling  device  is  located  in  chambers  of  enlarged 
volume,  it  will  be  apparent  that  the  tendency  of  this  plan  of  silen- 
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cing  will  be  to  produce  an  increased  back-pressure  on  the  exhaust 
stroke  of  the  cylinder.  This  may  be  enough  to  invade  the  power 
of  the  stroke  by  acting  in  the  same  way  as  ihc  method  of  govern- 
ing by  throttling  the  exhaust.  In  many  forms  of  the  automo- 
bile engine  a  by-pass  is  arranged  so  that  when  the  motor  is  to 
propel  the  carriage  slowly,  as  in  city  streets,  the  muiiler  will  be 
in  action  and  the  exhaust  silenced;  when  the  open  country  is 
reached,  where  noise  is  of  less  moment,  the  muffler  b  switched 
off  and  ihe  exhaust  takes  ])lace  freely  through  a  direct  connectic 
to  the  air,  with  the  attendant  noise,  but  diminished  back-pressi 
To  be  effective,  a  muffler  should  be  of  large  volume. 

In  the  exhaust-pipes  from  stationary  motors,  discbargii 
into  the  open  air,  an  effective  silencing  has  been  secured  by 
simple  expedient  of  cutting  slots  in  the  side  of  the  pipe  near 
end,  so  that  as  the  moving  column  of  gas  drew  near  to  the  open- 
ing, whereby  it  would  naturally  escape  with  considerable  velocitj- 
into  the  air,  the  pressure  was  allowed  to  fall  by  a  free  but  gradual, 
expansion  through  these  slots  sidewise.  The  principle  of 
suggestion  is  undeniably  sound  in  the  light  of  the  foregoing 
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CHAPTER  XV. 

MANIPULATION  OF  GAS-ENGINES. 

160.  Introductory.  —  The  gas-engine  appears  in  so  many 
forms  which  diflfer  in  detail  to  such  an  extent  that  it  is  not  easy 
to  give  suggestions  as  to  the  manipulation  of  such  machines  which 
shall  be  applicable  in  every  case,  or  which  shall  apply  to  all  forms 
of  the  internal-combustion  engine.  .  Certain  fundamental  prin- 
ciples, however,  must  be  observed  in  all  cases,  to  which  attention 
may  properly  be  directed. 

161.  Effects  of  Quality  or  Richness  of  the  Gas. — If  the  gas 
used  in  the  motor  comes  from  a  street  main,  it  is  usually  of  a 
certain  standard  quality  or  calorific  power  and  will  not  be  likely 
to  vary  at  different  seasons  of  the  year  or  on  different  days.  Where 
the  gas  comes  from  a  producer,  it  is  likely  to  vary  in  richness  with 
variations  in  the  operation  of  the  producer  itself  and  variations 
in  the  fuel  from  which  the  gas  is  distilled.  But  the  widest  varia- 
tions and  those  which  are  the  sources  of  the  greatest  trouble  occur 
as  the  result  of  varying  carburation  of  the  gas  in  automobile 
motors,  and  from  such  action  of  the  governor  as  will  vary  the 
percentage  of  hydrocarbon  in  the  volume  of  the  mixture  of  air 
and  fuel  which  enters  the  cylinder  in  any  stroke. 

If  the  engine  be  adjusted  to  a  normal  running,  with  a  cer- 
tain proportion  of  air  and  fuel  in  the  mixture,  the  mixture  may 
be  varied  either  by  impoverishing  it  below  this  normal  proportion 
or  by  enriching  it  above  the  normal  (§§  100,  137).  If  the  mixture 
is  impoverished,  the  effect  will  be  likely  to  manifest  itself  in  a 

reluctance  to  ignite.    A  failure  to  ignite  will  obviously  result  in  no 
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impulse  or  working  stroke  at  the  normal  interval  of  such  impulse 
which  will  result  either  in  the  motor  working  irregularly,  or  per- 
haps in  explosions  in  the  exhaust-pipe,  or  both.  Too  poor  a  mii- 
ture  will  be  the  consequence  of  defective  working  of  the  carburetor 
or  inadequate  opening  of  the  fuel  inlet-vah'c.  An  impoverishd 
mixture  will  be  particularly  annoying  where  hot-tube  or  hot-sur- 
face ignitions  are  used,  since  the  compression  may  not  produce 
a  temperature  sulScient  for  the  ignition  to  be  properly  limed 
with  respect  to  (he  working  stroke.  If,  on  the  other  hand,  the 
mixture  be  enriched  above  the  normal,  there  may  result  an  irregu- 
lar working  due  to  prc-ignition  of  the  charge,  particularly  with 
hot-lube  systems  of  ignition,  since  the  temperature  of  such  rich 
mixture  will  be  raised  to  the  ignition-point  before  the  full  com- 
pression stroke  is  completed.  This  will  make  the  engine  work 
irregularly  and  with  considerable  sacrifice  of  its  full  capacity. 
It  is  obvious  that  too  rich  a  mixture  is  wasteful  of  fuel,  since  more 
than  the  necessary  amount  is  supplied  at  eadi  stroke,  and  while 
the  power  of  the  working  stroke  is  increased,  the  engine  will  be 
noisy  and  will  operate  with  considerable  shock  and  jar.  In  view 
of  the  principle  of  the  compression  cycle  it  is  of  advanlage.  so  far 
as  the  volume  of  ihe  cyUnder  is  concerned  and  the  economy  of 
fuel,  to  compress  to  a  considerable  degree  before  the  charge  is 
ignited,  and  it  is  desirable  not  to  make  the  charge  so  rich  as  lo 
make  it  difficult  to  secure  a  high  compression  without  danger  of 
pre-ignition.  Pre-ignition  in  starting  the  engine  is  particularly 
annoying,  since  under  these  circumstances  the  motor  will  start- 
back  wards. 

163.  The  Starting  of  the  Engine. — The  first  step  in  the 
cess  of  starting  a  gas-  or  gasoline-engine  is  to  sec  that  all  the  appli- 
ances for  lubrication  are  full  of  oil  and  in  working  order.  The 
modem  engine  is  univereally  supplied  with  sight-feed  oil-cups 
on  the  stationary  bearings,  either  as  single  units  or  having  a  com- 
mon reservoir  of  oil  from  which  small  pipes  lead  to  the  various 
points  requiring  to  be  oiled.  The  advantages  of  the  resen'oir 
system  are  that  it  is  easy  lo  stop  the  flow  from  all  cups  at  once 
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when  stopping,  and  equally  to  start  all  cups  when  the  motor  is 
ready  lo  start.  After  the  flow  is  once  adjusted  as  each  bearing 
may  requite,  it  should  not  need  subsequent  attention,  except  to 
see  that  the  pipes  are  not  clogged  by  a  gumming  process  nor 
from  impurities  in  the  oil. 

After  the  oil-cups  and  lubrication  have  been  attended  to,  the 
ignition  circuit  should  be  next  made  ready.  If  the  ignition  is  by 
the  flame  system,  the  open  burner  is  ignited  by  turning  on  the  gas 
and  lighting  it  at  the  outlet.  If  the  hot-tube  system  or  the  hot- 
chamber  system  is  used,  the  necessary  heat  in  lube  or  chamber 
is  to  be  secured  by  starting  the  pre-heating  lamp  or  burner.  This 
pre-heating  lamp  may  be  of  any  of  the  types  which  will  meet 
the  purpose  of  bringing  the  surface  to  the  required  temperature, 
and  the  necessary  time  must  be  allowed  before  the  engine  is  to 
make  its  first  stroke.  If  the  electric-ignition  systems  are  used, 
it  is  desirable  to  examine  the  electrical  connections  and  lo  see 
whether  the  spark  passes  or  the  arc  is  formed,  so  that  if  ignition 
should  fail,  the  origin  of  the  difficulty  may  be  known  to  be  in 
some  other  element  than  in  the  electric  circuit.  A  brief  treat- 
ment will  be  given  in  a  later  article  of  this  chapter  concerning 
the  usual  troubles  of  electric  ignitions. 

The  next  step  is  to  make  the  engine  begin  its  cycle.  This 
has  to  be  done  by  some  mechanical  force  acting  upon  the  crank- 
shaft lo  move  the  piston  in  the  cylinder  so  as  to  cause  it  to  draw 
in  the  charge  of  air  and  fuel  on  the  outgoing  stroke  and  com- 
press that  charge  on  the  return  stroke  and  cause  the  ignition  as 
the  piston  draws  near  to  and  passes  the  dead-centre.  In  small 
engines  this  rotation  of  the  shaft  is  done  by  hand,  the  engine  be- 
ing turned  over  by  its  own  fly-wheel,  in  stationarj'  practice.  In 
automobile  practice  the  motor  is  released  from  the  driven  mech- 
anism by  throwing  out  a  clutch,  and  the  motor-shaft  is  turned  by 
hand  by  means  of  a  crank.  In  engines  of  the  middle  size  it  is 
quite  usual  lo  arrange  a  special  cam  on  the  valve-shaft  which 
will  release  a  certain  amount  of  the  pressure  of  the  compression 
stroke  which   might   be   sufficient   to  prevent  the  hand-starting 
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process  from  having  sufficient  power  to  bring  tlie  engine  to  its 
inner  dead-centre  and  cause  the  first  ignition.  In  large  plants 
some  mechanical  appliance  has  to  be  furnished  to  give  sufficient 
power  to  produce  these  first  compressions  and  first  ignitions. 
This  may  be  (par.  164)  a  storage  of  compressed  air,  or  in  plants 
of  sufficient  magnitude  a  small  independent  auxiliary  motor  may 
be  used  to  start  with.  It  is  better  lo  make  the  starting  turning 
of  the  engine  with  some  speed,  since  the  compression  and  igni- 
tion are  more  certain  by  this  plan  than  when  the  turning  is  more 
leisurely.  When  everything  is  normal  the  engine  should  start 
within  two  revolutions  of  the  starting  efi^ort  on  the  cranlt -shaft. 

It  is  an  obvious  advantage  of  the  multi-cylinder  engine  that 
one  of  its  cylinders  will  reach  the  phase  of  compression  and  igni- 
tion very  shortly  after  the  crank  is  started-  If  the  pistons  are 
tight  and  the  electric  method  of  ignition  is  used,  with  a  button 
which  can  make  a  spark  in  all  four  cylinders  at  once,  of  a  four- 
cylinder  motor,  it  will  be  apparent  that  when  the  engine  was 
siopjied,  one  of  the  cylinders  had  either  a  partly  compressed 
charge  in  it  or  one  which  was  just  ready  to  be  ignited.  The 
partly  compressed  charge  can  be  used  to  start  the  motor-shaft, 
or  by  pressing  the  button  and  making  the  electrical  connection 
the  unused  chaise  can  be  ignited  and  the  motor  started.  This 
action  is  secured  by  arranging  to  have  the  electric  ignition  dis- 
connected or  retarded  just  before  the  motor  is  stopped.  Otherwise 
the  ignidon  of  the  partially  compressed  charge  before  the  dead- 
centre  is  reached  will  start  the  motor  backwards.  If  the  opera- 
tion of  the  starting  revolution  of  the  crank-shaft  does  not  begin 
the  cycle  and  the  ignition  is  known  to  be  in  good  order,  the  diffi- 
culty is  either  due  to  defective  carburation,  to  improper  com- 
pression, to  a  failure  of  the  fuel-supply,  or  to  improper  action 
of  the  inlet-valves.  In  some  forms  of  motor  the  moving  parts 
may  give  difficulty,  but  as  a  rule  when  this  is  the  case  the  engine 
is  difficult  or  imimssible  to  start  by  hand.  After  the  engine  has 
begun  its  cycle  the  cam  which  releases  the  compression  should 
be  thrown  out  in  engines  which  are  fitted  with  it,  and  the  mact 
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irill  at  once  take  up  the  speed  for  which  the  governor  adjusts  it. 
[o  starting  motor-carriage  engines  with  thelransmission  machinery 
put  of  gear,  ihc  clutch  can  be  thrown  in,  and  usually  with  the 
r-specd  adjustment  in  gear  the  carriage  starts  more  easily  for 
he  occupants  and  wilh  less  strain  upon  the  driving  mechanism. 
jSVTieo  the  inertia  of  the  carriage  and  the  first  friction  of  starting 
lave  been  overcome,  then  the  other  gears  can  be  successivelj' 
Birown  in.  The  adjustment  for  speed  in  variable-speed  engines, 
BUch  as  molor-cars,  will  be  done  by  the  governor  methods  dis- 
■cusscd  in  Chapter  XII.  In  stationary  gas-engine  practice,  where 
Ihe  supply  of  gas  is  regulated  by  a  gas-valve,  this  can  be  ad- 
justed to  the  condition  of  operation  after  the  engine  has  reached 
^  speed. 

If  the  water-jacket  cooling  system  is  used,  operated  by  a  pump 
driven  from  the  engine  itself,  it  will,  of  course,  go  into  action  with 
the  starting  of  the  motor-shaft.  If  the  water-cooling  is  done  by 
Ihc  circulation  from  a  city  supply,  the  necessary  valves  are  opened 
ind  the  flow  regulated  to  maintain  the  desired  temperature  of 
he  outflowing  water.  In  motor-car  practice  the  circulating 
ater  is  allowed  to  go  as  hot  as  is  consistent  with  keeping  it  from 
aporizing  as  steam.  In  stationary  practice  more  water  is  used 
ind  it  is  kept  cooler. 

is  undesirable  in  any  case  in  s!arting  to  have  the  electrical 
adjustment  of  the  ignition  set  for  a  pre-ignition  before  the  crank 
»-eaches  its  dead-centre.  If  this  precaution  is  not  taken,  the 
motor  may  back-fire  or  pre-ignite,  starling  to  revolve  in  the  wrong 
^direction,  and  the  operator  at  the  starting  crank  is  liable  to  injury 
^.ncl  the  clutch  or  pin  mechanism  ma^  be  broken  by  which  the 
starting  crank  is  released  from  the  motor-shaft. 

163.  The  Stopping  of  the  Engine.  —  In  stationary  practice 
>jvhcre  the  design  permits,  it  is  desirable  to  store  compressed  air 
or  compressed  charge  in  an  auxiliar>'  tank  or  reservoir  before 
»;he  engine  is  stopped,  so  that  by  connecting  this  compressed  air 

E mixture  with  the  motor- cylinder  it  can  be  used  to  start  the 
t  stroke  and  save  the  inconvenience  and  annoyance  of  hand 
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Starting,  This  implies  that  before  the  engine  is  stopped  the 
necessarj'  amount  of  compressed  air  or  mixture  shall  be  stored 
in  the  rcsen'oir  by  throwing  in  the  appliance  whereby  this  is 
brought  about  (par.  164}.  In  the  smaller  engines  in  motor- 
cars this  detail  is  disregarded.  The  motor  will  slop  when  the 
valve  is  closed  by  which  the  supply  of  fuel  for  the  mixture  is 
brought  to  the  cylinder.  Then  the  ignition  apparatus  will  be 
discomiected  by  throwing  out  the  switch  in  the  electric  s>'stem, 
or  by  extinguishing  the  flame  of  the  hot  tube  or  flame  ignition 
systems.  In  automobile  practice,  the  ignition  apparatus  will 
usually  be  thrown  out  first,  allowing  the  aspirated  mixture  to 
scavenge  the  cylinders  by  the  motion  of  the  car  before  it  stops- 
The  oil-cups  are  then  shut  oS.  and  the  cold-water  circulation 
stopped. 

164.  Restarting  after  a  Stop. — When  the  mechanism  driver* 
by  a  gas-engine  has  to  be  stopped  frequently  and  then  starlecS- 
after  a  short  interval,  it  is  by  far  the  most  convenient  plan  to  in  — 
troduce  a  clutch  between  the  motor-shaft  and  the  driven  resist — 
ance,  so  that  the  latter  may  be  stopped  without  stopping  the  motor— 
This  solution,  for  example,  is  the  universal  one  in  automobile 
practice,  and  it  is  a  convenient  one  in  the  general  case  also,  since^ 
the  starting  of  the  motor  with  the  resistance  coupled  to  it  in  large 
units  might  be  so  difficult  as  to  be  almost  impossible.  But  whci» 
the  motor  itself  is  to  be  stopped  and  is  to  be  restarted  after  a  periocl 
of  rest  the  condition  is  verj'  difTcrenc  from  that  of  the  steam-engine^ 
where  the  piston  starts  by  simply  opening  a  valve  which  connects 
the  piston  area  with  a  resen'oir  of  sufficient  pressure  to  overcome^ 
the  resistance  and  the  engine  begins  its  normal  march.  Th& 
condition  to  be  met  is  the  rotation  of  the  motor-shaft  by  a  proper 
force  through  such  an  angle  as  shall  draw  in  a  charge  of  fuel  and 
air;  shall  compress  that  rai-xture  by  a  return  stroke  of  the  piston, 
and  carry  the  crank  up  to  and  just  beyond  that  point  at  whict* 
ignition  of  the  chaise  takes  place.  In  single-cylinder  engines 
this  will  usually  require  one  revolution  at  least;  in  multij 
cylinder  engines   a   partial   revolution   should   be   enough. 
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■what  means  shall  this  starting  action  be  caused,  so  that  the  motor 
may  be  restarted? 

If  the  normal  compression  pressure  be  60  or  80  pounds  per 
square  inch,  it  will  be  apparent  that  only  a  few  inches  of  area 
of  piston  will  be  required  that  the  resistance  to  compression 
may  exceed  the  capacity  of  the  human  muscles  to  meet  and 
overcome  it.  Hence  the  meaning  and  necessity  of  relieving 
devices  or  cams,  whereby  with  even  moderate  cylinder  diam- 
eters the  exhaust-valves  may  be  opened  enough  to  relieve  this 
compression  resistance  when  starting  by  hand,  and  with  the 
resistance  thrown  out.  This  may  abo  be  done  by  opening  pet- 
cocks  discharging  from  the  compression  space,  which  are  closed 
as  soon  as  the  engine  will  take  care  of  itself.  The  handle  in 
Fig.  32  which  connects  the  pipe  £  to  the  cylinder  below  A 
b    such    a    reheving-valvc.      Obviously,    however,    this    release 

I  of   the    compression    makes    a  weak    stroke,  and   with   greatly 
diminished  forward  energy.     In  discussing  the  methods  of  start- 
mg  intemal-corabustion  motors,  therefore,  the  hst  must  begin 
with 
1,  Hand-starting  with  ily-wheel  or  independent  crank.     This 
must  be  limited  to  comparatively  small  cylinder  diameters,  and 
demands  compression-relieving  appliances.     Care  must  be  taken 
lest  injury  be  done  with  high-speed  motors  from  the  cylinder 
overtaking  the  human  agency  and  starting  ihe  working  stroke 
before  the  hand  or  foot  can  be  released  from  the  lever  which  it 
is    using  lo  start  the  shaft.     In  automobiles  it  is  quite  usual  to 
make  the  starting-crank  connect  to  the  motor-shaft  by  a  jaw,  or 
^M^utch,  so  designed  that  when  the  hand-crank  drives,  surfaces 
Bitoonnal  to  the  effort  shall  receive  this  action.     When  the  motor 
■  (»^'ertakes  the  hand-crank,   the  contact  surfaces  are  oblique  to 
the  effort,  and  tend  to  force  the  crank-hub  along  the  shaft,  and 
disconnect  the  clutch  surfaces.     Back-liring  or  pre-ignitions  and 
1    reverse  of  the  motor-shaft  are  bolh  annoying  and  dangerous 
in  hand-starting.     The  limitations  of  this  system  for  large  instal- 
l^tions,  or  for  small  ones  which  are  to  be  used  by  non-muscular 
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Operators,  as  in  automobiles  for  use  by  women  and  children,  ha« 
turned  attention  to  other  systems. 

2.  In  multi-o-linder  engines,  if  the  ignition  system  be  electnc 
and  switched  off  before  the  previous  stop,  the  inertia  of  the  fly- 
wheel of  the  motor  will  have  one  or  two  of  the  cylinders  charged 
with  mixture  which  has  been  compressed  and  which  has  begun 
to  expand  imignited  in  what  would  ha\'e  been  the  working  stroke. 
If,  then,  with  the  spark  adjustment  retarded  past  the  dead-centre, 
the  switch  be  throwTi  in,  that  mixture  will  be  ignited  and  will  lum 
the  engine  over.  If  the  spark  adjustment  were  before  the  dead- 
centre  position,  and  the  charges  were  fired,  the  motor  would  start 
backward  on  the  charge  in  process  of  compression,  but  not  coin- 
pletely  compressed.  This  postulates,  of  course,  that  the  pistons 
fit  tightly  enough  to  hold  the  change  of  mixture,  and  that  the  sto;) 
is  not  so  long  that  even  with  tight  pistons  all  compression  shall 
have  leaked  away.  This  system  is  available  only  in  the  electric 
systems  of  ignition,  but  its  possibility  is  an  additional  argument 
for  that  system. 

3.  A  storage  of  mechanical  energy  which  shall  be  pmtential 
or  available  in  quantity  to  start  the  motor.  The  simplest  system 
of  this  group  is  a  storage  of  compressed  air  in  air-tight  tanks.  In 
the  Wcstinghouse  system,  for  example  (par.  72),  an  air-com- 
pressor or  pump  is  thrown  into  gear  before  the  engine  stops  for 
a  period  sufficient  to  fill  the  necessary-  tankage  with  air  at  ipo-wc 
pounds  pressure.  When  the  engine  is  to  be  started,  one  of  the 
cylinders  is  by-passed  as  respects  the  gas-suction,  but  is  ojseraled 
as  a  compressed-air  engine  using  air  from  the  storage  tanks. 

Assuming  that  the  cylinder  shown  in  Fig.  35  is  to  be  used  in 
this  way,  the  action  is  as  follows:  By  turning  a  screw  on  the  end 
of  the  upper  cam-shaft,  the  cam  B  is  thrown  out  of  action,  so  that 
the  admission-valve  J  remains  closed.  By  moving  the  lever  seen 
on  the  outside  of  the  crank-case  near  the  cam  A,  this  cam  is  con- 
verted into  a  double-acting  one,  such  that  the  eshaust-valve  £is 
open  on  every  up  stroke  of  the  piston.  Another  cam  on  the  same 
shaft  A  operates  a  valve  in  the  compressed-air  pipe,  permitting 
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Compressed  air  lo  enter  on  every  down  stroke  of  the  piston.  If 
Bow  the  crank  be  placed  in  the  proper  position,  and  the  air  turned 
Bn,  the  cylinder  will  operate  as  a  single-acting  compressed-air 
aigine.  In  this  way  momentum  enough  is  secured  to  compress 
I  charge  lightly  in  one  of  the  remaining  cylinders,  which,  on 
(gnilion,  augments  the  speed,  so  that  the  air-cyhnder  may  be 
thrown  into  its  normal  working  condition,  k  very  simple  stop 
jjhrows  the  compressed-air  valve  out  of  action,  and  a  motion  of 
Ihe  lever  changes  the  exhaust-cam  to  its  original  condition.  By 
holding  a  knurled  head  at  the  end  of  the  upper  shaft,  the  rotation 
of  the  shaft  locks  the  admission -valve  cam  in  its  usual  position 
So  thai  the  cylinder  operates  again  as  a  gas-engine. 

4.  The  fourth  system  of  the  same  general  class  compresses 
^d  stores  an  explosive  mixture  of  gas  and  air  into  a  tight  reservoir. 
As  carried  out  in  the  Clerk  system,  with  an  independent  cylinder 
0'ig.  32)  for  the  aspiration  and  compressing  phases,  this  is  done 
by  a  by-pass  valve  between  the  motor  and  compressor  cylinder, 
so  that  an  occasional  cylinderful  from  the  compressing  phase 
is  delivered  to  the  reservoir  instead  of  to  ihc  combustion-chamber. 
*rhis  can  be  done  at  inter\'als  just  before  shutting  down  the  motor 
without  Seriously  affecting  it,  and  until  the  compression  pressure 
!s  reached  in  the  reser\-oir.  When  the  motor  is  lo  be  restarted 
after  a  stop  it  is  barred  over  into  a  crank-angle  just  past  the  dead- 
centre;  a  charge  from  the  pressure-rescnoir  is  admitted  to  the 
.combustion -chamber  behind  the  piston  through  a  pipe  and  valve; 

flie  mixture  is  fired  by  electric  spark,  and  the  march  of  the  engine 
jegins. 

5.  A  variation  of  this  plan  is  to  have  an  auxiliar>-  hand-pump 
)  compress  mixture  into  the  space  behind  the  piston,  just  past 

its  dead-centre.  This  compressed  mixture  is  then  fired  either 
electrically  or  by  working  a  timing-valve  by  hand. 

6.  The  sixth  system  is  that  providing  an  auxiliary  or  external 
cploding-chamber  within  which  without  compression  an  explo- 
ve  mixture  of  gas  and  air  may  be  gathered  and  ignited.    The 

pressure  from  the  expansion  caused  by  ignition  and  explosion 
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passes  through  the  large  passage  at  the  top  of  Fig.  92  and  enfe 
the  working  cylinder  through  the  inlcl-valvc,  and  has  force  enough 
to  start  the  engine  turning.     The  explosion  is  effected  by  a  pilot- 
light  G.     As  long  as  gas  is  flowing  into  D  through  C  and  out  at  G 
the  flame  at  G  cannot  rxin  back.    When  C  is  closed  after  the 
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mixture  in  T)  has  become  explosive  the  flame  runs  back  i 
and  fires  the  entire  charge. 

7.  Instead  of  one  explosion  being  used  to  start  me  working 
piston,  the  English  designers  have  used  a  succession  of  smaller 
explosions,  coming  after  each  other  and  acting  with  cumulative 
effect. 

8.  Belonging  also  to  this  group  is  the  proposed  plan  of  starl- 
ing by  means  of  a  cartridge,  introduced  in  a  tube  into  the  cylinder 
from  without  and  detonated;    and  the  plan  of  igniting  the  Sist 


imxtiire  bv  a  matdi.  ming  bv  perrassiar  inside  the  cvlinder. 
Heie,  of  comse,  tbe  cfaazge  ^iras  not  ininalh'  cnmureased. 

9.  In  laige  plants  an  aimliaT\'  or  ^'  barring  **  engint  inde- 
pendently  driven  iiom  another  sourct-  of  power  car  bt  made  a 
starting  feature.  A  small  ga^^-engint-  of  sizt  tc>  bt  band>5tarted 
win  have  power  enongfa  when  started  to  put  tlie  massivt  machine 
to  turning  over.  Or  the  auxiliar}'  ma}  be  a  small  steam-engine 
or  ekctiic  motor. 

165.  The  I^nhriiartion  of  tbe  Tvngmr. — The  heat  incident 
to  the  ignition  of  the  diaige  in  the  ga&-enprne  cA'linder  makes 
the  problem  of  its  lubrication  more  difficult  than  that  of  the  steam- 
engine.  If  an  animal  oil  is  used,  or,  worse,  a  vegetable  oil,  or  a 
lubricant  which  is  aduherated  with  either,  a  process^  of  oxidation 
takes  place  whereby  the  oil  binns  to  a  hard  gum  which  adheres 
closely  to  the  surfaces  whici  it  is  supposed  to  luliricatt.  For 
these  reasons  the  mineral  oils  are  the  only  proper  oneb,  and  these 
should  be  of  good  qualit}-,  so  that  the  gumming  ma}  not  occur. 
With  the  mineral  oils,  on  the  other  hand,  a  diJBinilt\  i^  some- 
times  met  that  the  oil  in  combination  vdth  heat  and  comj^ression 
will  form  a  gas  which  will  pre-ignite  on  the  comprefssion  stroke, 
giving  a  back-fire  and  a  tendenc}*for  the  engine  to  rev(»rse.  The 
cvlinder  cannot  be  lubricated  bv  the  ordinan^  methods  ust'd  for 
steam-cylinders,  but  the  oil  has  to  be  pumped  in  either  by  y>umps 
mechanically  operated  or  by  utilizing  the  vaning  pressure  on 
the  oil  acting  through  suitably  arranged  check-valves.  Hori- 
zontal engines  are  usually  lubricated  as  to  the  o'lindcr  by  an  oil 
cup  which  supplies  the  front  or  cool  end  of  the  trunk  piston,  and 
the  movement  of  the  piston  over  this  lubricated  surface  o{  the 
cool  end  of  the  cylinder  is  intended  to  secure  adequate  su]>]>ly 
of  oiL  In  many  designs,  horizontal  or  vertical,  whidi  ha\-o  a 
closed  crank-pit  the  lubrication  of  the  piston  is  ctTivtiNl  by  a 
spattering  of  the  oil  from  the  oil-bath  in  which  the  crank  and 
connecting-rod-end  dip  at  each  revolution.  This  method  of  an 
oil-bath  in  the  crank-case  secures  the  lubrication  of  the  mnk  piii 
and  main  shaft-bearing  also.     The  valves  of  nearly  all  fn>?in»  • 
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are  made  to  lift,  to  open,  inasmuch  as  it  would  be  difficult  t 
secure  a  lubrication  of  a  sliding  surface  under  the  conditions  of 
heat  to  which  these  vah-cs  are  exposed.  This  difliculty  has  been 
the  occasion  of  abandoning  the  sliding  valve  of  the  early  designs. 
It  is,  furthermore,  impossible  to  lubricate  with  the  ordinary  oil 
any  surfaces  over  which  a  gasohne  vapor  can  have  access,  since 
the  latter  is  a  solvent  for  the  lubricating  oil  and  destroys  its 
properties  for  this  end.  If  the  cyUnder  is  not  properly  cooled 
by  its  water-jacket,  the  oil  may  either  gasify  or  gum,  whereupon 
the  piston  growing  oi'erheated  and  expanding  will  offer  excesisive 
friction,  or  will  become  seized  in  the  bore  and  stop  the  engine. 
An  overcxpanded  piston  usually  causes  a  thump  or  pound  in 
the  engine. 

For  the  external  bearings  any  accepted  form  of  lubricator 
or  system  of  lubrication  can  be  applied  which  will  give  a  con- 
tinuous supply  of  oil  as  needed. 

i66.  Improper  Working  of  the  Engine.  The  Engine  Refuses 
to  Start  or  Work. — When  the  engine  refuses  to  start,  it  is 
usually  by  reason  of  defects  cither  in  the  ignition,  mixture  pro- 
portion, the  carburation,  or  the  compression.  The  possible  igni- 
tion difficullies  will  be  different  according  to  the  system  of  igni- 
tion used  (Chapter  XI),  If  the  tube-ignition  is  used,  the  most 
usual  causes  of  failure  are  due  to  defects  in  the  platinum  or 
sleel  tube  or  in  the  burner.  The  hot  tube  may  become  cracked, 
allowing  the  compressed  gas  to  escape,  or  the  tube  may  become 
coated  with  soot  on  the  inside.  The  joint  between  the  tube  and 
the  cylinder  may  abo  leak.  The  leakage  from  the  joint  or  from 
the  tube  may  be  detected  with  a  match.  The  tube  may  be  cleansed 
by  gasoline  or  by  rubbing  out  the  tube  with  a  small  piece  of  emery- 
cloth  on  a  slick.  The  burners  which  heat  the  tube  are  usually 
of  the  Bunsen  class.  For  gasoline  the  upper  end  of  the  burner 
is  a  tube  in  which  is  inserted  a  small  plug  of  asbestos  in  a  sheath 
of  fine  brass  gauze.  The  upper  end  of  this  tube  has  a  nipple 
with  a  minute  hole  in  it,  and  the  gasoline  or  gas  will  escape  from 
this  small  orifice,  which  is  surrounded  by  a  larger  tulac  acting 
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Bome^idiat  like  a  coysI  and  forming  a  mixing-tube  for  the  fuel  and 
air  which  is  ignited  at  a  slit  in  the  top  of  the  cowl  or  mixing-tube* 
This  slit  is  directly  under  the  ignition-tube.  To  start  such  a 
gasoline  burner  a  little  cup  under  the  base  of  the  burner-tube 
receives  alcohol  by  which  the  tube  is  pre-heated  and  made  into 
a  vaporizer  for  the  gasoline.  Burners  of  this  class  not  infre- 
quently jump  and  put  themselves  out  when  first  started  and  im- 
properly heated.  The  burner  should  show  a  blue  flame.  If  it 
bums  yellow,  it  is  usually  by  reason  of  being  clogged,  although 
excessive  pressure  of  gasoline  from  the  source  of  supply  will  blow 
the  flame  out,  as  well  as  excessive  jolts  and  a  high  wind  in  car- 
motors.  These  constitute  diflSculties  with  this  system.  If  the 
charge  is  ignited  too  early,  the  flame  heating  the  tube  should 
be  moved  nearer  to  its  closed  end.  The  tube  should  be  at  a 
good  red  heat  for  starting. 

For  the  failure  of  the  electric  ignitions  the  difficulties  are  likely 
to  originate  either  in  the  battery,  in  the  circuit,  or  in  the  sparking- 
plug.  From  the  magneto  or  dynamo  ignitions  the  battery  diffi- 
culties are  eliminated,  but  the  others  remain.  Satisfactory  con- 
ditions of  the  battery  may  be  assured  by  any  of  the  ordinary  test 
instruments  which  will  indicate  whether  the  current  is  flowing 
between  the  terminals.  In  motor-carriage  work  imperfect  insula- 
tion is  a  very  usual  form  of  difficulty  with  the  ignition,  since  it 
is  liable  to  be  burned  from  contact  with  hot  exhaust-pipes  or  the 
metal  of  the  cylinder,  to  be  cut  or  chafed  from  the  motion  of 
the  vehicle,  and  to  have  the  connection  with  the  binding-posts  or 
other  terminals  become  loose  or  dirty.  The  coil  (pars.  128,  129) 
by  which  the  self-induction  is  increased  in  the  arc  system  or  the 
secondary  current  formed  in  the  jump-spark  system  arc  likely 
to  break  down  from  failure  of  insulation  whereby  the  circuit 
passes  across  instead  of  around  the  coil.  The  vibrator  must 
be  in  good  order  or  else  the  current  will  fail  to  form  in  the  secondary 
circuit.  The  plug  across  which  the  spark  passes  is  liable  to  fail 
either  by  the  cracking  of  the  porcelain  tube  which  is  used  to  insu- 
late the  two  terminals  from  each  other,  or  the  points  may  become 
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sooty,  or  a  deposit  of  oil  may  lake  place  on  them.  In  eilhet 
case  the  spark  will  fail  to  pass.  If  they  touch,  there  will  be  no 
spark,  or  if  they  are  too  far  apart,  the  spark  may  not  have  inten- 
sity enough  to  Jump  the  gap.  With  dynamo  or  magneto  igni- 
tions they  have  the  same  diificulties  as  the  jump-spark  systems, 
with  the  added  difliculty  that  the  contacts  may  become  oxidized. 

If  the  ignition  is  in  good  order  and  properly  timed,  the  car- 
buration  may  be  unsatisfactory  for  one  of  several  reasons: 

s  badly  adjusted. 


(i)  Proportions  of  air  and  g 

(a)  Carburetor  flooded. 

(3)  Carburelor  insuiFiciently  supplied. 

(4)  Cold  weather  or  damp  weather. 

(5)  Gasoline  of  poor  quality. 

(6)  Gasoline -valve  closed  partly  or  entirely. 


I 


The  most  usual  difficulty  from  improper  proportions  is  the 
consequence  of  the  mixture  being  too  weak  in  fuel.  This  will 
occur  with  a  governor  system  which  throttles  the  fuel-supply 
without  ihroltling  the  air,  or  by  a  leakage  of  air  in  excess  through 
a  defective  joint  in  the  suction  circuit,  or  by  the  presence  of  excess 
of  products  of  combustion  in  the  suction  charge  which  will  so 
impoverish  the  mixture  that  with  a  spark  of  a  given  intensity 
or  a  hot  tube  with  a  given  temperature  it  will  fail  to  light.  This 
difficulty  is  to  be  corrected,  experimenlally,  by  varying  the  mix- 
ture to  see  whether  by  such  variation  it  shall  be  possible  to  cause 
the  motor  to  make  its  first  explosion. 

If  the  carburetor  is  either  supplied  with  gasoUne  in  cxces 
or  not  enough  flows  to  it,  the  adjusting-valves  of  the  carburetor 
are  to  be  reset  to  make  the  mixture  right.  Too  rich  a  mis- 
ture  will  give  trouble  by  pre-igniting  and  back-firing  on  the  com- 
pression stroke,  and  it  will  also  give  an  exhaust  with  an  offensire 
odor  due  to  the  presence  of  gasoUne  partially  oxidized,  but  not 
completely  burned.  When  the  mixture  has  become  too  rich, 
the  gasoline  supply  should  be  cut  off  and  the  engine  rcvoI>'e<l 
with  the  air-inlets  open  until  the  first  explosions  succeed.    The 
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carburetor  may  fail  to  supply  gasoline  enough  by  reason  of  the 
nipple  or  spraying-nozzle  being  stopped  up.  Of  course  the  valves 
supplying  the  carburetor  may  have  been  left  shut,  or  the  gaso- 
line tank  may  be  empty. 

In  cold  weather  the  cylinder  will  be  at  a  low  temperature 
and  the  carburetor  will  itself  be  cold.  It  has  been  observed 
that  the  spark  often  fails  to  ignite  the  cold  mixture,  while  after 
the  metal  of  the  engine  has  become  thoroughly  warm  no  diffi- 
culty is  encountered.  The  vapor  is  given  off  in  the  cold  car- 
buretor less  readily  than  when  it  is  warm.  This  difficulty  is  met, 
of  course,  mainly  in  automobile  engines  which  are  operated  in 
the  open  air.  Artificial  heat  by  a  torch  or  lamp  is  the  most 
effective  cure  for  this  failure.  The  same  is  true  of  the  difficulty 
from  damp  air,  which,  carrying  a  proportion  of  moisture,  will 
act  to  cool  the  charge  on  the  suction  or  compression  stroke,  and 
may  keep  it  low  enough  in  temperature  not  to  ignite  with  the  energy 
in  either  spark  or  hot  tube. 

Gasoline  may  be  of  inferior  quality  when  it  has  been  allowed 
to  stand  for  some  time,  particularly  under  circumstances  favor- 
able to  its  slow  vaporization.  Such  gasoline  becomes  reluctant 
to  vaporize  by  the  absence  of  the  more  volatile  constituents.  The 
gasoline  may  be  stale  in  the  carburetor  or  in  the  tank.  Gaso- 
line sometimes  also  has  water  or  oil  mixed  with  it  which,  of 
course,  greatly  interferes  with  its  fuel  qualities. 

The  starting  of  the  machine  by  hand  may  have  been  done 
slowly,  so  that  the  passage  of  the  air  on  the  suction  stroke  was 
not  sufficiently  rapid  to  carry,  mechanically,  the  spray  of  gaso- 
line into  the  cylinder.  This  is,  of  course,  corrected  by  turning 
the  starting-crank  more  rapidly. 

If  it  is  the  compression  phase  of  the  cycle  which  is  at  fault, 
it  will  be  the  result  of  leaks  either  in  the  fit  of  the  piston  in  the 
cylinder,  or  at  joints.  The  valves,  also,  which  should  scat  tight 
under  the  compression  stroke,  may  be  corroded  or  coated  so  that 
they  permit  an  escape  of  the  compressed  mixture.  Improper 
working  of  the  compression  is  revealed  to  the  hand-starting  pro- 


2S4  THE   GAS-ENGINE. 

cess.  A  gumming  of  old  oil  in  the  cylinder  may  also  product 
the  effect  of  resistance  to  compression,  or  a  similar  gumming  ot 
sticking  of  the  packing-rings  will  allow  the  compression  to  escape. 
This  makes  it  desirable  that  every  motor  cylinder  have  a  meaos 
of  injecting  a  little  gasoline,  kerosene,  or  other  solvent  to  cause 
this  oil  to  be  dissolved  as  the  piston  is  operated  by  hand.  The 
phenomena  of  pre-ignilion  may  be  mistaken  for  those  of  exces- 
sive compression.  If  the  timing  arrangements  for  ignition  are 
set  fonvard,  so  as  to  occur  before  the  piston  reaches  the  dead- 
centre,  the  motor-shaft  will  receive  a  backward  impulse. 

A  motor  which  has  started  properly  and  has  been  working 
satisfactorily  for  some  time  may  fail  to  work  properly  and  will 
gradually  lose  its  power  and  speed  and  tend  to  come  to  rest.  This 
condition  may  result  from  one  of  several  causes,  or  several  in 
combination.  The  piston  may  seize  in  the  cylinder,  or  excessive 
friction  be  set  up  by  reason  of  overheating  of  the  cylinder.  The 
most  frequent  cause  of  this  difficulty  is  the  failure  of  the  water 
cooling  system.  The  failure  may  be  caused  by  the  circulating 
pump  in  motors  in  which  the  circulation  is  caused  mechanically 
by  this  means;  the  water  may  have  been  evaporated  off,  leaving 
the  quantity  in  circulation  too  small  to  carry  away  the  heat  in 
the  cylinder;  by  a  clogging  of  the  pipes  by  solid  matter,  or  by  the 
formation  of  an  air-lock  or  slcam-lock  in  the  circulation  at  some 
point  where  cither  air  or  steam  may  gather  and  refuse  to  be  dis- 
lodged by  the  circulation.  A  thick  incrustation  or  deposit  of 
mineral  matter  from  the  circulating  water  may  take  place  upon 
the  hot  surfaces,  if  the  circulating  water  is  used  at  a  point 
at  which  such  mineral  constituents  in  the  water  will  be  deposited 
upon  the  hot  surfaces.  They  will  fonn  a  cake  there  which 
will  be  a  non-conducting  surface,  so  far  as  cooling  effect  is  con- 
cerned. 

Defective  lubrication  will  cause  excessive  friction  and  Ihc 
same  phenomena  of  overheating  will  occur.  The  lubricant 
may  fail  to  reach  the  desired  point  from  clogging  of  the  pipes  or 
because  the  lubricator  has  been  allowed  to  get  empty.     Over- 
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heating  may  also  result,  but  less  frequently,  from  the  use  of  too 
rich  a  mixture  in  the  cylinder. 

The  float-feed  carburetors  not  infrequently  fail  at  work  by 
reason  of  the  bending  or  sticking  of  the  needle-valve  or  because 
the  float  has  become  punctured  and  liquid  gasoline  has  leaked 
inside  it  so  as  to  destroy  its  relation  of  weight  to  that  of  the  gaso- 
line on  which  it  is  supposed  to  float.  The  carburetor  also  is  liable 
to  starvation  from  dirt  stopping  up  the  small  orifice  through  which 
gasoUne  passes.  Not  infrequently,  also,  the  vent-hole  in  a  gravity- 
fed  gasoline-tank  becomes  stopped  up  so  that  the  air  cannot  enter 
to  take  the  place  of  the  gasoline  which  the  engine  would  Uke  to 
withdraw. 

167.  Usual  Causes  of  Failure  to  Operate. — In  addition  to 
the  maladjustments  of  igniter  and  carburetor  referred  to  in  the 
preceding  section,  and  treated  more  fully  in  Chapters  IX,  X,  and 
XI,  the  internal-combustion  engine  is  Uable  to  difficulties  which 
would  not  come  under  those  heads.  The  engine  is  Uable  to  lose 
its  full  power,  and  possibly  to  slow  down  gradually  till  it  stops. 
The  complete  stoppage  is  usually  due  to  one  or  more  of  the  causes 
referred  in  the  previous  section.  A  loss  of  power  may  usually 
be  attributed  to  leakages  or  clogging. 

Leakages  are  most  troublesome  in  the  valves  and  piston- 
rings,  and  in  joints.  If  the  valves  either  of  inlet  or  exhaust  will 
not  close  tight,  compression  is  lessened,  and  the  charge  escapes 
through  these  leaks  when  fired  instead  of  driving  the  piston.  The 
valves  and  seats  are  Uable  to  warping  and  cracking  from  heat> 
and  from  erosion.  The  valves  of  alcohol-motors  are  particularly 
exposed  to  a  corrosive  action  when  the  alcohol  is  decomposed 
on  incomplete  combustion  so  as  to  become  hot  acetic  acid  in  part. 
The  tendency  to  corrode  and  become  leaky  makes  it  impera- 
tive in  the  design  of  the  engine  that  both  valves  and  seats  should 
be  easily  accessible  for  removal.  Wear  of  the  cam  or  of  the  roller 
operating  the  valves,  and  lost  motion  in  joints,  or  bending  of  the 
levers  or  stems  which  operate  the  valves  will  produce  this  same 
loss  of  normal  power.     The  piston-rings  are  liable  to  wear,  but 
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if  they  have  become  gummed  in  iheir  grooves  from  an  oxid&- 
lion  of  the  oil,  so  that  ihcy  do  not  expand  easily,  they  will  per- 
mit leakage  of  pressure  around  them  and  loss  of  power.  Leaky 
rings  arc  detectable  by  a  sort  of  barking  noise  when  the  ear  is 
near  the  open  end  of  the  piston-trunk,  and  by  the  appearance 
of  smoky  air  at  the  same  point. 

The  inlet -passages  of  the  molor  are  usually  protected  at  the 
air-intake  by  a  gauze  screen  of  some  sort,  and  in  the  carburetoi 
passage  is  also  likely  some  mixing  or  distributing  surface.  Both 
of  these  are  liable  to  become  clogged  wilh  dirt  or  dust  or  soot, 
when  of  course  the  power  of  the  molor  begins  to  fail.  In  car- 
buretors of  the  liquid-surface  tj'pe,  where  the  carburation  process 
gradually  cools  the  liquid  fuel  and  surrounding  metal,  it  may 
easily  happen  in  damp,  cool  weather  that  the  water)'  part  of  the 
incoming  air  may  grow  cold  enough  to  freeze  into  anchor-ice, 
gradually  stopping  the  flow. 

A  leak  from  the  water-jacket  into  the  working  parts  of  the 
motor  may  lower  the  temperature  of  a  part  which  should  nor- 
mally be  hot.  This  of  course  causes  a  loss  of  power,  but  is,  as 
a  rule,  of  most  aimoyance  in  making  the  engine  reluctant  to  start 
and  reach  the  first  high  temperature  required.  In  a  hot-tu[>c- 
igniter  system  a  failure  to  have  the  lube  hot  enough  will  make 
thc  engine  miss  firing  its  charges  occasionally. 

The  occasional  missing  of  the  proper  firing  of  a  charge  not 
only  reduces  the  power  of  the  mctor,  but  is  usually  the  occ&sian 
of  annoying  exhaust  explosions.  Misfiring  is  probably  due  to 
improper  mixing  or  carburation  (Chapters  IX  and  X)  or  due 
[o  impro[X'r  ignition  (Chapter  XI),  It  will  be  obvioiis  that  in 
gasoline -motors  a  poor  quality  of  gasoline  will  cause  both  kinds 
of  trouble,  particularly  unreliable  ignitions.  In  hot-tube  systems 
the  tube  may  not  be  hot  enough,  or  may  be  heated  at  a  jjoint 
so  near  its  closed  end  that  with  the  compression  used  the  gases 
held  in  that  lube  are  not  compressed  enough  to  let  the  first 
mixture  reach  the  hot  part  and  be  ignited.  Or  the  tube  itself 
or  the  pipe  healing  it  may  be  clogged.     In  electric  ignitions  the 
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trouble  will  be  with  batten*,  coil,  or  circuit,  as  above  treated. 
The  explosive  charge  not  ignited  will  pass  out  when  the  exhaust- 
xRlve  is  opened,  and  may  be  fired  in  the  pipe  or  passages,  where 
it  will  cause  a  detonating  noise. 

Back-firing  into  the  inlet  connections  i^Hill  result  from  a  de- 
layed combustion  in  the  cylinder  which  is  not  completed  by  the 
time  the  inlet-valves  open  for  the  next  stroke,  so  that  the  explo- 
sive mixture  in  the  inlet-passages  is  fired  from  the  cylinder  and 
through  the  opened  inlet  valve  back  to  the  source  of  the  fuel-sup- 

■ 

ply.  Slow-burning  mixtures  are  due  either  to  too  little  or  too 
much  fuel.  An  excess  of  liquid  fuel  is  particularly  liable  to  cause 
this  trouble.  In  two-cycle  engines  where  the  cylinder  is  supplied 
from  the  slightly  compressed  charge  of  mixture  in  a  closed  crank- 
case  (§§  73,  90),  when  back-firing  occurs  the  motor  stops  until 
new  fresh  charges  can  be  introduced  into  the  crank-case  or  in 
front  of  the  piston  before  it  will  start  again. 

Finally,  of  course,  the  motor  may  lose  power  by  the  over- 
heating of  its  mechanical  bearings  at  shaft,  crank-pin,  or  cross- 
head,  causing  these  to  seize  and  begin  to  cut.  These  difficulties 
should  be  met  naturally  by  the  usual  remedies  common  to  any 
machine  and  familiar  to  all  skilled  operators. 

The  engine  may  thump  or  pound  from  lost  motion  at  any 
of  its  joints  in  the  mechanism,  which  should  of  course  be  inves- 
tigated and  located  and  the  cause  removed.  But  a  pre-ignition 
of  the  charge  produces  a  deep,  heavy  pound,  differing  from  the 
mechanical  pound,  and  similar  to  that  in  a  steam-engine  due 
to  excessive  lead.  It  is  to  be  corrected  by  properly  timing  the 
ignition.     (Chapter  XI.) 

168.  Concluding  Summary. — It  will  be  apparent  from  the 
foregoing  that  the  gas-engine  differs  from  the  steam  engine  and 
other  forms  of  motor  which  make  use  of  stored  energy,  for  each 
stroke  or  cycle  is  an  independent  event  and  is,  therefore,  liable 
to  interference  from  purely  instantaneous  causes.  In  the  steam- 
engine  or  compressed -air  engine,  for  example,  the  failure  to  work 
will  be  a  gradually  manifested  phenomenon,  while  in  the  gas-en- 


25 8  THE  GAS-ENGINE. 

gine  the  failure  to  work  may  be  eflfected  instantaneously  by  any 
one  of  a  niunber  of  diflFerent  causes.    This  indicates  the  neces- 
sity for  a  careful  attention  to  all  details  necessary  for  successful 
operation  before  the  engine  is  started,  and  that  when  it  is  stopped 
it  should  also  be  inspected  to  see  whether  any  defects  have  de- 
veloped during  the  run.     It  is  the  indifference  or  the  ignorance 
of  the  operator  concerning  the  action  of  the  elements  which  affect 
the  running  of  the  motor  which  has  given  rise  to  the  impression 
that  the  explosive  engine  is  tricky  and  uncertain.    This  has  been, 
doubtless,  aggravated  by  the  introduction  of  appliances  still  in 
an  experimental  stage,  but  as  more  experience  is  gathered  and 
these  appliances  become  reduced    to  standard  forms  and  pro- 
portions,  the  uncertainties  of  this  class  will  disappear. 


CHAPTER  XVI. 

THE  PERFORMANCE  OF  GAS-ENGINES  BY  TEST. 

170.  Introductory. — ^All  motors  of  the  piston  class  have  two 
standards  of  performance.  The  first  may  be  called  the  indi- 
cated horse-power,  which  is  based  upon  the  general  formula  (par. 
40)  in  which 

33,000 

In  this  the  factor  P  in  the  second  member  denotes  the 
observed  or  calculated  mean  pressure  in  the  cylinder  prevaiUng 
during  the  working  stroke;  A  is  the  area  of  the  cyUnder  in 
square  inches;  i,  the  length  of  the  stroke  in  feet;  and  JV,  the 
number  of  explosions  or  ignitions  which  occur  in  a  minute.  It 
will  be  apparent  that  for  a  two-phase  or  four-phase  single- 
cylinder  engine  the  explosions  are  not  as  frequent  as  the  num- 
ber of  revolutions.  In  engines  of  the  hit-or-miss  governor  system 
the  number  of  explosions  may  be  considerably  less  than  the  num- 
ber of  revolutions  when  the  engine  is  running  lightly  loaded. 

The  other  standard  for  the  capacity  of  the  engine  is  called 
the  brake  horse-power  and  is  the  actual  work  in  foot-pounds 
delivered  at  the  revolving  shaft  of  the  engine  as  measured  by  an 
apparatus  devised  to  determine  the  net  output  in  foot-pounds. 
This  brake  horse-power  takes  no  account  of  the  energy  delivered 
to  the  cylinder  on  the  explosion  stroke,  but  does  take  account  of 
the  energy  stored  in  the  fly-wheel  in  excess  on  that  stroke  and 
given  out  during  the  other  phases  of  the  piston  operation  to  over- 
come the  resistance.    It  averages  out  these  inequalities  and  gives  a 
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mean  result  independent  of  the  variations  of  piston  effort, 
brake  horse-power  is  the  commercially  valuable  unit,  since  I 
resistance  to  be  overcome  is  the  factor  which  determines  the  s 
of  the  cylinder  required.  It  is  apparent  that  the  brake  hora 
power  will  usually  be  less  than  the  indicated  horse-power  ev( 
in  four-cylinder  engines  by  reason  of  the  losses  between  the  hea 
of  the  piston  and  the  revolving  crank-shaft. 

The  brake  horse-power  can  be  determined  by  fitting  on  1 
engine-shaft  a  drum  or  pulley  which  can  be  surrounded  with  a 
flexible  band  which  shall  constitute  a  brake,  or  by  the  ordinary 
brake-blocks  which  can  be  pressed  against  the  face  of  the  pulley. 
If  the  power  Is  large,  a  projecting  arm  from  the  brake-block  or 
from  the  band  resting  upon  a  scale  platform  permits  the  effort 
in  pounds  lo  be  measured  which  the  friction  surface  is  exerting. 
(Fig.  93-)     That  effort  in  pounds,  if  the  surfaces  did  not  slip,  j 


Fig. 9j. 
would  be  exerted  through  a  space  per  revolution  which  is  tul 
circumference  of  the  circle  whose  radius  is  the  distance  from 
the  centre  of  the  shaft  to  the  point  which  exerts  the  pressure  on 
the  scale.  This  number  of  pounds  multiplied  by  the  compute 
number  of  feet  gives  the  brake  foot-pounds  per  minute. 

It  has  been  found  more  con\'emenl  in  small  sizes  to  i 
use  of  the  device  called  a  rope  brake  on  the  fly-wheel  of  the  e 
(Fig.  94).     The  fly-wheel  is  surroimded  by  a  rope  band  t 
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may  have  se^'eral  plies  in  it,  kept  in  place  upon  the  wheel  by  blocks 
of  wood.  The  friction  of  the  rope  tends  to  lift  a  weight  or  to 
exert  a  pressure  upon  a  scale,  while  a  weight  or  spring  appliance 
maintains  the  necessary  tension  upon  the  rope  to  hold  it  to  the 
wheel  with  the  necessary  friction.     The  pounds  on  the  scale 


(less  the  tension  effort  if  the  weight  or  spring  is  attached  to  a 
fixed  point)  gives  an  indication  in  pounds  as  before,  and  the 
space  per  minute  through  which  any  point  of  the  circumference 
of  the  fly-wheel  passes  is  the  feet  through  which  those  pounds  are 
exerted.  It  has  been  found  inconvenient  to  use  the  rope  brake 
when  the  sj)ced  of  the  circumference  of  the  fly-wheel  exceeded 
a  rate  of  400  linear  feet  per  minute  per  horse-power  to  be  absorbed. 
For  example,  if  P  be  the  net  effort  downward  on  the  scale,  and 
t  the  length  of  the  lever-arm  with  which  this  pressure  is  exerted 
on  the  weighing-scale,  and  A''  be  the  number  of  revolutions  per 
minute,  then 

„„„  .  PX2-XIXN 

B.H.P.  per  minute=  ■ — — 
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171.  The  Indicator  for  Gas-engine  Testing. — ^The  appaia- 
lus  used  in  determining  the  indicated  horse-power  lo  measure 
the  mean  pressure  is  the  apparatus  known  for  steam-engine  test- 
ing as  the  steam-engine  indicator.  The  gas-engine  indicator 
differs  only  from  the  steam  form  in  that  the  demand  upon  it  is 
particularly  severe,  due  to  the  sudden  way  In  which  the  pressure 
is  applied  at  the  instant  of  ignition.     The   high  pressure,  and 


temperature  of  the  charge  also  make  great  demands  upon  tiie 
indicator.  For  this  reason  it  is  convenient  to  use  a  piston  of 
smaller  area  in  the  indicator  than  is  usual  in  steam  practice,  with 
a  view  to  eliminating  the  inaccuracies  which  would  be  caused 
by  inertia  in  the  piston  and  attachments.  The  high  speed  of 
the  gas-engine  makes  it  desirable  also  that  the  indicator-drum 
should  be  of  smill  diameter,  that  inertia  effects  in  the  length  of 
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the  card  may  also  be  reduced  to  their  lowest  tenns.     Fig.  95 
shows  a  successful  form  of  gas-engine  indicator. 

To  impart  motion  to  the  indicator-dnmi  when  the  latter  is 
of  small  diameter,  some  form  of  reducing  motion  is  necessary. 
The  forms  which  are  acceptable  in  steam-engine  practice  are 
not  serviceable  with  the  gas-engine,  and  the  cord  from  the  drum 
to  the  reducing  motion  should  be  as  short  as  possible.  The  re- 
ducing mechanism  should  be  positively  driven  in  both  directions. 
Forms  of  reducing  motion  which  have  been  found  convenient 
and  satisfactory  are  shown  in  Fig.  96.    The  device  in  either 


form  receives  its  motion  from  the  shaft  of  the  engine  by  a  small 
crank,  and  the  two  forms  are  adapted  to  horizontal  and  ver- 
tical engines  respectively. 

The  piping  of  the  indicator  to  the  combustion-chamber  should 
be  very  short  and  direct,  so  that  no  loss  of  time  or  effect  may  fol- 
low in  communicating  the  change  of  pressure  in  the  cylinder 
to  the  piston  of  the  indicator. 

17a.  The  Apparatus  for  a  Test. — Besides  the  indicator  and 
the  brake  equipment,  the  test  of  the  gas-engine  must  also  give 
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the  consumption  of  fuel  per  horse- power  per  hour  of  the  run. 
a  gas-cnginc  using  ready-made  gas,  the  requirement  is 
for  a  calibrated  gas-meter  on  the  suction  connection  of  the  enj 
which  shaU  read  closely  and  accurately  enough  to  give  relial 
data  concerning-  the  cubic  feet  of  gas  consumed  during  ihe 
of  the  test.  In  gasoline  or  liquid-fuel  engines  the  same  infoi 
tion  is  required  concerning  the  weight  or  volume  of  the  liquid 
fuel  used  by  the  engine  per  horse-power  per  hour,  and  this  can 
be  ascertained  by  drawing  the  supply  of  liquid  fuel  from  a  v( 
mounted  upon  scales  for  direct  measurement  of  the  wei^t 
or  by  drawing  Ihe  fuel  from  a  calibrated  vessel  which  shall 
directly  the  consumption  by  volume. 

It  is  further  necessary  in  a  complete  lest  that  the  weight 
temperature  of  the  cooling  water  circulated  in  the  jackets 
be  observed  so  that  the  amount  of  heat  carried  away  by  this 
ing  water  may  be  subtracted  from  the  heat  furnished  to  the 
in  its  working  charges.     This  supply  of  cooling  water  may 
measured  by  calibrated  meters,  or  it  can  pass  through  weigl 
tanks  upon  scales  whereby  its  weight  can  be  observed 
The  temperatures  before  entry  and  after  lea\ing  are  m« 
by  themiometers. 

It  is  also  interesting  and  serviceable  to  measure  the  tC] 
ture  of  the  exhaust-gases  to  determine  the  quantity  of  heat 
escapes  by  this  channel.     The  following  method  of  making 
observation  has  appeared  to  be  a  distinct  improvement  upon 
of  its  predecessors, 

173.  Femald   A.    Lucke's    Apparatus    to    Observe    Exhaust 
Temperatures.^ — The   exhausted    products   of   combustion    carry 
with  them  an  amount  of  energy  which  is  obsen-ably  present 
the  form  of  temperature,  but  which  is  also  present  in  the  form 
elastic  tension  which  cannot  be  observed.     'I'he  problem  is,  thei 
fore,  to  reduce  the  exhaust-gases  to  atmospheric  pressure  with- 
out losing  temperature  in  the  process  and  then  to  observe  the 
temperature  of  the  expanded  gases.     This  result  was  attained 
after  m:'ny  trials  and  the  rejection  of  uncertain  solutions  by 
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de\'ice  iUustraled  in  Fig.  97.  The  exhau&l  from  ihe  engine  passes 
into  a  chamber  of  lire-brick  or  common  brick,  or  made  of  fire- 
clay as  shown  in  the  left-hand  half  of  ihc  cut.  It  enters  the  cham- 
ber through  a  throttling  device  shown  in  the  right-hand  half, 
which  consists  of  a  T  of  the  proper  size  with  a  plug  in  the  top  and 
a  nipple  and  cap  at  the  bottom.  The  plug  is  drilled  to  carry  a 
^inch  boll,  \\-ith  spring  and  nut  at  the  lop;  ihe  bolt  at  the  bot- 
tom carries  a  flat  iron  disk  which  rests  against  the  perforated  bot- 


^ 
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torn  of  the  cap.  The  gases  enter  inlo  the  branch  of  ihc  tee,  and 
any  desired  resistance  to  iheir  entrv-  into  the  chamber  can  be 
secured  by  lightening  the  nut  and  spring,  but  no  wire-drawing 
occurs  as  would  occur  if  the  passage  were  throttled  by  a  fixed 
valve.  By  so  adjusting  the  nut  and  spring,  and  by  by-passing 
part  of  the  exhaust  if  necessar>-,  the  exhausl-gascs  enter  the  brick 
chamber  so  as  to  leave  it  at  atmospheric  pressure.  This  is  done 
by  setting  up  the  bricks  drv'  if  a  made-brick  chamber  is  used, 
or  by  surrounding  the  notched  bottom  of  a  flue-chamber,  as 
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shown  in  Fig.  97,  with  a  rubber  band  acling  as  a  t 
open  outward  and  release  any  pre&suri.'  within.  Thcrmometeri 
giving  ihc  sensible  tempcralurc,  without  effect  of  radiation  from 
ihe  walls,  may  be  read  for  the  actual  temperature  and  amount 
of  heat  energ}'  escaping  with  the  products  of  combusliun.  To 
use  the  results  of  a  test  employing  this  apparatus,  Ihe  first  com- 
putations involve  the  determination  of  the  combined  volumes  of 
air  and  gas  per  stroke  and  their  temperatures;  after  that  the 
temperature  of  the  final  mixture  in  ihe  cylinder  is  to  be  found. 
For  the  first  step,  assuming  the  temperatures  of  gas  and  air  to 
be  the  same,  the  data  and  computations  will  be  as  follows: 


irpermin.=  — V-  . 


7',  —  absoliiIe  temp.  gas. 
=  y,  absolute  lemp.  ai. 
'5  +  459° 


Ex.  P.  M. 
R.  P.  ir.  ■ 
i/j,  P.  M. 


revolutions  p.min.  — item  4. 

explosions  missed  per  min. 

iR.P.M.-Ex.  P.  M.  for 

single-cylinder  tovir-crric 


t/-( 


To  Find— 

.,  fl.  gas  per  explosion  a 


^1- 


r  per  explosic 
Ti^— absolute   tcmperaiure  in   F,°  r 
suiting  from  combining  bit  ai 

gu-r,.7-,. 

i:^  =  combined   vol.   in   cm.   ft.   of   c 
and  gas  per  explosion  at  Tig. 


The  "  item  "  with  its  number  refers  to  the  scheme  of  a  log 
record,  presented  hereafter  in  paragraph  174.  If  the  gas  and  air 
are  not  at  the  same  temperatures,  the  second  alternative  method 
to  find  the  same  data  is  as  follows: 
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Data  Given, 

If  WW.  — No.  minutes  in  time  interval. 

item  19 


^— gas  per  mm.— 
a  — air  per  min. 


SoltUian. 

The  general  equation  from  which 
Tag  can  be  computed  is 

Cp(  r,  —  Tag)Wa  —  Cp(  Tag—  T^Wg, 

It  is  now  necessary  to  find  Wa  and  Wg. 

If  it  is  not  convenient  to. obtain  the 
weight  of  gas  per  cubic  foot,  the  best 
that  can  be  done  is  to  take  the  weight 
of  gas  the  same  as  that  of  air  at  the 
same  temperature.  The  error  involved 
by  so  doing  is  not  serious. 


Then 


T 
wa-w,Xv"; 

Tag  can  now  be  computed  from  the 
equation  above. 


ttt 


mins. 
item  13 
mins.  * 
Ti  —  absolute  temp,  air  in  F.®. 

=  item  15  +  459*'. 
r,— absolute  temp,  gas  in  F.®. 
•    —item  21  +  459®. 
Ex.  P,  M,  —  explosions    per    minute  •* 

item  6. 
R.  P,  M,   —  revolutions    per   minute  = 

item  4. 

Ms.  P.  if  .—explosions  missed  per  min. 

-}/?.  P.  M.-Ex.  P.  M.  for 

single-cylinder  four-cycle 

engine. 

Ty,  =  wgt.  per  cu.  ft.  air  at  r,-item  16. 

^o""^8*-  P^""  cu*  ^^'  **r  at  32®  F.- 

.0807  lb. 
Tq""  absolute   temp,    corresponding   to 

32<>F.-49i'*- 
i/  —  cu.  ft.  gas  per  explosion  as 

at  T2  I    found 

t/'  — cu.  ft.  air  per  explosion   [    under 

at  Pj  J    Case  i. 

Cp— specific   heat   of   air   at   constant 

pressure. 

To  Find — 

W2   —  wgt.  cu.  ft.  gas  at  T,. 
Wa   «wgt.  of  air  per  explosion  at  T,. 
Wg  —  wgt.  of  gas  per  explosion  at  T,. 
Tag  —  absolute  temp,  in  F.°  resulting 

from  combining  air  at  J",  and 

gas  at  T'^. 
i/"  —  cu.  ft.  gas  per  explosion  at  Tag. 
1/'"  — cu.  ft.  air  per  explosion  at  Tag. 
Vag  —combined  vol.  in  cu.  ft.  of  air  and 

gas  per  explosion  at  Tag. 

For  the  second  part  of  the  computation,  the  problem  is  from 
the  data  of  the  first  part  to  determine  the  temperature  of  the  final 
UUXture  in  the  cylinder  after  the  air  and  gas  have  united  with 


Vag   > 
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the  eshaust-gases  in  the  clearance  space— unless  the  engine  is^| 

the  scavenging  type.                                                                        ^| 

It  is  lo  be  noticed  that  if  the  governor  is  of  the  hit-or-H^H 

type,  ihe  exhaust  stroke  following  a  miss  corresponds  to  a  scav^H 

ging  stroke.                                                                                       ^| 

Dote  Given. 

SoluHon. 

Assume  the  weight  of  Ihe  final  mbt- 

lure  equal  to  Ihe  weight  of  air  at  the  same 

lemperatute.    Assume  the  speci&c  brats 

ol  the  diflerent  mixtures  the  same  as  for 

w, -weight   cu.   ft,   air   at   31^   F.- 

'"'—0^; 

.0S07  lb. 

7*.  —absolute  temp,    corresponding   lo 

7". 

32-F.-49I''- 

-".-^o^^i 

Cf  -specific  heat  air  at  constanl  Jires- 

"(v-^.Xwv: 

-specific  heal  air  and  gas  at  con- 

w,-«.,Xt». 

stant  pressure. 

Tm  can  now  be  computed  fiom 

—  specific    heat    final    mixture    at 

equation 

constant  pressure. 

^p{r«-T-^)«v-tpC7-.-r,)«« 

r^-absolute   temp,   of   air   and   gas 

ww  +  w.     ■ 

entering  cylinder  as  compuied 

in  Pan  I. 

VtQ  -cu.  tt.  air  and  gas  at  T^  ns  com- 

puted in  Part  I. 

r*  -absolute   temp,   eriiausl-gascs   at 

atmospheric  pressure. 

•■lemp.  observed  and  recorded  in 

itemi4oflog  +  45f)°. 

Vb   -vol.  o(  clearance  in  cu.  ft. 

■ 

To  Find— 

^^^^^1 

111,  — weight  cu.   ft.  of  air  and  gas   at 

^^^H 

Wj-wcighl    cu.    ft.    of    exhaust-gases 

^^^1 

Ttti,- weight   of  air  and   gas   pet  ex- 

^^^^1 

plosion  at  T^. 

^^^^^H 

w,- weight  of  exhaust-gases  per  ex- 

^^^^^^H 

plosion  at  T,. 

^^^^^H 

r.- absolute   temp,   of  final   mixture 

in  cylinder, 

^^^^^H 

r»  -  439°  -  F-°  as  in  item  29. 

^J 
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Another  method  would  be  to  use  a  surface  condenser  with 
water-cooling  so  as  to  reduce  pressure  and  temperature  together. 
If  the  cooling  was  active  enough  the  gases  could  be  nearly  alwajfl 
brought  down  to  atmospheric  pressure  before  leaving  the  con- 
densing apparatus,  and  the  weight  and  temperature  range  of  the 
cooling  water  would  give  the  heat  energy  which  it  had  absorbed 
to  produce  this  result. 

It  may  or  may  not  be  desirable  according  to  the  desired  com- 
pleteness of  the  test,  to  make  observations  as  to  the  c()miM)Hition 
of  the  exhaust -gases.  A  full  and  complete  analysis  demunds 
that  not  only  the  composition  of  the  inlet  gas  and  its  nilorHic 
power  be  made,  but  also  that  the  supply  of  inlet  air  be  measured 
as  well  as  the  composition  of  the  outgoing  prcxlucts  of  combuH* 
tion. 

174.  The   Observations   in  a  Test. — The  extent  and  num- 
ber of  the  observations  to  be  made  in  a  gas-engine  test  are  drti^r 
mined  by  the  results  which  are  sought.     If  the  oliject  in  simply 
to  determine  the  cubic  feet  of  gas  or  the  measure  of  li(|uld  fuirl 
per  horse-power  per  hour,  a  preliminary  run  mn  U*  mmlti  !/> 
determine    the   conditions  or   arijustments  wUUU  p^ivt^  p^rt^uirai 
efficiency  and  to  make  sure  that  all  detaili^  of  thir  <'nf(ini'  an-  \H'r 
forming  their  functions,  as  well  as  jx/shibk.     Tb^r  i-uv^itw  hiivin^ 
been  put  in  its  most  favorable  a^ndition,  i\ut  U'.>x  \>,  xSwu  \tt%HU 
with  the  observation  of  the  quantitk-h  t\f'.\m'A.     hor  a  lull  uiA 
exhaustive  investigation  to  deti:rmjn#:  not  only  fh#'v:  fiiit^lHif^duial 
data,  but  also  questions  cfmnt:f,V:^i  with  rhc  iif)i;/^fi//fi  of  ^Ur  hn^ 
and  the  quantity  of  heat  i\:mhAiiA  t//  thi/:  iniy^s^  ^  sv  l^//  wjjl  ft 
quire  to  cover  a  ven*  jeu^J-j  -^'yi^rr  r^u'/f:  ol  o\/f^:r.'^*^/fi!      'l)j 
acoxnpanying  lisi  g:ve^  a  i-J\l  vrr>r>,  'A  h:scA';:///,  ioi    sj   i///^  ^4 
such  test,  wgtiheT  vlih  %v:  cvJv.rrjr^it  lor  \sj:  u/ss.'/^'s^^y/i.r,.     i\ 
embodies  the  pac^ic-t  iojLv:  vrr.v^iJivk  ;/;  v*>  y/f^^'-^/^-^  itv//*. 
tones  of  Cofaxi3:liQ2t  UrJY*rb.h;.  v.-A-f*    '?  iofff,  vr.j^;i<v/; 

In  cornmem  zuc  *fcyiz::x.\^x.  z.\  \o  Vy;  i///^,'.;/</  v  f,y  v^.*.y 
for  data  h  mar  bt  o*r*.;r<-v>,  v.  '</y:  *//ryA-rf.,.'^/  v^,  urj'^^t  ..^-z-^t 
the  foDtmia^  wocjiirjtV/i.  ::ij*f  jy/Ot- 
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No.  12.  Heat  in  the  Jackets. 

Since  the  specific  heat  of  water  is  taken  as  unity,  the  calcula- 
tion consists  only  in  multiplying  the  number  of  pounds  of  water 
used  during  the  interval  by  the  range  of  temperature,  this  range 
of  temperature  being  equal  to  the  number  of  heat-units  absorbed 
per  pound  of  water. 


Data  Given. 
5— sp>ecific  heat  of  water—  i. 


temperature  range. 

weight  water  for  time  interval 


Solution, 


h^'-sXtrXW. 


To  Find— 
hm"  B.T.U.  for  the  time  interval. 

No.  13.  Cubic  Feet.    No.  14.  Cubic  Feet  per  Hour. 

In  reading  the  ordinary  meter  it  is  not  sufficiently  accurate 
to  catch  the  readings  by  noting  the  positions  of  the  index  hands 
at  the  beginning  and  close  of  the  time  interval,  but  it  is  necessary 
to  keep  an  observer  at  the  meter  and  require  the  readings  to  be 
taken  from  the  hand  which  indicates  the  single  cubic  feet,  and 
whose  complete  revolution  records  10  cubic  feet. 

The  cubic  feet  per  hour  are  readily  calculated  from  the  data 
for  the  given  time  interval. 

No.  16.  Weight  per  Cubic  Foot 

This  weight  is  that  of  a  cubic  foot  of  air  at  the  temperature 
given  in  item  15,  and  is  found  as  follows: 

Data  Given,  Solution. 

w^,«- weight  cubic   foot   air  at  32   de- 
grees Fahr.— .0807  pound. 

7'o-32**+459''-49i''  (absolute), 
rj  — absolute  temperature  of  air. 

-item  15  + 459**- 

To  Find— 
w,  — wgt.  per  cu.  ft.  at  given  temp. 

No.  25.  Cubic  feet  0}  Standard  Gas  per  Hour,  at  60°  Fahr. 
and  a/ 14.7  lbs.  pressure. 


w 


491 


—  —  ■=-    or   iPj— .o»07-=r 


Ti 
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f^~cu.  ft.  of  gas  per  hour  at  Ig"  F. 
r^^absoluic  Icmp.  iif  gas-^°+45Q°. 
pg  =  pleasure  iiniier  which  gas  is  flow- 
ing. 
—  14,7     lbs.  +  pressure     shown     by 


r,  — 60°+ 459=— 519"       F.,       absoJutc 

temp,  of  standard  gas. 
^,— almosphcricprcssure. 
— 14.7  lbs.  per  s<]uarc  inch. 

To  Find— 

Va~cu.  ft.  Standard  gas  per  hour. 


No,  28.  The  values  of  the  coefScient  «  are  to  be  computed 
carefully  from  the  data  and  formuUe  discussed  in  paragraph  56. 

No.  39  has  been  referred  lo  separately  in  the  previous  para- 
graph (173). 


Fig.  98, 


No.  3a  is  the  length  of  the  line  LB  in  Fig.  98. 

No.  33  only  requires  care  in  case  these  are  explosion  waiw 
as  in  Fig.  98.  By  marking  the  centre  poinis  of  these  waves,  and 
continuing  the  curve  of  the  expansion  line  through  some  lon-er 
point  and  these  centre  points,  a  fairly  accurate  deten 
can  be  made. 
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No.  34.  The  pressure  at  end  of  expansion  is  usually  the  point 
of  inflection  at  D.  The  pressure,  of  course,  is  measured  in  this 
and  in  No.  33  from  the  line  of  zero  pressure. 

No.  35.  Pressure  if  Expansion  were  Carried  to  End  of  Stroke, 
This  value  is  readily  obtained  from  the  equation  of  the  ex- 
pansion curve,  the  value  of  the  exponent  n  having  been  computed 
in  28.  If  the  expansion  were  thus  continued  it  would  give  the 
point  Hj  as  shown  in  Fig.  98.  The  pressure  corresponding  to  the 
point  H  is  deduced  as  follows: 


Data  Given, 

Fi»  volume  at  some  point  of  the  card. 
P,  — pressure  corresponding  to  l^,. 
upvalue  deduced  in  28. 
V}*  total  volimie  of  cylinder. 

To  Find— 

P}"- pressure  corresponding  to  K| ;  i.e., 
if  expansion  continued  to  H. 


Solution, 

logP,-logP,  +  nloK-jJ-. 

The  volimies  being  used  as  a  ratio, 
the  piston  area  may  be  omitted,  the  ratio 
of  lengths  being  the  same  as  the  ratio 
of  volumes,  as  is  customary  in  working 
with  indicator-cards. 


No.  36.  Mean  Effective  Pressure. 

The  area  of  the  diagram  in  Fig.  98  should  be  measured  by 
the  planimeter,  using  the  lengths  between  the  perpendiculars 
LM  and  RW^  or  LR.  Then  the  area  in  square  inches  divided 
by  the  length  of  the  diagram  in  inches,  multiplied  by  the  scale 
of  the  spring  used,  will  give  the  mean  effective  pressure  in  pounds 
per  square  inch. 


Data  Given. 

i4»  area  diagram,  sq.  ins. 
L»  length  diagram,  ins. 
5»8cale  of  spring  used. 

ToFind^ 
M.E,P.^mt8Ji  efifective  pressure. 


Solution, 


M,E,P,'-j-S, 
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No.  37.  The  difficulties  of  exhaust-gas  measurement  have 
been  referred  to  in  paragraph  173  and  the  apparatus  conveniem 
for  the  test.     The  compulations  refer  to  Fig.  98  and  involve: 


Data  Given. 
(Sc=  Fig.  96.) 
^  —  pressure    at    .4  — almosph.    pres- 
sure-14.7  lbs. 
?»  =  pnssurF  al  H  — value  of  item  35. 
r«  — absolute  lemp.  of  mixture  at  at- 
mosph,  prcE.  — item  29  +  459°. 

To  Find— 
Ti  -absolute  lemp.  of  eiehatisl. 


Solulicn. 

The  volumes  at  A  and  H  being  equali 

Tm       fb  ^ 


No.  39.  Specific  heat  C„  for  exhaust-gases  may  be  taken  the 
same  as  for  air  Ci,=  .i69i  unless  it  is  convenient  to  measure  it 
directly. 

No,  40.  Air  lo  Gas  to  Neutrals. 

By  "neutrals"  is  meant  the  products  of  combustion  left  in 
the  cylinder  of  a  non-scavenging  engine  after  exhaust — an  amount 
equal  in  volume  to  that  of  the  clearance  space. 

In  determining  the  proportions  called  for,  the  number  of  cubic 
feet  of  gas  is  taken  as  unity,  and  the  temperature  of  gas  is  taken 
as  the  basis  for  the  computation.  The  quantities  of  air  and 
neutrals  must  be  reduced  to  corresponding  amounts  at  this  tem- 
perature. 

The  cubic  feet  of  air  used  in  ten  minutes  or  an  hour  cannot 
be  taken  as  a  basis  of  comparison,  without  modification,  owing  to 
the  misses  of  explosions,  in  which  case  air  is  taken  into  the  cylinder 
without  gas. 
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DaiaGiveu, 

r^'abaohite    tempentuie    of    air— 

«tem  i5+459«. 
T}"- absolute    temperature    of    gas— 

hem  21+459^. 
r«"- absolute    temp,    of   exhaust-gases 
-item  14  of  log+459^ 

at  atmospheric  pressure, 
i/— cu.  ft.  gas  per  explosion  at  T,  as 

computed  in  29. 
v"— cu.  ft.  air  per  explosion  at  T^  as 

computed  in  29. 
v«— cu.  ft.  neutrals  per  explosion. 
—  volume  of  clearance — V6. 

To  Find— 

Vx  "  cu.  ft.  air  per  explosion  at  T,. 
v«»cu.  ft.  neutrals  per  explosion  at  T^. 


SaiuHon. 


v"     T,'      '    ^    T,* 

f«      / 1  T9 

Taking  v^  as  the  basis,  i.e.,  calling  v* 
unity,  then 

Tm  T* 


No.  41.  Is  the  ratio  of  the  full  stroke  LR  in  Fig.  98  to  the 
length  from  the  perpendicular  LM  to  the  point  D  where  the  ex- 
haust opens. 

No.  42.  In  Fig.  98  Vj  is  proportional  to  OL  and  v,  is  propor- 
tional to  Oii;  or 

v^     OR 
V,  "  OV 

No.  45.  Value  of  R. 

R  is  the  constant  which  enters  into  the  mathematical  state- 
ment of  the  law;  PV^RT. 


Data  Given, 

P,— atmospheric  pressure  per  sq.  ft. 

—  21 17  lbs.  per  sq.  ft 

V,— total  vol.  of  cylinder  in  cu.  ft. 
T«— absolute  temperature  of  mixture 
filling  cylinder  before  compres- 
sion begins. 

—  item  29+459®. 

To  Findr^ 
1{— aooostaDt. 


Soluiicn, 
By  the  above  law: 

P^Vi'RTm\ 
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No.  46.  Temperatun;  Degrees  Fahr.,  at  Compression. 

Having  detcmiined  R,  as  in  45,  the  temperatures  corre- 
sponding to  any  ix>inl  in  the  diagram  are  readily  determined  by 
the  general  formula  used  in  obtaining  R  after  solvmg  for  T. 

Data  Gii'en. 
In  general, 
P-prtssure  in  Iba.  per  sq.  ft. 
K—conE3 ponding  volume  in  eu.  tl, 
A  — coDsUnt  detcrmi/icd  in  45. 

To  Find— 
T^absoiute  temperature  corresponding 
lo  the  point  of   the  diagram  le- 
lected    for   the    temperatures  of 
compression. 


No.  47.  Maximum  Temperature,  Degrees  Fahr. 

The  formula  in  No.  46  will  be  used  in  general,  and  if  the  ij 
lion  line  rises  vertically  from  the  point  of  maximum  compressiol 
and  the  expansion  curve  drops  at  once  from  the  maximum  pre 
sure,  the  compulation  can  take  the  following  form: 


Data  Chvn. 

in. -item  36. 
^•■compression  pressure,  lbs.  per  sq. 

in.-itemjs- 
'/» "  al>3olutc     temp,    at    compression 

-item  46  +  459°. 

To  Find— 
T*!  — absolute  maximum  temperature. 


If  it  is  not  apparent  just  where  the  maximum  product  of  pre 
sure  into  corresponding  volume  did  actually  occur,  the  explo- 
sion end  of  the  diagram  may  be  divided  by  vertical  lines  at  several 
points  on  the  line  of  that  part  of  the  stroke,  and  the  volume  b 
measured  aiid  the  pressure  scaled  o£f,  the  maximum  product  i 
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be  those  found  experimentally,  and  these  values  used  for  F  and 
F  as  in  Xo.  46,  when  R  is  known  from  45. 
No.  51.  B.T.U.  EquivokfU  to  Brake  H.-P. 


Data  Given. 

I  H.-P.  —  33>ooo  ft.-lb8.  per  min. 
iB.T.U.-778ft.-lbs. 

B.H.-P. —brake  horse-power  of  50. 
int.  —  time  interval  of  item  2. 

To  Find — 
B.T.U.  per  int.  equivalent  to  B.H.-P. 


SoimHon. 
B.T.U.  per  min.  for 

,  H.-P.-ii^ 
77« 


-4a.4« 


B.T.U.  per 

int.-4a.4XB.H.-P.Xint 


No.  54.    Gas  H.'P.     No.  55.    B.T.U.  Equivalent  to  Gas 
H.'P» = Hi, 


Dcta  Given. 

if/ "-heat  of  combustion  of  fuel  deter- 
mined by  analysis  or  calorimeter, 
/''■-lbs.  of   coal   or  oil,  or  cu.  ft.  of 
standard  gas  per  interval. 

To  Find— 
if  J — heat  equivalent  to  G.H.-P . 

GasH..P.~   ^'+^78 
33»«»X  int. 


SoltUion. 


II,^H/XF. 


No.  56.  Heat  Supplied  B.T.U.  from  Indicator-card" !£/. 

If  the  specific  heat  of  the  gases  be  assumed  to  be  the  Siimc 
before  and  after  explosion,  and  assumed  to  be  the  same  as  for 
air,  the  computation  is  much  simplified  and  no  serious  error  in- 
troduced* 


28o 
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Data  Given, 
T^M*  absolute  temperature  of  mixture 
in  cylinder  before  compression 
=  item  49  +  459®. 
Tfl^""  absolute  temp,  of  entering  air 
and  gas  as  computed  in  para- 
graph 29. 
Vag"  yo\.  of  entering  air  and  gas  per 
explosion  at  Tag  as  computed 
in  Part  I  of  29. 
V6=  clearance  vol.  of  cylinder. 
v;i«wgt.  per  cu.  ft.  of  mixture  at 

Tm  as  computed  in  30. 
Cr=sp)ecific  heat  at  constant  vol.= 

.1691. 
Ti;— absolute  temp,  of  point  C  of 

diagram. 
76— absolute  temp,  of  compression 
—  item  46+459°. 
£^^5.  — total   explosions  per    time    in- 
terval. 

To  Find— 

7//= vol.  entering  air  and  gas  at  Tm. 
V  =  total  vol.  per  explosion  of  mix- 
ture before  compressing, 
ii^w  — total  wgt.  of  mixture  in  cylinder. 
If/ =  heat    supplied    in    B.T.U.    per 
time  interval. 


Solution, 


T 

VfVag-^', 

1  Off 

v«-v/Xv6; 
w«.-v«XWi; 


No.  57.  Heat  Extracted,  B.T.U.,  by  Observation^ H 2. 

This  value  is  determined  by  an  analysis  of  the  exhaust-gases 
from  which  the  heat  equivalent  of  a  cubic  foot  of  these  gases  is 
determined. 


THE  PERFORMANCE  OF  GAS-ENGINES  BY   TEST. 


281 


Data  Given. 

Te^ absolute  temp,  exhaust  at  at- 
mospheric pressure. 
—  item  14  of  log+459**. 

Tm  ~  absolujte  temp,  of  entering  mix- 
ture —  item  29  +  459°. 

Cp=  specific  heat  at  constant  pressure. 

Ta^— absolute  temp,  of  combined  air 
and  gas  as  found  in  29. 

Vag=  combined  vol.  of  air  and  gas  per 
explosion  at  Tag. 

Til  =  absolute   temp,  of  exhaust  as 
analyzed. 
A=B.T.U.    per    cu.    ft.    exhaust 
gases    at    Tk    as    found    by 
analysis. 
Exps.  =  explosions  per  time  interval. 

u;,»  weight  per  cu.  ft.  by  analysis. 


Solution. 


Tk 

1  ag 

H^-CpiTe"  Tm)wkX  Exps.  +  hX 
VkX  Exps. 


To  F  •*» 

Vk  =  vol.  in  cu.  ft.  at  Tk  per  explosion. 
u^A  — total  weight  per  explosion, 
if,  =  total  heat  exhausted,  B.T.U., 
per  time  interval. 

58.  Heat  Extracted y  B.T.U.,  jrom  Indicator-card = H^\ 
This  is  the  heat  thrown  off  in  the  exhaust  as  derived  from 
the  pressures  shown  by  the  indicator-card. 

Data  Given.  Solution. 

Tjk  ■"  absolute  temp,  of  exhaust  =  item 

37  +  459**- 
Tw  —  absolute  temp,  of  mixture  at  at- 
mospheric pressure  — item  29 -|- 

459**. 
K^CvX'iVmXExps.  as  found  in  57. 

To  I^ind— 

ff/  — heat  rejected,   B.T.U.,  per  time 
interval. 

The  elements  concerning  which  there  may  be  a  difference  of 
opinion  in  the  computations  will  be  principally  those  which  in- 
volve the  specific  heat  of  the  mixture  and  of  the  products  of  com- 
bustion.    The  specific  heat  is  obviously  not  that  of  either  the 
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gas  by  itself  or  the  air  by  itself,  but  is  tiie  specific  heat  of  a  mechani- 
cal nuxlure.  This  actual  or  effective  specific  heat  (par.  55) 
is  a  quantity  which  will  affect  the  computations  of  the  diagram 
of  expansion  since  the  ratio  which  it  bears  to  the  specific  heal 
at  constant  volume  will  determine  the  exponent  to  be  used  in 
treating  the  expansion  according  to  the  adiabatic  law. 

175.  The  Precautions  against  Error  in  a  Test,^The  pre- 
cautions which  must  be  observed  in  conducting  a  gas-engine 
test  are  the  same  as  those  which  should  be  taken  in  conducting 
a  test  with  any  high-speed  engine  in  addition  to  certain  others 
which  are  the  consequence  of  the  peculiarities  of  the  engine 
itself.  In  the  first  place  the  spring  of  the  indicator  is  par- 
ticularly ,  liable  to  error  from  the  heat  and  from  frictii 
and  the  inertia  effects  from  weight  of  the  parts,  and 
ticularly  from  the  paper  drum,  introduce  notable  errors  into  the 
indicator  diagram.  The  effects  upon  the  hnes  of  the  diagram, 
due  to  defective  operation  of  the  igniter,  the  carburetor  and  the 
valves,  are  specially  liable  to  be  masked  by  defective  methods 
of  actuating  and  connecting  the  indicator.  Peculiarities  also  in 
the  behavior  of  the  phenomenon  of  propagation  of  the  flame  in 
the  mixture  are  liable  to  be  confounded  with  inertia  effects 
a  wrong  interpretation  is  very  easily  made.  Fig.  98,  which  bcai 
all  the  appearance  of  a  diagram  suffering  from  inertia  of  the  indi- 
cator piston,  has  really  no  relation  to  such  inertia  but  solely  to 
the  presence  of  pockets  in  the  ignition  chamber  from  which  the 
propagation  of  energy  was  undulating.     (Paragraph  214,) 

In  tests  which  are  made  to  ascertain  the  salisfactoiy  woi 
ing  of  the  engine,  great  care  must  be  taken  to  eliminate  the  effi 
of  other  causes  upon  those  which  are  being  particularly  studii 
The  timing  of  the  ignition,  for  instance,  may  be  so  masked  by 
variation  in  the  rate   of  ignition  through  the  mass  as  to  make^ 
it  ver)'  difficult  to  separate  accurately  the  effect  due  to  each  scpa^ 
rate  cause.     As  discussed  in  the  previous  chapter,  the  engine  is 
particularly  liable  to  defective  working  as  the  result  of  improper 
lubrication,  and  as  each  stroke  or  each  cycle  stands  by  itscH 
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and  independent  of  every  other,  the  forming  of  an  average  con- 
dition or  standard  is  more  difficult  than  in  the  case  of  the  steam* 
engine. 

It  must  be  observed,  furthermore,  that  if  the  governing  oper- 
ations are  in  action  during  the  test,  that  these  will  introduce  wide 
variations  from  the  conditions  which  are  found  best  for  one  par- 
ticular resistance  and  speed.  It  will  be  obvious  that  if  the  mix- 
ture is  varied  in  composition  a  number  of  attendant  and  coinci- 
dent changes  should  be  made  if  the  engine  is  to  be  equally  effi- 
cient imder  these  changed  conditions  of  resistance.  These,  of 
course,  it  is  difficult  to  meet  so  that  a  test  is  only  fair  to  the  motor 
when  it  is  made  under  practically  constant  conditions,  so  far  as 
resistance  and  speed  are  concerned.  This  is  particularly  true 
so  far  as  liquid  fuel  engines  are  dependent  upon  the  effective 
action  of  their  carburetors  for  the  mixture  supplied  to  the  cylinder. 
Again,  variations  in  the  quaUty  of  the  fuel,  either  gaseous  or  liquid, 
supplied  to  the  engine  during  a  test  affect  that  part  of  the  test 
which  inunediately  follow^  such  change.  In  the  steam-engine, 
on  the  other  hand,  the  effect  of  any  such  changes  are  averaged 
up  into  the  run,  by  reason  of  the  storage  action  which  takes  place 
in  the  boiler  when  heat  from  the  fuel  is  stored  in  the  water. 

176.  The  Conclusions  from  a  Test. — The  list  of  columns 
in  a  complete  log  given  under  the  foregoing  paragraph  indicates 
the  conclusions  which  are  usually  required  and  deduced  from  the 
engine  test.  If  the  test  is  made  to  determine  the  economy  or 
consmnption  of  an  engine,  only  those  conclusions  are  drawn  from 
the  observations  which  are  required  for  the  purpose  in  hand.  It 
is  plainly  from  the  results  of  actual  tests,  completely  and  accu- 
rately made,  that  the  development  of  the  gas-engine  along  sound 
lines  is  to  be  looked  for. 

177.  Records  of  Performance  and  Economy. — It  is  diffi- 
cult to  present  records  of  tests  of  gas-  or  gasoline-engines  which 
shall  not  be  misleading  by  reason  of  a  lack  of  definite  statements 
concerning  all  the  elements  which  entered  into  the  test.  For 
instance,  the  quality  of  the  gas  as  to  calorific  power  and  source 
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is  often  omitted  from  the  record  and  only  the  cubic  feet  of  gas 
per  horse-power  given,  and  no  measure  taken  of  the  quality.  The 
character  of  kerosene  oil  used  in  various  tests  is  indicated  often 
merely  by  the  trade  name  and  with  kerosene  and  gasoline  the 
quality  is  often  a  variable  within  considerable  limits.  Stale 
gasoline  is,  of  course,  less  favorable  to  the  engine  than  fresh, 
but  a  difference  in  its  specific  gravity  will  make  a  considerable 
difference  in  the  quantity  required  to  do  a  given  work. 

The  most  reliable  tests  of  gas-engines  on  a  large  scale  have 
been  made  in  England  under  competitive  conditions  at  exhibi- 
tions and  in  the  tabic  which  precedes  several  of  these  competitive 
tests  are  reported.  The  American  records  of  tests  are  much  less 
complete  than  the  English.  In  the  case  of  ihc  gasoline-engine 
using  carbureted  air  it  is  particularly  important  to  compare  only 
engines  operated  under  somewhat  similar  conditions  as  to  speed 
and  fuel-supply.  The  effect  of  speed  in  varj'ing  the  fuel  supply 
at  high  numbers  of  revolutions  introduces  an  important  variable 
in  such  records.  The  table  on  pages  284  and  2S5  presents  a 
scries  of  the  data  which  have  been  taken  from  various  sources. 

178.  Sources  of  Loss  in  Actual  Engines  as  Compared  with 
the  Ideal. — By  an  examination  of  the  columns  headed  Heat  Dis- 
tribution, it  will  be  apparent  thai  there  are  four  channels  through 
which  the  expenditure  of  the  heat  energy  occurs.  There  is,  first, 
the  mechanical  work  done  upon  the  piston  of  the  engine  and 
which  is  the  net  output  which  should  be  made  as  large  as  possible. 
It  will  be  noted  that  it  ranges  between  20  and  22  in  the  higher 
figures.  The  limitations  which  prevent  this  figure  from  reach- 
ing higher  \'alucs  are  set  by  the  necessity  for  keeping  the  metal 
of  the  cylinder  and  the  seats  of  the  valves  at  a  low  temperature, 
so  that  they  shall  not  undergo  too  rapid  deterioration  or  deform- 
ation from  the  high  heats  inside  the  cylinder,  and  so  that  it  shall 
be  possible  to  lubricate  the  surfaces  which  are  in  contact.  Re- 
cent experiments  have  shown  that  the  total  heat  distribution  is 
little  affected  by  changes  in  the  temperature  of  the  jacket-walcr 
between  40°  F.  and  the  boiling-point.     The  combined  withdrawal 
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of  heat  by  the  two  sources  of  loss,  jacket- water  and  exhaust  tem- 
perature, ranges  between  70  and  80  per  cent.  The  balance,  which 
is  friction,  radiation,  leakage  and  the  like,  is  usually  a  small  per- 
centage and  ought  to  be  less  than  ten.  These  deductions  make 
it  evident  that  the  directions  open  for  the  most  manifest  improve- 
ment are  those  which  have  to  do  with  the  transformation  of  a 
greater  proportion  of  heat  into  mechanical  work  and  the  reduc- 
tion of  the  heat  which  in  the  present  forms  of  motor  has  to  be 
disposed  of  by  the  cylinder  either  through  the  jackets  or  at  the 
exhaust.  It  means  an  increase  in  the  temperature  range  in  the 
cylinder  without  securing  this  by  means  which  have  no  direct 
relation  to  the  mechanical  energy  utilized. 

The  most  obvious  of  the  methods  to  accomplish  this  purpose 
are  those  which  have  been  presented  by  Mr.  Atkinson.  His 
constructions  in  1885  and  1887  were  known  as  the  differential 
and  cycle  engines  and  were  designed  so  that  by  the  mechanism 
driving  of  the  crank  of  the  engine,  the  expansion  stroke  of  the 
piston  should  be  longer  in  travel  than  any  other  stroke  of  the  cycle. 
By  this  means  the  volumes  appropriate  to  compression  were 
expanded  after  ignition  to  a  volume  greater  before  the  exhaust 
opened  than  they  had  before  compression,  and  as  a  consequence 
the  terminal  pressure — ^and  therefore  also  the  mean  pressure — was 
lowered  while  the  external  work  was  being  done.  The  difficulty 
connected  with  both  designs  is  the  complication  of  mechanism 
which  has  to  be  introduced  in  order  to  bring  about  the  variable 
length  of  piston  traverse.  The  same  object  has  been  further 
sought  by  injecting  water  or  steam  into  the  mass  of  mixture  in 
the  expanding  cylinder,  with  the  idea  that  the  result  of  this  ac- 
tion would  be  to  compel  the  mixture  of  steam  and  air  to  partake 
more  nearly  of  the  expanding  action  of  steam  which,  in  expand- 
ing, parts  rapidly  with  its  heat,  while  the  permanent  gases,  like 
air,  are  reluctant  to  lower  their  temperature  by  expansion.  The 
difficulty  here  has  been  that  the  injection  of  the  steam  cooling 
the  mixture  lowers  the  mean  effective  pressure  and  diminishes 
the- net  driving  effort  of  the  piston. 


CHAPTER  XVII. 

THEORETICAL  ANALYSIS  OF  THE  GAS-ENGINE. 


180.  Introductory.  — In  the  foregoing  chapters  the  treat- 
ment of  the  internal  combustion  engine  lias  been  mainly  from 
the  practical  or  cxperiraenlal  point  of  view.  It  has  been  ihe  pur- 
pose to  point  out  the  operation  of  the  internal  combustion  motor 
working  under  the  usual  forms  in  which  the  theoretical  cjxles 
have  been  reduced  to  practice.  In  Chapter  IV  and  those  which 
preceded  it,  a  certain  amount  of  attention  was  given  to  the  cycle 
independent  of  the  motors  which  utilized  it  and  to  certain  theo- 
retical considerations  having  their  origin  and  deductive  treatment 
from  the  science  of  thermodynamics.  It  will  be  the  purpose 
of  the  present  chapter  to  treat  in  a  mathematical  way,  on  a  ba^s 
of  pure  theory,  the  cycles  which  are  available  for  use  with  the  in- 
ternal combustion  motor,  and  to  deduce  from  the  theoretical  equa- 
tions which  appear  in  such  analysis  some  serviceable  statements 
as  to  the  limits  which  thcor\-  imposes  upon  the  development  of 
this  class  of  motor.  Certain  suggestive  equations  bearing  upon 
the  design  and  proportioning  of  cylinders  will  also  result  from 
this  theoretical  treatment. 

It  will  be  nccessar}',  however,  to  supplement  the  fimdamental 
treatment  and  definitions  in  the  first  three  chapters  by  a  brief 
reference  to  the  use  made  in  this  chapter  of  the  diagram  whose 
coordinates  arc  the  absolute  temperature  for  ordinates  and  the 
value  of  (he  entropy  factor  as  abscissas. 

181.  The  Temperature  Entropy  Diagram. — It  has  been  shown 
in  paragraph  40  that  with  a  piston  motor  the  work  done  in  foot- 
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pounds  could  be  conveniently  represented,  graphicallj',  by  an 
area  uf  a  diagram  whose  coordinates  arc  the  pressure  in  pounds 
per  square  fool,  as  ordinates,  and  with  the  volumes  in  cubic  feel 
of  the  cylinder  or  piston  displacement  as  abscissas.  Such  a  dia- 
gram is  conveniently  called  the  PV  diagram.  It  shows  at  a  glance 
how  the  work  of  the  motor  varies  with  pressure  and  volume  as 
the  piston  reciprocates,  but  it  shows  nothing  at  all  concerning 
the  variation  of  work  done  as  heat  is  added  or  withdrawn  as  tem- 
perature varies.  If,  on  such  a  diagram,  the  line  representing 
the  increase  of  volume  and  decrease  of  pressure  be  drawn  which 
shall  closely  resemble  the  variation  of  pressure  and  \-olume  in 
adiabatic  expansion,  it  is  impossible  to  say  whether  the  gas  under- 
going that  expansion  is  gaining  or  losing  heat.  If  the  line  drawn 
is  above  the  computed  adiabatic  line,  the  gas  must  be  receiving 
heat.  If  it  is  below  such  computed  adiabatic  line,  it  is  losing 
heat.  But  in  the  absence  of  such  computation,  the  diagram 
is  silent  concerning  the  gain  or  loss  of  heat  with  lempieraturc. 

It  is  very  necessary  to  know  what  the  action  is  of  a  metal  wall 
on  a  mass  of  expanding  gas  in  the  matter  of  gain  or  loss  of  heat 
cnerg)'.  Such  a  method  has  been  proposed  and  is  now  in  (juite 
general  use.  It  has  for  its  object  the  prcsunlation  of  a  diagram 
with  two  coordinates,  of  which  one  shall  be  the  absolute  tem- 
perature {conveniently  the  vertical  ordinate)  and  the  abscissa 
or  horizontal  measurement  such  that  the  area  will  show  the  quan- 
tity of  heat  energy  in  British  thermal  units  gained  or  lost  by  the 
gas  during  any  change.  If  the  horizontal  coordinates  be  desig- 
nated by  the  Greek  letter  phi  {'f>)  then  for  any  small  change  in 
the  total  quantity  of  heat  at  a  temperature  T  that  small  gain  or 
loss  in  heat  designated  by  dH  will  become  equal  to  T{d(}>).  It 
has  been  quite  usual  when  the  absolute  temperature  is  associated 
with  0  as  a  coordinate,  that  it  should  be  written  0,  and  the  co- 
ordinates 6  and  ^  gi\'c  what  has  been  called  the  ihcla-phi  dia- 
gram. It  is  capable  of  demonstration  by  the  method  of  the  cal- 
culus that  the  coordinate  1^  is  the  factor  which  was  designated 
Llry  Clausius  by  the  name  entropy  as  the  value  for  a  con\'fiiient 
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factor  made  necessary  by  the  process  of  integration.  This  fact 
gives  to  the  theta-phi  diagram  its  other  name  of  temperature- 
entropy  diagram.  If,  in  Fig.  100  the  curved  line  ab  represents 
an  addition  of  heat  to  a  mass  of  gas  at  a  constant  pressure,  it  will 
be  apparent  that  the  temperature  will  vary  with  such  addition 
of  heat.  For  a  very  small  change  in  the  temperature  (^  it  will 
be  true  to  say  that 

Hence  it  will  be  true  to  write 


and 


Cp{dd)^e(d<l>) 
dS 


e 


B 


Fig.  icx>. 


Fig.  ioi. 


If  the  value  of  0  be  assumed  constant,  as  it  may  be  during 
any  one  of  the  infinitesimal  thcta-phi  diagrams,  the  successive 
elements  of  which  that  change  is  made  up  would  appear  as  in 
Fig.  IOI  so  that  the  whole  change  in  the  quantity  of  heat  due  to 
the  successive  additions  will  be  the  sum  of  all  the  small  elements  or 


[dd"] 


If,  obviously,  dO  is  taken  very  small,  the  steps  forming  the 
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broken  line  become  very  short  and  the  change  in  the  value  of 
the  area  iinder  the  curve  becomes 


J  d' 


The  appearance  of  that  quantity  suggests  that  by  the  pro- 
cesses of  the  calculus  the  siun  of  a  niunber  of  such  infinitesimal 
increases  will  take  the  form 

^i-<^=Cphyplcgy-. 

The  hjrperbolic  logarithm  bears  to  the  ordinary  logarithm 
whose  base  is  ten,  the  ratio  of  2.3026,  so  that  in  terms  of  the  com- 
mon logarithms,  this  equation  appears 

^i-  ^= 2.3026  Cp  logy. 

182.  Changes  in  Value  of  Phi  when  Heat  is  Added  to  Air. — 

It  will  be  recalled  (par.  54)  that  the  quantity  of  heat  necessary 
to  raise  a  imit  weight  of  air  will  diflFer  according  to  the  condition 
of  that  air  with  respect  to  the  constant  value  of  pressure  or  volmne. 
In  the  foregoing  paragraph  the  pressure  was  assiuned  constant 
under  the  addition  of  heat.    Under  this  circiunstance 

Cp  =  0.2375  B.T.U. 

Substituting  in  the  foregoing  equation, 

^1-^=0.547  log^. 

If  the  change  be  at  constant  volume,  while  the  pressure  is 
allowed  to  vary,  the  specific  heat  Cv  is  0.169,  so  that  the  equation 
should  be 

^-^  =  2.3026X.i69logy=.389  log^. 
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If  the  temperature  remains  constant,  the  addition  of  heati 
called  isothermal  (par.  40),  in  which  case 

V, 
^.-01  =  ^  hyp  log -^. 

Inserting  the  appropriate  figures, 

V,  V, 

^.- ^1  =  53-35X2.3026  log^  =  i2a.84  logpr. 

Since  this  last  change  takes  place  at  constant  temperature  3 
the  gas,  it  will  be  apparent  that  the  line  which  is  a  curve  in 
Fig.  100  becomes  a  straight  line,  parallel  to  Ihe  horizontal  axes 
of  coordinates.  If  a  vertical  line  be  drawn  at  an>  point  t 
horizontal  coondinate  axis,  which  shall  represent  the  %alue  of  i 
measured  from  the  point  O  and  hiving  a  vertical  height  eqa 
to  the  V  Uue  of  the  ttrnptrature  T  at  which  the  addition  of  1 


■was  made  at  constant  temperature,  the  area  7"X(^,  — ^,)  ( 
102)  will  denote  the  addition  of  heat  which  is  the  quantity  H. 

Finally,  if  the  change  in  pressure  and  volume  be  that  which 
is  designated  as  an  adiabatic  change  (par.  50)  there  will  be,  by 
definition,  no  heat  added  or  subtracted  during  that  expansion 
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or  cnange  of  relation  between  pressure  and  volume.  Under  this 
condition  the  Oit>  diagram  must  be  such  that  the  area  between 
the  line  representing  this  change  and  the  line  of  zero  tempcrr.- 
tare  be  zero.  The  only  way  that  this  can  be  realized  with  a  finite 
value  for  the  temperature  will  be  to  have  the  value  for  the  abscissa 
<f>  zero.  Hence  an  adiabatic  line  on  the  plane  of  the  d<f}  coordi- 
nates is  a  vertical  line. 

183.  Analysis  of  the  Possible  Cycles  of  the  Internal  Combus- 
tion Engine. — By  a  reference  to  paragraph  61,  it  will  be  noted  that 
the  medium  used  in  the  gas-engine  is  subjected  usually,  though 
not  always,  first,  to  a  compression,  then  to  a  heating  process,  and 
that  after  the  heating  the  gas  is  expanded,  doing  work  against  the 
piston  and  is  then  cooled.  This  paragraph  also  presented  a  table 
indicating  the  possible  forms  which  these  processes  might  take, 
which  is  here  reproduced.  In  the  following  diagrams  an  attempt 
has  been  made  to  place  side  by  side  a  typical  work  diagram  with 
the  PV  coordinates  and  a  temperature-entropy  diagram  on  the 
d<f>  coordinates.  In  each  case  the  odd  number  at  the  left  hand 
is  the  PV  diagram  and  the  even  number  at  the  right  the  corre- 
sponding d<f>y  for  each  cycle.  For  clearness  of  presentation, 
Figs.  111-151  are  not  drawn  to  the  same  or  to  any  definite  scale. 
For  purposes  of  comparison  of  cycles  a  second  series  oi  PV  areas 
on  the  same  scale  for  the  various  cycles  is  presented  in  Figs.  1 53 
to  161. 

The  cycles  in  the  first  group,  without  compression,  and  the 
cycles  of  the  sixth  to  tenth  groups,  where  the  c)xlic  ofK-rations 
take  place  at  or  below  atmospheric  pressure,  are  of  insignificant 
importance  in  any  practical  way. 

The  early  gas-engines  previous  to  Otto  fLenoir,  Bamct,  Hu- 
gon,  Langen,  and  Bischof)  belong  to  this  class,  but  the  intrrxlur- 
tion  of  the  compression  so  greatly  increased  the  efficiency  and 
economy  of  the  gas-engine  that  they  do  not  dc*s€r\e  detailed  ron- 
sideration  at  this  date.  The  cjxle  IB,  for  example,  is  that  of  thf 
free  piston  engines,  such  as  Barsanti  and  Matteucci  in  1854  and 
the  Otto  and  Langen  of  1866,  in  which  the  piston  wafi  not  con- 


>94                                       THE                                                  ^^^^^H 

nected  positively  to  the  shaft  for  the  expansion  stroke,  M^ra^^l 

thrown  freely  upward  to  a  point  beyond  that  at  which  atmospheric 

pressure  would  have  resulted  from  the  increase  of  volume. 

CLASSIFICAnON   OF    CVCIE 
3.              ' 

— ■ 

CrcleNo. 

>.p.™™. 

CooliriR. 

6.                      1 
CoaNw 

I 

lA 
IB 
IC 

II 

II  A, 
IIA, 
II  B 
II  C 

Isometric 
Isometric 

Adiabatic 
AdialMlic 

Isopiestic 
Isothennal 

Isopiestic 

Isopiestic 



:::::::::::: 

Adiabalic 

;; 

;; 

Isothetmal 

in 

III  A 
IIIB 
UIC 

Adialiatic 

laopiestic 

Adialttlic 

Isopiestic 
Isothera.'al 

-^ 

IV 
IV  A 
IV  B 
IV  c 

Adiabalic 

Isothermal 

Adiabatic 

Isopiestic 

Isometric 
Isothermal 

Isopietd^^H 

V 

VA 
VB 
VC 

AdiabHtic 

Any  law 

AHiabatic 

Isometric 

Isothermal 

:.J 

VI 

VII 

VUI 

Dt 

X 

Atmospheric 

Isometric 

Isolhennal 

Isometric 
Any  law 

"^'"1 

Adiabatic 

Adi^biiic" 

Similarly,  the  cycles  numbered  six  and  upwards  arc  of  com- 

paratively shght  importance.     It  would  be,  furthermore,  entirely 

possible  to  make  combinations  or  differentiations  of  the  typical 

cycles  other  than  those  selected  if  it  were  worth  while. 

Let  Fig.  in  be  a  PK  diagram  and  Fig.  112  be  a  00  diagrw^^ 

for  the  cycle  of  the  Lenoir  engine.                                                   ^^H 
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Then  in  this  case: 

From  B  to  C.    Addition  of  heat  isomctrically  from  atmos- 
pheric pressure. 

From  C  to  D.    Adiabatic  expansion  to  atmospheric  pressua\ 
From  D  to  B.    Cooling  at  atmospheric  pressure. 


Cyolal 


Fig. III. 


Fig.  XI 2. 


Cycle  I A 


Fig.  113. 


Fig.  Z14. 


The  first  modification  would  be  that  in  which  the  expansion 
was  incomplete,  as  in  an  ideal  Lenoir  engine  where  the  cut-oflF 
was  too  late  to  secure  complete  expansion.  Calling  this  cycle 
lA^  we  have  Figs.  113  and  114  as  follows: 
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In  this  case: 

From  B  to  C.  Addition  of  heat  isometrically  from  atmos- 
pheric pressure. 

From  C  and  D.  Adiabatic  expansion  to  point  above  atmos- 
pheric pressure. 

From  D  and  E.    Cooling  isometrically  to  atmospheric  pressure. 

From  E  to  B.    Cooling  at  atmospheric  pressure. 

The  second  modification  is  that  in  which  the  expansion  goes 
below  atmosphere  before  the  end  of  the  strok  as  in  the  designs 
of  Otto  and  Langen  (1866)  and  Barsanti  and  Matteucci  (1854), 
which  were  called  free-piston  engines.  The  pair  of  diagrams 
will  be  as  follows: 


Cycle  IB 


Fig.  115. 


Fig.  116 


In  these: 
From  B  \o  C, 
phcric  pressure. 
From  C  to  D. 


Addition  of  heat  isometrically  from  atmos- 


Adiabatic  expansion  to  below  atmospheric 
pressure. 

From  D  to  £.     Cooling  isothermally  to  atmospheric  pressure. 

From  E  to  B.     Cooling  at  atmospheric  pressure. 

No  engine  has  ever  been  built  to  operate  on  the  third  modifi- 
cation of  this  cycle  in  which  work  is  received  from  the  gas  during 
'its  cooling  phase.     Calling  this  cycle  /C,  Figs.  117  and  118  result: 
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Cycle  IC 


Fig.  118. 


Addition  of  heat  isometrically  from  atmos- 
Adiabatic  expansion  to  pressure  below  atmos- 


FiG.  117. 

So  that: 

From  B  to  C. 
pheric  pressure. 

From  C  to  D. 
phere  such  that 

From  D  to  5.  Cooling  isothermally  to  original  volume  and 
atmospheric  pressure. 

The  analysis  for  cycle  /  is  as  follows: 

Let  Jfj  be  the  heat  added  from  B  to  C. 

Let  C^  be  the  specific  heat  of  gas  at  constant  volume,  and 
here  assumed  constant  for  simplification.  It  is  probably  a 
variable,  but  to  make  this  assumption  gives  unmanageable 
formuke.  A  correction  may  afterward  be  applied,  if  desired. 
C^=heat  to  raise  one  pound  gas  1°  F.  at  constant  volume. 

Let  Vh  be  the  volume  of  the  gases  at  point  B  of  the  diagram, 
i.e.,  before  heating  and  expressed  in  cubic  feet. 

Let  pb  be  the  corresponding  pressure  in  pounds  per  square 
foot. 

Let  Th  be  the  corresponding  temperature  in  absolute  degrees 
Fahrenheit. 

Then  will  the  increase  in  temperature  be  given  by 
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or 


Tc^n+^ (^) 


Since  volume  is  constant  from  B  to  C, 


whence 


From  (i), 


Since  this  quantity 


x+^' 


will  enter  into  many  of  the  equations,  let  it  be  denoted  by 

Hi      „ 

whence 

P.-Pb^ (2) 

The  adiabatic  relation 
j:ives 


..-..{ft 


But  pti  =  pbhy  hypothesis,  hence 


Vd 


^^^(h^K,,^X)^ (3) 
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Another  adiabatic  relation  gives 

-1 


whence 

r-l 


if)'-' 


T  ^T 


remembering  p^^Pt  and  substituting  the  value  of  T^ 

r-l  1-r-Hr  l 


T,^Tt(X) 


[^^  '  ^TiPC     '     ^TiPCr.      .    .    (4) 


Let  if  3  be  the  heat  discharged.    Then 

Hi^^CpiTj-Tb), 

where  Cp= specific  heat  at  constant  pressure  and  assumed  con- 
stant.       Hence  substituting 

ir,=c,(r6[i+^]^-n)=c,n(x^-i). .  .   (5) 

The  work  done  in  heat-units  will  be 

Tr=ff,-if, (6) 

'H^-C,n{Xr-i) (7) 

And  in  foot-pounds 

This  work  of  expansion  could  have  been  obtained  by  tem- 
peratures and  by  integration  as  well. 
The  work  W  will  be: 
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But 


It  is  true  also  that 

*•  0  ^  d 

Mo  'T  . 

■*■  0 

and 

in  heat-units.    This  second  term  is  the  area  of  the  rectangle  be- 

(  P  =  0  {  V  =  Vb 

tweenK  ^      ^         ,       ands  and   lying   below    atmosphere 

(^= atmosphere         (v=v^  -^    °  *^ 

is  not  available  for  work. 

pdv^dittdi  between  expansion  curve 
and  axis  of  volumes.     The  expansion  is  adiabatic. 


Since 


i-r= 


c  -C 

C      ' 

V 


c-c\tJ   c,-c\tJ 


^JCXTc  —  T^  in  foot-pounds. 
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Subtracting  the  rectangle  ^(v^— Vb),  we  get 

W,=JC,(Tc-T,)-p,(v,~v,) 

in  foot-pounds,  or  in  heat-units 

W=H,-C,T,(Xr  -1)    ■ 

as  before. 

Applying  at  this  stage  a  test  to  each  of  the  states  5,  C,  D  from 
the  law  of  perfect  gases: 

peVe^pbXVh^pbVb_  p 
Pd^d_Pb'^h(X)r        pbVbj.^ 

^     n(X)  r 

hence  these  are  identities,  as  they  should  be. 

Denote  the  volume  swept  through  or  volume  range  by  R^. 
Then  will 

2 

Whence  mean  eflfective  pressure 

M.E.P.  =  ^=/ ^ (9) 


^^  vJiX  r  - 1] 


Efl&ciency 


1 


W  H,  C,n(Xr-i) 

^'wr^'Hr' — H, — •  •  •  (^°) 


The  entropy  range  is  given  by 


<f>c-<f>t='C^og,^-CJog^.    ....    (II) 
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Mean  effective  temperature 

M.E.T.  =  i(^!±£^'(^^^ 
The  temperature  range 


RT=Tc-Tb  = 


The  pressure  range 


:::| 


•     ■     (14) 


Whence  an  expression  for  a  mean  effective  volume  may  be 
written 


.    (■!) 


>) 


These  resuhs  are  here  tabulated  for  reference  and  comparison 
with  what  follows: 

It  would  be  possible  to  take  a  set  of  forraulie  derived  else- 
where for  mean  effective  temperature,  but  as  these  were  ihe 
results  of  a  comparison  of  cycles,  none  of  which  ran  below 
atmospheric  pressure,  it  would  be  better  to  take  another  standard 
here.  Taking  arbitrarily  as  the  mean  effective  lemperaiure 
one-half  the  sum  of  the  mean  temperature  of  heat  addition 
and  the  mean  temperature  of  heat  abstraction,  there  results: 


Cycle  I.    A'  = 


^, 


Formula  Reduced  to  Ini 
Fumiula  as  Denvi-d.                                   Conditions. 
Arbitrary' Pb 


THEORETICAL  ANALYSIS  OF  THE  GAS-ENGINE.  303 

Formula  Reduced  to  Initial 
SymboL  Foimula  as  Derived.  Conditions. 

Pc ^jT pbX 

Vc Vh Vh 

Th+  >.- TiPC 


•»  C' 


D  \ 


fPd ^ Pb 

Vj Ve[^]^ VeXT 


\ 


•■m 


T, Te{-^]r Ttxl 


H, C,iTj-n) C,n(X7-i) 

W J(H^-H,) /jff,-Cpn(X7-i)j 

w  c,n(X7-i) 

^ ff. ' H, 

1 
K "d-^c Vb(X7-i) 


1 

W 
M.E.P J-5- 


JH,-C,n(X7-i)\ 


Rp Pc-pb pb(X-i) 


M.E.V J^ JfH.-C,n(x}-^y 


/H,-C,n(XV-i)\ 
\         Pt(X-i)        J 


R* c.iog,^; C^og,X 

Rt Tc-n n(^-i) 
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Cycle  I.    A. 
As  in  Cycle  I  for  point  C: 

Ve  =  Vh\ (l) 

Pc-pl>X\ (2) 

Tc-^T^ (3) 

Assume 

Then  from  the  axiiabatic  relation 


Pi 

or 

(4) 


Also 


Substituting  values  of  Pe  and  Tg  in  (4)  and  (5), 

If  it  be  granted  that 

Pb 

then 

Vj=Vi,{Xn)r; (8) 

_      ^     '    ±-1     n{Xn)\ 

T,=  ThXrnr ;         ....      (9) 

_i 
v,=Vj=Vb(Xn)r; (10) 


V.  ' 


T,^Tb-^^n{Xn)r („) 
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Applying  the  perfect  gas  law  to  the  points  B,  C,  D,  and  E, 


n 

Te 


R, 

PbXVj 


"R, 


Pd"d    PdMXn) 


T  • 

''      r6- (Xn) 


P.v»    pbVbiXn) 


niXn) 


'R, 


•R. 


Heat  is  abstracted  in  two  parts,  the  first  at  constant  volume 
from  Z>  to  £  and  the  second  at  constant  atmospheric  pressure 
from  E  to  B. 

Hence 


-  C.[  n^iXn)  r  -  nCXn)?] + C,[  n(Xn)7 

•CMXnyr  [i  -i]+C,n[(Xn)7-i]. 
The  work  done  in  foot-pounds  is 


-n] 


•         •         • 


(12) 


W=J(H,-H,) (,3) 


.-.  W~j(H,-C,niXn)  \(^-x^  +  C,T,[(Xn)-7-i]\ 


Hi 


(14) 


.'.  £-1- 


CJi{Xn)l(^-i\  +  C,TJ^(Xn)7-i\ 


H, 


(15) 
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The  mean  effective  pressure 


W 


M.E.P.=  p- (i6) 


R 


But 


•R»=Vj-'%=Vfc[(X«)r  -4      ....     (17) 


.•.M.E.P.=yj 


W 
M.E.V.  =  ~ 


\H,-C,T„{Xn)T{l- 


il  +  C^ri[(X«)f-i]' 


f(i8) 
vJi{Xn)  r  - 1] 

Rp=pc-pb=MX-iy, (19) 


=7 


H,-CJ,iX 


.,7(i  -.) 


+  C^TJ[(Xn)r -I] 


MX -I) 


.      (20) 


As  before,  the  entropy  range  is 


R^=CJiog,X (21) 

Taking  the  mean  effective  temperature  as  the  mean  of  the 
average  heating  temperature  and  the  average  cooling  temperature, 


M.E.T.= 


T'+T 


ff 


~A  R*  r  ' 


I  < 
2 


H, 


c„n(x 


-^+ 


«)-'(:- 


i)  +  C,T^(Xnyr-i] 


C.,log,X 


CM.X 


J 


(22) 


!  •  (23) 


The  temperature  range  is 

Rr=^Tc-Tb=n{X-i) 
The  pressure  range  is 


(24) 


Rp=pc-pb=pb{X-i) 


(^■r 
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Whence 

W 
M.E.V.  =  ^ 

if,  -c,r6(A'«)7[(l)-T'-  (i)r-  ]  -c,n[(A-«)  r-  -  ,] 

.  H,-c,n(XH);(]--i)-c,u(Xn)l-i]  \ 

I  MA' -I)  J 

Tabulating  these  results: 

Cycle  I.    A. 

S>-mbol.  Formula  as  First  Derived.  ^""""'''c^l^d^^"  ^""^'' 

h Arbitrary Pb 

Vb "        n 

•p  PbVb  PbVh 

" R  R 


Te 
Pc PbjT h^ 

Vc Vb Vb 

Tc Tbii-\-Jkr^ TbX 


'^"i'^^) 


D 


Pi Pc>Pi>Pb - ■■Pc>P,>Pb 

V, v,(^y VbiXny 

T- n(^)- -^r' 


a 


E 


r 


A Pd pb 

V, Vj Vb(Xn) 

T. r^f; T,{Xn)T 
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Symbol.  Formula  as  First  Derived. 

H,..CJiT,-T,)+C,(X,-n) 


Formula  Reduced  to  Initial 
Conditions. 


..^(^') 


+  Cpr»[(A-«)r-i] 


W.  .J(H,  -H,)=J^H,-  CJ„{Xn) '  (^  - 1)  -C,TJ,{Xn)T  -d 


E. 


I  — 


CJiiX 


1  — 


"''(.-■) 


+C^TJi(Xn)r-i] 


H 


R. 


Vj-Vb vJi(Xn) T  - 1] 


W 
M.E.P p""-' 


H,-c,n(x 


')'(»-■)- 


C,TJi(Xn)r -i] 


vJiiXn)r-i] 


I 

J 


R 


* 


e 
ft 


C^og,^_ ..C>g,A- 


M.-.=K^) 


I  ^ 

2 


if,+C„r6(Xn)r(L-i^+C,ri[(A-n)7_i]  ,^ 


/?. 


Pc-Pb Pb(X-l) 

1 


XVL .  M-j «  V  •  •  o  •  ■n     •  •  •/ 


H,-C^T,(Xn)r  (--ij-C,U{Xn)T  -j]  ! 


MA'  - 1)  J 

Tc-Ti, TbiX-i). 

Cycle  I.     B. 

As  the  operations  up  to  the  point  C,  i.e.,  after  addition  of  heat, 
are  the  same  as  in  Cycle  I,  these  resuUs  may  be  assumed: 

Vc=vty       (i) 

Pe  =  pbXy (2) 

T.-^Ta (3) 
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Choose  p^  so  that 

Pb>Pd>o (4) 

Expansion  CD  gives 

''"'"'(a)^'    °-'^^(^)^='^(-^«)^    if    ~=^-      (5) 
Also 

From  the  isothermal  relation  along  DE^ 

7^r=r,=^^^; (7) 

#;=^  by  hypothesis; (8) 

or 

v«^-^— 7; — ^  = — (o) 

Pb  n  ^^' 

Appl)dng  the  perfect  gas  law  to  the  various  points, 

(Xn)T 
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Heal  is  abstracted  in  two  parts,  first,  a  part  isothermally,  and  p 
second,  a  part  at  atmospheric  pressure.  The  part  abstracted  1 
isothermally  is  most  easily  calculated  with  the  aid  of  the  &^  J 
diagram  and  its  relations.  ^H 

The  entropy  range  along  EC  has  been  found  to  be  ^H 

Ri  =  ^c-'^  =  C}og^  =  C}o^.     .    .    .    (lol 

Now  it  is  evidently  the  same  so  far  as  entropy  range  is  con- 
cerned whether  the  cooling  is  at  constant  pressure  from  £  to  B 
or  heating  is  done  isopiestically  from  B  to  E,  thus 

T 
i>.-<h-C^og,j? (ii) 

Hence  the  entropy  rangu  for  the  isothermal  operation  will  be 
given  by 

*.-*,-C„log.X-C^og,i (.!) 

-C>g,.V-CJog,[A-7(&)T-'] (,3) 

This  latter  isothermal  change  taking  place  at  temperature 
7',=  '/"j,  the  heat  of  cooling  will  be  given  by 

r,(c.iog,A'-c,iog.£) (14) 

Hence  the  total  heat  abstracted  is 

H.-C,(r,-n)+r,[c.log^Y-C,log,|i]  .    .     (i;) 

=c.[^-n].^'^'[c.,„g,.v-c,iog.^ 

But 

CM,—-  -  C,log,V7  +  c,log,,7 

-  C,  log.,\-  +  (C.  ~  C,)log,». , 
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Since 

L-£s 

r~c; 

and 

r    "      c,   ' 

hence 

H^^C^Tt^-^ ij+ ^    -bg^w*'     ^     .     (t(f) 

The  work  in  foot-pounds  is 
W-J(H,-H,); 

...£=, ^^^ 

ti§X'n^ '      t\  , 


-^*  I     1  jXn,  '  / 


'^    "> 


/7     //. 
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where  R^  is  the  same  as  in  previous  cycle. 


1 


Th{Xn)r         c^-cS{   ,    . 
+ — lo&n*    '^j  (23) 


1 


B\ 


ier=n-.r,=n[i-^^] (24) 

Tabulating: 

Cycle  I  B. 

Symbol.        Formula  as  First  Derived.  ^"""""^ConS.!^  ^"^^ 

ph Atmosphere Atmospheric  ^ 

Vh Arbitrary v^ 

phVh  pbVb 


Tt 


R  R 


C- 


/" 


D 


E\ 


Pc A  7^ PbX 

Vc Vb Vb 

^' K"^w ^'^ 

Pd pb>Pd>° Pb>Pa>o 

Vj ""'{'p'r VbiXny 

^/p.iczl  Tb(Xn)l 

^^ ^{fy -V-' 

P, Pb Pb 

Pj"d  VbjXn)  r 
Pj « 


V. 


1 


Tb(Xn)  r 


^' ^- « 


C.-C9, 
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W J{H,-H,) 

^.-c4(^-.]-^log,« 


J 


C^-Cp 


Ht 


I  — 


c4<Mi.,]+j..(^^^-<» 


R, (v,-vi) 

W 


.vi{Xn)T-i\ 


MF  P 


R. 


M.E.V. 


Pc-Pd Pb^-Pd 

W 


Cy^Cp 


R. 


,^.c.r{i^-q.iq 


^*(^"^Ilog,n-"-^ 


Pt>X-Pd 


R* 


log.^; 


log^ 


•^•^ 2\    R*'  / 
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Rr n-T, 4-^] 


Cycle  I  C. 

Fig.  117.  Fig.  118. 

Assume  all  results  to  point  C  from  Cycle  I: 

pc  =  pbX, (i) 

Ve  =  Vby (2) 

Tc=T^ (3) 

From  the  adiabatic  CD 


..=^^)7=z.(|-)t 


(4) 


This  adiabatic  must  meet  the  isothermal  from  B  in  point  Z>, 
hence 

'^d='^bY (5) 

Fd 
Equate  (4)  and  (5), 

/Pc\-       Pb 

.-.  Pb'-Pd'^P/-'ptX; 

td 

.:    p,=  PtX^=^ (6) 

This  is  the  pressure  at  which  the  isothermal  through  B  will 
meet  the  adiabatic  through  C.     Its  corresponding  volume  is 

Vj^vt-^r-'^bX^^; (7) 

r,=n (8) 
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The  heat  abstracted  by  the  isothermal  cooling  is  found  as 
before  from  ©♦  relation, 

^c-^=C>g,jr  =  C>g^,      ....      (9) 

Hence 

^rf-^=C'>g^; (10) 

.-.  H,=  r6C>g^ (II) 

The  work  done  in  foot-pounds  is 

jr=/(H,=H,)=/(ffi-r6C>g,X),     .    .    (12) 
The  efficiency  is 

^-^    H, W,        ^'3) 

The  volume  range  is 

J 
R„==V^-Vt  =  Vt(Xr-l-i) (14) 

Hence 

Vt{Xr-l-)i (15) 

The  pressure  range  is 

R,=Pc-pa=PbX—A-  =  PiU V).     .     .     (16) 

Xr-i         ^        Xr-y 

MX — V) 

The  entropy  range  was  found  R^=C „\og,X,  hence 


M 


•E-T- =K^') = ic;?^<^^+  ^^^>«^) 


And 

RT=Tc-Ti^Ti(X-i). 


l(cKr+^) 
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Tabulating: 


Cycle  I  C. 

Formula  as  First  Derived. 


B\ 


Symbol. 

pb Atmospheric 

Vh Arbitrary 


Fonnula  Reduced  to  Initial 
Conditions. 


Pc 

Ve. 


R 

e 


Atmospheric  pt 
n 

R 


^T. 


Vh 


Tc Tft  1  + 


D 


pbX 

•Vb 

.XhX: 

Po 


Xr-i 


V 


ViPCr-l Vi^r-l 

-  Th Th 


W. 
E. 


.  nc„  log,^^ nc>g,A' 

J{H,  -H,) J{H,  -  nCJiog,X) 


I- 


H, 


I  — 


1 


R^ ■"^-■"b- 

M.E.P 


R. 


R. 


Pc-P. 


J 


...2/fc(Zr-l-i) 

H,  -  nC„log,A' 


M.E.V. 


R, 


J 


Vb(Xr-i-i) 

f  H,  -  nc  jog.x 


MX 


Xr-y 
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Symbol. 


R» 


Formula  as  First  Derived. 


Formula  Reduced  to  Initial 
Conditions. 


M.E.T 

Rt  •  •  • 


^^K-lf ^>8^ 

T^kx^^'-^^'^ Kcm:f+^^) 

Tc-Tt n(X-i) 

The  relatively  poor  showing  of  Cycle  I  and  its  modifications 
with  respect  to  efficiency  and  mean  effective  pressure  as  com- 
pared with  the  compression  cycles  are  the  reasons  for  its  minor 
importance. 

184.  Compression  Cycle  with  Isometric  Heating. — This  group 
includes  as  No.  II  A  the  ideal  Otto  cycle,  where  the  gas  is 
heated  and  cooled  at  constant  volume.  The  PV  and  d(f)  diagrams 
and  the  mathematical  analysis  are  as  follows: 

The  first  or  typical  case  is  that  of  the  ideal  Atkinson  engine, 
or  some  compound  engines,  with  an  expansion  complete  down  to 
atmospheric  pressure. 

Let  Fig.  119  be  the  PVand  Fig.  120  the  d(f)  diagram  of  this 
cycle. 


Cycle  II 


Fig.  119. 


Fig.  120. 


From 
pressure. 


A    to  B.    Adiabatic   compression   from   atmospheric 
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From  B  to  C.    Addition  of  heat  isometrically. 

From  C  to  D.    Adiabatic  expansion  to  atmospheric  pressure. 

From  D  to  A.    Cooling  at  atmospheric  pressure. 

In  the  compression  cycles  the  volimie  ratio  —  will  enter  into 
many  of  the  formulae  so  that  it  will  be  found  convenient  to  write 


The  compression  is  adiabatic,  hence 

P^'pa(^y-P<^'; (I) 


'^'°'^"(y='''^'"' 


(2) 


During  addition  of  heat  Ve^vi,,  and  therefore 

T  TJ 

If  •=r  =  i  +  pryr=X  as  in  the  previous  cycles, 

p,=PtX  =  PafX; (3) 

T,=  Tar'-'X (4) 

Adiabatic  expansion  gives 


^i='Vc{j-y  otU  p^=p„, 
(pafX\L  »      Va       1  J. 


(5) 


r,  =  r„^=7VX-r (6) 
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Applying  the  perfect  gas  law 

Ma      ^ 

■*  a 

y     ~  1    ~-'^' 

The  heat  discharged 

-ffa=Cp(r,-r,)=c,r,(x7-i) (7) 

The  work  done  is 

W=H^-H^=H,-CpTa{XT  -i),     ...    (8) 

^"Fr h;^ — ^^^ 

M.E.p.-g-y"'-';-^r<''\-'.    .  .  .  (..) 

R,-C)o!jC; (I,) 

V.M.E.-l(^)-^(^.W-').(.3) 

Rp=-pc-pa-'pa(r'X^l) (14) 

M.ili.V.-/ — .  /  y  y r-^ Vis) 
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Cycle  II. 

Symbol.  Formula  as  First  Derived.  Formula  Reduced. 

^ P'^t)^ P''r' 

Vh y ;  (r  arbitrary) y 


(I)'- 


n T.[f^)      T.f-' 

Tr 

Pc /^6jr paT^X 

Ve Vb 


r 

Tc Tt{i  +  ^^^ TiPC 

Pd P^ pa 

(pc  \^  J- 

V^ '^c[—j  ^ VaX  r 

T, Ta-^ T^Xr 

H, C,{T,-Ta) C,Ta(X^-l) 

W H,-H, //,  -C,Ta{X7-i) 

H,  i-C,T„(X7-i) 

^ '~H. m 

R^ "^j-n Va{Xr  -i) 

M.E.P J^ ,^,-C,r„(XT-n 

z'„(A--i) 

R^ C>g,;yr C„log,X 

■*  0 


M.E.T. 


I  /H,  +  H,\  I  fH,+  C^TJXr  -  iV 


2  \     R^     / 2  \  C,,log,A' 
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S3miboI. 

R 


Fonnula  as  First  Derived.  Formula  Reduced. 
Pc-pa Pair'X-l) 


W 

M.E.V Jg- 

4 

Rt 


Tc-Ta Ta(R'-KX-i) 


In  Cycle  II  A,  one  case  of  which  is  the  normal  Otto  or  Beau 
de  Rochas  cycle: 

From  A  to  B.  Adiabatic  compression  from  atmospheric 
pressure. 

From  B  to  C.    Addition  of  heat  isometrically. 

From  C  to  D.  Adiabatic  expansion  to  pressure  above  atmos- 
phere. 

From  D  to  E.     Cooling  isometrically  to  atmosphere. 

From  E  to  A.    Cooling  at  atmospheric  pressure. 

Let  Fig.  121  be  ihePV  and  Fig.  122  the  d<f>  diagram  for  the 
cvcle. 


Cycle  II  A 


Fig.  121. 


Fig.  122. 


Then,  since  the  compression  is  as  in  Cycle  II, 


Va 


Pb=  par', 


(I) 

(2) 
(3) 
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Also  for  C,  the  heat  addition  being  as  before. 


Ve-^Vi,,    .... 


(4) 

(5) 
(6) 


The  point  D  lies  arbitrarily  between  C  and  the  atmospheric  line 
on  the  adiabatic 


Pd^Pc 


(^'-.©'-^-(^j'-^.(^'. . .. 


From  this  point  two  cases  may  be  considered :  i°,  the  general 
case  where  v^  is  greater  than  Vo>  and  2°,  a  particular  case  where 
v^= Vo.  This  latter  results  when  by  reason  of  a  throttling-govemor 
action  the  gases  at  the  end  of  expansion  have  the  same  volume 
as  before  compression. 


1°. 

2°. 

v^>Va    and     p^ypa- 

Vj  =  Va. 

Then  we  have 

p,-Pax(^^';    .    (8) 

.-.  r,=r„x(^j''"',  (9) 

v.=Vj,     .    .    (10) 

p.=p»^    '   ■   (") 

'~   'pr   %' 


PJ  =  paX.      .  (8') 

TJ=T,X.    .       (9') 


V  =  ^a       .       .       (10') 
A'  =  ^      •      •       (II') 


r/=r„  .   .   (12') 
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Apply  the  perfect  gas  law: 

PaVa      p 


3>3 


^Vfc        Pi^^Vc 


PcVc        paT'^XVc 


R, 


T,    T„r'-'Xr 


R. 


1°. 


T„X 


Ci) 


"TiT"  — =  A. 


% 


Heat  is  abstracted  as  follows: 

+c,(r,-r<.  .   .   (13) 


+c-,r.[|-,]. 

+c,n[^-.]. 

The  woik  is  given  by 


«•. 


JT  '    "    T   V   ""^» 


r„x 


7/   "    Ta 


R. 


^/-c.(r,-r„) .   (130 

^C\TJiX-i], 


Jf  f  ^  ^v^aH 


H 


W'~H,-^,. 


(140 
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Volume  range  is 


Va 


K=v^-Vb=v^-—    .     (15) 


w       w 
M.E.p.=y-^=y— 


R. 


(16) 


K' =  Va-Vb='Va\l -^J  (15') 

W 

7T(i6') 


M.E.p.=y 


"•('  "F 


; 


Entropy  range  is  the  same  for  both  cases: 


. /?^=C>g,y^=C>g,X (17) 

Mean  of  mean  temperatures  of  heat  addition  and  abstraction' 


M 


■--K^-) 


2  C^  log,  X 


I 
2 


H,+CJ„ 


^ 
v^ 


(18) 


W^:)'-] 


C„  log.  A' 


Pressure  range  is  same  for  both  cases, 


M.E.T.' 


-rl^"^^^!  (-' 


Mean  effective  volume: 


M.E.V.=7- 


W 


(20) 


M.E.V.=y 


w 


PaifX-l) 

Temperature  range  is  also  the  same  for  both 

RT=Tc-Ta=Ta{x'-'X-i).    . 


Pa(fX-l) 


(X9) 


(20') 


•         • 


(21) 
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Cycle  II  B. 

The  third  type  of  cycle  in  the  second  group  is  one  which  has 
never  been  applied  to  an  actual  engine.     It  gives 

From  A  to  B.  Adiabatic  compression  from  atmospheric 
pressure. 

From  B  to  C.    Addition  of  heat  isometrically. 

From  C  to  D.  Adiabatic  expansion  to  pressure  below  atmos- 
phere. 

From  D  to  E,    Cooling  isothermally  to  atmospheric  pressure. 

Froip  £  to  -4.     Cooling  at  atmospheric  pressure. 

Let  Fig.  123  and  Fig.  124  be  the  P  7  and  0<f>  diagram  respec- 
tively of  the  cycle. 


CyoJe  n  B 


Fig.  123.  Fig.  124. 

Assmne  same  results  as  before  up  to  the  point  c.    Take  p^ 
something  less  than  atmosphere,  i.e., 

Pa>pj>o;       (i) 


then 


and 


/pAL       Va(pafX\L  (PaX\L 


A- 


T-\ 


T,~TX-  r  {fj'^^T.X^m-^.      .      .    (3) 
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Through  D  and  a  point  E  whose  volume  is  greater  than  the 
original  an  isothermal  is  drawn, 


r«=r„ 


'        'P.        'Kpa)     Pa        '     '      '      ' 


Hence 


Apply  the  perfect  gas  law  to  the  points 

PaVa 


T 


=R, 


PbVb        PaVgf         „ 

n    rTar'-'      ' 
Tc     Taf-'Xr     ' 


(4) 


P,-Pa (6) 


1         Lz} 
PePe_  Pa'^aX'(Pd)''  ^  R. 

During  the  isothermal  compression  heat  must  be  abstracted;  the 
amount  can  best  be  calculated  by  dcf)  coordinates.  Call  this 
amount  w,  then 

But 
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and 

T 

Besides  this  amount  m  a  quantity  CpiT^—Ta)  must  be  abstracted 
isopiestically,  whence 

+C^og,[^(^)'T^],     ...    (7) 
W'-H.-H, (8) 

^=^-flr ^9> 

The  volume  range  is 

A^m-h (-) 

R,^pc-Pi=pa{ryx-p^ (13) 

RT=TMry-'X-i)!isioTll (is) 
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Cycle  II  C. 

In  the  fourth  type  of  the  second  group,  the  final  lemperamrc 
becomes  equal  to  the  initial  temperature  and  the  cycle  is  closed 
by  an  isothermal  corresponding  to  the  change  of  volume  by 
compression  to  get  back  to  the  state  of  pressure  and  volume 
al  A.     Hence  there  is 

From  A  to  B.  Adiabatic  compression  from  atmospheric 
pressure. 

From  B  to  C.     Addition  of  heat  isomelrically. 

From  C  to  D.  Adiabatic  expansion  to  pressure  below  atmos- 
phere such  that  we  get 

From  D  \o  A.  Cooling  isothermally  to  original  volume  and 
atmospheric  pressure. 

No  engine  has  been  built  to  utilize  this  cycle. 

Lei  Fig,  125  be  the  FV  and  Fig.  126  the  df}>  diagrams  of 
the  cycle. 

Cycio  [I  C 


All  values  for  the  compression  and  heat  addition  found  in 
Cycle  II  may  here  be  assumed.     The  point  D  lies  at  the  inier- 
section   of  two  curves,  one  an  adiabatic  through  C,  the  other  a 
isothermal  through  A,  and  the  relations  can  be  written. 
the  adiabatic  relation 
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From  the  isothermal  relation 


P^ 


a 


"-"V; 


Equating, 

(pcY    P' 
^pj      Pd 

'!!i(p2rl]i\\_^h. 
■     r\  P,  /     V 

P^ 


.-.  Pd^-^'-paX'-r (I) 

This  is  the  pressure  at  which  the  intersection  will  take  place. 

By  substitution, 

I 

V,  =  VaX'-S (2) 

r,=r<. (3) 

Applying  the  perfect  gas  law  to  J9, 

1 

Vd^'d      paVa{Xy~'      PaVg       p 

All  the  heat  is  abstracted  at  constant  temperature  during  the 
compression  D  io  A.  The  entropy  range  is  evidently  the  same 
as  for  heat  addition,  and  this  is 

^^  =  C>g,X; (4) 

whence 

H,=Ta{4>,-4>a)  =  T,C).og^ (5) 

work 

W=H,-H,==H-TaC,\og^,    ....     (6) 

H,       r,c>g,x 

^-'-wr' — h;~' ^^^ 

2  \     R(l>    /     2  \        C^log^x       I 
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whence 


Tabulate. 


Sjrmbol. 


■Vb 


Tb 


V, 


(8) 


(9) 


•        •        • 


(lO) 


M.E.P-g-y\-''f-^. 

'  p^rX-X—r] 

i?r=r„(r'-'X-i)    as  before (13) 


•        •        •        • 


•        •        • 


(12) 


Cycle  II  C. 

Foimula  as  First  Derived. 

^' 

Va 

r" 


Fonnula  Reduced. 
Paf 


Va 

r 


^•(i: 


r-i 


Taf-' 


J' 


Vb 


Tc n  1+ 


H, 


PafX 

r 

Tar'-'x 

1 

paX^-r 

V^Xr-l 

Ta 

Ta(,<t>d- <i>a) TaC^Og^ 


CTt 
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Symbcd.  Fonnula  as  Fint  Derived.  Foimula  Reduced. 

W -ffi-i?, H,-TaC,\og.^ 

fl,  I  -  r,c,iog^ 

^ ^~H, H. 

/?♦ C^og,^^ C^og^ 

M- K#) -■Avk.-r) 

R^ Va-Vb vt 


W 
M.E.P Jg- 


i?i> Pc-P, Pa{fX-X^-r) 

M.E.V /|^ /[^--^-^-y 

Rt Tc-T^ Ta{fX--i) 

185.  Compression  Cycle  with  Isopiestic  Heating. — In  this 
third  group  of  cycles  are  included  those  in  which  the  heating 
is  eflfected  at  constant  pressure.  The  most  notable  example  of 
its  application  to  internal  combustion  heating  was  the  Brayton  en- 
gine of  America  and  the  Simon  engine  of  England.  The  succes- 
sion of  events  is: 

From  A  to  B.  Adiabatic  compression  from  atmospheric 
pressure. 

From  B  to  C.    Addition  of  heat  isopiestically. 

From  C  to  D.    Adiabatic  expansion  to  atmospheric  pressure. 

From  D  Xjo  A.    Cooling  at  atmospheric  pressure. 

In  hot-air  engines  it  is  the  cycle  identified  with  the  work  in 
England  of  Sir  Geo.  Cayley,  Dr.  Joule,  and  Sir  William  Thomson 
(1851).  If  the  compression  from  -4  to  B  were  isothermal,  and 
also  the  expansion  from  C2?,  taking  place  at  constant  tempera- 
ture,  the  cycle  would  be  that  of  the  Ericsson  hot-air  engine. 
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Let  Fig.  127  be  its  PF  and  Fig.  128  its  0<f>  diagram. 


Cycle  in 


Fig.  127.  Fig.  128. 

The  compression  results  of  Cycle  II  may  be  assumed,  hence 

Va 

^6=y, 


(I) 


Pb-Paf. (2) 

n-Taf-' .       .'    (3) 

Heat  is  added  isopiestically;  hence  calling  Cp  the  specific  heat  at 
constant  pressure, 


T,=n+^=TJi+  ^' 


c. 


Write 


c,nr 


.'.  T,  =  T„Y=T„f-'Y, (4) 

Pc  =  Pb  =  P«f,          (5) 

Vc=^vi,—  =ViY  =—Y (6) 

lb  r 

Adiabatic  expansion  gives  for  final  pressure  of  one  atmosphere 

-L  1 

'''=''\jj  =7^VX/  =^«^==^-  •  •  .  (7) 

P,  =  Pa. (8) 


.'.  T,  =  TaY^f-'Tc. 


(9) 
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Apply  the  perfect  gas  law 

paVa 


=i?, 


^^  =  i?  as  in  II, 
Tc     Tjr-iYr    "• 


T,      T^Y 


=ie. 


W 


ice  the  formulae  are  verified. 
Heat  is  abstracted  isopiestically. 

=  C,r„(F-i)=^.; (,o) 

if,-H,=H.-c,r„(r-i)=H.(i-pj), .   (II) 

^-Jj-i     jj^  jj^  =-^r_i.       .     .     .     (13) 

Volume  range  is 

K=v^-Vi,=Va(Y -]-) (13) 

ence  for  mean  effective  pressure 

M.E.P.=7^=7 — ) — '—^,  ....    (14) 

«         v.[y--) 

2?^=^e-<^6=C,log.jr=Cplog,F,      .    .     .     (15) 


M.-.-K^=)-KHi^'t^). 


(iC; 


Rp='Pb-pa  =  pa{f-'^), (17) 

i?T=re-ra=r„(/-''-»F-i) (19) 
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Tabulate. 


S3nnbol. 


Cycle  III. 

Formula  as  First  Derived. 


Fonnula  Reduced. 
''par' 


Pc 


r 


r 


Vv 


n 


^' ^»«^+^,) 


V. 


•  •  par' 

Vay 

r 

T„r'-'V 
....p. 

...VaY 


H, CJT,-Ta) 


W 


E. 


H,+H, H.(i-p^) 

Hj  I 


I  — 


R4>. 


Tc 


I  — 


..--1 


M.E,T. 


2\     R4>    I 


R. 


W 
M.E.P Jy 


r 
....cjog,r 

R<i>    I 2   (.  C,log,F  J 

(4-F-.) 


1- 


J  \ 


I 

I 


'■(-f)  J 
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Symbol. 


Formula  as  Fiist  Derived.                            Formula  Reduced. 
Pb-Pa Pb{f-l) 


M.E.V. 


4 j\"i'-?-) 


Mr'-t) 

As  in  the  previous  group,  if  the  cut-off  is  late  in  a  Brayton 
cycle,  and  expansion  incomplete,  the  following  modification 
follows  which  will  be  called 

Cycle  III  A. 

The  first  modification  of  type  in  Group  III  presents  the  follow- 
ing succession,  the  expansion  being  incomplete: 

From  A  to  B.  Adiabatic  compression  from  atmospheric 
pressure. 

From  B  to  C.    Addition  of  heat  isopiestically. 

From  C  to  D.  Adiabatic  expansion  to  pressure  above  atmos- 
phere. 

From  D  to  E.    Cooling  isometrically  to  atmospheric  pressure. 

From  £  to  i4.     Cooling  at  atmospheric  pressure. 

Fig.  129  is  its  PV  and  Fig.  130  its  04>  diagram. 

Cycle  JU/y  ©I 


Fig.  129.  Fig.  130. 

Assiune  the  results  of  III  up  to  point  C.  The  point  D  is 
situated  anywhere  on  the  adiabatic  through  C  between  C  and 
atmosphere.  . 

Write 

Pc>Pa>Pa (I) 
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and 

Vd>Va (2) 

This  latter  (2)  will  not  necessarily  follow  from  (i),  but  where 
it  does  not  hold  the  cycle  is  decidedly  imperfect  and  this  case  is 
here  neglected,  i.e.,  the  case  where  the  isometric  DE  cuts  the 
adiabatic  AB. 

The  relations  will  be: 

-      --W^^m-^^:  •  •  •  <3) 

p.=pa, (5) 

V,-V,  =  VaY[^^7,      ......      (6) 

r.=r<.^=raF(|?)^ (7) 


V 

Apply  the  perfect  gas  law  to  D  and  E. 


T  //>\r     1      ^* 


d 


T^Y 


a 


(P. 


r 


PePe_  ^Pd^  p 


T.y{^, 


^Pd' 

This  verifies  the  formulae. 

Heat  is  abstracted  in  two  parts  and  the  amount  is 

H,  =  C^{T,-T;)  +  C,{T,-Ta)      ....    (8) 

+c,[nF(|')r_r„] (9) 


=<^.-"KI:)'K-]-^-'--[Ki:)'-]- 
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The  woA  done  is 


and  efficiency. 


£=1- 


if,=Vj-n=Vo[Wyj'--iJ,  .    .    .   . 


M.E.P.=/-= — / 


"•-M^M 


• 


P4 

R<f>=C^og,Y  as  before  for  III 


--•4(^)4(1^).  •  • 

Rp^Pe-pa^^Pair^-l)      aS  in  III.        .      . 

/.  M.E.V.=7-^=7 


•         • 


lO) 


II) 


12) 


13) 


14) 

15) 
i6) 


17) 


Rp     Pair'-iY 

As  before  HI  the  temperature  range 

Rj.=  T^'-Ta=Ta{r'-''Y-i) (i8) 

Cycle  III.    B. 

In  the  second  modification  of  Group  III  the  expansion  is 
carried  below  atmosphere,  so  that: 

From  A  to  B.  Adiabatic  compression  from  atmospheric 
pressure. 

From  B  to  C    Addition  of  heat  isopiestically. 

From  C  to  Z?.  Adiabatic  expansion  to  pressure  below  atmos- 
phere. 

From  D  to  E.    Cooling  isothermally  to  atmospheric  pressure. 

From  Eio  A.    Cooling  at  atmospheric  pressure. 

No  enginq  has  as  yet  applied  this  cycle. 
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Figs.  131  and  132  are  its  diagrams. 


Cycfe  111  B 


Fig.  131. 


Fig.  132. 


All  results  of  III  A  up  to  period  D  may  be  assumed  except 
that  p^  which  was  there  arbitrary  and  was  assumed  greater  than  f^ 
is  here  less  than  pa^  i.e., 

Pc>P,>o (i) 

It  was  found  that: 


Vj  =  2/aFf-yV (2J 


and 


T,=  T.Y[fj~r\ 


(3) 


Through  E  and  D  there  must  pass  an  isothermal  and 


(4) 
(5) 


'        'P.        'Pa        "     \PJ     Pa 


r-l 

r   . 


(6) 


(7) 
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Applying  the  perfect  gas  law  to  E, 


.V.    P-'^'^A^)' 


T 

'  TaY 


(t)'^" 


(8) 


Heat  abstracted  i°  isothermally  a  quantity  m. 

2°  isopiestically  *'         "         «. 

»-c,(r,-T.) 
-c,r.[F(|)'?-'-.], 

But 

Te  T 

=  C>g,^=C>g,^, 

=  C>g,F-C^og,F(^y-T-, 

W=H,-H„       (lo) 

£-1     ^' 

/f.=v.-n=v«[F(^)T-l],     .    .    .    (13) 
W  W 

M.E.P.=y-^ — J—f^^T-n — r=i.  •   •    •    (14) 


4^(I)'-f]' 


Rf-pc-p^-PaT'-pi, (is) 
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Ci6) 


=  Tc-T^  =  T^{f 


-'K-i)    as  before  in.  .     .    (17; 


Cycle  III  C. 


In  the  third  and  last  modification  the  cooling  is  isoti 
with  varjing  pressure  all  below  the  atmosphere,  so  that  an  iso- 
thermal line  is  called  for  to  bring  the  gas  back  lo  the  slate  at  A 
with  respect  to  both  pressure  and  volume.     Hence 

From   A    to   B.     Adiabatic   compression    from    atmospheric 
pressure. 

From  B  to  C.    Addition  of  heal  isopiestically, 

From  C  to  D.     Adiabatic  expansion  lo  pressure  below  atmos- 
phere such  that  we  get 

From  D  Xo  A.    Cooling  isothermally  to  original  v-olurac 
atmospheric  pressure. 

No  engine  has  as  yet  applied  this  cycle. 

Let  Figs.  133  and  134  be  its  diagrams. 


CyolftUIO 


Fkj.  133- 


nos- 

1 

c 


All  results  to  C  may  be  assumed  as  already  derived.  Tbe  point 
D  is  determined  by  the  intersection  of  the  adiabatic  through  ij 
with  the  isothermal  through  A.    From  the  adiabatic  relation 
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From  the  isothermal  relation 

.r\  t 


"'-"•fc  • 


-  <^)' -^^(^)'' 


'•'P.'-^- 0) 

By  substitution 

r 
Vj=V„Fr-l (2) 

r,=r„ (3) 

H,=Tj(<f,c-<h)  =  TaC;Log,Y (4) 

W^Ht-H,=H,-TaCt^og,Y (5) 

TaCAog,Y 
E-i-       jj^      , 

R,~v,-vt~ia[Y^' -y] (6) 

M.E.P.-4=/^7^f-^y.      ...    (7) 

K-h-Pi-palf — V).     ....   (8) 

\         Yr-l' 

■    ier=re-ra=ra[r'-'F-i]  asinlll.       .    .  (n) 
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Cycle  HI  C. 

Symbol.  Fonnula  as  Fizst  Derived.  Fonnula  Reduced. 


m 


h PA-) /w" 


Vb 


r r 


^' ^-(^r ^-^'"^ 

pc pb par' 

"' "^n 7^ 


h^^) 


Tc n(i+7^) T^r-^Y 

Pa • PaY^^ 


Vj VjYr-i 

T T 

H. T,{i>c-<k) TaC^^Y 

W H,-H, H,-TaC;iog,Y 

^ '-H, ' — Hr~ 

R<i> CM.Y <^>g'^ 

^^^    ^^ 2V     R4     I 2\'C,\ogJ^    "I 

K ■"^-■"0 ^"(^'^'-f) 

M.E.P 4 ^(g.-nc.iog,y^ 

Rp Pb-P<. pa(r' — ^) 

M.E.V -.yf...      ^(_^^7£l4_f) 

(     pair-Y^-r)    j 
ifl..- Tc-Ta TJr'-'Y-i) 
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z85.  Compression  Cycle  with  Isothermal  Heating.  — The 
fourth  group  of  cycles  mcludes  that  to  which  Camot's  name  is 
usually  attached  by  reason  of  the  special  study  which  he  gave  to 
it.  The  special  characteristic  of  the  group  is  the  isothermal 
heating.  The  modem  engine  which  aims  to  operate  on  one  of 
this  group  most  nearly  is  the  Diesel  motor. 


I 


Cycle  IV 


B 


Fig.  135. 


Fig.  136 


Figs.  135  and  136  are  its  diagrams,  in  which 

From  A  to  B.  Adiabatic  compression  from  atmospheric 
pressure. 

From  B  to  C.     Addition  of  heat  isothermally.. 

From  C  to  D.    Adiabatic  expansion  to  atmospheric  pressure. 

From  Z>  to  i4.    Cooling  at  atmospheric  pressure. 

The  results  already  obtained  may  be  assumed  for  the  com- 
pression, but  beyond  that  new  conditions  arise.  By  isothermal 
heating  the  curve  approaches  the  atmospheric  line  and  there  will 
be  a  certain  quantity  of  heat  which  will  bring  the  isothermal  down 
to  the  atmospheric  line,  leaving  a  subsequent  adiabatic  expansion 
an  impossibility.  This  quantity  of  course  depends  on  the  loca- 
tion of  B,  i.e.,  the  amount  of  previous  compression.  The  higher 
the  previous  compression  the  more  heat  may  be  added  isothermally 
before  reaching  atmospheric  pressure. 
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The  quantity  of  heat  which  will  make  adiabatic  expansion 
impossible  and  stop  the  isothermal  on  the  atmospheric  line  can 
best  be  determined  from  0^  relations.     Denote  this  quantity 

byQ. 


8 


8 


Fig.  155 

On  the  0<f>  diagram,  Fig.  155,  the  point  3  lies  at  the  inter- 
section of  the  isothermal  2  3  drawn  at  temperature  o  2,  the  com- 
pression temperature  and  the  isopiestic  i  3  drawn  from  atmos- 
pheric temperature  o  i  to  the  intersection  3.  In  each  case  the 
entropy  range  is 

T 
.-.  Q  =  T^Cp\og^Y. 

Apply  now  to  the  Cycle  IV, 

.-.  Q=^Ti,Cp\og^Y 

=  r„r^-' iog,r^-' 


(I) 


This  is  the  amount  of  heat  which  will  bring  C  dowTi  to  atmos- 
phere with  no  adiabatic  expansion.  In  order  that  the  cycle  may 
exist  according  to  the  hypothetical  definition  less  heat  must  be 
added  than  this  quantity  Q.  Hence  the  equation  of  condition 
for  the  existence  of  the  cycle  will  be 

H.KT^f-'^^ogjr-^ (2) 
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or 

-*  a 

A  similar  method  can  be  used  to  find  the  amoimt  of  expansion 
or  resulting  pressure  and  volimie  after  addition  of  Hi  B.T.U.  of 
heat. 

Draw  on  both  diagrams  the  isopiestic  through  the  termination 
C  of  the  isothermal  and  cutting  the  adiabatic  AB  aX  point  C\ 
Then 


T. 


a 


\pj ' ' 


T. 


>$) 


r 


But 


.-.  *.-*.'-C,log.(^|)'-T-' 


And  the  amount  of  heat  necessary  for  this  isothermal  expansion 
from  B  to  C) 


H,-r5C,iog,(^) 


r-l 

r 
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But 

r  "  c^        c,  • 

.-.  fl-,=n(c,-c.)iog,^ 

re 
and 

Put 

then  will 

Pc     '• 

That  is  to  say,  starting  at  the  state  B  and  adding  a  quantity  of 
heat  Hi,  isothermally  the  resulting  pressure  is 

Pc=Jz  =  ~^ (3) 

Since 

pc       n ' 


=  t'f 


Vc=Vbe^  =  Ye^, (4) 

rc=n=r„r^-S (5) 

P.'-Pa, (6^ 
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Now 


n(C,-C.)' 

.  ^/r-i\     g.(C.-c,)     H, 

In  Cycle  III, 
Hence 


C-t) 


F-i. 

\  r  / 

Whence 

V^^VaC^'' (7) 

Similarly 

Apply  the  perfect  gas  law, 

■*  a 
PcVc  _    ParVofi'    _  p 

verifying  the  formulae. 

if,=c,(r,-r<.)=c,r<.(ei'-'-i),  ....    (9) 

W=H^-H^^H^-C,Ta{ey-'-i),     .    .    .     (lo) 
E.l.r-^'^'%-;-'\ (..) 
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M 


•E.T.  =  -( 


I  /fl-.+H, 


R^ 


)-ri 


H,+C^r„(ey-'-i) 


...  M.E.T.4[n.SZ^gp] 


.L[j.^,-.+££k)V^£:i:i)],  (.3, 


/?. 


H,-C,Ta{eY-^-i) 


W 
M.E.P.  =  y5 — J 


•         • 


(14) 


(15) 


M 


Rp-pb-pa^Paif-i) (I6) 

•^•^-   •'i?,    -^       Mr' -I)       •    •   •   (^/) 
i?7'=n-r.=ra(r'-'-i) (i8) 


Tabulating  for  Cycle  IV: 


Symbol. 


Formula  as  First  Derived. 


h 


Vb 


(-)'■ 


r 


■•©'- 


n 


Formula  Reduced. 
Paf 


r 


Taf-' 


Equation  of  condition.  ,H^<  Ti  log^.^r H^<  ^ar^~*log,r^"* 

J.  f^  ML 


Vr 


e'^/^p   ^v^ 


Ph 

Pc 


Va 

r 


"     7 
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Symbol.                   Formula  as  First  Derived.                  Formula  Reduced. 
Tc Tl, Taf' 

Pd  '" pa pa 

Vj ^c^py • VaC^'^ 


Pd 

r-1 


{■^Y'^ ^'■^^- 


^- ^'v^ 

H, C,(T,-T^) C,T„(ey-'-i) 

W H,-H, H,-C^T„(ey-'-i) 

E 1-^ i-C,r,(e>—-i) 

* Ti f~'T^ 

M.E.T i(^4^-) 

f-'TSH.^-C.Taie^-'-i) 


K frf-n., v„(«'»'-'-M 

M.E.P J^ ^(H,-C,7-.(.---,>) 

Rp pb-p'^ Mr'-i) 

L     Mr-'- 1)     J 

Rt»  •••••••• Th—  Ta Ta{jf^~^  —  l) 


M.E.V yf /H.-c.r„r.v-._,) 


Cycle  IV  A. 

In  the  first  modification  of  the  type  form  in  Group  IV  the 
expansion  is  not  complete,  so  that: 

From  ^  to  B.  Adiabatic  compression  from  atmospheric 
pressure. 

From  B  to  C.    Addition  of  heat  isothermally. 
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From  C  to  D.    Adiabatic  expansion  to  pressure  above  atmos- 
phere. 

From  D  to  E,    Cooling  isometrically  to  atmospheric  pressure. 

From  Ex.0  A,    Cooling  at  atmospheric  pressure. 

Figs.  137  and  138  are  its  diagrams.    This  is  the  case  for  a 


Cycle  lY  A. 


e 


B 


Fig.  137. 


Fig.  138. 


Diesel  engine  in  which  the  line  of  heating  BC  is  too  long  for  the 
size  of  the  engine  cylinder  to  permit  of  complete  expansion. 

The  results  of  IV  up  to  point  C  may  be  assumed.  The  point 
D  lies  somewhere  on  the  adiabatic  between  C  and  atmosphere 
and  is  subject  to  the  conditions 

Pc>P,>Pe> (I) 


Vd>Va' 


(2) 


Then 


v^  = 


(3) 
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niilarly 


T  =7" 


v,=Vj=Va{^)Ter-\ (5) 


P.^Po. 

Pj, 


r=r. 


Pc 


-<f)-"'-fr'4:r''-- 


Apply  the  perfect  gas  law  to  D  and  E: 

i  til 


The  heat  abstracted  is 

H^=CJT,-T,)+C,(T,-Ta) 

+c{r„(^)leK-.-r.]; 

»y=ff.-/f„ (7) 

£  =  i-if *•    •    .    (8) 

i?,=f.-fa=i'a[(^)^e^-'-^].      ...    (9) 
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W 

M.E.V.=J    ■?"     ■ (II) 

o      Hi 

^=j^' (12) 


•-.4j^j4'(-D.  ••(■3. 


M. 

RT=^Tt  —  Ta=Ta{r^^^  —  l) (14) 


Cycle  IV  B. 

In  the  second  modification  of  the  fourth  group  the  expansion 
goes  below  atmosphere,  so  that 

From  A  to  B.  Adiabatic  compression  from  atmospheric 
pressure. 

From  B  to  C     Addition  of  heat  isothermallv. 

From  C  to  D,  Adiabatic  expansion  to  pressure  below  atmos- 
phere. 

From  D  to  £.     Cooling  isothermally  to  atmospheric  pressure. 

From  E  \.Q  A.     Cooling  at  atmospheric  pressure. 

Let  Figs.  139  and  140  be  its  diagrams. 

The  operations  up  to  C  are  as  in  IV  and  those  results  may 
be  assumed. 

The  point  D  is  subject  to  the  condition 

P,<Pa. (i) 

and  the  point  E  to  the  condition 

'^e>'^a (2) 

Then 

v,-vM^er-\ (3) 


t 


d 
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and 


P     IB 


L 


T.'TM'Tey-^,   . 


r  «!'-» 


'P. 


Cyele  ITB 


e 


B 


Fig.  139. 


(4) 


f         • 


.    .    ■    (5) 


(6) 


Fig.  140. 


Following  the  methods  already  adopted,  it  will  be  true  to  write 


But 


T 

•»  a 
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(7) 

W=H,-H, (8) 

^=^-|' (9) 

W 

Rp  =  h-P4-Paf-Pi (12) 

w 

.:  M.E.V.=/— ^-— , (13) 

I    n 
=^(n+r5^^)=^'(i+^^),     .  .  .  (15) 

RT=Ti,-Ta-^Ta{f-'-\) (16) 

Cycle  IV  C. 

The  third  modification  in  Group  IV  is  the  cycle  kno\^Ti  as 
the  Camot  Ideal  Cycle,  in  which  the  temperature  is  carried 
down  to  the  initial  value,  so  that  the  isothermal  will  close  it. 
Hence  there  is 

From  A  to  5.  Adiabatic  compression  from  atmospheric 
pressure. 

From  B  to  C.    Addition  of  heat  isothermally. 
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From  C  to  Z>.  Adiabatic  expansion  to  pressure  below  atmos- 
phere such  that  we  get 

From  Z>  to  .4.  Cooling  isothermally  to  original  volume  and 
atmospheric  pressure. 

Let  Figs.  141  and  142  be  its  diagrams. 


Cycle  IV€ 


Fig.  141.  Fig.  142. 

Assume  results  up  to  C  as  in  IV. 

The  adiabatic  through  C  must  meet  the  isothermal  through 
A  to  locate  the  point  D, 

From  the  adiabatic  relations, 

From  the  isothermal  relation, 

^d 

•••  ^<v)  =^V 

(  p,v/\  -L-      (PafVa'e'\  -L. 


Vd=i'o«^=r^c. 


(I) 
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By  substitutioDi 

Pd^-^^yrf      •••••••    (2) 

T^-'Ta (3) 

By  inspection  it  is  easily  seen  the  perrea  gas  law  is  satisfied. 

H 
•*•  -H^j-y^j, (4) 


y 


W         Ht  i_ 

w  "^     jy"^~r''~*'    •    •     •    •     •     (") 

J2,-Vrf-n  =  Va(«^-M, (7) 


M.E.P.=7 — ^^Y"' (8) 

Rf  =  Pb-p4'=Pa\r'-Jzj (9) 

M.E.V.=y—   '-^, (10) 


M.E.T.=i(r„+r6)=^(i+r'-').    •  •  •  (") 
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Tabulating  for  Cycle  TV  C: 

SjniboL                     FafmnU  as  First  DeriTcd.                     FonnuU  Reduced* 
^ Ml^ ^ 


n 


n. 


r r 

•©'"' ^•'■'-' 


Equation  of  condition.^,  >o A,  >o 


gTbiCp-Cr) 


"' '^Tc T 

Tc Tft T^f"^ 

*  h 

ri ft 

Vg v„e*- 

T, r, 

H, ra(^.-^a) "\ 


w. 


H,-H, -^'('-p^) 


E ^-^ (--;..) 


R 


* 


M.E.T. 


n taf 


/?„ vj-'Vi f„(<'Z-M 


If  the  adiabatic  compression  and  expansion  be  replaced  by 
isometric  changes  of  temperature,  while  the  heating  and  cooling 
phases  remain  isothermal,  the  cycle  which  resulls  is  that  of  tlie 
Stirling  hot-air  engine. 

187.  Compression  Cycle  with  the  Heating  Process  Arbitral;- 
— A  fifth  group  may  be  formed  from  those  cycles  in  which  ibt 
heating  process  follows  some  arbitrary  law,  which  does  not  y 
into  one  of  the  normal  types  heretofore  treated.  That  is,  tbt 
volume  pressure  and  temperature  may  all  var%"  while  heal  is 
being  added.  Such  variations  will  give  the  pv  and  9^  dis- 
grams  herewith  in  which 

From  A  to  B.  Adiabatic  compression  from  atmospberic 
pressure. 

From  B  to  C.    Addition  of  heat  at  variable  pvT. 

From  C  to  D.    Adiabatic  expansion  to  atmospheric  pressmt. 

From  i>  to  ^.     Cooling  at  atmospheric  pressure. 

Cycles  V,  A,  B,  and  C  may  have  the  same  modificatiaii. 
Cycle  V,  as  II,  A,  B,  and  C  have  on  III,  for  example. 

Let  Figs.  143  and  144  be  the  diagrams  of  the  cycles. 

If  heat  be  added  at  increasing  p,  r,  and  T  the  cur\-esof  ( 
will  lie  somewhere  between  the  isometric  and  isopiestic  oa 
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diagrams  and  the  cycle  is  somewhere  between  III  and  II.  If 
the  heat  addition  took  place  at  decreasing  py  increasing  v  and  T, 
the  curve  of  states  might  lie  between  the  isopiestic  and  the  iso- 
thermal and  the  cycle  lie  between  III  and  IV.  It  is  impossible, 
however,  to  calculate  the  appropriate  set  of  formulae  without  know- 
ing the  law  of  variation  of  states.  The  number  of  ways  of  varia- 
tion is  infinite,  and  while  any  one  might  be  assumed,  nothing 

Cycle  V.  e 


« 


Fig.  143. 


Fig.  144. 


could  be  gained  by  the  calculation  unless  the  law  of  variation 
chosen  was  pre-eminently  simple  or  maintains  in  practice.  What- 
ever it  may  be,  however,  the  previous  discussion  will  enable  it 
to  be  classed  pretty  well  without  entering  much  into  details. 

188.  Cycles  with  Atmospheric  Heating. — ^A  group  of  cycles 
must  be  formed  to  include  those  in  which,  with  or  without  'im- 
pression, the  gas  is  heated  at  or  below  atmospheric  pressure. 
These  form  groups  from  VI  to  X.    In  Group  VI  there  will  be 

From  A  to  B.    Addition  of  heat  at  atmospheric  pressure. 

From  B  to  C.     Cooling  isometrically. 

From  C  to  A.    Adiabatic  compression. 

Let  Figs.  145  and  146  be  the  diagrams  of  the  cycle. 

Heat  being  added  isopiestically, 


3^ 


THE  GASENGME. 


.\  ^*-^«(l  +  c^"^-*' 


Vc  — 1^— tVC. 


(I) 


(a) 
(3) 


•    V 


Fto.  145* 


Fk».  146. 


The  point  C  lies  on  the  adiabatic  through  A ,  hence 


t>-^f^y-t-{^'-% (4) 


T.'r.&)"'-' 


•    T 


X 


T-V 


(5) 


The  perfect  gas  law  is  seen  by  inspection  to  be  satisfied: 

H,-c,(n-r.)-c.(rax-^); 

.-.   ^,  =  C.ra*(l-~), (6) 

W^H,-C,T^U-^), (7^, 


£=i- 


T-*(I-^) 


i^. 


(8) 
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•     I 

a 


i+c„r, 


M.E.T. — 

2 


^  i'  -T^ 


M.E.P.=/ 


•        •        • 


Va{x-l) 
Rp-'Pa-pc-'pii}-^), 


•  •  • 


(9) 


(10) 
(12) 


(13) 


(14) 


■H'l-C.rax(l-^J  p 

M.E.v.-y —     ^   =y  J 


^. 


^«G--i^) 


^-](is) 

pa         '' 


R<t>-^n-Ta=Ta{X^l). 


(16) 


Cycle  VII. 

In  Cycle  VII  there  will  be 

From  A  to  B.    Addition  of  heat  at  atmospheric  pressure. 

Cyele  VII. 


Fig.  147. 

From  B  to  C.    Adiabatic  expansion. 
From  C  to  D.    Cooling  isopiestically. 
From  D  to  A.    Adiabatic  compression. 
Let  Figs.  147  and  148  oe  its  diagrams. 


Fig.  148. 
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For  B  as  before, 

Vb^V^ (i) 

Pb  =  Pa, (2) 

n=r„jt (3) 

The  point  C  lies  on  an  adiabatic  through  B  and  is  subject  to  the 
condition 

pa>pc>o (4) 

But 

Vb  =  VaX. 

Hence 

^  =  ^ (8) 

Similarly 

Ta        Tt, 

(9) 


and 

T 

T  -  —  ' 


•     • 


^2=c,(r.-r,)=c,re(i-^) 
=c,r<A(^)T-'(i-i), (,o) 

W=H,-H,^H,-C,Ta?c{^y-T(i-''^,  .    .     (II) 
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£-1- 


i?0—C,  log, »  as  in  VI. 


W 
M.E.P.=/— -/ 


W 


"■  4(D'-]" 


Rp'°  Pa- Pc  =  Pa- Pj, 


M.E.V.=y 


w 


pa- Pi' 


(12) 

(»3) 


ii^  =  Vc-Va-Var(^"*-lJ,    ....       (iS) 


.      .      .      (l6) 


(17) 


(i8) 


Rr^'Ti^-Ta^Taix-i)  as  in  VI.      ...     (19) 


Cycle  VIII. 

In  Cycle  Vlll  there  are  three  steps  only,  viz. : 

From  A  \jo  B.    Addition  of  heat  at  atmospheric  pressure. 


Oyoio  vni 


e 


B 


Fio.  149. 


Fio.  150. 


From  B  to  C    Adiabatic  compression  to  such  a  pressure 
that  we  get 

From  C  to  D.    Isothermal  compression  to  original  state. 
Figs.  149  and  150  are  its  diagrams. 
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It  win  be  true  for  B  that 

Vk'-V^t (i) 

t^-K W 

ri-r^r. .  (3) 

The  isothermal  thioi^  A  intersects  the  adiabatic  throuj^  B 

to  determine  C. 
Fnnn  the  adiabatic 

From  the  isothermal 

V. 

Bvt 

.:  WB-w„a:~'. (4) 

By  substitution 

^'-^' ■  .  .  .  .  (s) 

ff -r.(A-«-r.c^og/ir,    ....   (6) 

W-H,-TjC,]og^ (7) 

r.c^og.» 
£-1 g^      ,      .....    (8) 
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M.E.P.=/ 


T  ' 

Va(xr-^-i) 


•     •     •      (10) 


Rp'=Pa'-pe'=pc 


(""^.)'  ■ " 


Va{XT-i  —  l) 


M.E.T.=-( 


1  /  if ,+  TaCf\0g,X 


Cplog.* 


Hi 


H, 


.    .    (II) 


^,Ey,^jJL=IfM£L^  .   _   .   (,,) 


2  V  Cplog^ 


+  r, 


.).  (I 


3) 


Cycle  IX. 

In  Cycle  IX  the  expansion  is  incomplete,  calling  for  a  cooling 
at  constant  volume,  so  that 

From  A  to  B.    Addition  of  heat  at  atmospheric  pressure. 
From  B  to  C.    Adiabatic  expansion. 
From  C  to  D.    Cooling  isometrically. 
From  D  to  A.    Compression  adiabatically. 
Let  Figs.  151  and  152  be  its  diagrams. 

•B 


Cycle   IX 


Fig.  151.  Fig.  152. 

Up  to  the  point  C  the  results  of  VII  may  be  assumed. 
The  point  D  lies  on  an  adiabatic  through  A  and  is  subject  to 
the  conditions 

(1) 


Va=Vc, 


Pc>Pi>0, 


(2) 
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Va>Vb, 


•     •     •     •     ■ 


'^P'Pc^Pc 


iF=ir,-i?,= 


■      • 


17  ^2 


H, 


>      •      • 


(3) 


(4) 


(5) 


(6) 


•         * 

(7) 


R^  =  C^og^x    as  before. 

Cplog,.v 


M.E.T.  =  -f 


f        •         •        •        • 


M.E.p.=y 


p< 

w 


•         • 


-Kt)--]'  ■ 


•      • 


(8) 


(g^ 


(lO) 


(II) 


(12) 


V. 


Rp  =  pa- Pj=  pa- -y,         ' 


m         m 


M.E.V.=y 


w 


Pa--r 


Pc'      '      ' 


•       • 


(13^ 


(14 


RT=Tb-T„-  T-(x-i).   . 


(15) 
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Cycxe  X. 

In  this  c\'cle,  as  in  the  last  four,  heat  is  addcii  at  atnu^phcnc 
pressure,  then  follows  adiabatic  expansion,  after  which  heal  is 
abstracted  according  to  some  law  as  yet  undefineil.  AdialvjUie 
compression  completes  the  cycle.  As  the  law  of  abstraction  of 
heat  is  as  vet  imdefined  formulae  cannot  be  deri\*cil  for  the  cvcle 
and  its  discussion  will  be  left  as  wilh  Cycle  V. 

Formulae  might  have  been  derived  for  the  imjx^fiH  t  caiT\'ii\j{ 
out  of  Cycles  VI,  Yll,  VIII,  and  IX,  but  they  are  of  such  slight 
importance  in  practice  that  it  did  not  seem  desirable. 

Besides  the  twenty-two  cycles  considered  there:  may  be  uthern 
due  to  the  combination  or  differentiation  of  these  typical  ones, 
but  the  object  of  this  analysis  will  be  best  accomplished  by  a 
study  of  types,  the  non-typical  or  synthetic  cycles  IxMng  omittiMl. 
The  method  of  study  here  set  forth,  being  of  universal  application 
to  all  possible  cycles,  will  furnish  means  of  reaching  a  clear  un<ler- 
standing  of  any  of  the  unconsidered  cycles  should  nee<l  arise. 

Referring  now  to  the  quantitative  graphical  presentation  of 
the  PV  diagrams  for  the  most  important  first  four  cycles  and 
reproduced  in  Figs.  153  to  161,  it  should  be  observed  that  thew* 
areas  are  all  derived  from  the  following  data  and  were  plolled 
to  scale  of  twenty  atmospheres  to  one  inch  for  jiressures  and  ;!<x> 
cubic  feet  to  the  inch  for  volumes.  The  illustrations  have  hern 
made  by  reducing  the  full-size  drawings  to  one  half  si/r,  whii  h 
has  therefore  doubled  the  scale.    The  data  for  j>lotting  were: 

A.  Initial  condition: 

Pressure one  atmosphere 

Temperature 492^  F.  ii\m()\uif* 

Voliune 12.4  cubic  feet  Oippr/fX« 

B.  Compression,  final  equal  Ut  ,'^  initial  volume  ari/|  aUj,  ff^ 
making  two  cases. 

The  B.T.U.  added  per  jx^und  of  air  were  7/y  f///  ;fll  tytU'% 
except  IV  and  IV  C,  in  whi^h  2^0  only  w#re  ;i/ldr/|,  U/^jfiJ^ 
in  Cyde  IV  a  maximum  <4  27H  H/lAy,  \/nrty>,  th^-  i.//»h/  ffr»;#| 
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down  to  atmosphere,  and  the  last  phase,  the  adiabatic  expansion, 
becomes  impossible. 

189.  Comparison  of  Cycles  with  Respect  to  Temperattunes 
before  Expansion. — Of  the  many  cycles  considered  for  comparison 
only  those  will  be  chosen  that  might  be  called  the  perfect  cycles, 
because  accurately  defined,  and  these  are  Cycles  I,  I  C,  II,  II  A„ 
II  C,  III,  III  C,  IV,  IV  C.  The  atmospheric  cycles  are  of  com- 
paratively Uttle  importance  and  will  be  neglected  in  the  dis- 
cussion. Each  variable  will  be  taken  up  separately,  beginning 
with  temperatures,  and  its  value  examined  in  the  different  cases 
by  formula  and  by  calculated  examples  expressed  in  cur\'es  which 
are  then  the  graphical  formulae.  The  curves  given  are  appn)xi- 
mately  correct,  and  as  the  same  approximation  will  pmbably 
maintain  for  all  the  cases  the  curves  will  ser\'e  as  well  for  com- 
parison as  if  absolutely  exact.  Two  cases  of  each  are  given,  one 
with  compression  2:1  and  one  with  10:1  (volume  ratios).  Call 
the  atmospheric  values  pa,  Vay  Ta* 

Temperatures  after  Addition  of  H^  B.T.U. 

Cycle. 

I,IC.  Tc^TaX=^Ta{i-^'^)    (Fig.  162)     .     (l) 


V-  a> 


ii,iiA,iic.        r,=r^=n(i-f-^^)  (Fig.  163)   .   (2) 
III, inc.  rc=r6X=n(i+-^)  (Fig.  164)      (3) 

IV,IVC.  T,=  Tt.     (Fig.  165)       ....     (4) 

Using  axes  of  Tc  and  H^  it  will  be  obser\'ed  that  these  are 
all  straight  lines  passing  through  the  axis  of  tem[xTatures  at  Tu 
above  the  origin  except  in  cycles  (I,  I  C)  where  the  intersection 
is  at  Ta-  These  lines  are  inclined  to  the  axis  of  H  and  make 
with  it  an  angle  a  such  that  in 

1, 1  C,  II,  II  A,  II  C  tana=^, (5) 
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while  IV,  IV  C  are  lines  parallel  to  axis  H^. 

11)0.  Comparison  of  Cycles  with  Respect  to  Temperatures 
after  Expansion. — A  treatment  similar  to  the  foregoing;  respecting 
temperatures  after  expansion  gives  the  following  comparison 
diagram. 


r 

,im. 

/ 

AFTER   EXPANSION      / 

F^i.iee     / 

1 

^^ 
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Cycle 

1-                   r,=ra(X)"F=  7^5(1+^)  ^  ....  (19) 

11.                  r,=ra(A')T-=r<.(n-^)7, ....  (21) 

II  A.                      T,=  TaX=Ta{i  +  -^), (22) 

nc.                           r,=r«,     (23) 


III.  T^=TaY 


^^^('^TJl)'    •    •   •   •   •    (24) 


inc.  r,=ra,     (25) 

IV.  r,=rae>^-^=ra^<^p^6, (26) 

IV  C.  T^=Ta (27) 

Curves  (19)  and  (21)  are  similar  in  form,  cutting  axis  T^  at 
different  points,  however,  and  having  different  slopes.  It  is 
easily  seen  that  (21)  is  always  greater  than  (19),  also  that  (22) 
is  greater  than  (21),  since 

I 

r 

Both  (22)  and  (24)  are  straight  lines,  but  they  have  different 
slopes  through  intersecting  axis  T^  at  the  same  point: 

(tan5)ii.  A.  =  ^-j.^  =  ^r-T^»     ....     (28) 
(tan^)iii.=       ^^  ,         (29) 


3;' 
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whence  (22)  is  always  greater  than  (24).  Equation  (36}  is  an 
exponential  cutting  T^  axis  at  Ta.  It  is  concave  up  and  slopes  up 
to  the  right,  since 


dH,' 


(30) 


dH,- 


'r'-'c,'n' 


(}') 


These  curves  are  shown  in  Fig.  166  for  ihe  Iwo  cases.  ^M 

191.  Deductions  from  the   Comparisons  of  Temperature.-^B 

Translating  and  analyzing  these  equations,  the  following  deduc- 
tions seem  unavoidable: 

1.  For  the  same  previous  compression  the  temperature  resuh- 
ing  in  each  cycle  from  heat  addition,  and  which  is  the  maximum 
for  the  cycle,  will  be  different.  That  is,  the  addition  of  ihc 
same  amount  of  heat  will  result  in  a  different  temperature  for 
each  group  of  cycles. 

2.  Gases  passing  through  Cycle  I  may,  on  addition  of  a 
certain  amount  of  heat,  H„  have  a  temperature  equal  to  what 
the  same  gas  would  have  passing  through  Cycle  III.  However, 
for  more  heat  added  the  temperature  for  I  will  become  higher 
than  that  for  III,  while  for  less  heat  added  III  will  be  higher. 

3.  Increase  of  compression  before  healing  changes  the  tem- 
perature after  heating  by  only  so  much  numerically  as  the  varied 
compression  has  resulted  in  changing  the  temperature  before 
heating  begins. 

4.  The  temperature  increase  due  to  heating  is  proportional 
to  the  amount  of  heat  added  Zf ,,  and  the  constant  of  proportionality 
involves  the  reciprocal  of  the  specific  heat  for  the  process  and  the 
weight  of  Ihe  gas  present. 

5.  After  the  gas  has  expanded  to  the  greatest  volume  possible 
in  the  cycle,  no  two  cycles  will  leave  the  gas  with  the  same  tem- 
perature except  in  a  few  special  cases. 
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6.  Cycle  I  C,  II  C,  III  C,  IV  C  by  definition  have  the  same 
temperatures  at  the  end  of  expansion,  and  this  is  moreover  con- 
stant no  matter  what  H  may  be  and  is  equal  to  the  initial  tem- 
perature of  the  cycle. 

7.  There  will  be  a  value  of  H^  for  a  limited  range  of  com- 
pressions for  which  Cycle  III  may  give  to  the  gas  the  same  final 
expansion  temperature  as  Cycle  I. 

8.  Similarly  II  for  one  compression  may  coincide  in  final  tem- 
perature with  II  A  for  some  other  compression. 

9.  The  temperature  after  expansion  for  Cycle  II  Ai  will  always 
be  higher  than  for  III  and  III  higher  than  for  II. 

10.  In  round  numbers  II A  may  be  25  per  cent  higher  than  III, 
and  may  even  be  100  per  cent  higher  than  II  for  the  same  com- 
pression for  possible  values  of  Hi. 

11.  With  variation  of  compression  the  temperature  at  the 
termination  of  expansion  will  vary,  always  becoming  lower,  but 
the  extent  of  the  lowering  will  depend  on  how  much  heat  was 
added  before  expansion  and  in  case  II  A  and  III  is  exactly  pro- 
portional to  Hi. 

12.  A  change  of  compression  ^  to  -^  may  change  the  tem- 
perature at  the  end  of  expansion  in  the  case  of  Cycle  II  A  and 
III  as  much  as  80  per  cent  for  possible  values  of  Hi. 

13.  Mean  effective  temperatures,  Fig.  167,  are  different  for 
different  cycles  and  for  different  compressions  in  the  same  cycle. 

14.  Cycle  IV  C  is  the  only  cycle  with  constant  mean  effective 
temperature. 

15.  Mean  effective  temperatures  of  all  other  cycles  increase 
with  Hi. 

16.  For  large  values  of  Hi  the  order  of  magnitude  of  mean 
effective  temperatures  will  be:  Lowest,  IV  C,  III  C,  I  C,  II  C, 
III,  I,  II,  highest,  II  A. 

17.  For  lower  values  of  Hi  this  order  may  be  somewhat 
changed,  and  there  will  be  points  at  which  two  different  cycles 
will  have  simultaneous  values  of  M.E.T.  and  Hi. 
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The  following  graphical  comparison  of  mean  effective  1 
peratures  in  the  various  cycles  is  ako  insitructive  (Fig.  167): 


i<)2.  Comparison  of  Cycles  with  Respect  to  Pressures  after 
Addition  of  Heat  before  Expansion. — A  similar  treatment  of 
the  equations  and  plotting  of  the  pressures  after  addition  of  if, 
give  the  following  comparison  (Figs.  168-170): 
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Cyde 

i,ic.  ^=^^=/'a(I+-^)  (Fig- 168)  .    (7) 


II,  II  A,  lie.  ^  =  M  =  ^(i+^r)     (Fig.  169)      . 


(8) 


III,  III  C.  Pc=pi         (Fig.  170) (9) 

IV.IVC.  Pc=^ ^ (Fig.  170).      .    .     (10) 

e(.Cp-c„)Ti, 

Equations  (7),  (8),  and  (9)  are  all  straight  lines,  (9)  being 
parallel  to  axis  H^,  while  (7)  and  (8)  are  inclined.  Equation  (10) 
is  an  exponential  curve  sloping  down  to  the  right  and  concave 
up  and  asymptotic  to  axis  of  H,  as  can  be  seen  from  the  deri\*a- 
tives 

dp  pb 


dH, 


H,        y 


•     • 


.     (II) 


d'p  pb 


dH, 


H^ 


.       .       .        (12) 


(C^-CJ^nV^V-c.)7'6 


193.  Comparison  of  Cycles  with  Respect  to  Pressures  after 
Expansion. — A  similar  treatment  for  the  pressures  after  expan- 
sion gives  the  curves  and  equations  which  follow: 

Cycle. 
I-  Pd=^Pay  (32) 

n.  Pd=^P<^y    ' (34) 
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IV.                           p,-p. to) 

IVC.                       ^^=,fe._#;_ (,„ 

Equations  {32),  (34),  (37),  (39)  are  identical  and  represent  a 
straight  line  parallel  toaxis  H,.     Curve  "(SS)  "'s  a  straight  lici- 
*           inclined  to  //,.     All  the  others  are  concave  up,  sloping  down  lo   . 
,the  right;    their  relative  positions  arc  seen  in  Fig.   171  for  l«o 
compressions. 

194.  Comparison  of  Mean  Effective  Pressures  in  the  Various 
Cycles.— The  mean  effective  pressure  during  the  working-slmkc 
of  the  engine  is  one  of  the  most  important  practical  data  concerning 
the  cycle  under  which  it  is  working.     The  larger  t'his  value  the 
smaller  the  volume  of  the  cylinder  need  lo  be  for  a  given  power, 
and  the  lighter  the  weight  of  the  engine.    The  following  graphical 
presentation    of    the    comparison    of    cycles    in    this  respect  is 
most  instructive  {Figs.   172  to   178).     The  superiority  of  Cycle 
II  A,  (the  Otto)  is  manifest.     A  statement  of  the  conclusion  with 
respect  to  the  pressures  m  the  \'ariou5  cycles  must  Include  the 
following  conclusions  on  page  387. 
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Pressures  (Figs.  168  to  180). 

1.  The  pressures  resulting  from  heat  addition  are  different 
for  cycles  with  different  numerals,  but  the  same  in  any  one  group. 
Thus  II,  II  A,  II  B,  II  C  or  Group  II  will  all  have  the  same  pres- 
sures, whereas  those  of  Group  II  will  differ  from  those  of  Groups 

III  and  IV. 

2.  Lines  representing  pressures  as  functions  of  the  heat  sup- 
plied, -ffj,  will  cross  as  these  functions  are  different  for  different 
groups,  and  it  will  hence  be  possible  for  the  different  groups  of 
cycles  to  have  the  same  pressures  for  certain  values  of  if  j. 

3.  Groups  I  and  II  have  pressures  after  heating  that  increase 
with  -ffj,  while  in  Group  III  the  pressure  is  constant  and  in  IV 
decreasing  with  increase  of  H^, 

4.  For  same  compressions  Group  II  will  always  have  the  high- 
est pressure  after  heating,  and  III,  IV,  and  I  come  in  the  order 
named  for  moderate  -HTj,  while  for  large  H^  IV  cannot  exist. 

5.  Increase  of  compression  will  change  the  pressure  after  heat- 
ing in  Group  III  only  so  much  as  results  from  the  changed  com- 
pression before  heating.  In  Groups  II  and  I  the  change  is  such 
as  to  keep  the  pressure  ratio  before  and  after  heating  constant; 
so  that  for  a  given  change  in  H^  the  resulting  pressure  change  in 
II  will  be  greatest  for  high  compressions,  less  for  moderate  com- 
pressions, and  least  for  no  compression,  f.^.,  for  Group  I. 

6.  After  expansion  by  definition  the  pressures  of  I,  II,  III,  and 

IV  are  all  atmospheric  and  equal. 

7.  The  pressure  which  II  A,  will  reach  when  the  gas  has 
expanded  to  original  volume  increases  with  H^  and  is  such  that 
the  ratio  of  this  pressure  to  atmospheric  is  the  same  as  the  ratio  of 
pressure  after  heating  to  that  before. 

8.  Cycles  with  letter  C  all  go  below  atmosphere  in  expanding 
to  such  a  pressure  as  will  bring  the  temperature  down  to  that 
originally  existing  in  the  gas.  These  resulting  pressures  after 
expansion  are  different  for  each  cycle,  but  the  lines  representing 
them  as  functions  of  H^  may  intersect. 
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9.  The  lines  for  IV  C  may  cross  others,  but  I  C,  II  C,  IH  tl 
cannot  intersect,  and  these  will  always  be  in  the  order  of  magni- 
tude II C,  III  C,  I  C,  and  all  asymptotic  to  axis  of  if,,  so  thai  the 
terminal  pressure  can  never  be  zero. 

10.  An  increase  of  compression  will  cause  an  increase  in  final 
pressure  for  same  H^. 

11.  Mean  effective  pressure  expressed  as  a  function  of  H^  will 
give  for  every  cycle  and  every  different  compression  a  different 
M.E.P.  curve,  but  as  before  these  may  intersect. 

la.  For  all  cycles  except  those  ending  with  isothermal  rclum 
to  the  original  state,  the  M.E.P.  increases  with  H^,  but  for  ihose 
bearing  the  letter  C  the  M.E.P.  decreases  and  for  no  cycle  is  it 
con,stant. 

13.  For  the  same  previous  compression  the  cycles  have  M.E.P. 
of  about  the  following  order  of  magnitude  when  if,  is  Urge 
enough. 

Greatest  M.E.P.,  II  A„  200;  II,  40;  I,  25;  III,  15;  n  C, 
1.5;  I  C,  o.y,  in  C,  0.2.  When  if,  is  small  IV  will  probably 
come  between  III  and  II  C. 

14.  A  change  in  compression  from  \  to  ^"5  (vols.)  may  cause  a 
change  in  II  A,  of  35  per  cent,  II  of  100  per  cent.  III  of  300  per 
cent  for  the  same  possible  values  of  H,. 

15.  The  effect  of  changed  compression  before  heating  is  the 
more  marked  on  M.E.P.  resulting  when  M.E.P.  is  lowest  and  the 
extent  of  the  increase  is  greater  with  H,. 

1Q5.  Comparison  of  Cycles  with  Respect  to  Volumes  After 
Heating.^Following  the  analysis  of  the  effects  of  temperatures 
and  pressures  comes  naturally  a  comparison  of  the  volumes  tilled 
when  a  unit  of  heat  is  added  in  the  various  cycles.  The  following 
lines  show  this  relation  graphically  for  the  phase  of  heating  the  gas; 


THEORETICAL  ANALYSIS  OF  THE  GAS-ENGINE. 


389 


Volumes  After  Heating  by  H^,  B.T.U. 


Cycle 


•0 

'  65 
50 

^  VOLUMES  AFTER  HEATINQ 

45 

/^ 

40 

* 

has 

ill  ** 
ill 

> 

CD 

§85 

fivct.              y^ 

* 

90 
15 

^ivi. 

10 

1/1 

iiii. 

5 

y              ■ IIU  IIAU  IICL 

UiJiAiUCl. 

100    800800400500000    700    600900   1000 
HEAT  UNITS  ADDED. 

Fig.  181. 


1600 


I,IC. 


Vc  =  Va, 


(13) 
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(14) 


Vc=T;iF  =  V6(^i  +  gry-j, (15) 


IV,  IV  c. 
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Vc  =  V6^  ^  =  V\fi^  ^9  "  ^t)  Tt, 


(16) 


Formula  (13)  is  a  straight  line  parallel  to  H^  and  is  always  less 
than  (14),  which  is  similar,  but  cuts  axis  of  Vc  at  a  point  vi  higher 
than  Va*  Equation  (15)  is  a  straight  line  inclined  to  iJ,.  Equa- 
tion (16)  is  an  exponential  curve  cutting  axis  Vc  at  point  Vb\  it  is 
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up  and  slopes  up  to  the  right  as  is  shown  by  the  (leiin 


dH,      lC,-C,)Ti,' 


(C,-C„)Ti'' 


(li 


These  curves  are  shown  in  Fig.  1 79  for  the  two  cases. 

196.  Comparison  of  Cycles  with  Respect  to  Volumea  After 
Expansion. — A  similar  treatment  gives  the  following  pfotted 
cur\es  (Figs.  182-189)  for  volumes  after  expansion; 


Cycle. 
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Vj=v^Y    (Fig.  186) 
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M 


(48) 
(49) 

These  curves  will  admit  of  considerable  discussioo,  but  the  curves 
of  Figs,  182  to  189  show  at  a  glance  all  which  it  is  necessary  I 

know  in  general. 
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179.  Deductions  from  Comparisons  of  Cycles  with  Resp^ 
to  Volumes. — In  Fig.  188  is  presented  a  graphical  compariwn 
of  mean  effective  volumes  for  certain  cases  of  Cycles  I,  II,  and  II!. 
A  statement  of  the  conclusions  capable  of  being  drawn  from  th; 
curves  would  give  (Figs.  188  to  190): 

I,  The  volumes  after  heating  are  the  same  for  cycles  of  the 
same  group,  and  for  all  groups  increase  with  if,  except  in  Groups 
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I  and  II,  where  by  definition  they  are  constant  and  equal  to  ibe 
volumes  existing  before  heating. 

B.  In-Group  III  the  volumes  after  heating  are  proportional  to 
Ri  with  the  same  constant  of  proportionality  for  the  same  com- 
pression. Increase  of  compression  decreases  this  constant  of  pro- 
portionality. 

-3.  In  Group  IV  the  volumes  increase  rapidly  with  //„  but  aie 
not  proportionarto-f/,Holongas7/,  issmall;  with  large //,  Group 
IV  cannot -fexi-;!. 
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4.  Lines  of  volumes  after  heating  represented  as  functions  of 
Hi  may  cross  in  some  cases.  II,  IV,  and  III  may  cross  I,  i.e.,  the 
compression  cycles  may  cross  the  non-compression  ones.  But  for 
the  same  compression  II,  III,  and  IV  can  never  have  the  same 
volumes  after  heating.    Lines  of  III  and  IV  for  high  compres- 
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Fig.  189. 


sion  may  cross  II  for  a  lower  compression,  but  cannot  cross  each 
other. 

5.  For  possible  values  of  H^  the  volumes  after  heating  for  the 
different  groups  may  have  the  following  order  of  magnitude  if  Hy^ 
is  large  enough :  Group  III,  55.00;  Group  1, 12.38;  Group  II,  6.00. 

6.  After  expansion  is  completed  the  volume  occupied  by  the 
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gas  in  the  different  cycles  will  vary  through  very  widi 
increasing  with  H^. 

7,  The  \olume  occupied  by  Cycle  III  will  be  such  as  li 
the  ratio  between  this  final  volume  and  the  volume  before  c 
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pression  the  same  as  the  ratio  of  volume  after  heating  to  t 
before,  and  the  final  volume  is  proportional  to  Jf/,.  The  consta 
of  proportionality  is  decreased  by  compression  increase. 

8.  The  final  volume  of  Cycle  II  A  is  least  and  equal  to  t 
existing  before  compression. 

g.  When  H^  is  large  enough  there  may  be  a  value  for  v 
the  &nal  volume  may  exist  in  the  following  order  of  magnjtti 
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III  Cj,  7000.00;  I  C,  4200.00;  II  C,  2300.00;  III,  75.00;  I, 
65.00;  II,  51.00;  II  A,,  12.38.  A  change  of  compression  by 
which  the  volume  after  compression  is  one  fifth  that  for  the  pre- 
vious case  may  change  this  list  to  the  following:  III  C,  1000.00; 
I C, 4200.00;  lie,  500.00;  111,40.00;  1,65.00;  11,34.00;  II  A2, 
12.38. 

10.  The  mean  effective  volumes  increase  with  H^  for  all  cycles 
except  II  Aj,  in  which  this  variable  is  constant. 

11.  For  Cycle  III  the  M.E.V.  is  proportional  to  H^  and 
increase  of  compression  increases  the  constant  of  proportionaUty. 

198.  Comparison  of  Cycles  with  Respect  to  Heat  Discharged 
or  Abstracted.  Work  Done.  Efficiencies. — A  comparison  of 
the  several  cycles  from  this  point  of  view  leads  at  once  to  the 
deduction  concerning  their  relative  efficiency.  Plotting  the 
curves  from  the  following  equations: 

Cycle. 

I.  H,=C,Ta(X^-i) (SO) 

ic  H,=  r„c,iog,x=r„c>g,(i+-^j,-),  .  .   (51) 

II.  H,=C,T,{X^-i), (52) 

II A^  -ff,-C.ra(X-i)=pli, (53) 


('    CjJ' 


nc.  H^^cj„\oe.\i-^], (54) 

IIL  H,=C,r„(F-i)-^. (55) 

mc.         if,=c,r<,iog,(i+^j, (56) 


p 


IV.  H,=Qr,(ei'-'-i)=Cpr„(c<^pn-i),.   .  .   (57) 

IVC.  i?,=^#r (58) 

the  following  curves  result. 
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The  work  done  in  the  various  cycles  in  B.T.U.  is  shown  by 
Figs.  192  to  198,  and  the  efficiencies  in  Figs.  199  to  205. 

Equations  (33),  (55),  and  (58)  are  identical,  that  is,  these  three 
cycles  will  discharge  the  same  amount  of  heat  and  have  the  same 
•efficiency;  moreover,  this  efficiency  will  be  independent  of  every- 
thing but  the  compression.  These  three  cycles  have,  further, 
a  common  property  not  seen  by  the  formula,  but  from  their  defini- 
tions each  receives  and  discharges  all  its  heat  according  to  the 
same  law. 

Cycle  II  A  receives  all  heat  at  constant  volume  and  discharges 
all  at  constant  volume. 

■ 

Cycle  III  receives  all  heat  at  constant  pressure  and  discharges 
all  at  constant  pressure. 

Cycle  IV  C  receives  all  heat  at  constant  temperature  and  dis- 
charges all  at  constant  temperature. 

A  consideration  of  the  above  would  seem  to  warrant  the  prop- 
osition: 

When  all  the  heat  is  discharged  according  to  the  same  law 
under  which  it  was  received,  then  the  cycle  will  have  an  efficiency 
independent  of  everything  but  the  previous  compression  and  will 
be  given  by 


£=i- 


rr-v 


We  may  remark  here  that  as  IV  C  is  the  Camot  Cycle  we  can 
state  that  Cycles  II  A  and  III  have  the  same  efficiency  as  the 
Camot  Cycle  with  same  previous  compression.  This  is  an  impor- 
tant supplementary  to  the  old  theorem  that  the  Camot  Cycle  has 
the  highest  efficiency  for  its  temperature  range. 

The  relation  between  the  other  values  of  fl",  are  best  shown 
by  the  curves  of  Figs.  199  to  205  by  implication. 

The  following  comparisons  will  be  interesting  and  useful: 
6.  For  Cycles  II  A2,  III,  IV  C  the  efficiency  is  a  function  of 
the  adiabatic  compression  only  and  the  same  function  for  each. 
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It  is  independent  of  the  amount  of  beat  supplied,  i.e.,  is  not  a 
function  of  H. 

7.  For  all  cycles  the  efSciency  increases  with  the  compression, 
but  not  according  to  the  same  law. 

8.  For  Cycles  IV,  IV  A,  IV  B,  IV  C  the  efficiency  decreases 
with  increase  of  heat  added  to  the  same  mass  of  gas. 

9.  For  all  other  cycles  except  II  A,,  III,  IV  C  the  efficiency 
increases  with  if  „  but  according  to  different  laws,  so  that  the  dis- 
tance between  efficiency  cur\'es  will  vary. 

10.  For  these  cases  a  change  in  H^  will  produce  more  effect 
when  i/,  is  small  than  when  it  is  large. 

11.  After  heat  has  been  added  the  efficiency  will  vary  with  the 
degree  of  expansion.  Cycle  II,  therefore,  will  have  an  efficiency 
always  higher  than  II  A  and  lower  than  II  B  or  II  C. 

I  a.  Cycles  in  which  an  adiabatic  compression  precedes  heat- 
ing will  always  ha\'c  a  higher  efficiency  than  those  lacking  this 
compression,  other  things  being  equal. 

13.  For  the  same  initial  conditions  and  same  heat  added,  if  H, 
is  large  enough  Cvcle  II  C  will  always  have  the  highest  efficiency, 

(HA    I 
and  then  come  in  order  III  C;  IC;  II-!  Ill      \,  always   remem- 

\\\c\ 

bering  that  IV,  IV  A,  IV  B,  IV  C  cannot  exist  if  /f ,  be  large. 

14.  The  difference  in  efficiency  between  the  curtailed  expan- 
sion of  Cycle  II  Aj  and  that  of  II  increases  with  the  amount  of 
heat,  the  difference  being  small  when  /f,  is  small,  and  greater  as 
i/,  increases,  the  greatest  possible  being  about  12  per  cent. 

15.  Expanding  Cycle  II  to  original  temperature,  making  Cycle 
II  C,  may  increase  the  efficiency  from  5  to  15  per  cent  approxi- 
mately for  possible  values  of  //,. 

16.  Cycle  III  may  add  by  expansion  lo  original  temperature  as 
much  as  25  per  cent  to  the  efficiency  for  possible  values  of  H,. 

17.  Cycles  IV,  IV  A  IV  B  have  an  efficiency  decreasing  with 
increase  of  H  provided  H  remain  small;  when  H  passes  a  CCP- 
tain  limit  the  cycle  ceases  to  be  possible. 
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i8.  A  change  in  the  volume  ratio  of  compression  from  J  to  T^(r 
will  increase'  the  efficiency  of  the  cycles  as  follows  for  possible 
values  ot  H^: 
Cycle  II 30-20  per  cent  approximately,  depending  on  Hi. 

"     III     > 35  per  cent  approximately,  depending  on  -BT,. 

"    IV  c) 

"     II  C 40-5  per  cent  approximately,  depending  on  Hi. 

199.  General  Conclusions  from  the  Analysis  of  Cycles. — Cer- 
tain useful  general  conclusions  may  be  drawn  from  the  fore- 
going analysis,  beside  the  specific  ones  referred  to  under  their 
appropriate  titles: 

If  the  cycle  consists  of  a  series  of  operations,  or  pressure- volume- 
temperature  changes  resulting  in  a  return  to  the  original  state  of 
pressure,  volume,  and  temperature,  then: 

1.  The  P.V.T.  at  any  point  of  a  cycle  depends  on:  (a)  The 
cycle  itself  qualitatively  considered,  i.e.,  the  nature  and  order  of 
succession  of  the  processes  or  phases  already  completed;  (b)  the 
extent  or  intensity  of  each  phase  of  the  cycle  quantitatively;  (c)  the 
amount  of  heat,  -BT,  added  before  reaching  the  point  considered. 
For  example,  the  temperature  at  the  end  of  combustion  will  be 
different  for  different  cycles,  and  will  vary  with  the  compression 
before  heating,  the  law  of  compression,  and  the  amount  of  heat 
added. 

2.  The  part  of  the  total  heat  transformed  into  work  is  a  func- 
tion of  the  cycle,  and  will  vary  with  the  order,  nature,  and  extent 
of  the  cyclic  phases,  except  when  all  the  heat  is  added  and  all 
abstracted  according  to  the  same  law. 

3.  When  the  laws  of  heating  and  of  cooling  are  identical,  then 
the  part  of  the  total  heat  supplied  which  becomes  transformed  into 
work  is  constant  for  the  same  previous  compression,  and  this 
resulting  efficiency  is  a  function  of  the  previous  compression  only 
when  these  other  two  phases,  compression  and  expansion,  com- 
pleting the  cycle,  have  likewise  the  same  law. 

4»  The  range  of  changes  in  pressure,  volume,  and  temperature 
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is  different  for  different  cycles,  and  in  any  one  cycle  y 
on  the  amount  of  heal  added.  ' 

5.  While  the  variations  noted  do  in  general  hold,  yet  in  the 
different  cycles  each  variable  maj'  be  a  different  function  of  H„ 
so  that  two  or  more  curves  mav  intersect,  and  for  that  particular 
value  of  //,  the  variable  wiO  have  the  same  value  in  two  or  raoic— 
different  cycles  simultaneously.  J 

From  the  data  here  set  down  the  selection  of  a  cycle  on  pui^f 
ideal  grounds  can  be  made  with  a  full  knowledge  of  all  the  con- 
ditions surrounding  the  selection;  that  is,  knowing  what  results  are 
desired,  the  cycle  which,  theoretically,  ideally,  or  mathematically 
considered,  gives  the  results  can  be  found,  and  in  addition  it  is  easy 
to  see  what  accompanying  circumstances  are  inevitable.  If  that 
cycle  which  transforms  the  greatest  amount  of  heat  into  work  ideally 
is  wanted,  it  is  readily  seen  that  11  C  with  as  high  compression  as 
possible  must  be  selected,  but  it  is  also  evident  that  a  very  large 
volume  range  must  be  submitted  to.  If  that  cycle  with  the  lowest 
temperature  range  is  wanted,  then  any  of  Group  IV  must  be  taken. 

If  a  cycle  isdesiredwhichwillconvert  of  any  amount  of  heat  the 
same  proportion  into  work,  then  any  one  of  II  A,  III,  or  IV  C  may 
be  chosen,  but  of  these  one  has  the  lowest  pressure  range,  another 
the  lowest  temperature  range,  and  the  last  the  lowest  volume  range. 

For  example,  it  is  from  a  comparison  such  as  this  that  the  fol- 
lowing suggestions  are  derived : 

(A)  Cycle  I  and  its  variations,  by  reason  of  its  poor  showing 
in  efficiency  and  mean  effective  pressure  as  compared  with  the 
pre\'ious-compression  Cycle  II,  must  be  set  aside. 

(B)  The  atmospheric  cycles,  by  reason  of  their  low  mean 
effective  pressure  and  consequent  large  volume  range,  are  useless 
for  power  purposes  as  compared  with  the  other  cycles. 

(C)  This  leaves  as  the  only  cycles  worthy  of  application  I 
ni,  IV,  and  their  variations, 

(D)  Of  the  last  mentioned,  the  three  which  are  pecul 
Cycle  II  Aj,  Otto,  heating  and  cooling  the  gas  at  constant  volui 
Cycle  III,  Brayton,  heating  and  cooling  the  gas  at  cotistant  f 
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sure;  and  Cycle  IV  C,  Camot,  heating  and  cooling  the  gas  at  con- 
stant temperature,  have  the  same  eflSciency  for  the  same  compres- 
sion, and  should  consequently,  with  the  same  heat  supplied,  do 
the  same  work. 

The  efficiency  of  each  is  given  by 

where  Va  is  the  vohmie  before  compression, 
n  "   "        "       after 
Y   "    "    ratio  of  specific  heats,  and  for  air  7^=  1.406. 

(E)  The  other  cycles,  II,  II  B  and  C ;  III  A  and  B ;  IV,  IV  A 
and  B,  can  easily  be  given  their  proper  comparative  position  by 
remembering  that  each  is  a  more  or  less  complete  expansion  of  one 
of  the  above  three.  For  example,  if  in  the  Otja  the  expansion 
were  carried  to  atmospheric  pressure,  the  efficiency  would  be 
greater  than  for  the  Otto.  Similarly  with  the  Camot,  if  the 
expansion  were  stopped  at  atmospheric  pressure,  as  was  first  sug- 
gested by  Diesel,  the  resulting  Cycle  IV  would  have  an  efficiency 
less  than  the  Camot,  and  hence  less  than  either  the  Otto  or  Bray- 
ton  cycles. 

(F)  If,  as  respects  the  other  variables  entering  each  of  the 
cycles  adopted  for  comparison,  there  be  assumed 

{mass  of  gas, 
heat  supplied  after, 
compression, 
there  will  result  for 

<i    TTT  '  u     1       (  same  work  done,  and  hence  same 
III,    Brayton,  V       «,  . 

"    IV  C,  Camot,    j      efficiency. 
And,  further. 

Lowest.  Intermediate.  Highest. 

Maximum  temperature Camot  Brayton  Otto 

Pressure  range Brayton  Camot  Otto 

Volume  range .* Otto  Bra>'ton  Carnot 

Temperature  range Camot  Brayton  Otto 

Mean  effective  pressure Camot  Brayton  Otto 

Pr^nmy 3  ^^^^^  q.^^ 

Mean  effective  pressure 

Mean  effective  temperature.  ...  Camot  Brayton  Otto 
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The  relation  of  the  Diesel  to  the  Otto  and  Bra>1on  i 
seen  if  it  be  recalled  that  it  is«n  imperfeet  Camot. 

11.  Some  of  these  variables  should  be  a  maximum  and  s 
a  minimum.  For  the  maximum  temperature  the  Camot  holds 
firet  place,  but  its  impracticability  yields  the  place  to  Brajlon. 
Neither  pressure  range  nor  mean  effective  pressure  is  wanted  by 
itself,  but  only  the  ratio  between  them,  for  it  is  to  this  ratio  thai 
the  weight  of  the  engine  must  be  approximately  proportional; 
here  Brayton  holds  the  most  favorable  place. 

Volume  range  should  be  low,  and  here  first  place  is  hcld.1 
the  Otto.     The  mean  effective  temperature  should  be  low, 
the  Brayton  is  exceeded  only  by  the  Camot. 

The  low  mean  effective  pressure  of  the  Camot,  and  all  olfi 
isothermal  combustion  cycles,   is  sufficient  warrant  for  cutdj 
them  out  of  consideration  in  comparison  with  the  Cycles  II,  III, 
and  their  variations. 

The  conclusion  is  thus  reached  that,  theoretically,  the  lasl- 
namcd  cycles  only  are  worthy  of  further  consideration, 

12.  In  the  above,  the  hypothesis  that  heat  could  be  addedS 
the  gas  has  been  assumed,  and  no  account  taken  of  the  means  O 
so  doing,  but  this  point  needs  consideration.  If  heat  be  added 
through  walls  from  a  source  of  known  supply,  of  which  we  can 
control  and  use  as  much  or  as  little  as  wc  please,  there  will  be  no 
alteration  in  the  formula;  or  results  of  the  analytical  comparison; 
but  the  internal -com  bust  ion  method  of  heating  presents  some 
new  questions  for  solution.  First,  the  air  and  fuel  become  c 
bonic  acid,  steam,  etc.,  and  as  to  what  value  of  the  specific  h 
should  be  used,  who  can  say?  (Par.  55.)  Second,  the  chem 
change  is  accompanied  by  an  intrinsic  volume  change. 
14.)  Third,  there  may  be  reasons  why  the  fuel  should  give  1 
more  heat  when  burned  in  one  way  than  when  burned  '| 
another. 

13.  The  only  ways  of  heating  by  internal  combustion  which  d 
worth  anything  for  power  are  the  constant- volume  and  constai 
pressure  meihods.      On  theoretical  grounds  there  is  no  reason 


1 

m, 

lasl- 
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for  saying  that,  for  any  particular  system  of  combustion,  more 
heat  can  be  developed  one  way  than  the  other.  The  evidence 
that  heat  has  been  added  to  a  mass  of  gas  in  an  engine  is,  for  the 
two  cases,  (A)  an  increase  of  pressure,  and  (B)  an  increase  of 
volume.  This  pressure  increase  on  the  one  hand  and  volume 
increase  on  the  other  can  be  readily  observed  by  indicators,  and 
the  results  of  these  observations  on  a  large  number  of  indicator- 
cards  show  that  the  increase  is  not  what  it  should  be  if  all  the 
calorific  value  of  the  fuel  had  developed. 

In  short,  there  is  in  practice  abundant  evidence  of  heat  suppres- 
sion, and  whether  this  be  due  to  radiation,  conduction,  dissocia- 
tion, or  an  increase  of  specific  heat,  or  to  an  actual  non-production 
of  heat  is  unknown.  What  is  known  and  can  be  asserted  is  that 
the  eflfects  on  pressure  and  volume  are  such  as  they  would  be  if 
only  a  part  of  the  heat  supposed  to  be  generated  had  appeared. 
The  result  might  be  worked  up  to  give  a  new  value  to  the  heating 
power  of  the  fuel,  to  be  called  its  effective  calorific  value,  or  a  new 
value  given  to  the  specific  heat,  to  be  called  the  effective  specific 
heat  of  the  process. 

14.  For  constant-volume  combustion  the  value  for  T/j,  the 
British  thermal  imits  per  pound  of  mixture,  will  be  derived  from 
the  equation 


where  ^1  =  pressure  before  compression; 

ri  =  temperature  before  combustion; 
^j= pressure  after  combustion; 
7*2= temperature  after  combustion; 
C^= specific  heat  at  constant  volume. 

This  ratio  in  the  general  run  of  gas-engines  will  average  about 
3.5.  In  some  cases  it  may  reach  4,  but  it  seldom  has  reached 
6.    Some  values  are  given  below: 
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Wrstinghouae. ...,.,,.,,,.,. 3  ................ On  gai 

Olio 4-5  N.  Y.gjs 

Homsby-Ackroyd 3.5  Kerosene 

Nash 4  N.  Y.  gM 

Clerit .... . 4  . ...Gla^DW  gu 

Croaalcy 3  JJowsongis 

Priestman 3.5  Kcnisrne 

Crosslfyoil 3.5  Kerosene 

A  general  statement,  very  nearly  true,  would  give  these  pres^ 
sure  and  temperature  ratios  about  50  per  cent  of  what  the  i 
values  of  H,  and  C,  would  produce.     These  figures,  while  I 
strictly  true  for  any  one  case,  give  a  fair  average  value. 

15.  The  other  system  of  combustion — that  at  constant  pre 
sure — may  be  observed  in  the  same  way.  The  only  indicatol 
card  available  from  this  type  of  engine  was  taken  from  a  Braytd 
oil-engine  with  its  smoky  fire.  The  volume  ratio,  in  this  case,  j 
quite  well  given  by  the  relative  lengths  of  the  delivery  hne  of  tl 
compressor  and  the  admission  line  of  the  power  cylinder,  and  j 
given  by 

V, 


To  compare  this  with  the  pressure  ratios  given.    Theoreticj 


_T\_ 


where  Cp  is  the  specific  heat  at  constant  pr^sure  and  the  other 
symbols  are  as  heretofore;  combining  this  with  the  similar  oiM 
for  the  other  type,  we  get 


i=-^(:f-)- 
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Take  r="i*4>  ^^^ 


By  substitution,  when 


A 

^2 

»i.4 — 

-•4- 

Ha 

then 

A    '' 

—  =2, 

<( 

A      '*' 

3=, 

<( 

^.-3-8, 

^2 

— ~3-2, 

cc 

A 

V.  =4-44 
A 

i6.  This  shows  that  when  a  Brayton  engine  gives  a  volume 
ratio  in  combustion  of  3.2  there  is  evidence  of  as  much  heat  as 
would  cause  a  pressure  ratio  of  4.44  in  an  explosion  engine;  hence 
it  would  seem  that,  for  the  combustion  process  alone,  the  Brayton 
engine,  even  with  its  poor  fire,  was  giving  evidence  of  as  much  heat 
as  the  very  best  explosion  engine,  and  more  than  can  most  of 
them.  This  point  is  very  striking,  and,  in  order  to  verify  or  dis- 
prove it,  a  large  mass  of  data  is  necessary,  which  can  be  collected 
only  after  considerable  time. 

The  above  point  bears  strongly  on  the  formulae  of  cyclic  com- 
parison. The  analysis  showed  that  the  Otto  and  Brayton  cycles 
must  have  the  same  efficiency  for  the  same  heat  added;  but  if 
one,  by  reason  of  its  system  of  combustion,  can  take  from  the  fuel 
more  heat  than  the  other,  then  that  one  must  have  the  higher 
efficiency  in  practice,  assuming  equal  subsequent  heat  losses  and 
equal  friction  losses  in  the  mechanism. 

200.  Formula  for  Theoretical  Mean  Effective  Pressure. 
Otto  Cycle. — A  most  serviceable  deduction  can  be  made  from  the 
analysis  of  the  cycle  for  Groups  II  in  which  the  expansion  and 
compression  curves  are  similar  between  two  terminal  verticals 
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(Fig.  205).  The  mean  eflfective  pressure  will  be  the  area  frcm 
the  diagram  under  the  expansion  curve  diminished  by  the  area 
under  the  compression  curve  and  divided  by  the  length  of  the 
diagram  between  verticals.     From  paragraph  51  the  mean  effect- 


FiG.  205. 

ive  pressure  will  be  for  the  two  adiabatics  CD  and  ADy  with  the 
same  value  for  n  in  each, 


M 


n  —  i     r—i\_       r*"    *J 

.E.P.4R ^X      — Fl ^_t1. 

■^"     n-1     r  —  i\_       r"    'J 


The  difference  will  be  t':e  mean  working  pressure  on  the  piston,  or 


M 


=(^.)(f:-)p^.[-^4 


But  the  line  pc  —  pb  measures  the  increase  of  pressure  due  to  the 
ignition  of  the  charge,  and  the  ratio  -f  is  the  ratio  of  the  compres- 

Ph 
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sion  pressure  to  the  explosion  pressure  and  must,  therefore^  depend 
on  the  fuel  var}ing  with  it,  and  ha\dng  a  definite  relation  to  the 
calorific  power.  From  paragraphs  14  and  20  it  became  clear 
that  for  a  fuel  of  Q  calorific  power  in  B.T.U.  the  burning  of  v 
pounds  in  x  pounds  of  air  gave  a  temperature  increase  of 


Tc-Tt^-^-X~r. 


x-\-y     C 
If  this  be  divided  by  Tt^ 


&-x=-^'    X    ^ 


Tb  x-^y     CfTb 


B  u 1 1^-  =  -7 ;  whence 
^b    ph 


Pi,  x^-y     C^Tb 


Substituting  this,  there  results  the  formula  for  M.E.P.  first  sug- 
gested by  Lucke, 

^'^'^'  =  ;;~L^(x+y)C,Tb^7^V'?^'\' 

which  should  be  the  mean  effective  pressure  resulting  when  one 
pound  of  a  mixture  having  a  fuel  value  Q  is  compressed  from  a 
volume  Va  to  a  volume  Vb  and  it  is  exploded  and  allowed  to 
expand  down  to  the  original  volume,  without  losses  in  the  process. 
If  this  formula  be  applied  to  an  example  with  the  following 
data: 

ra  =  62°F.-|-46o=522°; 

^a=  14.7  lbs.  per  sq.  inch  or  21 16.4  per  sq.  foot; 

I  cu.  ft.  gas  weighing  .032  lb.; 

I  cu.  ft.  air  weighing  .078  lb., 

so  that  5.6  cubic  feet  of  air,  the  best  volume  for  one  volvune  of 
gas  weighs  .437  pound,  and  6.6  cubic  feet  of  the  mixture  will 
weigh  .437 +  .032  =  0.469    pound,  whence   i   cubic  foot  of    the 
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mixture  will  weigh 


■4690 


.071  pound,  or  the  volume  of  one 


pound  of  the  mixture  Va=  14  cubic  feet.     Let  the  value  for  h  be 
taken  the  same  as  for  air  1.4,  Ci,=o.i689,  and  suppose  the  r 


=  5.     Then 


p4  =  fa{5)'*'=2ii6.4X9.5  =  2o,io6  lbs.  per  sq.  ft. 

=  14.7X9.5=  140  lbs.  per  sq.  in.; 
r6=7'n(5)**=52a  X  1.9^992°  absolute; 
r"--  =  (5)-'  =  i-9. 

yQ 

.A™,,  whence 


M.E.P — ^X- 


1689X992 


4  L      1.9J 


392- 


If  the  specific  heat  be  taken  as  that  for  a  composition  of  j 
products  of  combustion  made  up  of  one-third  CO,  and  the  iwt 
steam-gas,  the  M.E.P.  will  be  less  as  this  greater  value  for  the 
specific  heat  comes  in  the  denominator.  Or  again,  if  the  experi- 
mental or  effective  values  for  the  specific  heat  be  taken  as  given 
in  paragraph  55,  then  the  M.E.P.  comes  lower,  or  a  little  over 
100  pounds  per  square  inch,  which,  while  still  higher  than  prac- 
tice values,  is  much  nearer  than  the  computation  above  will  give. 
What  are  the  factors  explaining  this  loss  of  heat  ? 

201.  Factors  Reducing  Computed  Mean  EfFecttve  Pressure. — 
Some  of  these  have  been  already  referred  to  in  other  connections, 
but  are  here  recapitijlated  and  supplemented. 

I.  The  pressure  in  the  cylinder  at  the  time  when  the  volume 
is  Va  is  not  that  of  the  atmosphere,  but  is  below  it.  Hence  the 
full  weight  of  the  mixture  is  not  really  present.  The  causes  for 
this  diminished  weight  include: 

(a)  Friction  in  the  suction  valve  and  the  piping  and  pasaa 
if  tortuous  or  small. 

(6)  The  delay  in  opening  of  the  valve  if  an  automatically  I 
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I  one.     It  will  not  open  until  the  pressure  on  lop  is  below  that 
mdcmeath  it, 

(e)  The  inertia  of  the  valve  ^nd  of  the  column  of  air  and  fuel 
(butside  the  valve. 

;^oss  of  weight  in  the  charge  by  heating  as  it  enters  while 

file  valve  is  still  open  to  atmospheric  pressure.    This  heating 

lay  be  effected  by  the  hot  metal,  or  by  the  hot  products  of  com- 

()ustion   trapped   in   the   clearance   volume.     High   compression 

jid  lessened  clearance  volume  diminish  this  loss. 

3.  The  compression  may  be  nearer  isothermal  than  adiabatic 

py  reason  of  low  jacket  temperature  taking  off  heat  in  compression 

md  lowering  the  value  of  pt,.     This  loss  will  be  less  with  hot 

lackel  water  and  at  high  speeds  of   the  piston,  but  the  hotter 

s  will  increase  the  loss  in  No.  2. 

|.  The  ignition  line  instead  of  being  vertical  may  be  inclined 
by  a  retarding  of  the  time  of  firing  the  charge.  Compare  the  dis- 
cussion of  governing  by  ignition  in  paragraph  115.  The  indicator- 
diagram  with  retarded  ignition  (Figs.  86  and  87)  shows  a  lower 
pressure  al  its  maximum  point  because  the  mixture  had  partly 
lost  its  compression  pressure  before  it  was  ignited. 

5,  The  presence  of  diluent  neutral  gases  from  a  previous 
stroke,  or  an  impoverished  or  excessively  rich  mixture,  will  delay 
the  propagation  of  the  flame  in  the  mixture,  increasing  toss  No.  4. 

6.  The  degree  of  the  compression  before  explosion.  The 
higher  the  compression  pressure  the  higher  the  value  for  p^  when 
other  things  are  equal.  But  the  qualities  of  the  fuel  cannot  be 
disregarded  here  with  respect  to  the  temperatures  at  which  tlie 

'heat  caused  by  compression  will  cause  them  to  ignite,  perhaps 
before  the  completion  of  the  compression  stroke.  With  common 
illuminating-gas  from  coal  or  with  gasoline  a  compression  to  90 
pounds  or  6  atmospheres  should  not  be  exceeded;  with  kerosene 

I  vapor  the  ignition  or  pressure  limit  is  at  3}  to  4  atmospheres 
with  hot  cylinder-walls,  while  the  weaker  gases  from  producers 
or  from  blast-furnaces  may  be  compressed  to  15  atmospheres 
without  pre-ignition. 
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■J.  The  length  of  the  explosion  line  BC  (Fig.  205) 

by  the  character  of  the  fuel,  other  things  being  equal.  With  the 
rompression  pressure  pb  fixed  by  the  limits  set  in  No,  7  the  ratio 
of  the  explosion  pressure  p^  to  it  will  be: 


Pe 

—  for  weak   producer  and   furnace  gas— 2; 
Fb 

"    "    illuminating-  or  coal-gas  =2.5104; 

"    "    natural  gas  and  carbureted  gas        =3104.5; 

"    "    gasoline  =3^05; 

{quite  variable  in  en-  . 
gines  using  injection  ^  =  3  to  6. 
and  other  systems     ) 


I 


The  ratio  can  be  made  anything  less  than  this  by  incomplete 
combustion  from  any  cause.  For  instance,  gas-  or  gasoUne-enginci 
which  should  normally  give  a  ratio  of  4  can  easily  be  brought 
down  to  an  actual  relation  of  1.5,  as  revealed  by  applying^n 
indicator.  ^^H 

8.  The  expansion  line  may  have  its  pressure  ordinates  loii^^| 
by  conduction  of  heat  to  the  walls  and  jacket.  ^^^ 

9.  The  exhaust-valve  is  almost  universally  made  to  lead  the 
piston  slightly  so  as  to  open  before  the  stroke  ends  and  relieve 
the  resistance  against  the  return  or  exhausting  stroke  from  the 
very  start.     This  causes  a  loss  of  work  area  to  the  diagram. 

10.  The  exhaust  stroke  should  be  made  against  atmospheric 
pressure  only.  When  the  exhaust  area  is  small  at  the  valve  or  in  the 
passages  an  unnecessary  resistance  acts  like  a  brake  to  diminish 
the  power  of  the  engine.  Mufflers  may  produce  this  effect,  but 
the  loss  here  is  not  so  much  the  direct  consumption  of  power  a^ 
it  is  the  effect  produced  on  the  succeeding  charge  as  treated  in  loss 
No.  5. 

These  causes  of  loss  arc  of  importance  not  only  in  operating, 
but  as  affecting  design  of  new  work.  The  necessary  disagree- 
ment between  theory  and  practice  at  this  point  opens  a  promising 
field  for  research  and  experiment,  so  as  to  ascertain  for  each 
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class  of  engine  the  factor  or  coefficient  by  which  the  theoretical 
mean  effective  pressure  is  to  be  muUiplied,  so  that  the  formula 
shall  represent  actual  output  from  assumed  values  of  heat  energy 
supplied.    An  empirical  formula  of  this  sort  (Grover)  makes 

M.E.P.  =  2^—0.01^', 

in  which  as  before  Pt  is  the  pressure  at  end  of  compression. 

202.  Design  of  Cylinder  Volumes. — ^The  formula  for  the 
mean  effective  pressure  leads  directly  to  the  choice  of  the  cylin- 
der volvune  for  a  required  horse-power  to  be  developed.  The 
accepted  formula  for  a  piston  motor  (par.  40)  takes  the  form 

H.P.-^^, 

in  which  for  the  gas-engine  P  is  the  mean  effective  pressure  just 
discussed  and  N  is  the  nvunber  of  working  strokes  or  ignitions 
occurring  in  one  minute.     The  ratio  of  d,  the  diameter  of  the 

cylinder  (;r — =-41,  to  the  length  of  the  stroke  L  has  been  gener- 
ally conceded  to  lie  between  d=L  and  L=i.$d.  A  stroke  of  twice 
the  diameter,  which  is  quite  usual  with  other  media,  is  rarely 
encountered  in  gas-engine  design,  and  preference  seems  to  centre 
around  L=i.2^d  and  L=i.^d.  With  P  and  N  assumed,  and 
L  expressed  in  terms  of  d,  the  equation  can  be  solved  for  rf,  which 
will  give  the  piston  displacement.  For  example,  if  the  piston 
speed  be  assumed  to  be  500  feet  per  minute,  pb=So  pounds,  and 
5=1.5^,  the  computation  for  a  25-H.P.  engine  will  be 

_  piston  speed  _  500 
'^'    '       2  X  stroke        ^d^ 

giving  for  an  Otto  cycle. 

R.p.m.     500 
Explosions  per  mmute  = =    .-r. 
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^ 

^1                   Using  the  empirical  fonnula  for  AI.E.P., 

H                                          M.E.P.  =  2^-0.01  V 

H                                   =160 -[0.01X6400] 

H                                                        =96  pounds  per  sq.  in 

H                                                PLAN 

^k            Whence,  since  H.P. -, 

^^^1                                       33>ooo' 

^ 

J 

or 

Z>'  =  87.5  about, 

^^^^^H 

and 

^^^^^H 

Z)  =  9.5  nearly. 

^^^^^H 

and 

^^^^^^1 

£=9.5X1.5  =  14-1-. 

^^^^^ 

203.  Volume  of    the  Clearance.— For    the 

volume   of  the 

clearance,    ihc   practice  of   the   present   day 

[las    settled    upon 

a  ratio  of  initial  to  final  pressures  and  volumes  cxpresse(|^^| 

the  equation 

^H 

M°''"  =  Mfc''". 

^^ 

when  the  subscripts  a  belong  to  the  state  at 

the  beginning  of 

compression,  and  the  subscripts  b  belong  to 

he  higher  vahie& 

just  before  ignition.     If  these  be  written 

m 

A-f.(^)"", 

m 

the  compression  pressure  in  the  clearance  is 

given  when  the 

initial  pressure  is  known  (usually  the  atmospheric)  and  the  ratio 

of  volumes.     (See  previous  treatment  in  paragraj 

(1153,  from  which 

this  is  repeated.)     Ordinarily,  however,  the  compression  pressme 

limit  is  fixed  by  the  condition  that  pre-ignition  is 

not  to  be  catt^^ 

and  the  formula  will  be  used  in  the  form 

^H 

.=.(^)". 

J 
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The  usual  compression  values  in  pounds  per  sq.  ia.  for  the 
various  kinds  of  gas  are  about  as  follows: 


In  Engmesof 


Small  and  medium  sizes. 
Large  sizes 


Blast-ftir- 
nace  Gas. 


150 


Producer- 
gas. 


125 
140 


Weak  Rich 

Uhun.Gas'IUum 


90 
80 


I 


65 

60 


Natonl 
Gas. 


55 

60 


Taking  from  this  the  ratio  of  pressures  desired   (probably 
about  4  atmospheres  pressure  for  ordinary  gas  for  pi,  will  give 


the  ratio 


-t-i 


and  the  ratio  of  the  clearance  volume  to  the 


piston  displacement  follows  directly   when   this  assumption   is 
made.    Hence 

Va = piston  displacement  -f  clearance ; 

IP^  \  '•* 
i^ = [stroke  X  area -f  clearance]  \^J       , 

which  can  be  transposed  into 

[deaianceM  i  —  (^ )        I » [pisu^  dif^pla^x^ment]  (^  ) 

Apphring  this  to  the  ^/ 14  cylinder  (A  the  i^-H.K  #^fpne 
schemed  in  the  fortgoing  feLT2Lfi^fjh^  with  80  ifffUwU  nfm\fU^yfU 
pressure,  and  assoming  the  value  lor  p^  Ur  ijt  14  prxin/K,  wf,  h^ve 

i\^i\^  14  \nihe\f 

substitiiting  lengths  fr>r  voium^^rH,  f/>  yfh'uh  ih^  Af^,  f/f^/j//rfi//ffAl 
when  the  area  h  constant  a%  m  ^  </fir»/^nr.    Th/rr* 


IX^'^''^"^^'^^'''' 


:-l   - 


whence  the  actual  v^-Abim^  /vf  *h^  ^)4^i»f;fr»/4«; 
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204.  Velocity     through     Valves,     Ports,     and     Passages 

The  discussion  in  paragraph  98  indicates  that  consideraljle 
loss  of  power  both  direct  and  indirect  will  follow  if  the  flow  of 
gas  and  air  through  the  valves  is  made  so  rapid  as  to  entail  exces- 
sive friction.  Such  loss  is  both  of  pressure  and  effective  volume. 
This  trouble  is  worse  with  automatic  than  with  mechanically 
operated  valves.  Present  good  practice  in  small  engines  at  \er( 
high  speed,  for  automobile  uses,  favors  keeping  ihe  velocity 
'of  inlet  flow  at  or  below  60  lineal  feet  per  second  for  automatic 
valves,  while  permitting  90  feet  per  second  for  mechanically 
lifted  valves.  The  exhaust  flow  out  of  the  cylinder  will  be  rapid 
enough  at  75  feet  per  second. 

205.  Mechanical  Design  of  Gas-engines  Regarded  as  B4a- 
chines.— The  design  of  the  gas-engine  from  the  slructural  point 
of  view,  with  respect  lo  weight  of  fly-wheel,  diameter  of  shaft, 
bearing  surfaces,  cross-sectional  area  of  parts,  and  the  like,  belongs 
lo  a  separate  department  from  that  before  the  student  throughout 
this  treatise.  It  has  also  been  so  well  and  completely  worked 
out  by  others  in  forms  accessible  to  every  one  interested  that  it 
does  not  seem  desirable  to  expand  the  Ireatment  of  this  section 
to  include  it.  The  gas-engine  as  an  achievement  in  machine 
design  falls  under  the  same  laws  and  principles  which  apply  lo 
the  steam-engine,  regard  being  [laid  to  the  special  character  of 
the  impulses  originating  in  the  cylinder.  The  foregoing  treat- 
ment has  shown  how  to  arrive  at  the  effort  in  the  cylinder,  and 
the  rest  is  machine  designing  along  lines  of  accepted  genw 
practice  in  that  art. 


CHAPTER  XVIIL 

INTERNAL-COMBUSTION  ENGINES  WITH  HEATING  AT  CONSTANT 

PRESSURE. 

2IO.  Introductory. — ^The  previous  chapters  have  been  con- 
cerned principally  with  the  so-called  explosive  engines,  in  which 
a  mixture  of  fuel  and  air  was  ignited  at  a  constant  volume  with 
a  resulting  increase  in  pressure  which  was  utilized  to  impel  a 
piston.  Such  engines  operate  upon  the  Otto  cycle,  in  its  two- 
stroke  or  four-stroke  form,  and  are  widely  used  and  familiar. 

It  is  quite  possible,  however,  to  bum  the  same  explosive 
mixtures  so  that  the  result  of  heating  them  by  the  ignition 
or  combustion  process  shall  be  an  increase  of  their  volume  at  a 
constant  pressure,  and  if  free  to  expand  against  a  movable  piston, 
such  expansion  of  volume  will  take  place  at  a  constant  pressure 
exerted  on  the  piston  while  the  volume  increase  takes  place. 
This  action  is  that  of  Cycle  III,  and  its  analysis  appears  in  para- 
graph 185  et  seq.,  as  attaching  to  the  design  of  the  Brayton  engine 
in  America  and  the  Simon  engine  in  England.  One  difficulty  at 
the  time  of  their  first  presentation  was  that  due  to  the  difficulty 
of  handling  explosive  mixtures  with  a  continuous  or  intermittent 
release  of  heat  energy  to  act  in  a  motor.  The  work  of  Charles  E. 
Lucke  on  combustion  of  such  explosive  mixtures  in  motion  has 
removed  this  obstacle,  and  has  brought  this  cycle  within  the  scope 
of  practical  realization  either  in  reciprocating  motors  or  in  those  of 
continuous  type,  such  as  the  gas-turbine  principle  presents.  The 
method  for  securing  such  continuous,  manageable,  and  complete 

421 
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combustion  and  some  principles  underlying  it  form 

of  this  cliapter,  together  with  some  fonns  of  apparatus 

the  principle  of  constant-pressure  heating. 

211.  Lucke  Apparatus  for  Continuous  Combustion  of  Explo- 
sive Mixtures. — Referring  to  the  general  statements  of  paragraph 
lo,  let  it  be  assumed  that  a  mass  of  explosive  mixture  is  passi 
through  a  non-conducting  tube  with  a  uniform  velocity  v. 
if  inflammation  be  started  at  some  point,  the  surface  of 
bustion  may  remain  at  rest  or  move  with  or  against  the  cui 
Denote  the  rate  of  propagation  by  r.  Then,  when  *> 
surface  of  combustion  will  move  with  the  current,  and  if  the 
has  an  end,  the  flame  will  "blow  off"  and  combustion  cease; 
if  v=r,  the  surface  of  combustion  will  remain  at  rest,  other  in- 
fluences being  inoperative;  if  v<.r,  the  surface  of  cumbustiim 
will  move  back  toward  the  source,  or  "  back-flash." 

Of  course,   a   small  tube   of  heat-conducting   material 
exert  considerable  cooling  effect,  but  for  the  present  such  tul 
need  not  be  considered. 

In  a  practicable  system  of  burning  an  explosive  mixture  c( 
tinuously  the  following  are  desiderata; 

I.  "Back-flashing"  must  be  prevented, 
n.  "Blow-off"  must  be  prevented. 

III.  Combustion  surface  must  be  localized. 

VI.  It  must  remain  localized  for  wide  ranges  of  feed  or  vt 
ity  of  flow  of  the  mixture. 

V.  The  localization  must  be  unaffected  by  changes  of  ti 
perature. 

\1.  Large  or  small  quantities  must  be  burned  without  aff( 
ing  the  above,  and  the  transition  from  very  small  quantities 
very  large,  or  vice  versa,  however  sudden,  should  be  easy. 

The  first  requirement  might  be  accomplished  in  three  wai 

(n)  By  using  a  long  tube  of  some  conducting  material 
so  small  in  diameter  as  to  prevent  the  passage  of  the  flami 
under  any  circumstances. 

{b)  By  using  wire-gauze  screens. 


graph 
assing^^^ 
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(c)  By  causing  the  mixture  to  flow  at  some  point  with  a 
velocity  always  greater  than  the  rate  of  propagation. 

The  first  (a)  is  impracticable,  as  it  permits  of  only  small 
quantities  being  burned;  the  second  (6)  will  not  work  when  the 
wire  gauze  gets  hot;  this  leaves  (c),  which  is  practicable,  as  a 
valve  in  a  pipe  will  answer  for  the  necessary  contraction  and 
consequent  increase  of  velocity.  Hence  the  first  requirement 
in  the  desired  method  of  combustion  will  be  the  following:  At 
some  point  before  the  combustion  surface  is  reached  the  velocity 
of  feed  must  be  such  that  v>r. 

Requirement  II  might  be  accomplished  in  three  ways: 

(a)  By  so  reducing  the  velocity  after  passing  the  high-speed 
point  that  at  some  surface  v=r. 

(6)  By  suddenly  increasing  the  temperature  of  the  mixture 
so  as  to  increase  the  rate  of  propagation  while  v  remains  con- 
stant; or, 

{c)  By  both  reducing  v,  by  spreading  the  current,  and  in- 
creasing r  by  heating. 

All  of  these  ways  are  practicable;  but,  as  a  reduction  of 
velocity  alone  or  a  sufficient  heating  alone  would  not  produce 
the  desired  result  so  well  as  both  operating  together,  there  will 
be  introduced  as  the  second  requirement  in  the  desired  method 
the  following:  After  passing  the  point  where  v>r,  the  velocity 
of  the  mixture  should  be  so  reduced  and  its  temperature  in- 
creased as  to  make  v'^r'. 

Let  the  mixture  issue  from  an  orifice  into  the  air.  By  properly 
regulating  the  velocity  of  exit,  the  flame-cap  can  be  maintained  at  the 
orifice — the  only  device  successful  for  this  purpose  in  certain  experi- 
ments was  to  cause  water  to  drip  into  the  supply-chamber.  The 
position  of  the  flame-cap  is  so  extremely  sensitive  to  changes  of  flow 
that  all  other  methods  which  were  tried  for  obtaining  a  constant 
velocity  of  exit,  variable  at  will,  failed.  Increase  the  velocity  of  flow 
slightly,  and  the  flame-cap  will  lift  off.  This  may  be  done  imtil  the 
flame-cap  is  as  much  as  2  inches  (with  illuminating-gas  and  air) 
from  the  orifice  before  extinction  takes  place.    It  would  seem  that 
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the  impinging  of  the  jet  on  the  atmosphere  should  spread  it  and  SOS 
reduce  its  velocity,  but  no  appreciable  increase  of  diameter  could  1 
be  observed.     When  the  cap  is  close  to  the  orifice  it  is  of  a  deep  1 
blue  color,  uniform  in  shade  over  the  disk,  and  thcedgesaresharp^  J 
defined;   whereas,  as  it  lifts  off  some  distance,  it  becomes  indis- 1 
tincl  and  unsteady  at  the  edges  until,  at  the  moment  of  extinction,, 
it  fades  and  disappears.     When  the  cap  is  away  from  the  orificcj  I 
while  there  is  no  visible  connection  with  the  source  of  supoly,  ■ 
there  really  exists  a  column  of  mixture  exltnding  from  the  orifice  1 
to  the  cap  and  passing  through  the  atmosphere.      Naturally,  at 
the  surface  of  this  column,  diffusion  will  take  plare,  and  the  longer 
the  column  the  greater  will  be  thi^;  diffusion  effect,  thus  affecting  ■ 
the  composition  of  the  advancing  column  of  mixture  and  causing-B 
partial  loss  of  gas.     This  is  the  real  cause  of  extinction.  m 

From  these  experiments  can  be  drawn  the  conclusion  that ' 
the  current  cannot  be  sulTiciently  reduced  in  \'eiocity  by  issuii^ 
into   an   atmosphere   of  lower   pressure   to  prevent   "blow-off" 
before  diffusion  with  the  atmosphere  so  alters  the  character  of  J 
the  mixture  as  to  cause   extinction  or  loss  of  fuel  by  diluti(»i:1 
before  reaching  the  surface   of  combustion.     This    calls  for  i 
new  condition  besides  those  noted  in  the  requirements  for  com-j 
hustion.     The  reduction  of  velocity  of  the  mixture,  after  passii) 
the  place  where  v>r,  must  be  accomplished  in  such  a  way  as  t 
prevent  diffusion  with  any  other  gas. 

To  prevent  this  diffusion,  there  naturally  suggests  itsdf  t 
expedient  of  surrounding  the  issuing  jet  with  a  shield  of  larj 
diameter,  to  still  permit  of  the  desired  expansion.  This  is  showaf 
in  Fig,  2IO,  and  is  essentially  the  same  as  proposed  by  Laddj 
Schmid,  Recicfcid,  and  others.  The  mixture  must  issue  froiD 
orifice  a  with  a  velocity  Va>r;  this  will  prevent  "back-flash." 
If  the  distance  from  a  to  6  is  long  enough  to  allow  the  gas  to  spread'! 
and  reduce  velocity,  "blow-off"  will  not  occur  until  Vb>r,  and 
within  these  limits  the  fiame-cap  should  remain  within  the  shield. 
A  trial  shows  that  when  (Dia)i,  is  but  slightly  larger  than  (Dia)^ 
the  feed  velocity  may  be  varied  in  about  the  proportions  notec 
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but  this  means  that  action  is  confined  within  very  narrow  working 
limits.  The  flame-cap  seems  to  lose  its  flat,  volumeless  character 
for  some  reason  not  at  first  clear.  When  {Dia)h  is  much  larger, 
say  four  or  five  times  {Dia)a,  a  slow  increase  of  feed  velocity 
above  r  reveals  the  advancing  flame-cap  just  as  if  the  shield 
were  not  there.    Later  a  shght  spreading  is  noted,  and  then  the 


Fig.  2IO. 

flame  actually  begins  to  show  volume,  as  if  there  were  no  longer 
an  explosive  mixture  present;  this  heats  up  the  shield.  A  little 
consideration  will  show  this  to  be  due  to  the  diffusion  of  the 
advancing  and  slightly  spreading  column  with  the  products  of 
combustion  within  the  shield,  and  the  high  temperature  of  the 
shield  helps  to  maintain  a  combustion  of  what  is  now  a  diluted 
explosive  mixture  beyond  a  point  where  that  combustion  would 
be  possible  if  cold.  An  increase  of  velocity  will  cause  extinction 
by  "blow-off.'^ 

Here  the  results  are  somewhat  better  than  in  the  last  case 
without  the  shield.  The  principles  operating,  with  the  results, 
are:  back- flash  prevented  by  sufficiently  great  initial  velocity 
at  a;  a  spreading  to  reduce  velocity,  but  very  slight  and  insuffi- 
cient, as  proved  by  the  narrow  working  limits;  diffusion  is  not 
prevented;  gas  is  partly  heated  before  burning  by  the  shield, 
which  helps  to  continue  combustion.  If  the  advancing  column 
did  increase  in  cross-section  and  decrease  in  velocity  while  ad- 
vancing, successive  possible  positions  of  the  flame-cap  would 
be  as  shown  at  i,  2,  3,  4,  etc.,  of  Fig.  210. 

It  is  obvious  that  at  any  point  between  a  and  7,  such  as  4, 
the  cap  is  surrounded  by  products  of  combustion,  and  the  advanc- 
ing column  of  mixture  is  passing  through  an  atmosphere  chiefly 
composed  of  the  same,  resulting  in  disastrous  diffusion.    This 
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at  once  suggests  giving  the  shielding  envelope  the  form  c 
supposing  the  orifice  circular,  so  that  the  tlame-cap  al 
stant  may  entirely  fill  up  the  space  between  the  walls. 

Apparatus  with  this  end  in  view  was  tried  and  gave  som 
interesting  resulls.  Fig.  211  shows  a  cone  of  45  degrees  anj 
with  a  J-inch  orifice  such  as  was  used.  1 
velocity  of  feed  was  so  adjusted  as  to  ca 
the  flame- cap  to  advance  slowly  from 
with  the  expectation  stated  above.  Tl 
flame-caps  at  successive  positions  took 
forms  shown  at  the  lines  i,  2,  3,  4,  5,  6,  < 
and  finally  "blow-off"  occurred.  Since 
only  place  where  the  combustion  surface 
riG.iii,  remain  at  rest  is  on  a  surface  where  v 

and  since,  secondly,  r  is  here  constant,  the  curves  indicating  the 
intersection  of  the  combusLion  surfaces  by  meridian  planes  give 
us  graphical  values  of  the  velocity  of  the  advancing  column  of 
mixture.  It  is  seen  that  the  expected  spreading  did  not  lake 
place,  and  that  at  any  circular  cross-section  of  the  cone  the! 
velocity  was  greatest  at  the  centre,  decreasing  toward  the  edges. 

The  curves  i,  2,  3,  etc.,  are  really  cross-sections  of  successive^ 
con  stant- velocity   surfaces   in    the   advancing  column,   and 
surface  of  combustion  will  lie  on  that  surface  of  constani-transi] 
mission  velocity  where  v  =  r. 

A  constant-velocity  surface  may  be  defined  as  a  surface 
every  point  of  which  the  moving  particles  of  gas  have  equal  in- 
stantaneous velocities.  If  these  successive  surfaces  had  remained 
flat  or  nearly  so,  the  proper  sort  of  spreading  of  current  and 
uniform  decrease  of  velocity  would  be  indicated.  This  gives 
an  accurate  definition  of  how  the  velocity  is  to  be  reduced  after 
passing  the  point  where  v>r.  The  velocity  of  the  advancing 
mixture  must  be  reduced  without  diffusion,  so  as  to  keep  the 
surfaces  of  constant  velocity  of  such  form  that  adjacent  points 
on  any  one  will  be  at  approximately  the  same  distance  from  t 
pdnt  where  spreading  begins.    Reducing  the  angle  of  the 
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while  helping  matters  considerably,  reduces  the  range  of  feed 
velocities  within  impracticable  limits. 

Many  ways  of  bringing  about  the  above  were  tried,  but  only 
one  seemed  pre-eminently  good  both  by  reason  of  its  simplicity 
and  effectiveness,  for  it  fulfils  almost  perfectly  the  requirements 
proposed  for  the  desired  method;  this  is,  to  fill  the  cone  with 
fragments  of  refractory  material,  such  as  pottery,  broken  crucibles, 
bits  of  magnesite,  or  any  other  rock  which  will  stand  the  high  tem- 
perature without  fusing.  In  cones  of  60  degrees,  and  with  a 
i-inch  orifice,  pieces  about  J-inch  diameter  seem  to  answer  well 

These  separate  pieces  of  solid  matter  interpose  many  reflect- 
ing surfaces  without  materially  hindering  the  advance  of  the 
mixture,  and  cause  it  to  spread  iu  the  way  desired,  keeping  the 
surface  of  combustion  spherical  and  preventing  diffusion,  A 
variation  of  velocity  causes  the  spherical  surface  of  combustion 
to  vary  only  in  diameter,  and  the  limits  of  feed  are  determined 
only  by  the  size  of  the  cone. 

A  cone  of  given  altitude  will  give  the  greatest  range  of  varia- 
tion of  diameter  of  cross-section  when  its  angle  is  180  degrees. 
This  b  a  plane  surface  which,  with  the  orifice  and  broken  rock, 
should  appear  as  in  Fig.  212.    Here  the  surface  of  combustion 


is  approximately  a  hemisphere.    Trial  shows  that  this  arrange- 
ment  works  perfectly,  and  the  limits  of  feed  are  determined  only 
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by  the  size  of  the  pile  of  rcx;k  surrounding  the  opening, 
of  360  degrees,  or  no  cone  at  all,  suggests  the  surrounding  of 
the  nozzle  by  broken  rock  without  any  enclosing  walls  (Fig.  213). 
This  arrangemeal  also  works  remarkably  well. 


The  surface  of  combustion  is  here  approximately  a  sphere, 
giving  the  greatest  possible  increase  in  area  of  the  surface  of 
combustion  for  the  distance  travelled  from  the  nozzle. 

If  d  denote   the  distance   from   the   point   where  spreading 

begins  to  the  surface  of  combustion,  and  5  the  area  of  the  su^^ 

face,  we  have:  ^H 

For  a  rone,  S  =  niP  tan'  a.  ^^| 

Forno  walls  (Fig.  213),  S'  =  ^d*.  ^^ 

Not  only  is  the  greatest  possible  range  of  action  by  vclocitj' 
reduction  thus  obtained,  enabling  the  greatest  possible  amount 
of  mixture  to  be  burned  in  a  given  volume,  but  this  amount  is 
further  augmented  by  reason  of  the  increase  of  the  rale  of 
propagation  caused  by  the  passage  of  the  mixture  between  the 
hot  fragments.  Hence  both  principles  operate  simultanec 
toward  the  desired  end. 

Hence  a  method  of  continuously  burning  explosive  r 
of  all  sorts,  whether  in  the  chemical  projmrtion  or  not,  as  classified 
in  Classes  IV  and  V  of  paragraph,  10  seems  to  hai-e  been  found 
which  fulfils  all  the  conditions  set  down  as  nei 
may  be  stated  as  follows: 


'tween  the 
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I.  Cause  the  mixture  to  pass  a  point  where  its  velocity  of 
transmission  shall  always  be  greater  than  the  rate  of  propaga- 
tion of  inflammation  through  the  mixture.  This  may  be  done 
by  a  valve  in  the  feed-pipe. 

II.  So  spread  the  current  of  mixture  after  it  passes  this  point 
of  high  velocity  that  surfaces  of  constant-transmission  velocity 
shall  be  of  such  form  as  to  keep  adjacent  points  on  any  one  at 
approximately  the  same  distance  from  the  point  where  spread- 
ing begins.  The  whole  spreading  must  take  place  so  that  the 
advancing  unbumed  mixture  cannot  diffuse  with  any  other  gas. 
This  can  be  accomplished  by  surrounding  the  orifice  with  solid 
fragments,  introducing  numerous  reflecting  surfaces  which 
accomplish  the  spreading;  also,  by  the  passage  through  the 
interstices  between  this  solid  matter,  the  mixture  is  heated  and 
the  rate  of  propagation  increased,  making  possible  the  burning 
of  more  mixture  in  unit  volume. 

When  a  chemical  proportion  is  maintained  in  the  mixture, 
all  the  combustion  takes  place  on  the  combustion  surjace^  giving 
absolutely  neutral  products  of  combustion;  but  when  an  excess 
of  gas  is  present  within  certain  limits,  all  gas  which  can  find  oxygen 
bums  explosively  between  the  solids,  while  the  excess  acts  merely 
as  a  neutral  diluent  to  be  burned  when  it  meets  an  oxygen  atmos- 
phere later  on.  By  properly  placing  the  oxygen  atmosphere 
to  bum  the  excess  gas,  the  hot  products  can  be  made  either  re- 
ducing or  oxidizing — reducing  after  leaving  the  explosive-com- 
bustion surface  and  before  meeting  the  excess  of  oxygen  in  the 
atmosphere,  oxidizing  after  that  meeting. 

It  might  be  here  noted  that  the  principle  well  known  in  explo- 
sive combustion  at  constant  volume,  and  constantly  operating 
in  the  gas-engine,  that  "to  a  chemical  mixture  of  air  and  gas 
there  may  be  added  large  quantities  of  gas  without  altering  the 
explosive  properties  of  the  mixture,"  is,  by  these  experiments, 
extended.  It  appears  that  in  explosive  combustion  at  constant 
pressure,  or  "continuous  combustion  of  explosive  mixtures," 
the  same  principle  applies,  and,  though  no  real  proportion  measure- 
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menta  have  yel  been  made,  it  seems  to  a  wider  degree, 
to  say,  mixtures  of  air  and  gas,  with  gas  in  excess  of  the  amount 
the  air  present  can  support,  will  bum  explosively.  The  excess 
gas  present  acts  merely  as  a  neutral  diluent,  such  as  the  nitrogen 
of  the  air.  It  is  a  fact,  also,  that  as  the  soUd  fragments  heal  up, 
the  excess  may  be  greater  than  when  they  are  cold. 

312.  Engines  which  have  Operated  with  Constant-pressure 
,  Heating.— To  carry  out  this  principle  in  the  past,  the  engine 
of  Stephen  Wilcox  in  1865  was^designed.  The  central  burner 
between  the  working  cylinders  receives  gas  centrally  from  the 
feed-pump  G,  and  air  is  delivered  from  the  pump  H  around 
the  gauze  surrounding  the  gas-jet  (Fig,  214).  The  heating  of  ihc 
air  used  for  combustion,  and  some  additional  air  entering  through 
the  valve  M,  causes  the  expansion  which  produces  the  working 
stroke. 


When  .ne  jet  of  fuel  is  projected  into  the  mass  of  air  to  be 
heated  when  the  latter  is  in  the  cylinder,  the  engine  resembles 
the  Diesel  (1892)  or  the  Gibbs  (1897)  in  form.  In  the  Diesel 
the  air  is  heated  to  the  ignition-point  of  the  fuel  by  the  compression 
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of  the  previous  stroke  i  in  the  Gibbs  the  air  is  not  heated,  but 
the  gas  is  admitted  after  the  compressed  air  has  expanded  after 
cut-off  to  reach  the  lower  pressure  in  the  gas-reservoir.  The 
gas  then  flows  in  and  is  ignited  electricaUy  (Fig.  215). 


Fig.  315. 


Explosive  mixtures  burning  without  any  atmosphere  of  air 
around  them  are  the  feature  of  the  Brayton,  the  Reeve,  and  the 
Schmid  and  Beckfeld.  The  Schmid  and  Beckfeld  design  in 
Fig.  216  shows  a  supply  of  gas  entering  through  the  pipe  E  and 


air  through  G,  and  mixing  in  the  nozzle  F.  The  ignition  takes 
place  in  the  long  fusiform  chamba*  in  which  a  perforated  brick 
tuyere  helps  to  raise  the  temperature  and  act  as  a  re-igniter.  An 
igniting-plug  of^  coke  or  carbon  is  pre-heated  and  inserted  by 
the  handle  T  to  start  combustion. 
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In  the  burner  principle  of  Sidney  A.  Reeve  of  1897  bom 
and  fuel  were  supplied  by  separate  pumps,  and  the  proporlioDS 


maintained  by  maintaining  equal  pressures   in  two 
which  these  pumps  supplied.    A  loaded  check-valve  main 
a  pressure  in  the  receivers  higher  than  that  in  the  combl 
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I  diambcr.  In  the  enlarged  detail  (Fig.  217)  the  pressure  is 
'  equalized  by  a  diaphragm  4  with  springs  adjusted  on  its  back. 
,  The  diaphragm  actuales  a  plunger  6  in  a  perforated  sleeve. 
\  Gas  enters  through  the  central  tube  10, and  airthrough  loaround 
\  the  central  gas-current.  The  ignition  takes  place  at  b.  The 
water-seal  is  kept  automatically  at  a  desired  level  by  a  float  in 


Bn  auxihar\  chimber   ind  by  its  presence  the  hot  gases  are  kept 
tX  a  constant  prcssurL  correspondmg  to  that  of  saturated  steam 
that  temperature   and  with  a  constant  difference  of  pressure  at 
^  discharge  point  from  that  at  the  supply  point 

313.  The  Brayton  Engine. — This  engine  (Fig.  218)  had  the 
air  compressed  in  the  pump  B,  whose  volume  was  one-half  that 
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of  the  power  cylinder  A     The  two  constant  pressure  tanks  st 
tte  base  of  the  frame  dehvered  the  air  through  the  pipe  O  in 


Fig    219,  which  is  the  burner  for  the  oil-engine,  and  pass 
through  the  absorbent  materia!  or  wick  h  to  which  the  OJt  j 
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fed  by  a  piinip.  The  air  and  fufl  combini?  here  so  ihal  the  air 
becomes  carburatcd  (par.  107)  and  passes  through  a  wirc-gauzc 
grating  p  into  the  cylinder  (/,  where  it  bums  on  meeting  Ihe  flame 
on  ihe  bottom  of  the  gauze.  The  air  is  never  completely  shut  off 
by  the  admission-valve  on  its  nominal  closure,  but  enough  always 
flows  through  /  to  keep  a  small  flame  alight.  This  flame  increases 
in  volume  for  the  power  stroke.  Combinations  of  steam  and 
products-of- com  bust  ion  engines  belong  in  this  class.  In  Fig.  310 
is  shown  a  steam-boiler  with  a  feed-water  heater  utilizing  waste 
heat  in  the  escaping  gases.  The  air  and  gas  bum  first  in  an 
open  fire-box  to  start  the  engine  with  steam,  and  later,  when  the 
engine  itself  can  compress  the  air  and  gas  mixture,  the  fire-box 
and  chimney  are  closed,  and  the  engine  works  on  a  circuit  of 
gas  and  steam  which  escape  together  from  the  exhaust-pipe  after 
going  ihroiigh  the  coil. 

214.  Apparatus  for  Observing  Increase  in  Volume  with 
Constant-pressure  Heating.— Tlic  inconvenient  limits  of  size  for 
an  apparalu;-  in  which  ilie  nia\imujii  healing  elTcct  could  be  ob- 


Fserved  as  producing  a  maximum  increase  of  volume  at  constant 
[pressure  resulted  in  the  design  of  the  apparatus  by  Dr.  C.  E. 
I'Lucke  which  is  shown  in  Fig.  221.  It  depends  for  its  action 
[-on  the  principles  of  gas  flow  thro\igh  an  orifice.     The  rate  of 
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flow  of  a  gas  ihnugli  an  orilict-  is  pro]Kirtional  to  the  form 
orifice  and  to  the  prtssua-  drop  ihmugh  iht-  orifice.  Now  if  iht 
gas  be  caused  to  pass  through  a  hole  in  a  plate  before  combus- 
tion, and  later,  after  nimbuslion,  pass  through  a  similar  hole  in 
a  similar  ])latc,  the  conslanl  due  to  the  form  of  orifice  would 
be  eliminated  in  comparing  velocities  through  the  Iwn  holes. 
Secondly,  when  the  fall  in  pressure  through  each  hole  is  the  same 
the  velocity  of  flow  through  each  plate  will  be  equal,  and  the 
volume  passing  will  be  proportional  to  the  area  of  the  orifice 
only  if  Ihc  pressures  used  i.j  small  enough  lo  make  correction 
for  compression  vanishingly  small.  Gas  and  air  are  mixi;d  In 
any  proportion  desired  at  the  compressor  intake  and  delivered, 
mixed,  lo  the  chamber  .-IS,  from  which  the  mixture  will  pass  to 
the  upper  chamber  C  through  a  hole  in  the  plate  secured  Ix-lwcen 
the  flanges.  In  chamber  C  iheri'  is  placed  a  cone  of  brick  to 
keep  the  lower  plale  cool,  and  in  the  cone  is  placc-d  broken  rock 
to  permit  of  the  combustion  of  the  explosive  mixture-  The  f 
plate  between  the  flange  D  is  pro^-ided  with  aslx'slos  shecl 
keep  the  hcU  gases  from  chilling  just  Ix-fore  issuing. 

Both  the  brick  cone  for  the  lower  and  the  asbesti 
protection  for  the  upper  plates  can  be  removed  for  the  taking  of 
observations,  and  a  one-inch  lining  of  fire-clay  can  lie  supplied 
to  prevent  radiation.  Mercury  manometers  to  both  chamlKrn? 
indicate  the  interior  prc'^*iircs,  and  hence  the  droj>  in  pres-supc 
through  each  plate. 

215.  The  Future  of  the  Engine  which  uses  Constant-pressure 
Heating  of  the  Working  Medium.  The  Gas-turbine. — The 
author  l)elieves  that  in  [he  future  then-  will  be  intreasing  atten- 
tion given  to  the  engine  which  operates  under  the  const  ant -pressure 
heating  cycle.  The  motor  may  be  either  a  reciprocating  or  a 
continuous  rotary  one,  of  the  turbine  order.  If  a  reciprocating 
engine,  it  will  be  a  compromise  between  the  original  Brajton 
and  the  present  Diesel  types,  a\-oiding  the  inconveniently 
compression  of  the  latter,  and  improving  on  the  mechai 
design  of  the  former.     ,\mon;^  the  advantages  aceruing  from 
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use  of  this  cycle  other  than  the  theoretical  ones  already  referred 
to  in  the  foregoing  may  be  listed: 

(i)  The  avoidance  of  the  sudden  changes  of  pressure  in  the 
cylinder.  The  suddenness  of  these  changes  in  the  constant- 
volume  cycle  is  the  cause  of  the  difficulty  in  obtaining  a  uniform 
turning  effort  in  these  motors. 

(2)  The  work  diagram  becomes  moi%  flexible,  and  the  control 
of  the  effort  more  perfect  in  its  adjustment  to  the  resistance.  The 
turning  effort  on  the  crank  is  more  nearfy  uniform  throughout 
the  cycle. 

(3)  The  motor  becomes  more  easily  reversible,  and  approaches 
the  flexibility  of  the  steam-engine. 

(4)  Low-grade  liquid  fuels  are  easily  used. 

(5)  High  compression  and  its  good  economy  are  easily  secured 
without  danger  of  pre-ignitions. 

With  respect  to  the  development  of  this  cycle  for  application 
in  engines  of  the  turbine  class,  which  are  particularly  adapted 
to  work  under  just  these  conditions,  it  must  be  said  as  yet  that 
the  uncertainties  concerning  the  transformation  of  heat  energy 
into  kinetic  energy  in  a  free  expansion,  and  the  problems  as  to 
suitable  structural  materials  at  high  temperatures,  make  it  pre- 
mature at  present  to  pursue  this  attractive  path  beyond  this 
point.  Success  will  be  likely  to  follow  only  from  considerable 
further  expenditure  of  time  in  research  and  capital  in  experi- 
ment. The  gas-turbine  would  be  specially  valuable  if  it  could  be 
made  to  operate  under  pressures  not  greatly  above  atmosphere, 
while  utilizing  high  initial  temperatures  and  large  increases  of 
volume. 
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220.  Introductory. — The  theoretical  computations  made  in 
connection  with  paragraph  20  have  indicated  the  accepted  method 
of  arriving  at  the  rise  in  temperature  which  follows  from  an 
ignition  of  a  fuel  which  contains  the  necessary  amount  of  oxj'gen 
to  produce  so  rapid  a  combustion  as  to  be  designated  as  an  c 
plosion,  which  again  is  the  result  of  the  practically  instantanec 
propagation  of  a  flame  introduced  into  the  mixture  at  one  poiid 
The  condition  of  such  ignition  is  that  present  in  everj'  explos 
gas-engine  where  the  mixtare  of  gas  and  air  is  ignited  in 
slant  volume  of  the  combustion-chamber,  which  is  filled  by  tra 
explosive  mixture  at  the  pressure  resulting  from  the  previous 
compression  and  which  is  ignited  by  the  electric  spark  or  what- 
ever igniting  device  is  used.  It  becomes  a  matter  of  considerable 
interest  to  compare  the  theoretical  pressures  and  tcmperatu] 
with  those  which  are  actually  realized  in  real  engines  or  unt 
the  conditions  which  prevail  with  respect  to  the  presence  of  v 
ing  volumes  of  fuel  and  air,  or  varying  volumes  of  neutral  J 
incombustible  gases  in  the  explosive  mixture  itself. 

A  diagram  may  be  drawn  presenting  graphically  the  tej 
perature  value  as  computed  theoretically  from  the  formula 


=  33  + 


{par.  55)  for  a    gas    in   which  Q  is  649  B.T.U,  per  cubic   fo^ 
whose  weight  is  0,03348  pound  per  cubic  foot,  while  x  i 
weight  of  a  cubic  foot  of  air,  or  0.08073.     I'  would  give  the  c 
below  (Fig.  saa). 
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It  will  be  apparent  that  the  better  the  explosion  process  in  any 
engine,  the  smaller  the  cylinder  volume  which  will  be  required 
to  overcome  a  given  mechanical  resistance.  Hence  an  explosive 
mixture  will  be  called  the  best  which  produces  the  greatest  initial 
pressure  for  a  unit  volume;  and  secondly,  that  which  maintains 


a  3. 


the  highest  pressure  for  the  longest  time  when  exposed  to  the 
cooling  action  of  the  cylinder  walls  and  jackets.  It  is  a  matter 
of  common  observation  in  gas-engines  that  if  the  piston  be  blocked 
so  that  it  cannot  move,  and  the  compressed  charge  behind  it 
be  ignited,  the  pressure  due  to  the  ignition  will  fall  very  rapidly 
by  reason  of  the  absorption  of  heat  from  the  conducting  walls. 
It  becomes  significant,  therefore,  to  investigate  the  behavior  of 
such  explosive  mbctures. 
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221.  Clerk's  Explosion  Experiments. — The  standarc 

experiments  upon  ttiis  question  are  those  of  Mr.  Dugald  Cleric. 
His  apparatus  is  presented  in  Fig.  225,  and  consisted  of  a  dosed 


Fro.  115. 

cylindrical  vessel  seven  inches  in  diameter  and  eight  and  one- 
quarter  inches  on  the  inside  and  holding,  therefore,  317  cubic 
inches.  Upon  one  cover  was  attached  a  steam-engine  indicator 
whose  drum  was  made  to  revolve  by  a  weight  through  multi- 
plying gearing  with  a  fan  governor  to  maintain  a  uniform  speed. 
The  cylinder  was  filled  with  the  mixture  to  be  tested,  the  revolving 
drum  set  in  motion  with  the  pencil-point  bearing  against  it,  and 
an  electric  spark  was  passed  between  terminals  at  the  bottom  of 
the  ves-sel.  The  rate  of  the  revolution  of  the  indicator-drum  being 
known,  the  interval  of  time  elapsing  between  any  two  points  of  the 
explosion  curve  or  the  cooling  curve  are  at  once  given,  and  the 
position  of  the  highest  pressure  gives  both  the  value  of  that  maxi- 
mum and  the  time  taken  to  reach  it.  The  diagrams  from  such 
an  apparatus  appear  as  in  Fig.  226,  when  mixtures  of  ordinary 
illuminating- gas  and  air  were  tested.  The  following  table  gives 
the  results  of  this  investigation.  It  is  imfortunate  for  the  value 
of  these  results  for  subsequent  comparison  with  other  tests,  that 
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their  author  did  not  give  in  some  fiUness  the  composition  of  the 
gas  which  he  used.  The  presence  of  more  or  less  percentages 
of  neutrals  or  diluents  in  their  analysis  makes  the  mixtures  behave 


quite  differently  at  different  times.  Mr.  Clerk  simply  calls  the 
gas  Gla^w  and  Oldham  gas,  and  published  analyses  taken  at 
some  other  time  cannot  always  be  connected  safely  to  these  data. 
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With  a  mixture  of  hydrogen  and  air  instead  of  gas  and  aic 
at  55°  F-  the  following  results  showed  that  it  was  inferior  to  coal- 
gas,  as  follows: 
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This  investigation  as  presented  in  the  curves  seems  to  indicate 
that  the  best  results  with  respect  to  pressure  are  given  with  one 
volume  of  gas  to  five  volumes  of  air,  and  that  as  the  dilution  with 
air  increases,  the  area  of  work  under  the  curve  would  diminJi 
The  rapidity  of  the  ignition  in  these  proportions  makes  an 
convenient  shock  in  the  cylinder.     If,  now,  the  pressures  in 
third  column  resulting  from  explosion  are  reduced  in  commt 
ratio  so  as  to  give  the  volume  which  they  occupy  with  eqi 
pressures  from  a  uniform  volume  of  gas  ignited,  such  as  one  cul 
inch,  the  fifth  column  of  the  table  results. 

H  now  from  the  diagram  of  pressures  the  pressure  erisli 
after  one-fifth  of  a  second  be  scaled  off,  a  measure  is  found  for 
the  cooling  effect "of  the  walls  in  an  engine  making  300  revolutions 
per  minute.  This  pressure  tabulated  in  the  6th  column  can  be 
used  to  compule  the  7th  column,  which  should  give  the  highest 
arithmetical  mean  of  the  explosion  effect  and  cooling  effect  wiih 
five  strokes  to  the  second.  This  column  indicates  that  the  best 
results  with  respect  to  mean  pressure  are  given  when  the  ratio 
of  gas  to  air  is  between  one-twelfth  and  one- fourteenth.  Both 
with  less  gas  and  with  more  the  mean  pressure  falls  off.  Clerft 
experiments  with  hydrogen,  reported  in  the  second  table,  shoi 
that  it  was  not  equal  to  the  ordinary  iUuminating-gas  voli 
for  volume.  Two  volumes  of  hydrogen  to  five  volumes  of 
gave  a  pressure  of  80  pounds  in  one  one-hundredth  of  a  second, 


I 
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while  with  illuminating-gas  the  same  pressure  resulted  from  a 
mixture  of  one  of  gas  to  ten  of  air,  with  a  combustion  which  was 
not  so  inconveniently  rapid  as  to  cause  imdue  shock,  jar,  or 
vibration  in  the  motor. 

232.  Lucke'8  Explosion  Experiments. — ^The  apparatus  used 
by  Dr.  Charles  E.  Lucke  in  determining  the  pressures  caused 
by  explosion  or  by  combustion  at  constant  volume  is  diown  in 
Fig.  227.    To  a  tee  ii  were  attached  two  nipples  B  closed  with 


caps  C  alxn-e  and  U4<>w.  *\\f  \\)tf  \)f^^)ii\\  iA  ^\w.  tee  w««  coor 
nected  an  indicator,  ai^d  tlir  \ii^m\n%  t^tfu^imf^nvmi  wim»  lilUtch/ed 
in  one  branch  of  a  thnji'  wm/  «>»>«  J^  «/*)  Uu  Mj>j>t'f  c^h  Th^e  ai>i>ara' 
tus  was  first  filled  wiiJi  w^ui  {Uii^i^gU  Uu.  A^/^MiJtvtlion  oonlroUed 
by  the  valve  F  al  iIk*  \^A\^m  M*iu|  i)^;  w*^ur  <^vcrtli>wed  through 
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the  valve  C,  with  the  three-way  cock  in  position  to  isolate  I 
spark-plug  but  fill  the  apparatus  completely  and  expel  the  * 
When  completely  Med  the  water-valves  G  and  F  are  closed  a 
H  and  /  ojjen.     The  mixture  to  be  tested  in  a  closed  tank  ui 
pressure  flows  through  H  and  the  opened  three-way  cock, 
the  water  is  expelled.     When  the  three-way  cock  is  reversed  i 
the  outlet  J  closed  the  mixture  in  the  explosion  vessel  is  at  atmos 
pheric  pressure  and  earn  be  fired  by  the  spark-points,  while  t 
pressure  on  the  indicator  draws  a  diagram  giving  pressure  a 
time  values  as  in  the  Clerk  apparatus. 

While  this  investigation  covered  research  into  the  heat  i 
veloped  by  combustion  at  constant  pressure,  yet  for  the  prese 
purpose  attention  is  mainly  directed  to  the  effect  on  the  p 
at  constant-volume  combustion,  as  these  are  affected  by  varjin 
constitution  of  the  mixture  from  the  presence  of  neutral  gas 
which  arc  inert  so  far  as  producing  temperature  and  pressupB 
are  concerned.  If  the  gas  be  assumed,  for  example,  to  h; 
standard  composition,  such  as: 

COj 1.8 

C,H. 14.6 

CO 38.0 

H i,^M 

CH. 16.7 

N j^ 

Total 100. o 

of  this  there  will  be 

NEUTRAI,. 

CO, 3.8 

N ^ 

Total 5,1 

Such  a  gas,  moreover,  will  yield  691.59  B.T.Tj.  per  cubic  foc 
products  condensed,  and  in  its  combustion  will  call  for  5.31  i 

of  air  per  one  part  of  gas. 
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A  chemical  mixture  then  would  have  these  characteristics: 

Air 5-21  \-olumes 

Gas. 1 .00       " 

Total 6.21         " 

of  which 

xj        ,  (  Neutral  in  gas,,     ,051 
^*"''*'i  Nitrogen  in  air.-  4.120 

Total  neutral. .  4.17 
in  6,ai  parts,  or  67  per  cent  neutral 

\'arious  mixtures  of  this  gas  and  air  will  give 


J.°      J.J 

4." 

4.i 

S.c 

1 

6.0 
J-i" 
«.lJO 

•■S 

Air...  ..-,... 

JO 

Aoiw  wir. 

lnulinsu.i-e..ezc^ 

S.'ir.^ii.i/.v.;::::::: 
?S,ti^'5'-.;^-.::::::: 

PtrceotinwitiveoreucK. 

J.O 

!:IH 

«1 

(.0 

.fi7S 

•:i 

It  should  be  noted  how  very  slightly  the  increase  in  percentage 
of  dilution  increases  with  the  excesses  of  air  and  gas;  though  the 
proportions  may  vary  over  100  per  cent,  the  dilution  varies  through 
but  little  more  than  5  per  cent.  There  can  be  little  doubt  that 
the  limits  of  combustibility  are  intimately  associated  with  the 
per  cent  of  neutral  or  inactive  gases  present. 

On  examination  of  the  calorific  values  of  some  of  thene  mix- 
tures, i.e.,  the  amount  of  heat  which  one  cubic  f<M>t  of  gus  can 
deliver  when  burned  explosively  in  mixtures  within  the  limils  of 
explosive  combustion,  it  will  ap[x;ar  that  the  linil  ii<'vc|ii|«i|  by 
a  cubic  foot  of  the  gas  in  question  is  691, 5<j  II.'IMf.  wlicti  (om- 
pletely  burned,  i.e.,  in  a  chemical  mixltin-,  or  in  11  mixiun-  in 
which  air  is  in  excess,  within  of  roiirw  the  liniiln  of  ((iiiibusti- 
bility.     Hence, 


0*M  burnt,  i^,.  gtM  th 

■ir  cTunifih  t"  bum 

B.T.U.mvulablc... 
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These  results  are  shown  graphically  oa  the  curve  A  of  Fi^ 
338.     The  results  are  as  follows,  reduced  to  cubic  feet  of  gas: 
B.T.U.  PKR  CoBic  Foot  or  Gas  whim  Mked  with  Am. 

QtM.  Air.  B.T.U.  per  cu,  ft.  Cm. 


347-8' 
401-57 
471.00 
541.70 
616.59 
600.78 


Each  mixture  of  air  to  gas  within  the  range  of  combustibihtr 
was  hred,  and  then  to  each  was  added  in  turn  successively  in- 
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creasing  amounts  of  neutral    gases  obtained  by  burning  com- 
pletely an  explosive  mixture. 

It  appeared  that  the  resulting  pressures  were  intimately  con- 
nected with  the  percentage  of  dilution  of  neutral  or  excess  gases, 
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and  as  the  gas  used  has  abeady  exhibited  some  agreement  with 
what  is  possible  with  the  typical  water-gas  chosen  in  comparison, 
it  wilf  be  well  to  work  out  a  table  of  percentage  of  dilution  of  differ- 
ent mixtures,  and  these  figures  will  be  placed  on  the  curv^es  of 
Figs.  229-234.  The  agreement  and  evident  existence  of  a  law 
is  apparent. 

WATEft^AS  OF  Observed  Composition. 


Mixture,  \  ^^^'  ^  f-  diluted. 
i  Gas,  I  \ 


Cras. 

Air. 

Adde.! 
Neutral. 

Primary 
Neutral. 

Total 
Neutral. 

Per  Cent 
Neutral. 

'          5 

I         1         3 
I                  3 
I         '         3 

1 

0 

I 

2 

3 

2.83 

<t 

2.83 

3.83 
4.83 
5.83 

1 

70.1 
76.0 
80. S 
83.0 

Mixture,  i^^'^-n 
i  Gas,  I ) 


diluted. 


Gas. 


Air. 


4 
4 
4 
4 
4 


Added 
Neutral. 


O 
I 
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3 
4 
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43 


Total 
Neutral. 


3-43 
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6.43 
7-43 


Per  Cent 

Neutral. 
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The  cun'e«  of  Figs.  229-2_;j3  show  the  pressures  given  by  | 
indicator  for  each  mixture  and  are  the  mean  values  from  a  lai^ 
number  of  lines  drawn  by  the  indicator.  These  cun-es  are  com- 
bined in  Fig.  234,  which  is,  therefore,  a  curve  of  pressures  for  all 
mixtures  diluted  or  not  within  the  range  of  explosive  combusti- 
bility. The  numbers  on  the  cun'es  show  the  percentage  of 
dilution  of  the  t)'pical  water-gas.  The  results  are  most  remark- 
able and  can  be  accounted  for  only  by  assuming  that  the  presence 
of  a  large  amount  of  dilution  hinders  combustion.  The  limits 
at  which  combustion  ceases  to  be  possible  on  loo  great  a  dilution 
are  here  indicated,  whether  that  dilution  be  due  to  excess  gas, 
excess  air,  or  neutral  gases.  Il  will  also  be  observed  that  the 
character  of  the  diluent  has  an  appreciable  effect,  but  t 
the  dilution  is  least  the  pressure  is  greatest,  about  60  { 
above  atmosphere  or  a  ratio  of  5 ;  and  the  presence  of  a  c 
per  cent  of  neutral  will  make  combustion  impossible  no  i 
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what  the  mixture  of  air  and  gas.  The  greatest  neutral  dilution 
gives  the  least  pressure — about  15  pounds  above  atmosphere, 
or  a  ratio  of  about  2.  These  results  give  a  reason  for  the  de- 
creased pressure  in  exploding  gas-engines  in  which  the  mixture 
is  always  tiiluted  by  burnt  products  to  an  extent  nf  zo-40  per  cent 
uf  the  volume  of  neutral  addition  to  the  gas  mixture,  which  may 
already  have  neutral  gas  present  to  the  extent  of  65-70  per  cent. 

Neutral  additions  to  the  gases  sent  to  the  calorimeter  and  !o 
the  other  apparatus  showed,  besides  a  corresponding  and  proper 
heat  value  for  the  resulting  mixture,  a  decreased  rate  of  propaga- 
tion 'accompanied  by  a  difficulty  in  ignition  and  constant  ten- 
dency to  incomplete  combustion,  i.e,,  tendency  to  cease  burning 
after  inflammation  had  been  started  and  before  the  mass  had 
been  entirely  burnt. 

233.  The  Massachusetts  Institute  of  Technology  Experiments 
on  Explosive  Mixtures.  In  i8»;8  an  expcrimenlal  apparatus 
was  lined  up  in  ihf  laboratories  of  the  above  Institute  in  Boston, 
and  results  from  it  have  been  published  from  time  to  lime.  The 
apparatus  is  a  cast-iron  cylinder  with  a  flanged  lop  to  which  is 
bolted  the  cover.  The  mixture  is  introduced  and  proportioned 
by  the  ])Ian  of  exhausting  the  test-chamber  by  a  pump  to  remove 
all  previous  chaise,  and  is  then  scavenged  by  admitting  fresh 
clean  air.  It  is  then  exhausted  again  by  the  pump  until  a  desired 
pressure  lower  than  atmosphere  is  reached,  so  computed  thai 
when  gas  at  atmospheric  pressure  is  introduced  Ihe  rise  of  pressiut 
in  the  chamber  to  atmospheric  pressure  shall  draw  in  just  ihe 
desired  volume  of  gas.  Pressures  above  atmosphere  can  be 
used  if  desired  by  having  suitable  pumps  and  computed  \t\- 
umes  adjusted  to  the  higher  pressures.  This  method  of  pro- 
portioning is  not  believed  to  be  as  reliable  as  that  followed  In 
the  preceding  paragraph,  in  view  of  the  fact  that  the  voti 
are  not  directly  measured. 

The  indicator  makes  its  record  upon  a  card  on  a 
driven  disk,  u]>on  which  tlie  time  record  is  simultaneously 
by  the  vibralidns  cf  n.  tuning-fork,  kept  moving  by  an  electro- 
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magnet.  A  pointer  on  one  arm  of  the  fork  traces  the  time  line. 
The  mixtures  are  fired  electrically.  The  same  fifth-of-a-sccond 
limit  was  used  as  chosen  by  Clerk,  in  correspondence  with  an 
engine  running  at  300  r.p.m.     The  analysis  of  the  gas  was: 
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The  diagrams  developed  on  a  straight  base-line  give  the  results 
in  Fig.  235. 
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From  these  it  appears  that  while  the  15.4  percentage  of  gas 
gives  the  greatest  initial  pressure,  the  rate  of  cooling  is  also  greater, 
so  that,  as  in  the  other  experiments,  a  mixture  with  9  lo  10  per  cent 
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of  gas  gives  the  greatest  average  pressure  for  the  first  fifth  of  A 
second. 

Fig.  236  shows  the  effect  of  varying  the  composition  of  the 
mixture  both  as  to  the  time  taken  to  reach  the  maximum  pressure 
and  the  value  of  that  maximum. . 

The  quickest  explosion,  as  elsewhere  noted,  gives  the  maxi- 
nium  pressure.  The  two  following  tables  give  interesting  datt 
from  (he  same  source  concerning  mixtures  of  air  and  gasoline. 
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The  greatest  value  for  the  mean  pressure  during  the  explo- 
sion period  is  found  for  both  cases  in  the  neighborhcod  of  25 
parts  in  1000,  or  2^  per  cent  of  ^as  iri  one  hundred  of  the  mixture. 
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324.  Grover's  Experiments  with  Acetylene. — ^A  third  gro 
of  explosion  experiments  include  those  of  Mr.  Frederick  G 
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Leeds,  England,  between  1899  and  1901.  The  cxplosion-chambei 
was  a  piece  of  cast-iron  flailed  pipe.  An  indicator  outfit  gave 
the  pressures  due  to  the  ignition,  effected  by  electric  spark.  The 
timing  for  the  speed  of  the  diagram  under  the  indicator  pencil 
.was  done  in  a  simple  and  elegant  manner,  by  mounting  a  stop- 
watch ticking  fractions  of  seconds  upon  a  gear  which  was  driven 
through  a  worm  on  the  axis  of  the  paper  drum.  By  revolvii^ 
the  watch  under  the  second  hand  and  in  the  opposite  direction, 
it  is  plain  that  at  the  speed  of  the  second  hand  the  hand  would 
remain  stationary  in  space.  A  mirror  on  the  axis  of  the  hand 
would  show  by  steady  reflection  of  a  fixed  object  when  the  needle 
stood  still  in  space,  and  the  speed  of  the  paper  on  the  drum  was 
easily  computed  when  the  reduction  of  the  gear  driving  the  watch- 
case  was  known.  The  paper  would  always  be  moving  at  the 
same  rate  for  all  experiments. 

The  tests  gave  results  both  of  pressures  on  ignition  and  with 


^ 

r" 

^ 

*r 

iu 

^ 

f' 

^ 

-^ 

■" 

--* 

"■>,, 

^ 

&• 

K 

'■^ 

— 

1 — 

— 

— 

- — 

1 — 

— 

L — 

I — 

I — 

— 

— 

L — 1 

lUilo  ol  Atrlo  Oaa  by  Volume. 
FlO,  137. 

various  degrees  of  previous  compression  and  the  time  results 
with  various  mixtures  of  acetylene  and  air.  Compressions  of  one, 
two,  and  three  atmospheres  were  tried,  and  Figs.  237,  238,  and 
239  show  the  pressures  with  acetylene  compared  with  the  same 
mixtures  of  ordinary  coal-gas  and  air.     In  Figs,  240,  241,  and  243 
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are  ihe  pressures  and  the  times  required  to  reach  them.     Aq 
lene   gives  higher  pressures   than  coal-gas,  although  less  1 
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ID  proportion  as  the  compressions  ii-crease.     Coal-gas  requites 
5.7  volumes  of  air  for  its  combustion,  while  acetylene  requires 
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13.5  volumes.  Acetylene  fires  more  quickly,  as  the  times  ranged 
from  0.1  to  0.018  of  a  second  for  the  proportions  which  reached 
their  maximum  with  coal-gas  in  0.5  and  0.25  of  a  second  re- 
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spectively.  The  weakest  pn>i)(>rtion  of  acetylene  to  air  which 
would  ignite  is  i  to  18,  while  with  coal-gas  the  limit  is  1  lo  15. 
An  analysis  of  the  jjroducls  of  combustion  when  the  pn'vious 
compression  was  three  atmospheres  gave  the  following  table: 
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225.  Grover's  Ezperiments  on  Effect  of  Neutrals  in  Ezplo^n 
Mixtures. — A  series  of  expcrimenis  in  the  laboratories  of  ihc 
Yorkshire  College  al  Leeds,  England,  insugalcd  by  Mr.  Grover 
has  added  much  to  the  knowledge  conceraing  the  effect  of  products 
of  combustion  in  the  explosive  charge.  The  apparatus  was 
essentially  the  same  as  in  the  previously  described  research. 
The  charge  consisted  of: 

1.  The  volume  of  neutral  products  of  combustion  from  a 
previous  ignition  which  was  desired  in  proportion  to  the  totfj 
volume. 

2.  Half  the  volume  of  pure  air  required  to  make  the  1 
bustible  mi.\ture. 

3.  The   full    \olunie   of   coal-gas   to   make   the   combuBd) 
mi-xturc. 

4.  The  rest  of  the  volume  of  pure  air  to  complete  the  i 
charge. 

Without  waiting  for  diffusion  the  charge  was  then  fire 
atmospheric  pressure. 

The  annexed  diagram  presents  the  results  of  this  r 
graphic  form  (Fig.  243).     The  experiments  themselves  and  \ 
diagram  may  be  interpreted  as  suggesting: 

1.  The  presence  of  products  of  combustion  does  not  diininl 
the  actual  pressures  as  much  as  that  same  excess  of  air  woid 
do,  filling  the  same  volume  of  the  clearance  in  the  cylinder.  This 
is  not  inconsistent  with  the  observed  fact  that  a  scavenging  action 
with  pure  air  has  diminished  gas  consumption,  since  the  effect 
of  that  scavenging  in  cooUng  the  cylinder  is  to  increase  the  weight 
of  explosive  mixture  which  fills  a  given  volume  at  that  lower 
temperature,  both  by  removing  the  healing  effect  of  the  h^| 
gases,  and  by  making  the  Jacket  effect  prove  pronounced.         ^^k 

2.  The  highest  pressures  are  obtained  when  the  ^'olumejV 
air  in  the  charge  is  only  slightly  in  excess  of  that  required  for 
complete  combustion. 

3.  The  time  of  explosion  is  reduced  when  the  hot  produi 
of  combustion  lake  the  place  of  cool  fresh  air. 
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_  4.  The  mixture  will  ignite  in  all  cases  where  ihe  volume  of 
air  exceeds  the  minimum  of  3.5  times  ihat  of  the  gas  as  required 
for  complete  combustion,   provided  the  proportion  of  ncutniU 

ipresent  does  not  exceed  58  per  cent  of  the  combined  mixture  of 

i  I 


FB).  343- 

combustible,  necessary  air  for  combustion,  and  the  neutral  products 
taken  together. 

226.  Temperature  of  Ignition  or  Inflammation. — The  re- 
searches of  Sir  Humphr)-  Davy  showed  that  for  ignition  of  gaseous 
explosive  mixtures  it  was  necessary  that  they  be  brought  to  a 
certain  temperature  at  one  point  before  they  would  ignite.  The 
Ijest  modem  work  along  this  line  has  been  done  by  Berthclot 
and  Vielle,  and  particularly  by  Mallard  and  Le  Chatelier. 
Students  are  referred  to  the  monograph  of  the  latter  experimenteis  * 
for  details  of  method  and  resuU  under  this  and  the  following 
sections.  To  determine  the  tempwrature  of  inflammation,  mix- 
tures were  admitted   rapidly  into   a  chamber  previously  heated 
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•Under  the  lille  '■Rwhcrchi-s  Esp^ri  men  tales  el  Thferiiiue 
Rlon  des  Milanges  Gazeux  Exploaifs,"  par  MM.  Mallard  ct 
^nleun  au  Corps  des  Mines,     Commisdion  dt  Grlaoo,  : 
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to  a  known  temperature.     It  is  then  observed  whether  Ine 
ture  unites  or  not,  and  two  limits  arc  observed  bclwccn  w 
the  temperature  of  ignition  must  lie.     Testing  with   hydrc 
carbonic  oxide,  and  marsh-gas,  the  limits  were  found  to  be  i 
all  mixtures; 

H 517-595°,  mixed  with  air,  O  and  CO,. 

CO 630-725°,  mixed  with  air,  O  and  CO,. 

C,H, 640-760°,  mixed  with  air  and  O. 

Experiments  on  slow  combustion  show  a  discontinuity  1 
tween  it  and  that  accompanied  by  light  and  heat  changes 

In  general  the  temperature  of  inflammation  can  be  fixed  at   I 

555°for  explosive  mixtures  of  H  and  0. 
655°  "  '■  "        "   CO  and  O. 

656°  "         "  "        "  C,H,  and  O. 

The  addition  to  explosive  gas  of  even  a  considerable  volui 
of  inert  gas  modifies  little  or  not  at  all  the  temperature  of  i| 
Jlammation. 

However,  with  mixtures  of  CO  and  O  the  addition  of  a  notaU 
quantity  of  CO,  seems  to  elevate  that  temperature  to  a  sensible 
degree.  One  volume  of  CO,  added  to  explosive  mixtures  CO-|-  O 
raises  the  temperature  from  655"  to  700°. 

For  mbctures  in  which  H  and  O  are  the  elements,  the  cm 
bustion  takes  ])lace  as  soon  as  the  temperature  of  infiammatk 
is  reached.  It  is  entirely  otherwise  for  marsh-gas,  which  may  \ 
likened  to  fire-damp.  The  mixtures  formed  by  this  gas  with  t 
or  oxygen  do  not  bum  except  after  ha\'ing  been  brought  to  a  ti 
perature  equal  or  superior  to  that  of  inflammation  and  kept  t 
for  perhaps  ten  seconds.  The  retarding  of  inflamnialioi 
creases  with  difference  of  temperature  of  gas  and  that  of  inflamm 
tion,  and  with  the  increase  of  the  proportion  of  inert  gas- 
latter  reason  explains  why,  according  to  Davy,  a  bar  of  red-i 
iron,  though  above  650°,  will  not  ignite  a  mixture  of  fire-da] 
By  opfKtsing  circulation  one  may  easily  provoke  inflamioatif 
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because  when  it  circulates  freely  the  gas  does  not  remain  long 
enough  exposed  to  the  temperati^re  of  inflammation. 

227.  The  Rate  of  Propagation  of  Flame. — Previous  to  Mallard 
and  Le  Chatelier  this  question  had  been  attacked  by  Sir  Humphry 
Davy  and  by  MM.  Bunsen,  Schloesing  and  De  Mond6sir, 
Fonesca  and  Gouy,  Berthelot  and  Vielle. 

A  siunmary  of  the  work  by  Mallard  and  Le  Chatelier  on 
propagation  of  inflammation  brings  out  the  following  facts: 

There  are  two  modes  of  propagation:  (i)  normal,  which  is 
that  by  conductivity,  and  (2)  explosive,  which  takes  place  by 
the  transmission  through  the  mixture  of  a  pressure  sufiiciently 
high  to  cause  propagation  by  explosive  wave.  These  corre- 
spond to  deflagration  and  explosion  of  dynamite,  etc.  Each  has 
a  fixed  velocity  for  a  given  mixture  at  a  given  pressure. 

The  phenomena  of  the  explosive  wave  are  of  notable  interest 
and  will  be  referred  to  in  the  next  paragraph.  The  rate  of  normal 
propagation,  denoted  by  Ry  never  exceeds  20  m.  per  sec. 

For  H  and  air  the  maximum  is  4.30  m.  per  sec.  for  a  40  per 
cent  H,  i.e.,  an  excess  (30  per  cent). 

For  C2H4  and  air  tlie  maximum  is  0.62  m.  per  sec.  for  a  12.2 
per  cent,  i.e.,  an  excess  (9.4  per  cent). 

For  illuminating-gas  and  air  the  maximum  is  1.25  m.  per  sec. 
for  a  17.0  per  cent,  i.e.,  an  excess  (15  per  cent). 
.    For  CO  and  O  and  air  the  maximum  is  2.00  m.  per  sec. 
always. 

R  increases  with  /,  the  rate  of  ignition,  and  when  the  tube  is 
large  is  independent  of  diameter,  but  a  tube  small  enough  may 
cause  extinction. 

Agitation  increases  R.  Combustion  in  the  tube  with  slow  R 
sets  up  oscillation  which  may  cause  extinction. 

When  for  any  reason  of  vibration  or  explosion  of  burnt  gas 
the  pressure  transmitted  to  a  layer  next  is  equal  to  that  which 
would  elevate  it  to  the  temperature  of  inflammation,  the  com- 
bustion propagates  with  the  same  velocity  as  the  compressive 
wave,  resulting  in  the  explosive  wave. 
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228.  The    Propagation    of     an    Expl6sive    Wave.  —  Mt 

Schloesing  and  De  Mund^sir,  in  experiments  upon  ignition  ami 
propagation  of  flame  in  a  long  gbss  tube  open  at  one  cod  and 
closed  at  the  other,  noticed  that  in  mixtures  in  which  the  normal 
rate  of  propagation  was  slow  it  was  possible  to  produce  Iruc 
explosions  of  instantaneous  character.  These  explosive  pro- 
jections of  flame  seemed  to  be  the  result  of  interior  agitation  in 
the  mixture,  probably  of  a  vibratory  order,  and  similar  to  the 
result  of  projecting  a  jet  of  gas  at  high  velocity  into  a  mass  of 
gas  at  rest.  If  these  agitations  are  produced  in  any  given  case, 
the  usual  rate  of  propagation  becomes  disturbed,  and  pressures 
will  result  much  in  excess  of  the  expected  pressure.  The  causes 
of  such  abnormal  propagations  as  are  traceable  to  disturbance  of 
ihe  mixture  will  be  present: 

1.  When  different  parts  of  the  mixture  arc  of  differing  densi- 
ties from  tempeniture  or  other  causes; 

2.  When  an  expansion  caused  by  the  increase  in  volume  of  a 
part  of  the  gas  on  burning  produces  local  compressions  which 
are  not  instantly  relieved  by  the  yielding  of  the  mobile  mass. 
Pockets  or  confined  volumes  are  particularly  subject  to  this. 

X,.  When  a  vibratory  motion  in  the  gas  itself  results  from  the 
process  of  propagation.  When  this  synchronizes  with  the  normal 
propagation  rate  the  combination  may  result  in  a  superposition 
of  pressures  beyond  that  which  the  confining  vessel  can  with- 
stand. 

Messrs.  Bert  helot  and  Viclle  carried  observation  of  these 
phenomena  farther,  but  the  most  conclusive  demonstrations  an- 
those  of  MM.  Mallard  and  I.e  Chatelier.  These  investigators 
not  only  produced  the  phenomena,  but  devised  a  photographic  auto- 
matic record  of  the  explosive  process  to  which  Berthelot  and  Vielle 
had  given  Ihe  name  of  "explosive  wave"  when  generated  in  a 
tube.  The  pressures  caused  b  h  a  e  n  ub  of  glass  of  two 
millimetres  in  thickness  we  c  ffi  n  o  reJu  e  hem  to  powder, 
although  previously  tested  b  a  p  u  bove  15D 
to  the  square  inch.     The  u  a     ufB     n  ly  instantai 
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in  character  to  behave  as  high  explosives  do,  in  that  a  discharge 
in  a  funnel,  immersed  in  water,  so  that  only  the  resistance  due 
to  the  inertia  of  the  latter  opposed  free  escape  of  the  pressure, 
yet  resulted  in  shivering  the  funnel  to  atoms.  As  obsentxl  by 
Mallard  and  Le  Chatelier,  and  graphically  reconied,  the  action 
might  be  analyzed  into  four  phases,  which  might  be  successive, 
or  which  might  overlap,  or  of  which  one  or  more  might  not  occur. 
The  first  phase  was  the  non-concussive  propagation;  the  second 
the  ampler  \nbratory  motion;  this  passed  into  the  third  or  deto- 
nating stage,  when  the  amplitude  of  vibration  was  a  maximum; 
and  the  fourth  stage  was  an  extinction  of  the  flame  before  com- 
plete combustion  of  the  whole  mixture  had  been  effected  either 
by  a  dissociation  phenomenon  or  from  some  other  cause. 

A  most  interesting  practical  investigation  at  Columbia  Uni- 
versity has  shown  that  these  phenomena  can  easily  be  manifested 
in  explosive  engines.  The  presence  in  the  combustion-chamber 
volume  of  pockets  in  which  explosive  mixtures  can  be  imprisoned 
with  narrow  channels  connecting  them  may  easily  cause  the 
vibratory  movement  referred  to  above.  The  first  ignition  pressure 
receives  a  distinct  secondary  impulse,  and  the  whole  mass  be- 
comes subject  to  pressure  waves  in  motion.  This  can  be  made 
to  show  itself  on  the  indicator-card  of  the  engine,  first  in  pressure 
much  above  the  normal,  and  secondly  in  a  wave  effect  on  the 
expansion  line  far  above  any  record  which  can  be  attributed  to 
inertia  of  the  reciprocating  weights  of  the  indicator  itself.  This 
can  be  proved  by  the  simple  test  of  adding  to  a  normal  engine 
an  extra  volume  to  its  clearance,  connected  thereto  by  a  narrow 
neck  of  pipe,  and  connecting  the  indicator  to  this  second  or 
supplementary  volume.  The  indicator  which  gave  normal 
cards  before  the  addition  of  the  supplementary  chamber  gave 
strong  vibratory  lines  after  the  connection  of  the  chamber  was 
made,  all  other  conditions  being  the  same.  The  piston  com- 
pressions may  produce  similar  vibrations,  and,  in  the  case  of 
advanced  sparking  adjustment,  superpose  the  ignition  pressure 
upon  the  vibration  effect,  making  the  engine  thump  badly,  and 
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perhaps    even    stopping    it    before   the   end   of    the   stroke  is 

reached. 

It  is  apparent,  therefore,  that  the  cylinder  casting  must  be 
strong  enough  to  withstand  not  only  the  computed  or  normal 
ignition  pressure,  but  must  be  able  to  resist  the  \evy  much  higher 
stress  which  the  explosive  wave  may  cause.  The  clearance 
must  also  be  free  from  subdivisions,  from  which  vibrator)-  effect 
can  be  started.  The  results  of  the  explosive  wave  action  may  be 
compared  to  those  due  to  water-hammer  in  sleam-pipes,  aDd4i 
presence  of  excess  of  water  in  steam-engine  cylinders  whid 
not  fitted  with  relief-valves. 

229.  Concluding  Comment. — II  will  be  apparent  from  the  for^" 
going  review  of  work  already  begun  and  earned  forward  in  this 
field  that  it  is  at  this  point  that  the  student  and  laboratory  in- 
vestigator touch  most  vitally  upon  the  problems  of  the  actual 
designer  of  the  gas-engine.  It  is  the  knowledge  of  the  formation 
of  these  explosive  mixtures,  their  behavior  in  the  cylinder  under 
the  conditions  there  prevailing,  and  the  constants  which  are  lo  be 
introduced  as  coefficients  in  formula;  and  computations,  which 
make  this  subject  and  its  possibilities  particularly  inviting.  It 
is  to  be  hoped  that  additions  to  the  stock  of  knowledge  in  existence 
and  on  record  along  these  tines  may  be  made  both  rapidly  and 
to  great  extent. 


CHAPTER  XX. 

CONCLUSION. 

230,  Historical  Summary. — ^The  treatment  in  the  foregoing 
chapters  has  been  intentionally  free  from  reference  in  detail  to 
the  steps  in  the  transition  from  the  early  beginnings  to  the  present 
state  of  the  art.  This  was  done  first  because  to  have  done  other- 
wise would  have  been  to  turn  aside  from  the  main  purpose,  and 
secondly  because  this  descriptive  work  has  been  so  thoroughly 
done  by  others  in  previous  treatises.  Those  interested  may 
be  referred  particularly  to  the  work  of  Dugald  Clerk,  Bryan 
Donkin,  and  Wm.  Norris  in  England,  and  Gardner  D.  Hiscox 
in  America,  referred  to  in  the  next  section.  The  dates  of  im- 
portant patents  may  also  be  found  from  the  very  full  lists  in 
Clerk  and  Hiscox.  The  following  summary,  however,  will 
perhaps  be  found  useful: 

1794.  Robert  Street  designs  a  pump  driven  by  explosion  of 
tiupentine  vapor  below  the  motor  jnston. 

1823.  Samuel  Brown  designs  a  motor  to  oj)cnite  by  atmospheric 
pressure;  the  vacuum  under  the  piston  cTeutcd  l)y  an 
explosive  flame  .0  expel  the  air  from  a  chainlMT,  and  a 
condensation  in  that  chamber  by  a  jet  of  water. 

1833.  L.  W.  Wright.  Doublc-actinj^  motor,  stipiiliiMl  with  K'l* 
and  air  by  separate  pumps,  and  usiii^j  a  water  jaikc't. 

1838.  Wm.  Barnet.  Invents  compn'ssion  Hy«t«Mn  «»!'  K'»»*"»<»t.'>r. 
Ignites  with  flame. 

1855.  A.  V.  Newton.  Ignites  vhuryrn  by  conturt  with  hot  metal 
surface. 

1857.  Barsanti  and  Mattkucmi  propomi  a  hen  pint 011  eiiKlnr. 

i860.  Lenoir   of   Paris,   throtijjh    M    lllppnlyte    MMiinoul,    htnl(l« 

a  double-acting  gan-etigine  wllli  rlrrliu   ijMiition  by  jutnp- 

spark.      It  taken  mixttire   hy   fii9p|i<iilMn   tor  hall-Ntroke» 
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explodes  it  at  crank  position  90°  from  dead-centre,  > 
expands  during  the     econd  half-stroke.      Took  95  cubic 
feet  of  gas  per  H.P.  per  hour.     No  compression. 

1861.  F.  Million    proposes   compression   and   the  use  of  a  com- 
pression- or  combustion-chamber. 
\^zh6i.  Alphonse    Beau   oe    Rochas,   Paris,  in  a  pamphlet  urges 
the    compression    four-stroke    cycle    now    known    as    the 
"Otto."     C.  W.  Siemens  of  England  proposes  it  also. 

1865.  Pierre  Hugon  injects  water  into  the  mixed  gases  in  the 
cylinder.  Consumption  made  85  cubic  feet  of  gas  per 
H.P.  per  hour, 
^_^  1867.  N.  A.  Otto  and  Eugen  Langen  exhibit  at  Paris  their  free- 
piston  atmospheric  engine,  using  44  cubic  feet  of  gas  per 
H.P,  per  hour. 

1872,  George  B.   Brayton  of  Philadelphia  designs  the   Brayton 

engine  with  constant-pressure  heating.     Called  Brayton's 
"Ready  Motor." 

1873.  Julius  Hock  of  Vienna  patents  i>etroleum  engine. 
\/lS76.  Dr.  Otto  brings  out  the  Otto  Silent  GEis-engine,  appl3^ns 

the  Beau  de  Rochas  cycle.     Gas  consumption  cut  down 
to  24  cubic  feet  per  H.P.  per  hour. 
1S78.  Simon  of  Nottingham  introduces  Brayton  cycle  in  England, 
Crossley  and  others  begiA  extensive  manufacture  of  gas- 
engines  in  England. 

1885,  Atkinson  Differential  Engine  ajipears  with  the  strokes  of 

the  cycle  of  differing  lengths. 

1886.  Atkinson  Cycle  Engine  for  same  purpose  but  with  simpli- 

fied mechanisni, 

1886.  Priestman  introduces  oil-engine. 

1892.  Rudolph  Diesel  proposes  his  Rational  Motor. 

1892.  Hornsuv-Akrovd  oil-engine  appears. 
V  1895.  Gottlieb  D.\imlbr  introduces  high-speed  motor. 

During  this  period  come  the  jirocess  of  carburation  to 
utilize  liquid  fuels;  the  utilization  of  producer-gas  for 
power  purposes  and  the  development  of  power  from 
blast-furnace  and  coke-oven  waste  gases;  the  manu- 
facture of  large-size  units  over  600  H.P.  by  John  CockeriU 
Co.  in  Belgium  and  by  Crossley  and  the  Premier  Engine 
in  England:  the  design  of  the  Westinghouse  throttling 
governor,  and  the  Sargent  engine  with  cut-ofF  governing, 
the  rise  of  the  natural  gas-engine  in  large  units,  and  the 
double-acting  gas-engine  with, compression  in  America. 
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LOGARITHMS. 

931.  la  arilhiaetical  compnt»lioni,  the  U)ual  bate  of  the  njauia  li  10, 
•o  that  X,  tb«  Ic^artlhtn  lor  a  number  n,  will  be  the  exponent  10  which  10  !■ 
(o  be  raiaed  to  give  the  quanitiy  m,  or  x  =  logii  m.  In  analjrtical  mathe- 
matical work,  the  base  fenerally  employed  is  not  10,  but  ii  represented  by 
#  whose  Tslue  is  1.71838+.  To  convert  common  or  Briggs  logarithms 
toto  Napierian  logarithms,  the  former  are  to  be  multiplied  by  1.3036. 

The  equation  of  the  hyperbola  in  the  form  xy  =  constant  Icadl  to  [he 
deduction  [hat  the  area  between  the  hyperbolic  curve  and  its  nearest 
asymptote  cut  oS  by  two  ordinate!  parallel  to  the  other  asymptote  and 
distant  respectively  from  the  origin  by  a  and  t  will  be  proportional  to 


1., 


Her 
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nill  be  the  hyperbolic 


logarithm  of  x.     To  save  trouble  < 
Ing  the  usual  range*  required. 
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HYPERBOLIC    LOGARITHMS. 
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WKt«n'»  Elemeoti  of  Uachlne  Conitniction  ud  Drmwing I 

WeUbacb'i  Einenulics  uid  Ibm  Power  at  Trap  111111191  on.      BemniDB — 

Hachinerr  o[  Tttnimi 

Hydnul^  aad  Hjidrii 
Wclir.  W 
Wood'i  Tt 


d  Air,. 


u  ■  Prime  HoTcr.. . 


.    J  M 
,   3  00 


UATERIALS  OF  EITGIBEERinG. 

BoTBT*!  Slrenetb  ot  Haleri 
Bbit'i  EUiliciiT  'od  Rna 

Bexet. ..Sm,  ^ 

Church'i  Hechudu  ol  £n^ne<rlDC 8tOi  t 

Jobuoa'i  Mulerialt  ot  Conitruction Laifa  8vo,  < 

Eeep'i  Cut  Iron Sto,  i 

Ltnu'i  Applied  Ueehaoici Svo,  ; 

Hartenf'i  Haadbook  oo  Teatinc  Uaterialt.     (Hennlng.) 8*0.  1 

lUrriiiuD'eTeit-bookoii  theUechuilcaof  MaterUli ...Sto,  4 

SlnDgth  ol  Miier'ib Iimo,  t 

lielMll't  SteeL     A  Uanual  lorSiiel-uura tanw.  I 

SmlUi'l  UBterlBliot  Mlcbioa Illlia  I 

Thnntoii's  Heleriali  ol  Eoiineeriiig s  voki  8*0,  I 

Pert   IL— Iron  and  Steel STO,  J 

Part  m.— A  Tiealiia  on  Biaiwi,  BrootM.  and  Other  AUo^  and  Ihdr 

CooMilnenta «re  i 

Teit-bookol  the  UalerUli  ot  CoaitmctiDn 8ro,  • 

WoDd'i  TreitiK  00  the  Retielance  of  HaUriali  and  as  Appeodta  oa  Ibe 

PreaerratioD  ol  Timber In,  1 

Elemeott  ol  AnelTlical  Uecbanici Bra.  ; 

Wood's  RuillessCostines:  Corrosion  and  Eleqlroljaiaot  Iron  end  Sleet.  .Sto.  . 


Ounof  (  BcSectioni  do  II 
Dawion'i  "Eaiiiiecriiig' 
ford'a  BolKr  HakiaE  lor 


STEAM-ESGIKES  AHD   BOILERS. 

DO  the  Motive  Power  ol  Heal.     (Thuiaton.).  . 


Boiler  Makan. . 


I's  Locomottre  Sp«rki 8vo,  a  oo 

HuBcnway's  lodicator  Practice  and  Steam-«iic-ne  Economy xamo,  a  oo 

Hotton'i  Mttrhanicjl  Engineering  of  Power  Planti 8vo,  5  00 

Heat  and  Heat-enginea 8vo,  s  00 

Kant* s  Staam-botler  Economy 8vo,  4  00 

Knea»'s  Practice  and  Theory  of  the  Injector 8vo  1  50 

MacCord's  Slide-TalTea 8to,  a  00 

■eyer'a  Modem  LocomotiTe  Construction 4to.  10  00 

Piabody's  Manval  of  the  Steam-engine  Indicator zamo,  i  50 

Tables  of  the  Properties  of  Saturated  Steam  and  Other  Vapors 8to,  i  00 

Thermodynamics  of  the  Steam-engine  and  Other  Heat-engines ftro.  s  00 

Valre-gears  for  Steam-engines 8to,  a  50 

Psabody  and  Miller's  Steam-boilers Bwo,  4  00 

Pray's  Twenty  Tears  with  the  Indicator Large  8to,  a  50 

Pupln's  Thermodynamics  of  Rerersible  Cycles  in  Gases  and  Saturated  Vapors. 

(Osterberg.) lamo,  z  as 

Reagan's  Locomotires :  Simple,  Compound,  and  Electric zamo,  a  s* 

Rontgen's  Principles  of  Thermodynamics.    (Du  Bois.) 8to,  s  00 

Sinclair's  LocomotiTc  Engine  Running  and  Management zamo,  a  00 

Smart's  Handbook  of  Engineering  Laboratory  Practice zamo,  a  50 

Snow's  Steam-boiler  Practice 8vo,  3  00 

Spangler's  Valve-gears 8vo,  a  50 

Notes  on  Thermodynamics zamo,  z  00 

Spangler,  Greene,  and  Marshall's  Elements  of  Steam-engineering 8vo,  3  00 

Thurston's  Handy  Tables 8vo,  z  50 

Manual  of  the  Steam-engine a  vols..  8to,  zo  00 

Part  L — History.  Structuce,  and  Theory 8vo,  6  00 

Part  IL — Design.  Construction,  and  Operation 8to,  6  00 

Handbook  of  Engine  and  Boiler  Trials,  and  the  Use  of  the  Indicator  and 

the  Prony  Brake 8vo  s  00 

Stationary  Steam-engines Sto,  a  50 

Steam-boiler  Explosions  in  Theory  and  in  Practice zamo  z  50 

Manual  of  Steam-boilerv ,  Their  Designs,  Construction,«nd  Operation . 8to,  s  00 

Weisbach's  Heat,  Steam,  and  Steam-engines.    (Du  Bois.) 8to,  5  00 

Whitham's  Steam-engine  Design 8to,  5  00 

Wilson's  Treatise  on  Steam-boilers.    (Flather.) z6mo,  a  50 

Wood's  Thermodynamics  Heat  Motors,  and  Refrigerating  Machines. . .  .8vo,  4  00 


MECHAiaCS    AlTD  IfACHIlVERT. 


Barr's  Kinematics  of  Machinery 8vo,  2  50 

Bovey'8  Strength  of  Materials  and  Theory  of  Structures Svo,  7  50 

Chase's  The  Art  of  Pattern-making zamo,  a  50' 

ChordaL — Extracts  from  Letters zamo,  2  00 

Church's  Mechanics  of  Engineering Svo,  6  00 

Notes  and  Examples  in  Mechanics Svo,  a  00 

Compton's  First  Lessons  in  Metal-working zamo,  z  50 

Compton  and  De  Groodt's  The  Speed  Lathe zamo,  z  50 

Cromwell's  Treatise  on  Toothed  Gearing zamo,  z  50 

Treatise  on  Belts  and  Pulleys zamo,  z  50 

Dana's  Text-book  of  Elementary  Mechanics  for  the  Use  of  Colleges  and 

Schools zamo,  z  50 

Dingey's  Machinery  Pattern  Making zamo,  a  00 

Dredge's  Record  of  the  Transportation  Exhibits  Building  of  the  Workl's 

Columbian  Exposition  of  1893 •  •  •4to,  half  morocco,  5  00 
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IhirliT'*  Einiimalici 
FlUgciald'i  BostoQ 


Rope  Dtiri 


a«li\  C»r  LubricaUoQ 

HoUt'i  Art  oI  Saw  Fiticc 

•  Joboion't  Thtoretical  Ktclunki 

Sialin  b7  Graphic  and  Algcbnlc  Httbodi 

Jqdbi's  Macbioe  Dcaicn: 

Put  I. — Kloematici  of  Uachiaay 

Pan  Q.— Form.  Stnoctb,  and  Proportioni  ot  Paita. . 

Ken*]  Powct  uid  Power  Tnramiirion 

LauzE'i  Applied  Uecbanicg 

ItaeCotd'i  Kinematia;  i      ^ 

VclDciCT  DUglunt.  . 

Hauigr'g  Technical  MKhanicL Sto,   . 

Mtmnun'i  Tcil-booli  aa  the  Ueebanki  at  M>i 
■  Hichie'*  Ekmiati  of  Aaalriol  HKhulca. . 

Resgan'a  LocomotiTci:  Simple,  Campouiid,4iulBhK:tiic tiow.   i 

fteid'i  CouiH  in  Mechulcal  Dia' 

Tcit-boolt  ol  Uechanical  Drawing  Bud  SltmeuUzf  Marhlin  DmI^h.  .8*d, 
KlchudB's  ComprcE 


BobiDi 


i  Manhall-i  Elcim 


Wotlt.. 


d  Prime] 


,aUacbi 
Wanen's  ElemenU  ol  Uachine  Consiructi 
Weiabacb'a    KinemalicB    and    the  Powej 

Klein.> 

Uachiury  ol  TfaDSmiBeion  and  Go* 

WODd'a  Elemeolt  ol  AnalTtical  Hechajiic 

PriDCiplea  ol  ElemcoUt;  Ucchsnica, 


Lett  Work  ii 

and  Ihc  Law!  ol  Enercttica .  i 
ol  TranamiMion.  (Bitima. 
tnon.     (Hemnann— Klein.).  8*0,    1 


nie  Woild'i  Colnmbtvi  BipoiittaD  of  iSe  j. .. 


BcleitDn'i  UeUUuiey  of 


HETAtLDRGT. 

Silirer.  Gold,  and  Harcnry: 


VoL   IL— Gold  and  Mettury Bn,  ) 

•■Uei'a  Lead-amelUac.     (Poiuia  g  cant*  additional.) iinu.  3 

Keep'i  CMt  lion 8»o,  i 

KoDhiidCi  Prlclice  of  Ore  Dreuini  in  Europe Bn,  < 

Lo  ChaleUec'i  Bigh-temperature  Ueaiureaunli.  (Boudouaid — BuiteM.) .  lune,  i 

HeicalTtSifeL     A  Manual  loc  Sieei-UMn tino.  i 

Smith'!  Haieciali  of  Uacliiaei ■ laow,  i 
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Thurston's  Materials  of  Engineering.    In  Three  Parts Svo.  8  oo 

Part  n. — Iron  and  SUel 8vo,  3  50 

Part  nL — A  Treatise  on  Brasses,  Bronzes,  and  Other  AU071  and  their 

Constituents 8vo,  a  50 

Ulke's  Modem  Electrolytic  Copper  Refining 8vo,  3  00 

MINERALOOY. 

Barringer*s  Description  of  Minerals  of  Commercial  Value.    Obloag*  morocco,  2  50 

Boyd's  Resources  of  Southwest  Virginia 8vo.  3  00 

Map  of  Southwest  Virginia. Pocket-book  form,  a  00 

Brush's  Manual  of  Determinative  Mineralogy.    (Penfield.) 8vo,  4  00 

Chester's  Catalogue  of  Minerals 8to,  paper,  x  00 

Cloth,  X  as 

Dictionary  of  the  Names  of  Minerals 8vo,  3  50 

Dana's  System  of  Mineralogy Large  8vo,  half  leather,  xa  50 

First  Appendix  to  Dana's  New  "System  of  Mineralogy." Large  8to,  x  00 

Text-book  of  Mineralogy 8to,  4  00 

Minerals  and  How  to  Study  Them xamo,  x  50 

CaUlogue  of  American  Localities  of  Minerals Large  8vo,  x  00 

Manual  of  Mineralogy  and  Petrography xamo,  2  00 

Eakle's  Mineral  Tables 8vo,  x  as 

Egleston's  Catalogue  of  Minerals  and  Synonyms 8vo,  a  so 

Hussak's  The  Determination  of  Rock-fomung  Minerals.     (Smith.)  Small  8to,  a  00 

Merrill's  Non-metallic  Minerals:  Their  Occurrence  and  Uses Svo,  4  00 

•  Penfield's  Notes  on  Determinative  Mineralogy  and  Record  of  Mineral  Tests. 

Svo,  paper,  o  50 
Rosenbusch's  Microscopical  Physiography  of  the   Rock-making  Minerals. 

(Iddings.) Svo,  5  00 

e  Tillman's  Text-book  of  Important  Minerals  and  Docks Svo,  a  00 

Williams's  Manual  of  Lithology Svo,  3  00 

MJlflNO. 

Beard's  Ventilation  of  Mines xamo,  a  50 

Boyd's  Resources  of  Southwest  Virginia Svo,  3  00 

Map  of  Southwest  Virginia Pocket-book  form,  a  00 

•  Drinker's -Tunneling:,  Explosive  Compounds,  and  Rock  Drills. 

4to,  half  morocco,  as  00 

Eissler*s  Modem  High  Explosives Svo,  4  00 

Fowler's  Sewage  Works  Analyses xamo,  a  00 

Goodyear's  Coal-mines  of  the  Western  Coast  of  the  United  States xamo,  a  so 

Ihlseng's  Msnusl  of  Mining Svo,  4  00 

**  Iles's  Lead-smelting.    (Postage  9c.  additional) xamo,  a  so 

Kunbardt's  Practice  of  Ore  Dressing  in  Europe Svo,  x  so 

O'Driscoll's  Notes  on  the  Treatment  of  Go]d  Ores Svo,  a  00 

•  Walke's  Lectures  on  Explosives Svo,  4  00 

Wilson's  Cyanide  Processes xamo,  i  so 

Chlorination  Process xamo,  x  50 

Hydraulic  and  Placer  lining ,.. xamo,  a  00 

Treatise  on  Practical  and  Theoretical  Mine  Ventilation ••.•..  xamo  i  as 

SANITARY  SCIENCB. 

(^peland's  Manual  of  Bacteriology,     (/n  preparation.) 

Folwell's  Sewerage.     (Designing,  Construction  and  Maintenanca.) Svo,  3  00 

Water-supply  Engineering Svo,  4  00 

Fuertes's  Water  and  Public  Health xamo,  i  so 

Water-filtration  Works taiiio»  a  50 
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Oarlitrd'i  Oiude  to  SanlUir  Houw-liupecIlaD ...tfinHH  i 

Ooodricb'i  Economicol  Diiposil  ol  Towd"!  Refiue DhiitStOi  i 

Qaun's  Filtration  ol  Public  WsIer-nippliM 8*0,  ; 

Sisnied's  Semgc  DiipoBuI lamo,  1 

LcBch't  Tbe  iDipection  ud  AnalTilt  of  Food  with  Special  Rttenoci  n  Slat* 


supply      (Coniidur, 


3d  Edili' 
n  ol  W.let, 


a,  Rc» 
(Chen 


itipaUj-    ( 


1  SasitUT  Slaod- 


iotoslu 


li  of  Saoitarr  BDjiaQtrtiie 
flicholi'i  Witct-nipptr.     (Cooiidared  Uilnly  from  «  Chimlcal  aad  Sai^ 

Stand  point.)     (1883.) Bi 

Oiden'i  Sewei  Deiigo .lin 

Piescotl  and  WiiisIoB'sElemenis  oi  WatifBacteriologj-.witb  Special Rermnci 

to  Sanilary  Water  Analysis.  . lima 

■  Price' I  Handbook  on  SaDlIatiou lima 

Kichardt'.  Coil  of  Food.     A  Study  la  DlitulBi tamo 

Coit  o(  Livlnr  ai  Modified  by  Sanitair  Science lamo 

Rjcharla  and  Woodman  a  Ail,  Water,  and  Food  bom  «  Santtarr  SEand- 


•Ricb 


A  Williaint'a  The  Dietary  Comiraler 8»o, 

geand  Bacterial  PariScatioD  of  Scvage 

i  Rusiell'i  Pubbe  Walet-auppliei 


HISCELLAITEOtlS. 

Buker'B  Deep-lea  Soundingi 8vo, 

Bmmons'a  Geolafiul  Culds-boolt  of  liie  Rocky  ModnUln  Einu^n  of  Iha 

International  CooeresJI  of  Geolociata. ....Laj^  Bto 

Ferrel'i  Popular  Treatise  on  tbe  Winda Sto 

Balnei'i  Araeiican  Railway  Managemeol ,  umo, 

Hon')  Composition.  DiKUtibilllT.  anil  ITucritlTeVaJue  of  Food.    Uoonted  chut. 

Fallacy  ol  the  Present  Theory  ol  Saond 16100 

Rlcketli'*  Hlaloiy  of  ReniuLaei  Polytechnic  lottltuta,  i8)4-iBm.  Small  Sto, 

ftotberhani'i  Emphuiied  Ne«  Tetument Lar^e  8to, 

Staafa  Tieatlie  on  Ibe  DiMOieiof  the  Dog Sto, 

Tottaa'i  Importaot  Otestion  in  Metrology 8»o 

The  WotU'a  Columbian  Eipoiilion  ol  1B93 4". 

WorcHter  and  Atlcinioa.  Small  Boipiuli.  EitahUahmeat  and  Halntenance, 
ajid  Suggeationa  for  Hoipiial  Architecture,  with  Plaoi  for  a  Small 
Hoapltal umo. 


HEBREW  AUD   CHALDEE   TEZT>BOOKS. 


I 
i 


Bebiew  ChreWomathy Bto,    ■ 

Oaaeaiui't  Hebrew  and  ChKldaa  Laaleoa  to  tha  Old  Tcftammt  Scriptufa. 


Lelteria'a  Bebraw  Bible . . 
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